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FUEL INJECTED 4T XC-F, XCF-W, EXC 2012, XC-F250/350 2011-12 
0016300./220534

1

 REMOVE THE SEAT

REMOVE THE FUEL PUMP

REMOVE THE KTM TANKa

REMOVE THE SEAT SCREWb

c
REMOVE THE RADIATOR 
SCOOPS

d

4

REMOVE THE TANK SCREWa

DISCONNECT THE FUEL PUMP POWER CABLEb

2

REMOVE THE  FUEL LINE 
FITTINGS 3

ACERBIS PARTS LIST
N.1 FUEL TANK

N.1 GAS CAP
N.1 FUEL LINE

N.2 RETAINER CLIPS
N°4 RADIATOR SCOOPS AND 

FUEL PUMP SCREWS 
N°1 SEAT SCREW

N°1 FUEL NUT
N°1 FUEL CONNECTOR 

OEM ITEMS TO USE:
N°1 FUEL PUMP

N°1 FUEL PLASTIC CONNECTOR
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WARNING!
CLEAN TANK INTERIOR THOROUGHLY BEFORE 

INSTALLATION. INSTALL THIS FUEL TANK 
ONLY IN A WELL VENTILATED AREA, AS 

GASOLINE FUMES ARE EXTREMELY 
DANGEROUS. DO NOT START OPERATE THE 
VEICHLE IF THERE ARE ANY FUEL LEAKS! 

ACERBIS RECOMMENDS THAT INSTALLATION 
BE DONE BY LICENSED MECHANIC. READ ALL 

INSTRUCTIONS FIRST BEFORE BEGINNING 
INSTALLATION.

DISCLAIMER:
DUE TO UNCONTROLLED VARIABLES IN THE 
MANUFACTURING PROCESS OF ROTATION-
ALLY MOLDED FUEL TANKS, THE FUEL TANK 
MAY VARY IN SIZE AND SHAPE BY UP 7% OF 

THE MANUFACTURER’S ORIGINAL LISTED 
CAPACITY. 

FUEL INJECTED 4T XC-F, XCF-W, EXC 2012, XC-F250/350 2011-12 
0016300/225034

REASSEMBLE THE FUEL
LINE FITTINGS

7

6INSTALL THE TANK SCREWa

CONNECT THE FUEL PUMP POWER CABLEb

 ATTENTION: ONLY FOR EXC-F 250/350

1

REMOVE THE KTM PUMP LINE

8

INSTALL THE SEAT

5INSTALL THE SEAT SCREWa

REASSEMBLE THE PUMP
TORQUE SPEC: 2,2 FT/LB 3,0 N/m

b

FOR COMPETITION USE ONLY 

2

LUBE
LUBE

3 INSTALL THE ACERBIS PUMP LINE

USE THE ACERBIS 
RETAINING CLIPS

2

Shop for quality Acerbis products on our website. Looking for motorcycle frame & body? Visit our website.

https://www.motorcycleid.com/frame-body.html
https://www.motorcycleid.com/acerbis/



