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* Cobra recommends you always wear a helmet while riding. Please never operate your motorcycle while under
the influence of alcohol and/or drugs. Enjoy the new look of your motorcycle and please ride safely.

Items Supplied > 

1 - Right Floorboard Assembly 
1 - Left Floorboard Assembly 
2 - Long Black Spacers 
2 – Medium Black Spacers 
2 - Short Black Spacers  

Application(s) > 

HONDA SPIRIT 750 01-07

Instruction Manual > 

Your Floorboards will install in just a few minutes using common tools.  Read all instructions carefully 
and completely before installing your new Floorboards. 

1. Remove your stock footpeg mounts. Note: Save stock hardware for installation of new floorboard
assemblies.

2. If you have the Cobra Freeway bar installed (see figure 1), starting on the left side of the
motorcycle insert the stock bolt thru the lower hole in the floorboard mount, supplied short spacer,
freeway bar mount and into the frame. On the upper mounting hole, insert the stock bolt thru the
floorboard mount, freeway bar short spacer, supplied short spacer and into the frame.  On the
right side of the motorcycle insert the stock bolt thru the lower hole in the floorboard mount,
supplied medium spacer, freeway bar mount and into the frame.  On the upper mounting hole,
insert the stock bolt thru the floorboard mount, supplied medium spacer, freeway bar short spacer
and into the frame.  The supplied long spacers are not used.

3. If you do not have the Cobra Freeway bar installed (see figure 2), starting on the left side of
the motorcycle insert the stock bolt thru the lower hole in the floorboard mount, supplied medium
spacer and into the frame. On the upper mounting hole, insert the stock bolt thru the floorboard
mount, supplied medium spacer, and into the frame.  On the right side of the motorcycle insert the
stock bolt thru the lower hole in the floorboard mount, supplied long spacer and into the frame.
On the upper mounting hole, insert the stock bolt thru the floorboard mount, supplied long spacer
and into the frame.  The supplied short spacers are not used.

4. Tighten all bolts to factory torque specifications.
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Instruction Manual > 06-1617/06-4117

FIGURE 1 
(Cobra Freeway Bar installed) 

FIGURE 2 
(Cobra Freeway Bar NOT installed) 

RIGHT FLOORBOARD 

2x 
MEDIUM SPACER 

2x FREEWAY 
BAR MOUNT

2x FREEWAY 
BAR SPACER 

4x 
STOCK 

2x 
SHORT SPACER 

LEFT FLOORBOARD

2x 
MEDIUM SPACER 

LEFT FLOORBOARD 

4x 
STOCK BOLTS 

2x 
LONG SPACER 

RIGHT FLOORBOARD 

RIGHT FRAME 
DOWN TUBE

LEFT FRAME 
DOWN TUBE 

RIGHT FRAME 
DOWN TUBE

LEFT FRAME 
DOWN TUBE 

Discover other motorcycle foot controls and pegs on our website.

https://www.motorcycleid.com/foot-controls-pegs.html

