
Driven Racing 2016 Kawasaki Z125 Valve Cover
Part#:DKZ-011
INSTALLATION INSTRUCTIONS

1. Remove OEM valve cover using an 8mm socket.
2. Remove o-ring gasket from cover.
3. Apply small amount of grease to o-ring.
4. Install o-ring in new cover.
5.Apply blue Loctite on bolts.
6. Install screws torque to 6ft/lbs.

NOTE: run engine make sure gasket is sealed and no leaks.

https://www.motorcycleid.com/driven-racing/


TOOLS REQUIRED

- 8mm socket and wrench
- Blue Loctite

Installation

Using an 8mm socket remove the orignal screws from 
the OEM cover then rotate and remove cover. 

Remove the orignal O’ring from the OEM cover.

Install the O’ring onto Driven Racing timing cover.

Install the Driven Racing timing cover using the supplied 
M6 x 20mm screws and blue loctite.
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FOR OFF-ROAD/CLOSED COURSE USE ONLYFOR OFF-ROAD/CLOSED COURSE USE ONLY

THIS PRODUCT MUST BE INSTALLED BY A CERTIFIED MOTORCYCLE TECHNICIANTHIS PRODUCT MUST BE INSTALLED BY A CERTIFIED MOTORCYCLE TECHNICIAN  

DRIVEN TIMING COVER FOR HONDA MOTORCYCLES
PART# DEC-003

Find out more about drivetrain & transmission parts we have.

https://www.motorcycleid.com/drivetrain-transmission-parts.html



