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• GET POWER (Orange Case): the GPA Switch is P&P ready to Fit

• GP1 EVO (Blue Case): ensure Device “GP1EV0_M50C50F55_r001.mya” or higher is loaded, the ECU is GPA enabled and
GPA MPA’s are loaded.
GP1 EVO ECU’s produced after 01.10.2011 are already updated to this news Standard and the GPA Switch is P&P

cod. GK-CANSW-0001 

0 = NO GPA 
10 = MAX. GPA 
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INSTALLING GET GPA SWITCH       

• GET POWER (Orange Case):  connect GPA SWITCH to ECU “MAIN" connector

• GP1 EVO (Blue Case):   connect GPA SWITCH to ECU “MAI N" connector



CLEANING    

 WARNING        

• NO HIGH-PRESSURE WASHER

• USE  COMPRESSED AIR

• DON’T CUT THE “CM CABLE”

� CM CABLE 

ENGLISH 

Directive 2002/95/EC, 2002/96/EC and 2003/108/CE of the European Parliament on waste electrical and electronic equipment (WEEE) 
Disposal of old Electrical & Electronic Equipment (applicable throughout the European Union and other European countries 
with 
separate collection programs). 
The symbol of crossed out wheeled bin, found on the product or on its packaging, indicates that this product should not be treated as household waste when you 
wish to dispose of it. Instead, it should be handed over to an applicable collection point (or the recycling of electrical and electronic equipment).  
By ensuring that product is disposed of correctly, you will help prevent potential negative consequences to the environment and human health, which could 
otherwise be caused by inappropriate disposal of this product. The recycling of materials will help to conserve natural resources.  

Rely on premium motorcycle performance chips and programmers made by GET if you’re looking for quality and efficiency.

https://www.motorcycleid.com/performance-chips-programmers.html
https://www.motorcycleid.com/get/

