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G-Line XF 910

G-Line XF has outstanding resis-
tance to pressure, much higher

¢ Al sizes of G-Line XF are usable
¢ at full vacuum (0 bar pressure)

i to give maximum pressure
¢ resistance and external protec-

than that of conventional convo- up to 130°C. Above this, the tion to the hose. SAEJ1737

luted PTFE lined hose. In addition : vacuum resistance should be compliant

to this G-Line XF hose flow rates ¢ reduced 1% for every degree

are always significantly higher above 130°C. Stainless

than convoluted PTFE hose and Steel braided hose is used in

may allow you to reduce the bore : applications involving higher

size with the subsequent weight temperatures. High tensile grade

and cost savings. 304 stainless steel wire is used,

Application: 910 is the number one choice BORE SIZE BRAIDOD | WORKING PRES| BURST PRES Weight MIN BEND RAD
Fuel, Oil, Water, Methanol, Air  : of leading motorsportteams, : “ppgrno [ MM | IN | MM | IN | BAR | PSI | BAR | PSI | K&M | LBFT |MM | I
Temperature range: . and our flagship lightweight - "g 00" T6 85 0270 [10.3 0406 | 90 1320 | 360 5290 | 0055 0037 |235 0.925
-45°C to +170°C : hose. 910 combines a woven

A9F 10 +336°F super-light Aramid braid, 910-06* | 953 0.375 | 13.0 0512 | 80 1180 [ 320 4700 | 0.088 0.059 | 20 0.787
Material: with a single 100% PTFE 910-08 |1270 0.500 [ 16.5 0.650 | 70 1030 [ 280 4120 | 0141 0.095| 38 1426
Anti-Static PTFE smoothbore, - INNer core - smooth inside for - g49.19 45,88 0625 [208 0.819 | 65 955 | 260 3820 | 0.201 0135 | 45 1772
Aramid fibre Braid  nereased flow and comvoluted &~ 0750 | 244 0961 | 60 880 | 240 3530 | 0292 0196 | 50 1969
Fittings: outside for amazing flexibility.

Bl Compatible with fully crimped ;| 910-16 |2540 1.000 |823 1.272 | 50 740 | 200 2940 | 0.416 0.320 | 70 2756
and 811 fittings fittings or the revolutionary 910-20 (32.00 1.260 |38.4 1512 | 45 666 | 180 2645 | 0.850 0.654 [ 100 3.937

i 811 series re-usable fittings

*910-06 also available as Fuel Cell hose using just the core PTFE tube of G-LineXF hose, remov-
ing the outer braid to reduce weight and ensure cleanliness in the tank. Compatible with all fuels
including methanol, it can be cut to specific lengths and crimped by Goodridge or one of it’s
distributors. Perfect for the inside of fuel cells, for lift pump applications. See page 9

G-Line XF 811

Application: 811 hose has all the flexibility BORE SIZE BRAIDOD | WORKING PRES | BURST PRES WEIGHT | MIN BEND RAD

Fuel, Oil, Water, Methanol, Air ~ : and flow ratg ad"a”FageS of PARTNO | MM | IN | MM | IN | BAR | PSI | BAR | PSI | koM | LBFT | MM | IN

Temperature range: 910 hose with astainless g0 T ee ™ 0970 | 960 0378 | 90 1320 | 360 5290 | 009 0041 | 19 0750

-70°C 10 +260°C steel braid for additional

Q% 0 + 500 . protection, Compatible with 811-06 | 953 0375 | 130 0512 | 80 1180 | 320 4700 | 014 0094 | 20 0787

Material: fully crimped fittings or the i 811-08 | 1270 0.500 | 16.5 0.650| 70 1030 | 280 4120 | 0.29 0.195 | 38 1.496

Anti-Static PTFE smoothbore, revolut:jnafry 811 series 811-10 | 15.88 0625 20.8 0819 | 65 955 | 260 3820 | 0.35 0235 45 1772
i i re-usable fittings :

Stainless steel braid 811-12 | 19.05 0750 | 244 0961 | 60 880 | 240 3530 | 0.40 0.269 | 50 1.969

Fittings:

Compiﬁble with all 741 © 81116 | 2540 1000 | 323 1272 | 50 740 | 200 2940 | 063 0423 | 70 2756

and 811 fittings
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G-Flex 711

Our newly developed G-Flex
hose is a revolution within our
industry. Constructed of a fully
crimpable, convoluted PTFE
core with a carbon impreg-
nated static dissipation liner
(impervious to virtually all
chemicals) and covered with
black aramid fibre or high
tensile 304 stainless steel
braid, our G-Flex hose is the

 lightest, most durable, flexible :
“ and crimpable convoluted hose
¢ available. SAEJ1737 compliant
i and compatible with all fuels,
including methanol, alcohol

“ and E-85. G-Flex hose is the

¢ choice for current, and future

: champions.

Application: | 711 isthe lightest and most BORE SIZE BRAIDOD | WORKING PRES | BURST PRES WEIGHT | MIN BEND RAD

Fuel, Oil, Water, Methanol, Air - flexible aramid fibre braid = "pagryvo ["wm [ w | mm | N [BAR[ Psi [ BAR | PSI | ke | LBFT [ MM ] I

Temperature range: | covered product on the | 711-06 | 950 0375 | 1245 0490 | 45 652 | 180 2610 | 0.071 005 | 25 0.5

-45°C to +170°C ¢ market and SAEJ1737

U0 10 4338 . compliant, Assembled by | 711-08 | 1284 0505|1575 0620 | 34 493 | 136 1972 | 012 008 |30 100

Material: §Goodridgeoritsdistributors, 2711-10 18.28 0.720 [20.83 0.820 | 30 435 | 120 1740 | 0158 0.1 | 35 = 1.20

Anti-Static PTFE convoluted, ;1S flexibility lends ittoall - 74942 | 1942 0765 [2275 0900 | 24 348 | 96 1392 | 0198 013 | 60  2.00
id fi i i markets and applications ;

Aramid fibre Brad % PP . 711-16 2700 1063 [31.00 1220 | 20 290 | 80 1160 | 0.298 020 | 89 250

Fittings: :

Compatible with 711

fittings only

G-Flex 511

Application: 511 is the lightest and most BORE SIZE BRADOD | WORKING PRES| BURST PRES WEGHT | MIN BEND RAD

Fuel, Oil, Water, Methanol, Air  : flexible high tensile 304 stain- & ‘opgrno [ MM | ™ | MM | IN | BAR| PSI | BAR | PSI | KGM | LBFT | MM | N

Temperature range: | less steel bra,'ded product on { 511-06 | 950 0375|1195 0470 | 60 870 | 240 3480 | 0.144 0097 | 19 075

-70°C to +230°C the market with SAEJ1737 ¢

S compliance. Assembledby | 511-08 | 1284 0505 |15.25 0600 | 47 682 | 188 2726 | 0195 0131 | 26 100

Material : Goodridge or its distributors, 511-10 |18.28 0.720 |21.20 0.835 | 40 = 580 | 160 2320 | 0.296 0.199 | 30 ~ 1.20

Anti-Static PTFE convoluted, ~: ts flexibility lends it to | 511412 | 10.42 0765|2270 0894 | 32 464 | 128 1856 | 0376 0.253 | 50  2.00
i i all markets and applications ~ :

Siainlessstoo|braid P | 51116 |27.00 1.063 |30.60 1205 | 26 377 | 104 1508 | 0.533 0358 | 63 2,50

Fittings:
Compatible with 711
fittings only




G-Max 825

Our G-Max hose is another first
for Goodridge and our industry.
Constructed with 100% PTFE
single core and polyester braid
G-Max hose is 40% lighter than

¢ rubber core hose. Combined

¢ with up to 10% larger ID, and
20% more flow potential than
¢ rubber hose G-Max is the :
¢ choice for you when the ultimate

performance is demanded
from a limited budget. G-Max
is compatible with all fuels,
including methanol, alcohol and fittings. Factory assembled or
E-85 with no vapour loss, and

i can be used with our newly de-
¢ and our exclusive 811 reusable

self-assembled, G-Max hose is

i set to revolutionise the motor-
¢ veloped 711 crimp style fittings : sport world. G-Max hose is for
i use in non-vacuum applications.

Application: EA“ award winning product BORE SIZE BRADOD | WORKING PRES| BURST PRES Weight MIN BEND RAD
Fuel, Oil, Water, Methanol, Air that supplies turbulance free PARTNO | MM | IN | MM | IN |BAR| PSI | BAR| PSI | K&/M | LBFT |MM | IN
Temperature range: fluids in various appliactions. - "o c”06™ g 03 0,391 | 1334 0.525 | 34 493 | 104 1508 | 0100 0067 | 50 200
-40°C to +110°C re-usable self assembly

U 0 4030 or crimpable by Goodridge 825-08 |13.46 0.530 | 1715 0.675 | 32 464 | 98 1421 | 0140 0.094 | 76 = 3.00
Material: or one of it's distributors. 825-10 [16.51 0.650 [20.98 0.826 | 28 406 | 88 1276 | 0.204 0.137 | 101  4.00
Anti-Static PTFE smoothbore, i 11€ Most cost effective 825-12 |19.69 0775 |23.98 0944 | 21 305 | 65 943 | 0.236 0.58 | 126 = 5.00
Polyester Braid i plumbing solution on the

Fittings: market.

Compatible with all 711

and 811 fittings

G-Line Features and Benefits

G-Line Xf 910,811 G-Max 825

* 811 and 910 series — The lightest smooth-bore PTFE hose in the world

* Nominal bore size

* Smooth-bore 100% PTFE single core

o Stainless or Aramid outer braid

e Can be used with 4000, 811 re-usable and 711 crimpable style fittings
o Compatible with all fuels — methanol, alcohol, E-85

e SAE J1737 compliant

G-Flex 711,511

® THE lightest and most durable, crimpable convoluted hose available
* THE most flexible, crimpable convoluted hose available

 Stainless or Aramid outerbraid

® Convoluted 100% PTFE single core
e Can be used with 711 crimpable style fittings
e Compatible with all fuels — methanol, alcohol, E-85

e SAE J1737 compliant

e Smooth-bore 100% PTFE single core

® 40% Lighter than rubber core hose

® 10% Larger I.D. than rubber core hose

* 20% More flow potential than rubber core hose

e Compatible with all fuels — Methanol, Ethanol, E-85

© No vapor loss

e Can be used with both 811 re-usable and 711 crimpable style fittings
o For use in fluid delivery non-vacuum applications
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Hose 910 FC (Fuel Cell)

Fuel tank systems
Temperature range :
-45°C to 50°C

-49°F to 122°F

Material :
PTFE : SAEJ1737

2 x Options:
e Clear PTFE

¢ This product is perfect for
¢ the inside of fuel cells, for

lift pump applications. 910-
06FC uses just the centre
PTFE tube of G-Line hose,
removing the outer braid to
reduce weight and ensure

¢ cleanliness in the tank.

Compatible with all fuels

O eRIRE IR including methanol, it can BORE SIZE WORKING PRES BURST PRES WEIGHT MIN BEND RAD
be cut to specific lengths for PART NO MM IN BAR PSI BAR PSI KG/M | LB/FT MM IN
use with the standard G-Line : 910-06FC 9.53 .375 5 74 20 295 .06  .0403 | 60.0 2362
© fittings. 910-06FCCL| 953  .375 5 74 20 295 | .06 .0403 | 60.0 2362
G-Line Hose Fully Convoluted
The ultimate range of ultra ¢ IRL, NASCAR teams and
flexible and light weight hose  : of W.R.C. competitors.
and fittings. Developed 710 G-Line combines light-
exclusively by Goodridge - | ness with superb strength
the world’s leading supplier of : and flexibility. The wide fitting
light weight PTFE hose. range is designed to meet
Our G-Line product ranges are : all possible applications and
the first choice of leading F1, { requirements.
G-Line Hose Fully Convoluted - Hose 710
Fuel, Oil, Water, Methanol, Air  : This exclusive Goodridge black Aramid Fibre. flexibility that offers a 70%
development has changed the : This combination offers a fluid : tighter bend radius saving
UELIEE GG e i iti i transfer h ith strength time, material and weight
45 to + 170°C perception of traditional fluid ansier nose with streng Ime, material and weight.
49°F to + 338°F transfer hoses, worldwide. and pressure ratings superior i The Aramid Fibre outer
i Constructed of a convoluted i to most stainless steel braided : braid is literally a bullet-proof
Material : Anti-Static PTFE inner tube with a carbon | hoses. Our exclusive 710 material, offering superior
Convoluted PTFE bore, impregnated static dissipation : Series Hose is over 60% strength and fire resistance.
Aramid fibre Braid liner (impervious to virtually all : lighter than stainless braided
chemicals) and covered with nitrile hose. Its convoluted
¢ the industry’s only source of form gives it collapse resistant .
BORE SIZE BRAID 0D WORKING PRES BURST PRES WEIGHT MIN BEND RAD
PART NO MM IN MM IN BAR | PSI BAR PSI KG/M | LBFT | MM IN
710-04 71 0280 11.3 0445 | 70 1025 [ 330 4850 | 0.075 0.05| 20 0787
710-06 95 0375| 144 0567 | 64 940 | 256 3760 | 0.089 0.06| 25  0.985
710-08 133 0525] 19.2 0756 | 58 850 235 3450 | 0134 009| 25 0.985
710-10 16.0 0630| 215 0846 [ 50 735 | 200 2930 | 0164 011 | 32  1.260
710-12 195 0768| 256 1.008 [ 35 510 | 170 2495 | 0193 0.13| 40 1575
710-16 254 1.000| 339 1335 | 33 485 133 1950 | 0.237 016 | 50 1.968
710-20 31.8 1.250| 365 1457 | 25 367 75 1102 | 0461 031 | 70 2756




Fully Machined G-Line Swage/Crimp Fittings for: G-Line and G-Line XF 910, 710, 811

Fitting Type:

Swage / Crimp

Application:

Fuel, Oil, Water, Methanol, Air
To Suit Hose:

910, 710, 811

Please Note:
Collars need to be ordered separately
for all swage / crimp fittings.

Brazed swage/crimp versions
available upon request.

i The only choice of fitting when the goal
is to achieve the World's lightest fluid

i transfer system offering the utmost

© in racing environment performance,
reliability and weight saving. These
fully machined, one-piece fittings are

i designed for permanent attachment to
© all our G-Line hose ranges. Our quali-
¢ fied Hose Technicians will individually
build your assembly to your exacting

¢ specifications. You can build your

* own lines at your facility with the aid

¢ of our G-Line Hydraulic Swage/crimp

: Machines

4001 STRAIGHT FEMALE CONCAVE
PART NO. MATERIAL | THREAD
4001-04 D 7/16 x 20
4001-06 D 9/16 x 18
4001-08 D 3/4x 16
4001-10 D 7/8 x 14
4001-12 D 1116 x 12
4001-16 D 15/16 x 12
4001-20 D 15/8 %12
4045 45° FORGED SWEPT FEMALE CONCAVE SEAT
PART NO. MATERIAL | JIC/UNF THREAD
4045-04 D 7/16 x 20
4045-06 D 9/16 x 18
4045-08 D 3/4x 16
4045-10 D 7/8 x 14
4045-12 D 1116 %12
4046 45° SWEPT TUBE FEMALE CONCAVE SEAT
PART NO. MATERIAL | THREAD
4046-04 D 7/16 x 20
4046-06 D 9/16 x 18
4046-08 D 3/4x 16
4046-10 D 7/8 x 14
4046-12 D 1116 x 12
4046-16 D 15/16x 12
4090 90° FORGED FEMALE CONCAVE SEAT
PART NO. MATERIAL | JIC/UNF THREAD
4090-04 D 7116 x 20
4090-06 D 9/16 x 18
4090-08 D 3/4x 16
4090-10 D 7/8 x 14
4090-12 D 1116 x 12

4091 90° SWEPT TUBE FEMALE CONCAVE SEAT
PART NO. MATERIAL | THREAD
4091-04 D 7/16 x 20
4091-06 D 9/16 x 18
4091-08 D 3/4x16
4091-10 D 7/8 x 14
4091-12 D 11/16 x 12
4091-16 D 15/16 x 12
4120 120° SWEPT TUBE FEMALE CONCAVE SEAT
PART NO. MATERIAL | JIC/UNF THREAD
4120-04 D 7/16 x 20
4120-06 D 9/16x 18
4120-08 D 3/4 x 16
4120-10 D 7/8x 14
4120-12 D 11/16 x 12
4120-16 D 15/16 x 12
4150 150° SWEPT TUBE FEMALE CONCAVE SEAT
PART NO. MATERIAL | JIC/UNF THREAD
4150-04 D 7/16 x 20
4150-06 D 9/16 x 18
4150-08 D 3/4x 16
4150-10 D 7/8 x 14
4150-12 D 11/16x12
4150-16 D 15/16 x 12
4180 180° SWEPT TUBE FEMALE CONCAVE SEAT
PART NO. MATERIAL | JIC/UNF THREAD
4180-04 D 7/16 x 20
4180-06 D 9/16x 18
4180-08 D 3/4x 16
4180-10 D 7/8 x 14
4180-12 D 11/16 x 12
4180-16 D 15/16 x 12
444 STRAIGHT MALE CONVEX SEAT
PART NO. MATERIAL | JIC/UNF THREAD
4441-04 D 7/16 x 20
4441-06 D 9/16 x 18
4441-08 D 3/4x 16
4441-10 D 7/8 x 14
40776 STRAIGHT MALE CONVEX SEAT
PART NO. MATERIAL | HOLE SIZE
40776-04-M10 D M10
40776-06-M12 D M12
40776-06-M14 D M14
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Adjustable Swage/Crimp Fittings for: G-Line and G-Line XF, 910, 710, 811

Fitting Type : | Adjustable Swage G-Line Fittings are 1454 120° SWEPT TUBE FEMALE CONCAVE SEAT
Swage / Crimp _ essential when last minute hose end PART NO. MATERIAL | JIC/UNF THREAD
Application : onemanon or‘|rl1—f|e|d alignments are 44120-04 D =P
Fuel. Oil. Water. Methanol, Air ¢ required. Additionally, they allow for
P ! ' i ) ) ) 44120-06 D 9/16x 18
To Suit Hose : hose assemblies to be used in multiple 44120-08 D 3/4%16
910, 710, 811 i locations. Our 360 degree adjustable,
4400 Series G-Line Hose ends offer 44120-10 D 7/8x14
Please Note: " trouble free installation of pre-fabricat- S22 D 11/16x12
Collars need to be ordered separately ed hose assemblies, with the reliability
for all swage / crimp fittings. of a swage design. Our qualified Hose
(See below) Technicians will individually build your 44150 150° SWEPT TUBE FEMALE CONCAVE SEAT
assembly to your exacting specifica- PART NO. MATERIAL | JIC/UNF THREAD
tions. You can build you own lines at 44150-04 D 716 x 20
your facility with the aid of our G-Line 44150-06 D 9/16 x 18
Hydraulic Swage Machines. 44150-08 D 3/4x16
44150-10 D 7/8x 14
44150-12 D 11/16x12
4445 45° FORGED FEMALE CONCAVE SEAT
PART NO. MATERIAL | JIC/UNF THREAD
44180 180° SWEPT TUBE FEMALE CONCAVE SEAT
4445-04 D 7/16 x 20
A b VT PART NO. MATERIAL [ JIC/UNF THREAD
4445-08 D 3/4x16 44180-04 D 7/16 x 20
44180-06 D 9/16x 18
444510 0 e xia 44180-08 D 3416
4445-12 D 11/16x12
44180-10 D 718 x 14
44180-12 D 11/16x12
4446 45° SWEPT TUBE FEMALE CONCAVE SEAT
PART NO. MATERIAL _| JIG/UNF THREAD RC110 SWAGE COLLAR TO SUIT 710 HOSE FOR DRAW SWAGING
il D JAEED PART NO. MATERIAL
4446-06 D 9/16x 18 RC110-04 D
4446-08 D 3/4%16 T b
4446-10 D 7/8 %14 TR .
4446-12 D 1116 x12 RC110-10 D
4446-16 D 15/16x12 To Suit Hose Type : G-Line 710 RC110-12 D
Please Note : Collars need to be ordered RC110-16 D
4490 90° FORGED FEMALE CONCAVE SEAT separately for all swage / crimp fittings RC110-20 D
PART NO. MATERIAL | JIC/UNF THREAD
4490-04 D 7/16 x 20
4490-06 D 9/16x 18 RCC910 CRIMP COLLAR TO SUIT 811 & 910 HOSE FOR CRIMPING
4490-08 D 3/4% 16 PART NO. MATERIAL
4490-10 D 7/8x14 RCC910-04 D
4490-12 D 11/16x 12 RCC910-06 D
RCC910-08 D
To Suit Hose Type : G-Line XF 910, 811 RCC910-10 D
4491 90° SWEPT TUBE FEMALE CONCAVE SEAT Please Note : Collars need Ito be' qrdered RCC910-12 D
SART IO, VATERAL T JIC/UNE THREAD separately for all swage / crimp fittings RCC910-16 D
4491-04 D 7/16 x 20
4491-06 D 9/16 x 18
4491-08 D 3/4x16
4491-10 D 7/8x14
4491-12 D 1116 x12
4491-16 D 15/16x 12




G-Line Flexible Coupling Fittings for Wiggins to suit G-Line and G-Line XF 910, 710, 811

Fitting Type :

Swage / Crimp

Application :

Fuel, Oil, Water, Methanol, Air
To Suit Hose :

910, 710, 811

Please Note:

All DFL fittings are made to order.
Step sizes available upon request.
Please contact our Sales Department
for pricing and availability.

For rapid disconnection and where
the need is to connect flexible hose
to rigid tube use the Goodridge cup
end fittings designed for use with our
Wiggins flexible couplings.

4001DFL STRAIGHT
PART NO. MAT | HOSE SIZE WIGGINS
4001-08-08DFL D -08 -08
4001-10-10DFL D -10 -10
4001-12-12DFL D -12 -12
4001-16-16DFL D -16 -16

4046DFL 45° SWEPT TUBE
PART NO. MAT | HOSE SIZE WIGGINS
4046-08-08DFL D -08 -08
4046-10-10DFL D -10 -10
4046-12-12DFL D -12 -12
4046-16-16DFL D -16 -16

4091DFL 90° SWEPT TUBE
PART NO. MAT | HOSE SIZE WIGGINS
4091-08-08DFL D -08 -08
4091-10-10DFL D -10 -10
4091-12-12DFL D -12 -12
4091-16-16DFL D -16 -16

4120DFL 120° SWEPT TUBE
PART NO. MAT | HOSE SIZE WIGGINS
4120-08-08DFL D -08 -08
4120-10-10DFL D -10 -10
4120-12-12DFL D -12 -12
4120-16-16DFL D -16 -16

4150DFL 150° SWEPT TUBE
PART NO. MAT | HOSE SIZE WIGGINS
4150-08-08DFL D -08 -08
4150-10-10DFL D -10 -10
4150-12-12DFL D -12 -12
4150-16-16DFL D -16 -16




PERFORMANCE

711 Fully Machined G-Line Crimp Fittings for: G-Line XF 910, 811 G-Flex 711, 511, G-Max 825

The newly developed 711 range of

Fitting Type: 711-60 60° SWEPT TUBE FEMALE CONCAVE SEAT
Crimp high performance fittings have been oARTIO MATERAL | JIC/UNF THREAD
Application: designed to achieve the world’s lightest 1 60I06 D
Fuel, Oil, Water, Methanol, Air fluid transfer system. The 711 onepiece : 9M16x18
To suit hose: fittings are fully machined with a larger 711-6008 D 3/4x16
910,811, 711, 511, 825 bore size to create the highest flow IS EIVAO R i hiob 3
characteristics available. Goodridge LUHAE D 11/16x12
Please Note:* qualified hose technicians will individu- THE016 | D | 1516x12
Fitting sizes 120°%150°%180°, ally build custom hose assemblies to
are brazed and not fully machined meet your exact specifications.
711-90 90° FORGED FEMALE CONCAVE SEAT
711-01 STRAIGHT FEMALE CONCAVE SEAT PART NO. MATERIAL | JIGIONF THREAD
711-9006 D 9/16x 18
PART NO. MATERIAL | JIC/UNF THREAD 711-9008 D 3/4%16
711-0106 D 9/16 x 18 711-9010 D 7/8x 14
711-0108 D 3/4%16 711-9012 D 11/16x 12
711-0110 D 7/8x 14
711-0112 D | 1116x12
711-0116 D | 1516x12
711-91 90° SWEPT TUBE FEMALE CONCAVE SEAT
711-30 30° SWEPT TUBE FEMALE CONCAVE SEAT PART NO. MATERIAL | JIG/UNF THREAD
PARTNO. | MATERIAL | JIC/UNF THREAD 711-9106 D | 9/16x18
711-3006 D |o9r6x18 711-9108 D [3/4x16
711-3008 D 3/4%16 711-9110 D 7/8 x 14
711-3010 D 7/8x 14 711-9112 D 11/16x12
711-3012 D 11/16 x 12 711-9116 D 15/16 x 12
711-3016 D 15/16 x 12
711120+ 120° SWEPT BRAZED TUBE FEMALE CONCAVE SEAT
711-45 45° FORGED FEMALE CONCAVE SEAT PARTNO. | MATERIAL | JIG/IUNF THREAD
PART NO. MATERIAL | JIC/UNF THREAD iR1 2006 D Sl
7114506 | D | o/16x18 7112008 | D | 3416
711-4508 D 34 x16 711-12010 D 7/8x14
711-4510 D 78x14 711-12012 D 1116 x12
711-4512 D 11/16x 12 711-12016 D 15/16x 12
711-150 * 150° SWEPT BRAZED TUBE FEMALE CONCAVE SEAT
711-46 45° SWEPT TUBE FEMALE CONCAVE SEAT PART N, WATERAL | JIC/UNE THREAD
PART NO. MATERIAL | JIC/UNF THREAD 71115006 D S
711-4606 D 9/16x 18 711-15008 D 3/4x16
s b s 71115010 | D | 7/8x14
JiA DD U 9l 71145012 | D | 11/16x12
LAIRIIE O g 71115016 | D | 15/16x12
711-4616 D 15/16 x 12
711-180 180° SWEPT BRAZED TUBE FEMALE CONCAVE SEAT

PART NO. MATERIAL | JIC/UNF THREAD
711-18006 D 9/16x 18

711-18008 D 3/4x16
711-18010 D 7/8x 14
711-18012 D 11/16 x 12
711-18016 D 15/16x 12




77xx Double Swivel Tail Fittings for: G-Line XF 910, 811 G-Flex 711, 511, G-Max 825

7746 45° SWEPT TUBE FEMALE CONCAVE SEAT | 7791 90° SWEPT TUBE FEMALE
PARTNO. | MATERIAL| JIC/UNF THREAD PARTNO. | MATERIAL [IC/UNF THREAD
7746-06 D |9/16x18 7791-06 D | 96x18
7746-08 D |3M4x16 7791-08 D |3/4x16
7746-10 D | 7/8x14 7791-10 D | 78x14
7746-12 D | 1116x12 7791-12 D | 1116x12
7746-16 D |1516x12 7791-16 D |1516x12
TO SUIT HOSE TYPE: G-LINE XF 910/811, G-FLEX 711/511, G-MAX 825 TO SUIT HOSE TYPE: G-LINE XF 910, 811
Please Note: Please Note:
COLLARS NEED TO BE ORDERED SEPARATELY FOR ALL CRIMP FITTINGS COLLARS NEED TO BE ORDERED SEPARATELY FOR ALL SWAGE /CRIMP FITTINGS
RCC711 CRIMP COLLAR TO SUIT 811/910, 711/511, 825
PART NO. MAT
RCC711-06 D
RCC711-08 D
RCC711-10 D
RCC711-12 D
RCC711-16 D

711 Special Fittings - Swivel and Wiggins Cup

Please Note: LAl pa;ts aredassc;rlnbled and 711 DFL WIGGINS CUP WITH DOUBLE SWIVEL TAIL
i ‘stan-ung’ in i i quoted to order. Please contact
UDEal I Sl LT gur Sales Deva ot or PARTNO. | TALSIZE |CUPSIZE| MAT
;I]I taz/sues are available with all oricing and a?/ailability 7731- XX XXDFL D
reaciclip Sizes. 2 ' 7746- XX | XXDFL| D
Collars need to be ordered separately e o ) B
for all crimp fittings.
7791- XX |XXDFL| D
77120- XX |XXprL| D
711 SWEPT DOUBLE SWIVEL TAIL
T T 77150- XX | XXDFL| D
PARTNO. | SIZE | MAT | THREAD SIZE [ JCIUNF THREAD 77180- o ool o
7731- | XX | D | -06 | 9/16x18 5
7761- | XX | D | -08 | 3/4x16 e
77120- | XX | D | -0 | 78x14 EXAMPLE PART No. I e
77150- | XX | D | -2 |1-1/16x12 f7°1r1a[;sf tail and '103“pb3|0 10
wiggins cup double =
77180- | XX | D | -16 |1-5/16x12 Lo
swivel tail: 7731-0610DFL -12
EXAMPLE PART No. -16

fora-16 30° 711 swept double swivel
tail in aluminium: 7731-16D

711 DFL WIGGINS CUP

711 MALE SWIVEL THREAD PART NO. CUP SIZE MAT
PART NO. |TAIL SIZE | THREAD SIZE | MAT |THREAD SIZE] JIC/UNF THREAD m-o1 XXDFL D
711001 | XX | XX | D | -06 | 9/16x18 711-30 XXDFL D
711031 | XX | XX | D | -08 | 34x16 711-45 XXDFL D
711046 | XX | XX | D | -0 | 78x14 711-60 XXDFL D
711061 | XX | XX | D | -12 |11/6x12 711-90 XXDFL D
711001 | XX | XX [ D | -6 |1-516x12 711120 XXDFL D
711120 | xx XX D 711-150 XXDFL D
711150 | XX XX D 711-180 XXDFL D

TIT180 | XX | XX | D EXAMPLE PART No. s_llz)Ess

EXAMPLE PART No. fora-06 cup 30° 711 -08

for a -06 tail and thread -06 straight 711 male DFL wiggins cup in aluminium: 10

swivel thread aluminium: 777001-06-06D 711-3006DFL 12

-16




PERFORMANCE

811 Re-Usable Fittings for: G-Line XF 910, 811 and G-Max 825

Fitting Type: © Goodridge patented 811 re-usable 811-90 90° SWEPT TUBE FEMALE
Re-Usable fittings elattaclhment method providesl, : PART NO. WAT | JIC/UNF THREAD
Applicalltion: . for th.e flrst t|mle, a fully re—gsable olive 811-9004 D 7/16x 20
Fuel, Qll, Water, Methanol, Air frge fllttmg dleS|gned exclusively for use 811-9006 D /16 18
To guﬂ hose: i with lightweight PTFE hose. 811-9008 D TG
G-LineXF 910, 811 and G-Max 825
811-9010 D 7/8 x 14
811-9012 D 11/16x12
811-9016 D 15/16x 12
811-01 STRAIGHT FEMALE 81-120 120° SWEPT TUBE FEMALE
PART NO. MAT JIC/UNF THREAD PART NO. MAT JIC/UNF THREAD
811-0104 D 7/16 x 20 811-12004 D 7/16 x 20
811-0106 D 9/16x 18 811-12006 D 9/16x 18
811-0108 D 3/4%16 811-12008 D 3/4 %16
oot | o 7o e | o T
s-onz D) 16xi2 81112016 | D | 15/16x12
811-0116 D 15/16x 12
812-45 45° FORGED FEMALE 811-150 150° SWEPT TUBE FEMALE
PART NO. MAT | JIC/UNF THREAD PART NO. MAT | JIC/UNF THREAD
812-4506 D 9/16x 18 811-15004 D 7/16 x 20
812-4508 D 3/4x16 811-15006 D 9/16x 18
812-4510 D 7/8x14 811-15008 D 3/4x16
812-4512 D 11/16x12 811-15010 D 7/8x 14
811-15012 D 11/16x12
811-15016 D 15/16x 12
811-45 45° SWEPT TUBE FEMALE 811-180 180° SWEPT TUBE FEMALE
PART NO. MAT | JIC/UNF THREAD PART NO. MAT JIC/UNF THREAD
811-4504 D 7/16 x 20 811-18004 D 7/16 x 20
811-4506 D 9/16x 18 811-18006 D 9/16x 18
811-4508 D 3/4x16 811-18008 D 3/4x16
811-4510 D 7/8 x 14 811-18010 D 7/8x14
811-4512 D 1116 x12 811-18012 D 11/16x12
811-4516 D 15/16x 12 811-18016 D 15/16x 12
812-90 90° FORGED FEMALE
PART NO. MAT | JIC/UNF THREAD
812-9006 D 9/16x 18
812-9008 D 3/4x16
812-9010 D 7/8 x 14
812-9012 D 11/16x12




811 Special Fittings - Flexible cup fittings for Wiggins couplings

Please Note:

¢ All parts are assembled and

: 811-120 120° SWEPT TUBE
To avoid large ‘step-ups' in size, not  Quoted to order, Please contact SRR, A T FosE T WiGGS
all tail sizes are available with al | our Sales Depa.rtmg.nt for LT 5 -6 r
thread/cup sizes. . pricing and availability. SR . o .
Collars need to be ordered separately
for all crimp fittings. Bl 2000 RE D 10 10

811-12012DFL D -12 12
811-01 STRAIGHT FEMALE 811-12016DFL D -16 -16
PART NO. MATRIAL[ HOSE | WIGGINS
811-0106-08DFL D 6 -8
811-0108DFL D -8 8
811-0110DFL D -10 -10
811-0112DFL D -12 -12
BI=OIGOGE D | 61 76 gy1450 150° SWEPT TUBE
PART NO. MAT | HOSE | WIGGINS
811-15006-08DFL D 6 -8
811-15008DFL D 8 -8
811-45 45° SWEPT TUBE 811-15010DFL D -10 -10
PART NO. MAT | HOSE | WIGGINS S L D 2 2
811-4506-08DFL D % 8 811-15016DFL D -16 -16
811-4508DFL D -8 8
811-4510DFL D 10 -10
811-4512DFL D 12 -12
811-4516DFL D 16 -16
811-90 90° SWEPT TUBE
PART NO. MAT | HOSE| WIGGINS
811-9006-08DFL D 6 -8
811-9008DFL D 8 -8
811-9010DFL D -10 10
811-9012DFL D -12 -12 811-120
811-9016DFL D -16 16 with wiggins clamp attached
G-Line Hose and Fitting Compatibility Chart
HOSE TYPE
FITTING TYPE 910 811 710 M 511 825
Al
Machined Crimp N/A
Fittings
811
Re-Usable N/A N/A N/A
Fittings
*
4000
Swage/Crimp N/A N/A N/A
Fittings

*Collar RC110 required, draw swage only






G-Link Bayonet-Type

G-LINIK

Quick Disconnect Couplings

The Quick Disconnect Cou-
plings of the Advantage series,
G-Link Bayonet-Type are
compact and lightweight cou-

i plings, developed for hydraulic
and pneumatic purposes in
motorsport with operating
pressure up to 200 bar. The

locking mechanism with bayo-
net is designed for one-hand
operation, pushing and twist-
ing the outer sleeve, with no

| separate actuation required for
operation. Both halves, couple
and nipple, are equipped with
self-acting valves to stop fluid

i loss during

ncoupling, as well as air
nclusion during coupling.

G—LINI< BAYONET-TYPE DIMENSIONS DETAILS

NOMINAL SIZE 03 HEX A/F 0/A LENGTH CL?ERIELTE-ID N%II\QI'I\;AL MwWP "\‘IN gﬂus
GQDO3BPO3EA  QDV Bayonet-Type Plug -03 JIC TFE/P seal 13mm 34.7mm 38 3.5mm 200bar 7
GQDO3BSO3EA  QDV Bayonet-Type Socket -03 JIC TFE/P seal 13mm 42.5mm 3.5mm 200bar 10
GQDO3BPO3F QDV Bayonet-Type Plug -03 JIC FPM seal 13mm 34.7mm - 3.5mm 200bar 7
GQDO3BS03F QDV Bayonet-Type Socket -03 JIC FPM seal 13mm 42.5mm 3.5mm 200bar 10
GQDO3BPO4EA  QDV Bayonet-Type Plug -04 JIC TFE/P seal 13mm 36.2mm E— 3.5mm 200bar 7
GQDO3BSO04EA  QDV Bayonet-Type Socket -04 JIC TFE/P seal 13mm 44.05mm 3.5mm 200bar 1
GQD03BPO4F QDV Bayonet-Type Plug -04 JIC FPM seal 13mm 36.2mm 38mm 3.5mm 200bar 7
GQD03BS04F QDV Bayonet-Type Socket -04 JIC FPM seal 13mm 44.05mm 3.5mm 200bar 1
NOMINAL SIZE 05

GQDO05BPO4F QDV Bayonet-Type Plug -04 JIC FPM seal 17mm 39.6mm A3 5.5mm 150bar 13
GQD05BS04F QDV Bayonet-Type Socket -04 JIC FPM seal 17mm 47.5mm 5.5mm 150bar 17
GQDO5BPO4BEA QDV Bayonet-Type Plug -04 JIC TFE/P bulkhead seal 17mm 39.6mm 43mm 5.5mm 150bar 13
GQDO5BS04EA  QDV Bayonet-Type Socket -04 JIC TFE/P seal 17mm 47.5mm 5.5mm 150bar 17
GQDO5BPO6GF QDV Bayonet-Type Plug -06 JIC FPM seal 17mm 39.6mm A3mm 5.5mm 150bar 14
GQD05BS06F QDV Bayonet-Type Socket -06 JIC FPM seal 17mm 47.5mm 5.5mm 150bar 18
NOMINAL SIZE 08

GQD08BPO6F QDV Bayonet-Type Plug -06 JIC FPM seal 24mm 49.1mm — 8.5mm 100bar 26
GQDO8BS06F QDV Bayonet-Type Socket -06 JIC FPM seal 24mm 58.6mm 8.5mm 100bar 38
GQD08BPOSF QDV Bayonet-Type Plug -08 JIC FPM seal 24mm 51.6mm o 8.5mm 100bar 30
GQD08BSO8F QDV Bayonet-Type Socket -08 JIC FPM seal 24mm 61.1mm 8.5mm 100bar 42

G-Link Bayonet-Type

‘ Coupled Length

Hex A/F Hex A/F

0/A Length 0/A Length
| | |

Hex A/F Hex A/F

" Nominal Diam.

G-Link Pull-Type

‘ Coupled Length

Hex A/F Hex A/FF

0/A Length 0/A Length

Hex A/F Hex A/F

" Nominal Diam.

Optionally the dry break
coupling can be used as a
security shut-off device, e.g.
for fuel lines. For this purpose
one half of the coupling is
equipped with a lanyard to
separate the halves in case
of an accident. The unique
locking mechanism design
allows activation of separation
by pulling the male half.

So it is possible to install

two inversely arranged
couplings to avoid the risk

of mistakes.

All body sizes of the G-Link Pull-
Type series Quick Disconnect
Couplings are also available in

a non-locking version, designed
for the use in refill units. Please
ask for additional information on
couplings and refill units.




PERFORMANCE

G-Link Pull-Type

The Quick Disconnect Couplings
of the Advantage series, G-Link bar. The locking mechanism is
Pull-Type, are compact and designed for one-hand opera-
lightweight couplings, developed tion; no separate actuation of

for hydraulic and pneumatic the retaining sleeve is required
purposes in motorsport with for operation. To verify the

i operating pressure up to 200

i correct connection, the female
 half is equipped with a green
indicator ring. This indicator rin
can, alternatively, be replaced b
a retaining clamp. This can only
 be attached when the halves

i are coupled and eliminates the
isk of unintentional uncoupling.
dditionally the whole operating
mechanism is 0-ring sealed to
chieve particular suitability for
i rough conditions and to reduce

i environmental effects. Both
halves, coupler and nipple, are
equipped with self-acting valves
to stop fluid loss during uncou-
pling, as well as air inclusion,

during coupling.

G—LINIC PULL-TYPE DIMENSIONS DETAILS
HEX AV O/A LENGTH v NOWIA- MwP N Gt

NOMINAL SIZE 08

GQDO8PPO6F QDV Pull-Type Plug -06 JIC FPM seal 27mm 42.6mm 52.6mm 8.0mm 150bar 36
GQDO8PSO06F QDV Pull-Type Socket -06 JIC FPM seal 24mm 52mm 59.6mm 8.0mm 150bar 56
GQDO8PSO6LF QDV Pull-Type Socket -06 JIC Lanyard FPM seal 24mm 52mm 8.0mm 150bar 60
GQDO8PPO8F QDV Pull-Type Plug -08 JIC FPM seal 27mm 451mm 52.6mm 8.0mm 150bar 38
GQDO8PSO8LF QDV Pull-Type Socket -08 JIC Lanyard FPM seal 24mm 54.5mm 8.0mm 150bar 64
NOMINAL SIZE 14

GQD14PP12F  QDV Pull-Type Plug -12 JIC FPM seal 36mm 56.1mm 64.6mm 14.0mm 100bar 84
GQD14PS12F QDV Pull-Type Socket -12 JIC FPM seal 32mm 71.1mm 64.6mm 14.0mm 100bar 140

Technical Information

FKM (Viton) seals, in use in fuel systems for many years,
don’t have the chemical resistance for usage with current
fuel mixtures, where ethanol or methanol are incorporated.
Goodridge found the perfect solution for this challenge:

a compound also resistant to all currently used fuel
blends, e.g.

¢ Adblue (additive for scr; selective catalytic reduction)
¢ B5 (Diesel Blend; Containing 5% Biodiesel)

* B10

® B20 (Biodiesel)

¢ B100 (Biodiesel)

e E85 (gasoline blend; containing 85% Ethanol)

o Vegetable Oil

e Ethanol

Additionally this applied compound has at least the same
resistance to temperature and mechanical stress as the
standard FKM compound and is even better qualified for
lower temperatures than FFKM compounds e.g. Kalrez.
The consequence for motorsport applications is that the
complete range can be covered with only two different
sealing materials.

Seal materials, choice

The standard sealing material is a modified fluorinated
rubber compound (FPM, FKM, Viton), which is identified
with the suffix “B”. This new material is only available in
G-Link Quick Disconnect Couplings and allows the use for
fuel-alcohol mixtures, pure ethanol and vegetable oil.
Other materials as nitrile rubber (NBR), Tetraflouroethleyne
+ Propylene (TFE/P) are available on request.

The operating temperatures are the following, dependent upon sealing material:

CHEMICAL
MATERIAL DESCRIPTION OPERATING TEMPERATURES REPRESENTATIVE FLUIDS
FPM B Fluorcarbon, mod. -20°C to +200°C Fuel, ethanol, vegetable oil
NBR Nitril-Butadien -25°C to +120°C Qils, mineral greases
Tetraflouroethleyne + -5°C to .
TFE/P Propylene H70°C Brake fluids

Each coupling half is laser-etched with part number. and sealing material (see part number guide).

Hydraulic ports

The hydraulic connection is unioned by a male thread with a conical seal of 37° according to MS

33656 (standard) or MS 33657 (bulkhead version).

SIZE NOMINAL SIZE THREADS

05 5mm 7/16-20 UNF or 9/16-18 UNF
08 8mm 9/16-18 UNF or 3/4 -16 UNF
14 14mm 7/8-14 UNF or 1-1/16-12 UNF

Other connector style can be produced upon request.







Wiggins Flexible Couplings

Design Features:

One-handed Installation, Standard
profile, Medium Pressure, Integral
Electrical Bonding, Available in
Aluminium and Stainless Steel.

W991-XX-DE Clamp + sleeve

(no ferrule)

i The W900 Series Clamshell Coupling is  of safety wire and offering one-handed :
© the result of more than three decades
of experience at Adel Wiggins in the

: design and production of reliable flex-

installation. Integral electrical bond-
i ing eliminates the need for external
' lamps, fasteners and jumper wire
i required by most other connectors.

ible tube connectors. The W900 Series
Clamshell Connectors utilize a locking

¢ The elimination of safety wire, ground-
latch design, eliminating the installation | ing clamps and jumpers provides fora

low weight connector. Goodridge offer

a complete range of light weight hose

i fittings designed to connect directly
onto Wiggins clamshell couplings,

¢ allowing you to connect from hard tube

to flexible hose quickly and reliably.

W994-XX-DE Clamp only
(no sleeve, no ferrule)

W903-XX-D  Weld Ferrule
W908-XX-D Sleeve
OR-XX Green Viton 0-Ring
-XX- insert your required

size from -08 to -64
Clamps and ferrules also available
in stainless steel

Wiggins Full connectors (W991) (less ferrules)

W900 Performance Data

TUBE ALUMINIUM SEAL SIZE DIMENSIONS CLAMPONLY |  SLEEVE | o-Ng . N W900 series of flexible tube connec-
0.D. PER MS ¢ tors has been qualified to the military and
SIZE PART NO. WT.LBS. | 33366 AMAX BMAX | CMAX PART NO. PARTNO. | PART NO. aerospace requirements of specification
12 W991-08DE | .034 -015 739 851 90 | w994-08D | W908-08D | OR-08  MIL-C-22263. Plus over twenty years of
5/8 W991-10DE | .038 -017 739 976 96 | W994-10D | W908-10D | OR-10 proven reliability within the motorsports
3/4 W991-12DE .043 117 .829 1.156 1.04 W994-12D | W908-12D | OR-12 industry.

1 W991-16DE | 052 214 | 923 | 1432 | 116 | W994-16D | W908-16D | OR-16 . Qperating Pressure 125 psi
11/4 W991-20DE | .058 218 923 | 1.682 | 127 |W994-20D | W908-20D | OR-20 Proof Pressure 250 psi
11/2 | W991-24DE | 062 222 | 923 | 1952 | 140 |W994-24D | W908-24D | OR-24 : Burst Pressure 375 psi
13/4 W991-28DE .070 -224 .923 2.211 1.52 W994-28D | W908-28D | OR-28 Operating temperature -120°F to

2 W991-32DE .083 -226 .989 2.505 1.66 | W994-32D | W908-32D | OR-32 +800°F (depending on coupling material)
2172 W991-40DE .097 -230 .989 2.996 1.90 W994-40D | W908-40D | OR-40

8 W991-48DE 144 -234 .989 3.554 217 | W994-48D | W908-48D | OR-48 Temperature

To 450°F depending primarily on 0-Ring
and/or coupling material. -120°F to +
800°F in models using special lip seals
© Flexibility
(Max. Angular misalignment)
+ 40 total angular tube flexure
Wiggins Weld Ferrule (W903) 26 000 o 3 e
Axial movement
TUBE ALUMINIUM SEAL SIZE DIMENSIONS up to +1/8 inch from initially centred
0D. PER MS Electrical Bonding
SIZE PART NO. WT. LBS. 33366 AMAX B MAX
(Resistance) Conforms to MIL-B5087.class
172 W903-08D .010 -015 749 .689 SA (< 1 ohm)
5/8 W903-10D 012 -017 749 814
3/4 W903-12D 016 117 783 994 Qualification specification

1 W903-16D 022 214 838 1.270 MIL-C-22263
11/4 W903-20D .027 218 838 1.520 Seals
1172 W903-24D 033 222 838 1.790 Uses standard AS568 0-Ring sizes
13/4 W903-28D .038 -224 838 2.040 i provided by user, with 0-Ring material

2 W903-32D 047 -226 854 2.313 selected to suit the application
21/2 W903-40D .056 -230 854 2.813

3 W903-48D .069 -234 854 3.313 * Specification rated pressure may

. be substantially higher depending
upon size, material and other system
i requirements.




PERFORMANCE

Roll Over Valve

Application : Goodridge have developed this range ROV ROLL OVER VALVE
Roll-over shut off ff r°”'°1\’gr valves for ?otg _31 and SN, THREAD TYPE APPLICATION
¢ larger -10 requirements. iz i
H arge equieme S ) o Sizes ROV-06-FIA 9/16 x 18 FIA Fuel
i are FIA-approved, providing
. ) ROV-10-FIA 7/8 x 14 FIA Fuel
i reliable roll-over function for all
race car applications.
Alloy Check (Flap) Valve
Application : : Alloy cased flap FCV ALLOY CHECK (FLAP) VALVE
All Fuel and Qil systems. check valves for low PART NO. MATERIAL
Comes with Viton GF Seal : pressure oil and fuel FCv-04 716 % 20
applications. FCV-06 9/16 x 18
: FCV-08 3/4x16
FCV-10 7/18x 14
Large Capacity Fuel Filter
Application: A 149 micron fuel or FF572 LARGE CAPACITY FUEL FILTER
All Fuel and Oil systems O:Lfc'gzr,:ﬁ'gnis;sebe : PART NO. THREAD | TYPE | APPLICATION
: Inline. :
i p ) i FF572-04 7/16x20 | Gauze | Qil/Fuel
: filters have a fine mesh : .
- ) H FF572-06 9/16x18 | Gauze | Oil/Fuel
: filter which can be :
FF572-08 3/4x16 Gauze | Qil/Fuel
: removed and cleaned.
FF572-10 7/8 x 14 Gauze | Oil/Fuel




Qil Coolers

Application : ¢ An efficient, lightweight Oil Cooler is

All Cooling Systems i essential for any competition installa-

Threads : i tion and they are often used on high

JIC/UNF : performance street vehicles.

Options : Our range of high quality alloy coolers

Two widths of cooler are stocked is available with JIC threaded connec-

as standard, together with the 9 series | tors. Two widths of cooler are stocked

extra-width cooler for motorcycle ¢ as standard, but seven other widths

applications. are available upon request.

COOLER TYPE (INCLUDING MEASUREMENTS IN METRIC) NUMBER OF ROWS (1 ROW = 8MM APPROX) THREAD

ROWS A B C D ROWS HEIGHT PART NO. SUFFIX THREAD TYPE

1 210 163 130 190 (Half Width) 7 52 ANO6 9/16x 18 JIC/UNF

6 330 283 250 310 (Full Width) 10 75 ANO8 3/4%16 JIC/UNF

9 405 325 292 385 (Extra Width) 13 99 AN10 7/8x 14 JIC/UNF
16 123 AN12 1116 x12 JIC/UNF
19 146 AN16 15/16x 12 JIC/UNF
25 194

PART NO. EXAMPLES

COOLER TYPE NUMBER OF ROWS THREAD PART NO. EXAMPLE
JIC/UNF thread 6 25 AN12 Part No: = 625AN12STB







600 Series Hose -02 To -04 for: Brake and Clutch

Application :

Brake, Clutch, Hydraulics

Material / Construction:

Outer cover corrosion and fire resistant
stainless steel braid, PTFE inner tube
compatible with all brake and clutch
fluids 600-03 Hose is also available
with abrasion resistant covers in a
range of different colours for easy
identification, ease of cleaning and
cosmetic appearance.

600-03 Colours:

Black BK
Carboline CB
Clear CL
Electric Blue EB
Glow in the Dark GW
Gold GD
Lime Green LG
Orange OR
Red RD
Vintage Black VB
White WT
Yellow YE

i High speed, constant rapid gear chang- :
es and heavy braking put great strains
on competition hydraulic systems,

© where failure can be disastrous. 600

series hose strongly resists expansion
under high pressure and temperature,
provides consistent brake and clutch

pedal pressure giving firmer and more

efficient operation without that spongy

feeling. Offering protection against
abrasion and fire, these hoses are also
recommended for all pressure gauge

i lines and fire extinguisher systems. Use
i dash size 3 for most braking systems
and dash size 3 or 4 for clutch systems

i available. Its microbore construction
can give increased line pressure and
more responsive and sensitive brake
feel. Excellent for all 4 and 2 wheel

i braking applications whether for the

ircuit or road.

¢ Dash 2 hose is the smallest brake hose :

MIN

PART NO Bs?;g V':I.[\ll:i BSA;[I)D (\:,%T Cg\/lg R W(;EIEISNG BURST PRES | WEIGHT TEMPERATURE BRE/L\I[?

MM MM MM MM MM BAR‘ PSI | BAR ‘ Pl KG/M MIN MAX MM

600-02 2.0 1.0 5.0 = 450 6526| 1350 19580| 0.045 | -70°C (-94°F) 260°C (500°F) | 13
600-03 3.5 1.0 | 645 = 290 4206| 870 12618| 0.060 | -70°C (-94°F) 260°C (500°F) [ 38
600-03BK 3.5 10 | 645 | 0.5 75 |[290 4206| 870 12618| 0.088 | -20°C (-4°F)  85°C (185°F) 38
; 600-03CB 3.5 10 | 645 | 05 7.5 290 4206| 870 12618| 0.088 | -20°C (-4°F)  85°C (185°F) 38
600-03CL 3.5 10 | 645 | 05 7.5 | 290 4206( 870 12618 0.088 | -20°C (-4°F)  85°C (185°F) 38
600-03EB 3.5 10 | 645 | 05 7.5 | 290 4206( 870 12618 0.088 | -20°C (-4°F)  85°C (185°F) 38
600-03GD 3.5 10 | 645 | 05 7.5 | 290 4206( 870 12618 0.088 | -20°C (-4°F)  85°C (185°F) 38
600-03GW 3.5 10 | 645 | 05 75 | 290 4206| 870 12618| 0.088 | -20°C (-4°F)  85°C (185°F) 38
600-03LG 3.5 10 | 645 | 05 7.5 [290 4206| 870 12618| 0.088 | -20°C (-4°F)  85°C (185°F) 38
600-030R 3.5 10 | 645 | 05 7.5 [ 290 4206| 870 12618| 0.088 | -20°C (-4°F)  85°C (185°F) 38
600-03RD 3.5 10 | 645 | 05 7.5 [ 290 4206| 870 12618| 0.088 | -20°C (-4°F)  85°C (185°F) 38
600-03VB 3.5 10 | 645 | 05 7.5 | 290 4206( 870 12618 0.088 | -20°C (-4°F)  85°C (185°F) 38
600-03WT 3.5 10 | 645 | 05 7.5 | 290 4206( 870 12618 0.088 | -20°C (-4°F)  85°C (185°F) 38
600-03YE 3.5 10 | 645 | 05 7.5 | 290 4206( 870 12618 0.088 | -20°C (-4°F)  85°C (185°F) 38
600-04 50 | 0.76 | 7.65 = 280 4061| 840 12183| 0.075 | -70°C (-94°F) 260°C (500°F) | 50

700 Series Aramid Fibre Hose (crimp only)

Application:

Brake, Clutch, Hydraulics

Material / Construction:

Light weight, flexible and extremely
strong woven Aramid Fibre outer braid,
PTFE inner tube compatible with all
brake and clutch fluids.

700K Colours:

Black BK

Please Note:
700 series is for competition use only

i Our exclusive 700-Series Aramid Fibre
 Braided Hose is the world’s lightest
flexible fluid transfer conduit for small
bore applications in general racing
environments. Its strength and flexibility
 parallels that of our 600 Series Hose V
resisting expansion under high pressure

and temperature, offering a consistent,
firm and highly efficient feel. There is
: arange of Aramid Fibre hose from -03

i hydraulic wing lines. 700 Series Hose

" is designed for use with permanently

i 10 -04. These hoses are recommended :

for pressure gauge lines, fuel injection :
lines, fire extinguisher systems, nitrous
systems, brake and clutch lines and

attached swage style hose ends.

MIN
_— R | M | PowD COUER| COTER | WORKNG | BunsT phes | weiGhT TEMPERATURE 5E\D

MM | MM | MM | MM | MM | BAR| PSI | BAR| PSI | KoM MIN MAX | MM
700k-038K | 35 | 10 | 81 | 05 | 77 |200 2900|600 8702 | 0059 | -20°c(4F) 85°C (185°F) | 38
700K-04BK | 50 | 076 | 92 | 0.9 | 96 |150 2175|450 6526 | 0.074 | -20°C(-4°F) 85°C (185°F) | 60




PERFORMANCE

JIC/UNF Re-Usable Fittings for 600 Hose

Fitting Type: Colours Available: 6090 90° FORGED FEMALE CONCAVE SEAT
Re-Usable Coloured anodised aluminium PART NO. MATERIAL JIC/UNF THREAD
Application: *Colour: D (Blue with red socket) 6090-02 C 5/16 % 24
Brake / Clutch 6090-02-03 |C 3/8x24
To Suit .Hose: Example Part 'No: 6090-03* C.D.P 3/8x 24
600 series 6001-03P = Zinc Plated Carbon Steel 6090-04 : 216X 20
Material: CH, C, D, P, Z1
6645 45° DOUBLE SWIVEL CONCAVE SEAT
440 STRAIGHT MALE CONCAVE SEAT PART NO. MATERIAL JIC/UNF THREAD
PART NO. MATERIAL JIG/UNF THREAD 6645-02 c 5/16 x 24
440-03 C,CH,P 3/8x24 6645-02-03 | C 3/8x24
6645-03 C.P 3/8x 24
6645-04 C.D 7116 x 20
44 STRAIGHT MALE CONVEX SEAT g6 90° DOUBLE SWIVEL CONCAVE SEAT
PART NO. MATERIAL JIG/UNF THREAD SRR, TATERL SN THRERD
441-03 C,CH,P 3/8x 24 6690-02 B P
0 s lciee 6690-02-03 | C 3/8x24
6690-03 C,P 3/8x24
443 STRAIGHT MALE BULKHEAD 6690-04* €D 771620
PART NO. MATERIAL JIC/UNF THREAD 6690-31 ¢ M10x1.00
443-03 C, CH, P 3/8x24
443-04 P 7116 x 20 704 FIXED FEMALE BULKHEAD CONVEX SEAT
Use locknut Part No.924 (see Ancillary section) PART NO. MATERIAL JIC/UNF THREAD
704-03 P 7116 x 20
443BNP STRAIGHT MALE BULKHEAD BLEED NIPPLE 704-04 P 7116x20
PART NO. MATERIAL JIC/UNF THREAD Use locknut Part No.2K8686 (see Ancillary section)
443-03 BN P 3/8x24
Use locknut Part No.924 (see Ancillary section) 746 FIXED FEMALE BULKHEAD CONCAVE SEAT
PART NO. MATERIAL BSF THREAD
6001 STRAIGHT FEMALE CONCAVE SEAT 746-03 P 3/8 x 20BSF (inner)
PART NO. MATERIAL JIC/UNF THREAD Use locknut Part No.2K8686 (see Ancillary section)
6001-02 c 5/16 x 24
6001-02-03 |C 3/8x24 748 FIXED FEMALE BULKHEAD CONCAVE SEAT
6001-03* C,CH, D, P 3/8 % 24 PART NO. MATERIAL JIG/UNF THREAD
6001-03-04 |C 7/16x 20 748-03PDS P 3/8x 24
6001-04* C,D,P 7/16x 20 748-03 P 3/8x 24
DS= DEEP SEAT MINI ‘94 on
6045 45° FORGED FEMALE CONCAVE SEAT Use locknut Part No.2K8686 (see Ancillary section)
PART NO. MATERIAL JIG/UNF THREAD
6045-02 c 5/16x 24 756 FIXED FEMALE BULKHEAD CONVEX SEAT
6045-02-03 | C 3/8 x 24 PART NO. MATERIAL JIC/UNF THREAD
6045-03* C,D,P 3/8x24 756-03 p 3/8 x 24
6045-04 D 7/16x 20 Use locknut Part No.2K8686 (see Ancillary section)
6046 45" SWEPT TUBE FEMALE CONCAVE SEAT 79 FIXED FEMALE BULKHEAD CONCAVE SEAT CIRCLIP GROOVE
P;\(Tlg?ﬁa* '\C"AZEHR”[\)L 5 ;'ZUXNZHREAD PART NO. MATERIAL JIC/UNF THREAD
— 758-03-03 P 3/8x24
6046-04* C,D,P 7/16x 20
6091 90° SWEPT TUBE FEMALE CONCAVE SEAT -~ 75 FIXED FEMALE BULKHEAD CONVEX SEAT CIRCLIP GROOVE
Z\g;r-oﬁ* gA(T:EHR'gL 5 ;'/Cé liN;HREAD PART NO. MATERIAL JIC/UNF THREAD
e 759-03-03 P 3/8x24
6091-04* C,CH,D,P 7/16x 20




Metric Re-Usable Fittings for 600 Hose

Fitting Type: To Suit Hose: 6001VW STRAIGHT FIXED FEMALE CONCAVE METRIC SEAT (VW/AUDI)
Re-Usable 600 series PART NO. NATERIAL METRIC THREAD
Application: Material: C, D, CH, P, Z1 6001-31_ VW |C, 71 10%1.00
B LT 6001-32_ VW | 71 10x1.25
Example Part No:
442-31P = Zinc Plated Carbon Steel
749 FIXED FEMALE BULKHEAD CONCAVE METRIC SEAT
442 STRAIGHT MALE CONCAVE SEAT PART O, WATERAL WETRIC THREAD
PART NO. NATERIAL METRIC THREAD 249-0331 5 e
442-31 C,CH, D, P 10%1.00 T b TR
i 681, 7 105129 Use locknut Part No.2K8686 (see Ancillary section)
442-31L P Long 10 x 1.00
44 STRAIGHT MALE CONCAVE BULKHEAD = 754 FIXED FEMALE BULKHEAD CONVEX METRIC SEAT
PART NO. MATERIAL | METRIC THREAD PART NO. NATERAL | METRIC THREAD
444-31 i 10XI00 750-03-31  |P 10x1.00
Use locknut Part No. 318 (see Ancillary section) 750-03-32 P 10%1.25
Use locknut Part No.2K8686 (see Ancillary section)
445 STRAIGHT MALE CONVEX SEAT
PART NO. MATERIAL METRIC THREAD 754 CONVEX METRIC SEAT BULKHEAD W/CIRCLIP GROOVE
445-31 G [P 10XJ00 PART NO. NATERAL | METRIC THREAD
445-32 Gl 10x1.25 754-03-31 | P 10%100
(17mm hex) Subaru
446 CONVEX METRIC SEAT BULKHEAD
PART NO. MATERIAL METRICTHREAD 755 CONVEX METRIC SEAT BULKHEAD W/CIRCLIP GROOVE
::g::; g P 13 i 1 2(5) PART NO. MATERIAL METRIC THREAD
755-03-31 P 10%1.00
446-03-M121 [P 12%1.00
(19mm hex)
446-04-M121 [P 12%1.00
Use locknut Part No. 318 (see Ancillary section)
756 CONCAVE METRIC SEAT BULKHEAD W/CIRCLIP GROOVE
446EXP CONVEX METRIC SEAT BULKHEAD PART NO. MATERIAL | METRIC THREAD
PART NO. NATERIAL METRIC THREAD 756-03-31 £ LAY
446-31EXP [P 10%1.00 (19mm hex)
757 CONVEX METRIC SEAT BULKHEAD W/CIRCLIP GROOVE
448 STRAIGHT MALE FLAT SEAT PART NO. MATERIAL METRIC THREAD
PART NO. MATERIAL METRIC THREAD 757-03-31 P 10x1.00
448-31 P 10x1.00 (17mm hex) Toyota
758 FIXED FEMALE BULKHEAD CONCAVE SEAT CIRCLIP GROOVE
451 STRAIGHT FEMALE CONCAVE METRIC SEAT PART NO. MATERIAL | METRIC THREAD
PART NO. MATERIAL METRIC THREAD 758-03-31 P 10x1.00
451-31 C,P 10x1.00 758-03-31F P 10 x 1.00 Flat Face
451-32 C 10%1.25 758-03-31S C,P 10 x 1.00 17mm Hex
758-03-32  |P 10%1.25
452 STRAIGHT FEMALE CONVEX METRIC SEAT Flat face
PART NO. NATERIAL METRIC THREAD
45231 cp 10%1.00 759 FIXED FEMALE BULKHEAD CONVEX SEAT CIRCLIP GROOVE
452-32 c 10%1.25 PART NO. MATERIAL | METRIC THREAD
759-03-31S P 10 x 1.00 17mm Hex
759-03-31 P 10%1.00
492 BANJO BOLT HOSE CONNECTORS 759-03-32 |CHP  |10x125
PART NO. MATERIAL METRIC THREAD

492-31

P 10x1.00




PERFORMANCE

BSP Re-Usable Hose Fittings for 600 Hose

Fitting Type: To Suit Hose: 331 45° SWEPT TUBE FEMALE
Re-Usable 600 series : PART NO. NATERAL | BSP THREAD
Application: Material: CH, C, P, Z1 331-03 ) »
Brake / Clutch
Example Part No:
321-03P = Zinc Plated Carbon Steel
a1 STRAGHT FEVLE 332 _— — 90° SWEPT TUBE FEMALE
PART NO. MATERIAL BSP THREAD ‘ % 0:'; 5 :3/5; THREAD
321-03 CH, P 1/8 332'04 s
321-04 P 1/4
321SM STRAIGHT FEMALE TO SUIT SMITH PRESSURE GAUGE
PARTNG. WATERIAL BSP THREAD | 5134 TEE FITTING WITH BSP LEG AND LOCATING LUG
321-03SM p 1/8 PART NO. MATERIAL BSP THREAD
(Flat face requires gasket) 5134-03 c /8
323 STRAIGHT MALE
PART NO. MATERIAL BSP THREAD ;
323-03 P 1/8
323-04 P 1/4
Replacement Olives and Sockets for 600 Hose
To Suit Hose: 600 series 1205 OLIVE
1205-02 | B
1205-03 | C,B,D
1205-04 | B, D
1206 SOCKET
PARTNO. |MATERIAL.
1206-02 | C
1206-03 | C, CH, D, P
1206-04 | P
Re-Usable Banjo Fittings
Fitting Type: Material: C, CH, D, P, Z1 5092 BANJO STRAIGHT EXTENDED NECK
Re-Usable (C) Stainless Steel PART NO. TOSUITBOLT | MATERIAL HOSE SIZE
Qfapklécftcﬂéh (CH) Chrome Plated 5002-02 5/16,6mm | C 0
u
i ini 5092-02-03 [ 3/8, 10mm | C -02
To Suit Hose: (EI) Ano.(::]seddAlum;mtum 5092-03-02 |5/16,8mm | C,P 03
600 series (blue with red socket) b b -
(P) Zinc Plated Carbon Steel 5092-03 48, 06, B 2 7 -03
5092-03-04 | 7/16 C,CH, P -03
5092-03-M12 | 12mm C,CH, P -03
5091 BANJO | 5093 20° BANJO EXTENDED NECK
PART NO. TOSUITBOLT | MATERIAL HOSE SIZE PART NO. TOSUITBOLT | MATERIAL HOSE SIZE
5091-02-03 [ 3/8, 10mm |C -02 5093-02 5/16,8mm | C -02
5091-03 3/8,10mm | C, CH,D, P -03 5093-02-03 [ 3/8,10mm | C -02
5091-03-04 | 7/16 CH, C,P -03 5093-03 3/8,10mm | C,CH,D,P -03
5091-04-03 | 3/8,10mm |P -04 5093-03-04 | 7/16 C, CH, P -03
5091-04 7/16 D,P -04 5093-03-M12 | 12mm C, CH -03
5091-04-M12 | 12mm P -04 5093-04-03 | 10mm P -04




Re-Usable Banjo Hose Fittings

Fitting Type: Material: C, CH, D, P, Z1 5097 BANJO SIDE 20° EXTENDED NECK
Re—U.sabI.e (C) Stainless Steel PARTNO. | TOSUITBOLT | MATERIAL HOSE SIZE
g‘:’al:::/agﬁ;-ch (CH) Chrome Plated 5007-02 |5/16,8nm | C 02
To Suit Hose: (D) Anodised Aluminium 5097-03 |3/8,10mm |C,CH,D,P -03
600 series (blue with red socket)
(P) Zinc Plated Carbon Steel 5098 BANJO TWIN EXTENDED NECK
(21) Siver Plated Carbon Steel PARTNO. | TOSUITBOLT | MATERIAL HOSE SIZE
5098-03 |[3/8, 10mm |C,P -03
5094 45° BANJO EXTENDED NECK 5070 BANJO 70° EXTENDED NECK
PART NO. TOSUTBOLT | MATERIAL HOSE SIZE PARTNO. | TOSUTBOLT | MATERIAL HOSE SIZE
5094-02-03 | 3/8, 10mm C -02 5070-03 | 3/8, 10mm C,CH,P -03
5094-03 | 3/8, 10mm C,CH,D,P -03
5095 STRAIGHT TWIN BANJO
PART NO. TO SUIT BOLT | MATERIAL HOSE SIZE 5099 BANJO 90° EXTENDED NECK
5095-03-04 | 7/16 P -03 PART NO. TOSUIT BOLT | MATERIAL HOSE SIZE
5095-03 3/8,10mm | C,P -03 5099-03 |3/8,10mm |G, CH,D,P -03
5099-03-04 | 7/16 C,CH -03
5096 BANJO SIDE 20° EXTENDED NECK
PART NO. TO SUIT BOLT | MATERIAL HOSE SIZE 50998 BANJO SIDE 90° EXTENDED NECK
5096-03  [3/8,10mm | C -03 PART NO. TOSUITBOLT | MATERIAL | HOSE SIZE
5099S-03 |3/8, 10mm |C,P -03
Tee Fittings for 600 Hose
Fitting Type: To Suit Hose: 5135 RE-USABLE TEE HOSE FITTING
Re-Usable 600 series PART NO. MATERIAL HOSE SIZE
Application: Material: C, D (blue with red socket) 5135-02 C 02
Brake / Clutch 5135-03 C.D 03
5130 RE-USABLE TEE FITTING JIC/UNF WITH LOCATING LUG 5136 RE-USABLE TEE HOSE FITTING WITH LOCATING LUG
PART NO. MATERIAL THREAD PART NO. MATERIAL HOSE SIZE
5130-03 C 3/8x24 5136-03 © .03
5131 RE-USABLE TEE FITTING WITH MALE JIC/UNF LEG
PART NO. MATERIAL | THREAD HOSE SIZE
5131-03 | C 3/8 x 24 03 5140 RE-USABLE TEE HOSE FITTING WITH M10 FEMALE
PART NO. MATERIAL HOSE SIZE
5140-03 |C -03
5132 RE-USABLE TEE FITTING WITH MALE JIG/UNF LEG
PART NO. MATERIAL | THREAD HOSE SIZE
5132-03 |[C 3/8 x 24 -03




PERFORMANCE

Dash 2, 3 and 4 JIC/UNF Fittings for: 600/700K Series Hose

in their quality of engineering, work-

Fitting Type: $6045 45° FORGED FEMALE CONCAVE SEAT
Crimp manship and finish. With the continued PART NO. MATERAL | JICTHREAD | HOSE SIZE
Application: growth in world motorsport popularity, $6045-02-03 | C 3/8 x 24 02
Brake / Clutch automotive and motorcycle manufac- $6045-02 c 5/16 x 24 02
To Suit Hose: turers and race fellnslhave asked for $6045-03 D 3/8 x 24 03
600 /.700 series the safety and reliability of race type S6045-03-04 | C 7116 x 20 .03
Material : C, CBK, CH, D, P, Z1 products in a form legal for use on $6045-04-MP |, D 716x 20 04
public roads. Goodridge has designed,
Please Note: manufactured and built a swage style -
Al crimp f|ﬁ|ngs require aaelEr hose end for brake Systems that meeﬂts S6046 45° SWEPT TUBE FEMALE CONCAVE SEAT
regulatory requirements (including TUV PART NO. MATERIAL JICTHREAD | HOSE SIZE
When weight savings are critical, and DOT) in every corner of the world. $6046-03 C,CH,D, 21 3/8x 24 -03
the best hose end option for our 600 Our exclusive swage tail design, and $6046-04-MP | C, D, Z1 7/16 x 20 -04
Series or 700 Series Hose is from our unique method of attachment are the
complete range of swaged style hose keys to our success. TUV and DOT cer-
end fittings. Meeting the demanding tification has been achieved in all of our
requirements of the World's Top Racing available fitting materials. The following $6090 90° FORGED FEMALE CONCAVE SEAT
Professionals allows us to offer this full pages show the most popular fittings PART NO. MATERIAL | UNFTHREAD | HOSE SIZE
range available in JIC/UNF, Metric, Brit- : 0" brake and clutch applications. A $6090-02-03 | C 3/8x24 -02
ish Standard Pipe (BSP) Threads, Banjo full range of JIC/UNF, Metric and BSP $6090-02 ¢ 5/16 x 24 -02
Fittings and Three Way Fittings. Al adaptors have also been developed for S6090-03-02 |C 5/16 x 24 03
have been tried and tested in the upper USE With these fittings. $6090-03 C,D,Z1  |3/8x24 .03
echelons of world motorsport, racing's $6090-04-MP |C,D 7/16 x 20 -04
most severe conditions, and are proven
RC600 CRIMP COLLARS $6091 90° SWEPT TUBE FEMALE CONCAVE SEAT
PART NO. MATERIAL PART NO. MATERIAL UNF THREAD | HOSE SIZE
RC600-03TUV B $6091-02-03 | C 3/8x24 -02
RC600-03CTUV C $6091-03 C, CH, D, Z1 3/8x 24 -03
$6091-03-04 (P 7/16 x 20 -03
$6091-04-MP | C, D, Z1 7/16 x 20 -04
$440 STRAIGHT MALE CONCAVE SEAT
PART NO. MATERIAL JIC/UNF THREAD S747 CONVEX CIRCLIP GROOVE 17MM HEX
$440-03 A 3/8x24 PARTNO. | MATERIAL JC/UNF THREAD | HOSE SIZE
S§747-03 | 21 3/8x24 -03
S747-44 |1 7/16 x 24 -04
Sa41 STRAIGHT MALE CONVEX SEAT
PART NO. MATERIAL JIC/UNF THREAD 748 FIXED FEMALE BULKHEAD CONCAVE SEAT
Ll o EEpee PART NO. MATERIAL | UNF THREAD HOSE SIZE
$748-03 Z1 3/8 x 24USF -03
$748-03PDS | /1 3/8 x 24 UNF -03
S443 STRAIGHT MALE BULKHEAD CONVEX SEAT mini 91° on
PART NO. MATERIAL JIC/UNF THREAD DS—Deep Seat
$443-03  |C Z1 3/8x24 Use locknut Part No.2K8686 (see Ancillary section)
Use locknut Part No. 924-03 (see Ancillary section)
S756 FIXED FEMALE BULKHEAD CONVEX SEAT
5449 STRAIGHT MALE FLAT SEAT PART NO. NATERIAL | UNF THREAD HOSE SIZE
PART NO. MATERIAL JIC/UNF THREAD §756-03 71 3/8 x 24 03
$449-03 Z1 3/8x24 Use locknut Part No.2K8686 (see Ancillary section)
$6001 STRAIGHT FEMALE CONCAVE SEAT
PART NO. MATERIAL JIC THREAD | HOSE SIZE
$6001-02-03 | C 3/8x24 -02
$6001-02 C 5/16 x 24 -02
$6001-03 C, CBK, CH, D, Z1 | 3/8x 24 -03
$6001-04-MP | C, D, Z1 7/16 x 20 -04




Metric Fittings for: 600/700K Series Hose

Fitting Type: Material: C, CH, P, Z1 $451 FEMALE CONCAVE SWIVEL
Swage / Crimp PART NO. MATERIAL METRIC THREAD
Application: *Please Note: S451-31 c,Z1 10x 1.00
Brake, Clutch Metric dual seat fittings will seal
To Suit Hose: with either concave or convex metric
600, 700 series fittings.
$452 FEMALE CONVEX SWIVEL
S442 STRAIGHT MALE CONCAVE SEAT PART NO. MATERIAL METRIC THREAD
PART NO. MATERIAL METRIC THREAD 5452-31 C 2l LU L
S442-31 C,Z1 10x1.00
S442-31L (long | 1 10x1.00 5492 BANJO BOLT CONNECTORS
PART NO. MATERIAL METRIC THREAD
$492-31 Z1 10%1.00
$445 STRAIGHT MALE - METRIC DUAL SEAT*
PART NO. MATERIAL METRIC THREAD
$445-31 C 71 10x1.00 $6001 STRAIGHT FEMALE CONCAVE SEAT
PART NO. MATERIAL METRIC THREAD
$6001-31_VW C, 21 10 x1.00 VW
$445-01 STRAIGHT MALE SWIVEL - METRIC DUAL SEAT* $6001-31_AU | C,Z1 10 x 1.00 Audi
PART NO. MATERIAL METRIC THREAD $6001-31_LR 1 10 x 1.00 Land Rover
$445-0131 | C, 21 10x1.00 $6001-31_MN | C, Z1 10 x 1.00 BMW/Mini
$445-0132 | C, Z1 10x1.25 $6001-31_ PR |71 10 x 1.00 Peugeot
$6001-31_VWG5 | C 10x1.00 VW
$6001-31_VWG7 | C, Z1 10x1.00 VW
$445-20 20° MALE SWIVEL - METRIC DUAL SEAT" Sample Part No.S6001-31PVW = Plated VW Part
PART NO. MATERIAL METRIC THREAD
S$445-2031 C, 21 10x1.00
$6090 90° FORGED FEMALE CONCAVE SEAT
PART NO. MATERIAL | METRIC THREAD |  HOSE SIZE
$445-45 45° MALE SWIVEL- METRIC DUAL SEAT* S [ 10x1.00 03
PART NO. MATERIAL METRIC THREAD
S$445-4531 C, 21 10x1.00
$6090 90° MALE SWIVEL CALIPER FITTING
PART NO. MAT | METRIC THREAD | HOSE SIZE
$445-90 90° MALE SWIVEL- METRIC DUAL SEAT* *$6090M-31CSW-LT |C 10x1.00 -03
PART NO. MATERIAL METRIC THREAD **$6090M-31CSW | C | 10x1.00 -03
$445-9031 C, Z1 10x1.00 *Inc EPDM 0-Ring / **Inc High Temperature 0-Ring
$445-9032 C 10x1.25
S749 FIXED FEMALE BULKHEAD CONCAVE METRIC SEAT
PART NO. MATERIAL | METRIC THREAD | HOSE SIZE
S446 STRAIGHT MALE BULKHEAD $749-03-31 |[C,Z1 10x 1.00 .03
PART NO. MATERIAL METRIC THREAD $749-03-32 |71 10x1.25 -03
$446-31 C, 21 10x1.00 Use locknut Part No. 2K8686 (see Ancillary section)
Use Locknut Part No. 318-31 (see Ancillary section)
§750 FIXED FEMALE BULKHEAD CONVEX METRIC SEAT
PART NO. MATERIAL | METRIC THREAD |  HOSE SIZE
S446EXP STRAIGHT MALE BULKHEAD $750-03-31 |71 10x 1.00 .03
PART NO. MATERIAL METRIC THREAD Use locknut Part No. 2K8686 (see Ancillary section)
S446-31EX C, 1 10x1.00

VW Golf/BMW




PERFORMANCE

Metric Swage/Crimp Fittings for: 600/700K Series Hose

S770 STRAIGHT MALE CONVEX SEAT
PART NO. MATERIAL JIC/UNF THREAD
§770-03 1 10x1.00
Ford

ST STRAIGHT MALE CONVEX SEAT METRIC W/LOCATING FLAT
PART NO. MATERIAL METRIC THREAD
S§771-03 1 10x 1.00
Ford

§772 STRAIGHT MALE CONCAVE SEAT METRIC

PART NO. MATERIAL METRIC THREAD
§772-03 Z1 10x1.00
Ford

BSP/ NPT Swage/Crimp Fittings

Fitting Type: To Suit Hose:

Swage / Crimp 600/ 700

Application: Material: C, CH, P, Z1

Brake / Clutch

S754 STRAIGHT FEMALE CONVEX METRIC SEAT CIRCLIP GROOVE
PART NO. MATERIAL METRIC THREAD
$754-03-31 C,Z1 10x1.00
(17mm Hex) Subaru

§755 STRAIGHT FEMALE CONVEX METRIC SEAT CIRCLIP GROOVE
PART NO. MATERIAL METRIC THREAD
§755-03-31 1 10x 1.00
Toyota

S756 STRAIGHT FEMALE METRIC SEAT CONCAVE CIRCLIP GROOVE
PART NO. MATERIAL METRIC THREAD
$756-03-M121 | C 12x1.00

S§757 STRAIGHT FEMALE CONVEX METRIC SEAT CIRCLIP GROOVE
PART NO. MATERIAL METRIC THREAD
§757-03-31 C, 21 10x1.00
§757-03-31_DS | Z1 10 x 1.00 Deep Seat
§757-03-31_E | Z1 10 x 1.00 Extended
(17mm rounded edges hex)

S§758 STRAIGHT FEMALE CONCAVE METRIC SEAT CIRCLIP GROOVE
PART NO. MATERIAL METRIC THREAD
$758-03-31 C, 21 10x1.00
$758-03-31S | C, Z1 10x1.00
$758-03-31SF | C, Z1 10x 1.00
(17mm hex)

S§759 STRAIGHT FEMALE CONVEX SEAT CIRCLIP GROOVE
PART NO. MATERIAL METRIC THREAD
$759-03-31FB VAl 10 x 1.00 Flat Body
§759-03-31F Z1 10 x 1.00 Flat hex
§759-03-31_BKT | P 10 x 1.00 Bracket
§759-03-31 C,Z1 10x1.00
$759-03-31S C, z1 10x1.00
§759-03-M121 | 71 12x1.00
$759-03-32 VAl 10x1.25
(17mm hex/long nose) Renault

S760 STRAIGHT FEMALE LOCATOR CONVEX SEAT
PART NO. MATERIAL METRIC THREAD
$760-03-31 VAl 10x1.00
Toyota

S§762 STRAIGHT CIRCLIP FEMALE (ROUNDED EDGE) CONVEX

PART NO. MATERIAL METRIC THREAD
$762-03-31 21 10x1.00
$762-03-31S | 71 10x1.00

SP = 17mm Hex (Mazda)

Fitting Type: To Suit Hose:
Swage / Crimp 600/ 700
Application: Material : B, C, P, Z1
Brake / Clutch
S321 STRAIGHT FEMALE CONVEX SEAT
PART NO. MATERIAL BSP THREAD
$321-03 VAl 1/8 BSP
S$321SM STRAIGHT FEMALE TO SUIT SMITH PRESSURE GAUGE
PART NO. MATERIAL BSP THREAD
$321-03SM VAl 1/8 BSP
(fFat face requires gasket)
$323 STRAIGHT MALE CONCAVE SEAT
PART NO. MATERIAL BSP THREAD
$323-03 1 1/8 BSP
$332 90° SWEPT TUBE FEMALE BSP
PART NO. MATERIAL BSP THREAD
$332-03 1 1/8 BSP
$816 STRAIGHT MALE NPT
PART NO. MATERIAL THREAD
$816-03 B 1/8 NPT
$816-03-04 |C 1/4 NPT




Swage/Crimp Banjos & Tee’s for: 600 / 700K Series Hose

Fitting Type: Material: G, CBK, CH, D, P, 21 $5097 SIDE 20° BANJO EXTENDED NECK
Swage / Crimp *Anodised Aluminium Colour: PART NO. MATERIAL HOSE SIZEl HOLE SIZE
Application: BK (Black), D(Blue), RD(Red) *$5007-03 | C, CBK, CH, D, Z1 03 | 3/8, 10mm
Brake / Clutch / Hydraulic Example Part No. (Banjos only)
To Suit Hose: $5092-03DRD =
600/ 700 Anodised Aluminium Red $5098 BANJO TWIN EXTENDED NECK
PARTNO. | MATERIAL HOSESIZE | HOLE SIZE
$5091 BANJO $5098-03 |P -03 3/8, 10mm
PART NO. MATERIAL HOSE | HOLE SIZE
$5091-02-03 c -02 | 3/8, 10mm
$5091-03-04 71 e e $5070 BANJO 70° EXTENDED NECK
T 6. CH. 74 5 |15 PARTNO. | MATERIAL HOSE SIZE | HOLE SIZE
S 0 o e $5070-03 | C, CBK, CH, Z1 -03 | 3/8, 10mm
$5091-04-03 ¢z -04 | 3/8, 10mm
$5091-04_MP oyl -04 | 7/16 $5099 SIDE BANJO 90° EXTENDED NECK
$5091-04-M12_MP | C, Z1 -04 | 12mm PART NO. MATERIAL HOSE SIZE| HOLE SIZE
*$5099-03 | C, CBK, D, Z1 03 |3/8, 10mm
$5099-03-04 | CH 03 |7/16
$5002 BANJO STRAIGHT EXTENDED NECK
PART NO. MATERIAL HOSE  HOLE SIZE $5099S BANJO 90° EXTENDED NECK
$5092-03-02 |C -03 [ 5/16,8mm PART NO. MATERIAL HOSE SIZE| HOLE SIZE
$5092-03-04 | C, CH, Z1 -03| 7/16,11.2mm $50995-03 c, 71 03 | 3/8,10mm
*$5092-03 C,CBK, CH,D,z1  [-03|3/8,10mm $5099S-03-M6 | C -03 | 6mm
$5092-04-03 |C -04 | 3/8,10mm $5099SL-03
$5092-03-M12 | C, CH -03| 12mm 451 /Hand Thread |© 03| 3/8 10mm
S5099SR-03
459 R/Hand Thread -03 | 3/8:10mm
$5093 20° BANJO EXTENDED NECK $5099SL2-03
PART NO. MATERIAL HOSE | HOLE SIZE 20° L/Hand Thread | © -03 | 3/810mm
$5093-02-03 |C -02 | 3/8, 10mm
$5093-03-04 | C, CH, Z1 -03 | 7/16 $5132 TEE WITH LOCATING LUG
*$5093-03 C, CBK, CH, D, Z1 -03 | 3/8, 10mm PART NO. MATERIAL OTR* | SPUR
$5093-03-M12 | C, CH -03 | 12mm $5132-02-03 |C 02 [3/8x24
$5132-03-03 | C 03 |3/8x24
$5003L BANJO - COMPOUND 20°/20° LEFT “On the run
PART NO. MATERIAL HOSE | HOLE SIZE
$5093L-03 C, CBK, Z1 -03 |3/8,10mm §5135 3 WAY TEE
PART NO. MATERIAL oTR* SPUR
§5135-03 | C, Z1 -03 -03
Skl g -03 -03
$5093R BANJO - COMPOUND 20%/20° RIGHT Slimline
PART NO. MATERIAL HOSE | HOLE SIZE *On the run
S5093R-03 |G, CBK. 21 03 |3/8 10mm $5136 3 WAY TEE WITH LOCATING LUG
PART NO. MATERIAL 0TR SPUR
$5136-03 | C, Z1 -03 -03
$5094 45° BANJO EXTENDED NECK Stepped Lug - Lug 6.00mm thick
PART NO. MATERIAL HOSE | HOLE SIZE
*$5094-03 | C,CBK,CH,D,Z1 | -03 [3/8, 10mm
$5137 3 WAY TEE WITH LOCATING LUG
PART NO. MATERIAL 0TR SPUR
S5094R/L BANJO - COMPOUND 35%/35° RIGHT / LEFT $5137-03 | C 3 3
PART NO. MATERIAL HOSE | HOLE SIZE Lug 16mm thick
S5094R-03 | C, CBK, Z1 -03 |3/8, 10mm
$5094L-03 | C, CBK, Z1 -03 | 3/8,10mm
$5139 90° COMPACT ELBOW
55005 BANJO - DOUBLE PART NO. MATERIAL HOSE
PART NO. MATERIAL HOSE | HOLE SIZE $5139-03S c 3
*$5095-03 | D, Z1 -03 [ 3/8,10mm




PERFORMANCE

Special Line Locators

Fitting Type: Goodridgg recogniges the criticgl nature BTL-307/317 LINE LOCATOR
Locating Tab | of hydraulic brake lines, especially PARTNO. [ MAT | APPLICATION TOSUT
Application: for street Qr|ven passelnge.r vehmlgs. BTL-307 |C. 21 | Toyota 600-03

Car brakeline kits : It can bg vital that durlng |nsFaIIat|on, BTL-317 |71 T 600-03 Covered
To Suit Hose: the routing of the flexible stainless 17mm hex with opposite rounded corners

600 series braided PTFE lines follows the path of

Material: C, NY (Nylon) P, Z1 i the original equipment lines. In many

instances, in-line locating tabs and
mounting brackets are utilised to ensure

¢ proper fitment and eliminate the threat BTL-308/318 LINE LOCATOR
of damage. We have recreated these PART NO. MAT | APPLICATION TO SUIT
locators to fit our 600-Series Hose and BTL-308 |Z1 Subaru 600-03

© use them on our complete Bolt On Brake BTL-318 |Z1 | Subaru 600-03 Covered
Line Kits. They have been designed to fit 17mm hex with 10mm clip groove

specific applications.

BTL-300/310 LINE LOCATOR
PART NO. MAT | APPLICATION TO SUIT BLT-301/311 LINE LOCATOR
BTL-300 | 21 Mazda Mitsubishi 600-03 PARTNO. VAT T APPLICATION TOSUT
BTL-310 | C, Z1 | Mazda Mitsubishi 600-03 Covered P
17mm hex with one rounded corner BLT-301NY | NY ' " |600-03

Rover, MG

Honda, Acura,

BLT-311NY | NY 600-03 Covered

Rover, MG
Single locating tab
BTL-303/313 LINE LOCATOR BLT-302/312 LINE LOCATOR
PARTNO. | MAT APPLICATION TO SUIT PART NO. MAT | APPLICATION TO SuIT
BTL-303 | C,Z1 | Toyota 600-03
BLT-302NY [ny | HOnda A g4, g
BTL-313 | C, Z1 | Toyota 600-03 Covered Rover, MG
Single locating tab
BLT-312NY [Ny | HOd& ACUR 600 03 Covereq
Rover, MG
Double locating tab
BTL-304/314 LINE LOCATOR BTL-322 LINE LOCATOR
PART NO. MAT APPLICATION TO SUIT PART NO. MAT | APPLICATION TO SUIT
BTL-304 | C,Z1 | Nissan, Gm 600-03 BTL-322 |71 Volkswagon Golf MK5 | 600-03 covered
BTL-314 | C,Z1 | Nissan, Gm 600-03 Covered

19mm hex with Silicone insert

BTL-305/315 LINE LOCATOR
PART NO. MAT APPLICATION TO SUIT
BTL-305 | C, 71 Mazda 600-03
BTL-315 | C,Z1 |Mazda 600-03 Covered

19mm hex with Silicone insert

BTL-306/316 LINE LOCATOR
PART NO. MAT APPLICATION TO SUIT
BTL-306 | Z1 Subaru 600-03
BTL-316 | C,Z1 | Subaru 600-03 Covered

19mm hex with Silicone insert




Banjo Bolts

Fitting Type:

Bolt

Application:

Brake / Clutch

To Suit Hose:

600 series

Material: C, CBK, CH, D, P, Z1

*Anodised Aluminium Colour:
BK (Black), D (Red), DB (Red)
Example Part No.
992-03-31DBU =

Anodised Aluminium Blue

Manufactured to exacting specifications
to ensure an accurate fit to our Banjo
Hose Ends every time, the Goodridge
range of Banjo Bolts covers all possible
applications. They are available in

¢ awide range of materials, colours,
lengths and threads.

: Long bolts are for use with

5091, 5095, 5096.

Under hex length:

Short: 18mm (S)

Single: 20mm

Single Long: 25mm (L)

Double: 30mm

i Double Long: 40mm (L)

75 SINGLE BANJO BOLT UNF
PART NO. MATERIAL JIC/UNF THREAD
775-02 © 5/16 x 24
775-03-02 1 5/16 x 24
775-03 C, CBK, CH, D, 1 3/8x24
775-03L C, CH, D, Z1 3/8x24
775-04 C, CH, D, Z1 7/16 x 20
775-04L C,Z 7/16 x 20
775-44 C, CBK, CH, 21 7/16 x 24

992 SINGLE BANJO BOLT METRIC
PART NO. MATERIAL METRIC THREAD
992-02-21 © M8 x 1.00
992-02-22 © M8 x 1.25
992-03-21 C M8 x 1.00
992-03-22 © M8 x 1.25
*992-03-31 C, CH, D, 21 M10 x 1.00
992-03-31L C, CH, 1 M10 x 1.00
*992-03-31S C, CBK, D, Z1 M10 x 1.00
*992-03-32 C, CBK, CH, D, Z1 M10 x 1.25
992-03-32L VAl M10 x 1.25
992-03-35 (WAl M10 x 1.50
992-03-35L VAl M10 x 1.50
992-04-M12 C,CH,D M12 x 1.50
992-04-M121 | D, Z1 M12 x 1.00
992-04-M121S | C, Z1 M12 x 1.00
992-04-M122 | D, Z1 M12 x 1.25
992-04-32 G M10 x 1.25
992-04-M121SS | 71 M12 x 1.00 Extra short

1012 SINGLE BANJO BOLT BSP
PART NO. MATERIAL BSP THREAD
1012-03 P 1/8 BSP
1012-04 P 1/4 BSP

993 DOUBLE BANJO BOLT METRIC
PART NO. MATERIAL METRIC THREAD
*993-03-31 |C,CH,D, Z1 10 x 1.00mm
993-03-31L | C, Z1 10 x 1.00mm
*993-03-31S | C, CBK, D, Z1 10 x 1.00mm

28mm U/Hex

*993-03-32 | C, CBK, CH,D,Z1 |10x1.25mm

773 DOUBLE BANJO BOLT UNF
PART NO. MATERIAL UNF THREAD
773-03 C, CH, D, Z1 3/8x24
773-03L CH, Z1 3/8x24
773-44 CH 7/16 x 24
773-44L CH 716 x 24

1013 DOUBLE BANJO BOLT BSP
PART NO. MATERIAL BSP THREAD
1013-03 P 1/8 BSP

BL775 SINGLE BRAKELIGHT BANJO BOLT UNF
PART NO. MATERIAL | THREAD
BL775-03 |C 3/8x24
BL775-44 |C 7/16 x 24
BL775-03S | C 3/8 x 24 Short

BL992 SINGLE BRAKELIGHT BANJO BOLT METRIC
PART NO. MATERIAL THREAD
BL992-31 C 10x 1.00mm
BL992-32 C 10 x 1.25mm
BL992-31S C 10 x 1.00mm

(18.5mm U/Hex)

BL993 DOUBLE BRAKELIGHT BANJO BOLT METRIC
PART NO. MATERIAL THREAD
BL993-31 C 10 x 1.00mm
BL993-32 C 10 x 1.25mm
BL993-31S C 10 x 1.00mm

(28mm U/Hex)




PERFORMANCE

Bleed Nipple Banjo Bolts & Nipples

Fitting Type: | Goodrldge developed Bleed Nipple 7758N SINGLE BANJO BOLT WITH BLEED NIPPLE UNF
Bolt : Banjo Bolts in response to concerns PARTNO. VATERIAL UNF THREAD
Application: about the length of time required to 775-03BN C.CH 38 %24
Brake / Clutch bleed hydraulic systems. Our design
To Suit Hose: i allows the installer to bleed the
600 series system at the source of the problem,
Material: C, CH, P, Z1 at the master cylinder where the air 9928N SINGLE BANJO BOLT WITH BLEED NIPPLE METRIC
| is located. Use of our propristary PART NO. MATERIAL METRIC THREAD
 design allows the installer to burp 992-31BN St 101,00
. . 992-31BNS C 10x1.00
the hydraulic system, ensuring safe
- ) 992-32BN C, CH, Z1 10x1.25
and efficient bleeding.
773BN SINGLE BANJO BOLT WITH BLEED NIPPLE UNF
PART NO. MATERIAL UNF THREAD
773-03BN © 3/8x 24
993BN BLEED NIPPLE DOUBLE BANJO BOLT METRIC
PART NO. MATERIAL METRIC THREAD
993-31BN | C, Z1 10 1.00
993-31BNS | C 10x1.00
993-32BN | C, Z1 10x1.25
Bleed Nipples
Fitting Type: . Goodridge provide a wide range of BN704 BLEED NIPPLE METRIC UNF
Bleed Nipple : bleed nipples in many thread configura- PARTNO. VATERIAL UNF THREAD
Application: tions to suit every common application. BN704 P 14 %28
Brake systems :
To Suit Hose:
600 series :
Material: C, P, Z1 BNSB SPEED BLEEDER
‘ PART NO. MATERIAL THREAD
BN506PSB P 3/8x 24
BN506 BLEED NIPPLE UNF SRELLAE P s
PART NO. MATERIAL UNF THREAD BNSO7PSB | P 7x1.00
BN506 c.p 3/8 x 24 @ BNS08PSB | P 8x1.25
BN510PSB P 10 x 1.00
0r0ss section BN512PSB [P 10x1.25
BN561PSB P 6x1.00
BN507 BLEED NIPPLE METRIC L P 1/4x28
PART NO. MATERIAL METRIC THREAD
BN507 C,P 7 x1.00mm
BN-CAP BLEED NIPPLE CAP
PART NO.
BN-CAP
BN508 BLEED NIPPLE METRIC
PART NO. MATERIAL METRIC THREAD
BN508 C 8 x1.25mm
BN510 BLEED NIPPLE METRIC
PART NO. MATERIAL METRIC THREAD
BN510 C,P 10 x 1.00mm




Special Application Block Adaptors

Fitting Type: Goodridge have a constantly develop- G116H 90° BLOCK
i ing range of special adaptors to
Bloc}f Ad_aptor : grang P : .p ) PART NO. MATERIAL | THREAD
Application: . ensure your brakeline kit fits correctly
Brake systems i easily and safely. Block adaptors can G116H c M10x 1.00 to M10 x 1.00 Female
To Suit Hose: . be bought separately to assist you with locating lugs3/8 x 24INV
600 series when routing your brake hose system. Honda Civic
Material: B, C, P, Z1 :
SP-202 MOTORCYCLE ELBOW FEMALE CONVEX SEAT
PART NO. MATERIAL THREAD A
G105 BANJO ADAPTOR 90° BLOCK SP-202 C 10%1.00
[A] PART NO. MATERIAL THREAD A Honda /BMW/ CBS Braking Systems
G105-31B B M10x 1.00
G105A TEE ADAPTOR WITH -03 LEG WITH 7/16 LOCATOR HOLE SP-203 MOTORGYCLE TEE FEMALE CONVEX SEAT
(A PARTNO. MATERIAL THREAD A 0 PART NO. MATERIAL THREAD A
G105A B 3/8 x 24 Inv SP-203 C 10x1.00
G105A-44 B 7/16 x 24 Inv
Honda
G105-31A B M10 x 1.00 Inv
Mustang/Cherokee
G106A ANGLED BANJO ADAPTOR SQUARE HEAD
PART NO. MATERIAL HOLE SIZE SP-225 T-PIECE SWAGED OTR C-CVE SEAT
G106A B 3/8 PART NO. MATERIAL THREAD
G1067A B 7/16 SP-225 © -03 Tails with M10 x 1.00
Ford BMwW
G115 REAR TEE BLOCK GM
PART NO. MATERIAL THREAD
G115 B M10 x 1.00 Female
3/8 x 24 Male
Chevrolet
G114 MAZDA MX5 REAR BLOCK
PART NO. MATERIAL THREAD
G114 P M10 x 1.00 Femail
-03 Tail
Mazda
600 Series Hose (for use with Re-Usable and MP crimp fittings only)
Application:
Fuel, Oil, Water, Dampers
Material / Construction:
Outer cover Corrosion and fire resist-
ant Stainless steel braid and a PTFE SR | | B0 | COFR | womkvG PRes BURSTPRES | WEIGHT |  TENPERATURE | o0l
inner tube compatible with all fluids
Optional Covering: PART NO MM | MM | MM MM BAR PSI BAR PSI KG/M MIN MAX MM
Carbon look or Clear coated - s -70°C  RBule
600-04 50 | 0.76 | 7.65 270 3916 810 11748 | 0.075 (94F)  (500°F) 50
n 0 0
Please Note: 600-05 | 63 | 076 | 89 230 3335 | 690 10007 | 0.05 égog éggg 70
Other hose sizes are available with 2000) ( 8500)
coatings by special request. 600-05CB| 6.3 0.76 8.9 0.50 230 3335 690 10007 | 0.123 (4F)  (185°F) 70
Anti static used in sizes dash 4 20°C | 85°
upwards. 600-05CL| 6.3 | 0.76 | 8.9 0.50 230 3335 690 10007 | 0.123 (F)  (185°F) 70
-70°C  260°C
600-06 82 | 076 | 1115 - 210 3045 630 9137 | 0135 (94F)  (500°F) 100
-70°C ~ 260°C
600-08 10.6 | 0.76 | 12.75 180 2610 540 7832 | 0.149 (94F)  (500°F) 130




PERFORMANCE

Re-Usable Fittings for 600 Hose

Smoothbore PTFE hose assemblies

Fitting Type: . . 6046 45° SWEPT TUBE FEMALE
Re-usable can provide the most economic, PART NO., MATERIAL THREAD
Application: efficient and lightweight solution to 6046-06 D 916x18
Fuel, Oil, Water, Dampers Fuel and Oil transfer systems. We 6046-08 D 3/4x16
have developed an easy to assemble
To Suit Hose: range of fittings for these applications.
600 series PTFE gives a vapour free environment
Material: D, P, Z1 i where fuel lines run through the 6090 90° FORGED FEMALE
* interior of the vehicle. PART NO. MATERIAL THREAD
6090-06 D 9/16x 18
5091 STRAIGHT BANJO 6090-08 D 3/4x16
PART NO. MATERIAL T0 SUIT BOLT
5091-06 D -06, M14
5091-08 D -08, M22
6091 90° SWEPT TUBE FEMALE
6001 STRAIGHT FEMALE PART NO. MATERIAL JIC/UNF THREAD
PART NO. MATERIAL THREAD 6091-06 D 9/16x 18
6001-06 D,P 9/16x18 6091-08 D 3/4x16
6001-08 D 3/4x16
6045 45° FORGED FEMALE 6120 120° SWEPT TUBE FEMALE
PART NO. MATERIAL THREAD PART NO. MATERIAL JIC/UNF THREAD
6045-06 D 9/16x 18 6120-06 D 9/16x 18
6045-08 D 3/4x16 6120-08 D 3/4x16
Replacement Sockets and Olives for 600 Hose
To Suit Hose: | 1205 OLIVE 1206 SOCKET
600 series : PART NO. WATERIAL PART NO. MATERIAL
Material: B, D 1205-06 B,D 1206-06 D
1205-08 B,D 1206-08 D
600 High Pressure Series (HP) (for use with HP crimp fittings only)
Application: an inner braid of tightly woven i pressure hose, suitable for
Power Steering, Hydraulic, Active Diff Aramid Fibre and an outer braid of applications such as Gear Box
Material / Construction: high tensile, 304 grade stainless : Control Systems and Power Steering.
QOuter cover corrosion and fire steel. This makes for the world’s ‘
resistant stainless steel braid with lightest and most flexible high
Aramid fibre braid / PTFE inner
tube compatible with fluids.
Anti static used in sizes -4 to -8
BORE PTFE BRAID MIN BEND
SIZE WALL oD WORKING PRES BURST PRES WEIGHT TEMPERATURE RADIUS
PART NO MM MM MM BAR PSI BAR PSI KG/M MIN MAX MM
Goodridge high pressure hose is 600-04HP | 51 076 89 | 375 5439 | 1500 21756 | 0.119 ;TE gggg 45
significantly lighter while offering (o) )
superior flexibility without any 600-06HP | 8.2 076 123 | 325 4714 | 1300 18855 | 0.164 ggog éggg 70
compromise to operating pressure (94°F)  ( )
ranges. Our 600HP Series combines - goo ggyp | 106 076 148 | 250 3626 | 1000 14504 | 0193 | [0C  260°C g
a smooth bore PTFE inner core with (94°F)  (500°F)




Swage/Crimp Fittings for: 600 and 600 High Pressure Hose

Fitting Type:

Swage / Crimp

Application:

Hydraulics, Power Steering, Fuel, O
Water, Methanol

To Suit Hose:

600, 600HP

Material:

C,D, P Z1

Please Note:

For 600 series medium pressure
use medium pressure collar (CMP).
For 600 series high pressure use
high pressure collar (CHP).

Aluminium fittings are not recom-
mended for use with HP hose.

i This newly engineered range of Crimp

¢ Tail Hose Ends, utilises the world’s
strongest and lightest materials, and

il i is designed to withstand operating

¢ conditions and working environments
found in both medium and high pressure
i applications. The fittings are designed

¢ o work with both 600 medium pressure
and 600 high pressure hose. These

¢ fittings combine precise engineering
tolerances, excellent strength, durability
and the lightest possible method of

. attachment. Available in all popular
configurations, these fittings are found
in world motorsport, military artillery,

: production automobiles and industrial
machinery.

$6091 90° SWEPT TUBE FEMALE MEDIUM/HIGH PRESSURE
PART NO. [ MATERIAL JIC/UNF THREAD
MP
$6091-04_MP | C,D, 71 7116 x 20
$6091-06_MP | D 9/16 x 18
HP
$6091-04_HP |C 7/16x 20
$6091-06_HP |C 9/16x 18
$6091-08_HP |C 3/4x16
$6120 120° SWEPT TUBE FEMALE HIGH PRESSURE
PART NO. MATERIAL
$6120-04_HP | C 7116 x 20
$6150 150° SWEPT TUBE FEMALE HIGH PRESSURE
PART NO. MATERIAL
$6150-04_HP | C 7/16 x 20
$6180 180° SWEPT TUBE HIGH PRESSURE
PART NO. MATERIAL THREAD
$6180-04_HP |C 7116 x 20
RC600 COLLARS TO SUIT 600 SERIES HOSE MEDIUM PRESSURE
PART NO. MATERIAL TO SUIT
RC600-04CMP | C 600-04
RC600-05CMP | C 600-05
RC600-06CMP | C 600-06
RC600-08CMP | C 600-08
RC600 TO SUIT 600 SERIES HOSE HIGH PRESSURE

§5092 BANJO WITH INTEGRAL SWIVEL TO SuIT
600 SERIES HOSE MEDIUM PRESSURE (MAX. 100 BAR)

PART NO. MATERIAL | METRIC THREAD
$5092-05-M10CSW | C 10x1.00
$5092-05-M12CSW | C 12x1.50
FOR HIGH PRESSURE APPLICATIONS PLEASE CONTACT
YOUR GOODRIDGE REPRESENTATIVE.

$6001 STRAIGHT FEMALE MEDIUM/HIGH PRESSURE CONCAVE
PART NO. [ MATERIAL JIC/UNF THREAD
MP
$6001-04_MP |C,D, 71 7/16 x 20
$6001-06_MP | C,D 9/16x 18
$6001-08_MP | D 3/4x16
HP
$6001-04_HP |C 7/16 x 20
$6001-06_HP |C 9/16x 18
$6001-08_HP |C 3/4x16

56046 45° SWEPT TUBE FEMALE MEDIUM/HIGH PRESSURE CONCAVE
PART NO. MATERIAL JIC/UNF THREAD
MP
$6046-04_MP |C,D, 71 7116 x 20
$6046-06_MP | D 9/16x 18
HP
$6046-04_HP |C 7116 x 20
$6046-06_HP | C 9/16 x 18
$6046-08_HP |C 3/4x16

PART NO. MATERIAL TO SUIT

RC600-04CHP | C 600-04HP
RC600-06CHP | C 600-06HP
RC600-08CHP | C 600-08HP







200 Series Hose

Application:

Fuel, Qil, Coolants, Methanol, Water
Material / Construction:

Integral stainless steel reinforced
synthetic rubber with hi-tensile outer
stainless steel braid

Please Note:
Not to be used for fuel use inside
a cockpit.

i stainless steel outer braid. 200 Series
 hose has the highest corrosion and fire
 resistance threshold of any stainless

braided nitrile hose available. It can be

used with all synthetic lubricants, fuels,
oils, coolants and alcohols including
methanol and nitromethane.

This hose is perfectly manufactured

for efficient and reliable use with 136,
1136, 236, 336 and 2776 Series Hose
Ends. The traditional racing hose.

Goodridge 200 Series hose is the BORE SIZE | BRAID 0D WORKING PRES BURST PRES WEIGHT TEMPERATURE RANGE Mﬂgﬁ’y’
premier stainless steel braided nitrile PART NO MM MM BAR PSI BAR PS| KG/M MIN ‘ MAX MM
hose. Designed to Goodridge's exact- - "5 556 | 1113 69 1000 | 414 6000 | 0167 |-46°C(519F) 150°C (302°F)| 50.80
ing specifications and exclusively
manufactured for Goodridge, this hose 200-05 6.25 12.50 69 1000 414 6000 | 0.184 |[-46°C(-51°F) 150°C (302°F)| 56.25
has been supplied to motorsport rac- 200-06 8.73 13.89 69 1000 414 6000 0.201 | -46°C (-51°F) 150°C (302°F) [ 63.50
ing champions for many years. 200 20008 | 1112 | 1628 | 69 1000 | 345 5000 | 0271 |-46°C(-51°F) 150°C(302°F)| 88.90
Hose is designed for use with a wide
L 200-10 14.27 20.24 69 1000 345 5000 0.348 | -46°C (151°F) 150°C (302°F) | 101.60

range of re-usable aluminium hose
ends and provides essential pro’[ec_ 200-12 17.47 23.82 69 1000 275 4000 0.421 -46°C (-51°F) 150°C (302°F) [ 114.30
tion and resistance to high pressure, 200-16 2222 | 29.36 52 750 172 2500 | 0.552 [ -46°C (-51°F) 150°C (302°F)| 139.70
temperature, vibration, fire risks and
chafing. It is constructed of a seamless
synthetic CPE inner with an integral
stainless steel braid and a high tensile

210 Series Hose

Application:

Fuel, Qil, Coolants, Methanol, Water

Material / Construction:

Integral stainless steel reinforced

synthetic rubber with lightweight outer

fibre braid BORE SIZF | BRAID OD WORKING PRES BURST PRES WEIGHT TEMPERATURE RANGE MA':SE';D
Please Note: PART NO MM MM BAR ] BAR ] KG/M MIN [ MAX MM
Not to be used for fuel use inside 210-04 5.56 1117 34 500 138 2000 | 0.112 |-40°C (-40°F) 148.9°C (300°F) | 50.8
a cockpit. 210-06 8.71 14.22 34 500 138 2000 | 0.141 |-40°C (-40°F) 148.9°C (300°F)| 63.5
210 series is a new development, 210-08 | 1113 | 17.02 34 500 138 2000 | 0179 |-40°C(-04°F) 148.9°C (300°F) | 88.9
based on the conventional 200 series 210-10 14.29 20.83 34 500 138 2000 | 0.231 |-40°C(-40°F) 148.9°C (300°F) | 101.6
stainless steel braided Nitrile hose, 21012 | 1746 | 2438 | 24 380 | o7 1400 | 0.372 |-40°C(40°F) 1489°C (300°F) | 1143
widely used in all forms of racing. - - - "

The 210 series has a lightweight fibre 210-16 22.23 29.21 24 350 97 1400 | 0.476 | -40°C (40°F) 148.9°C (300°F)| 139.7

braid, with high abrasion resistance,
and is ideal for breather hoses, or oil
and water circuits. It is the perfect
solution as a lightweight alternative
to 200 series, where the robust stain-
less steel braid is not necessary, and
weight saving is paramount




PERFORMANCE

1136/236 JIC Alloy Hose Fittings for: 200, 210 Series Hose

Fing pe gl e vl sty e ends 2550 0" FAALE SHEP U
Cutter-style Re-Usable ?eciselg endineered to fi tyour 200 PART NO. 70 SUIT HOSE | JIC/UNF THREAD
AIIIEETE | preciselyeng ’ 236-6106 200-06 | 9/16x18
Fuel, Oil, Coolants, Methanol, Water 210 Series Hose. Our Aerospace
L ’ ' ) . 236-6108 200-08 3/4x16
To Suit Hose: standard Triple Seal/Double 0-ring
iy . 236-6110 200-10 7/8x 14
200, 210 nitrile, cutter design ensures a secure,
] ‘ . . 236-6112 200-12 11/16 %12
Material: D ¢ leak free connection every time. 2001 51612
D = Red and Blue All 236 and 336 Series Hose Ends RShatlin 00-16 5/16x
allow for all time alignment with their
| 360-degree swivel ends. The 336~ 236-90 90° FEMALE SWEPT TUBE
Series has forged style bodies, offer- PART NO. T0 SUIT HOSE | JIG/UNF THREAD
ing that added measure of strength. 1136-9004 | 200-04 716x20
¢ They are available in bright anodised 236-9006 200-06 9/16x18
¢ red and blue. : 236-9008 200-08 3/4 %16
: 236-9010 200-10 7/8x 14
236-9012 200-12 11/16 %12
236-9016 200-16 15/16x 12
236-01 STRAIGHT FEMALE
PART NO. TO SUIT HOSE [ JIC/UNF THREAD
236-120 120° FEMALE SWEPT TUBE
1136-0104 200-04 7/16 x 20
T T — PART NO. TO SUIT HOSE | JIC/UNF THREAD
EEE—— 200-08 216 236-12006 200-06 9/16x 18
236-0110 200-10 7814 236-12008 200-08 3/4x16
236-12010 200-10 7/8x 14
236-0112 200-12 1116x12
PHRRTE 200-16 ey 236-12012 200-12 11/16 %12
236-12016 200-16 15/16x12
236-30 30° FEMALE SWEPT TUBE
PART NO. TO SUIT HOSE | JCUNF THREAD - _296-150 150° FEMALE SWEPT TUBE
236-3106 200-06 9/16 %18 PART NO. TO SUIT HOSE | JIC/UNF THREAD
236-3108 200-08 3/4 %16 236-15006 200-06 9/16 x 18
236-3110 200-10 7/8x 14 236-15008 200-08 3/4 %16
236-3112 200-12 11/16x12 236-15010 | 200-10 7/8x14
236-3116 200-16 151612 : 236-15012 200-12 11/16x12
236-15016 200-16 15/16x12
236-45 45° FEMALE SWEPT TUBE
PART NO. TOSUTHOSE | JIGUNFTHREAD . 236-180 180° FEMALE SWEPT TUBE
1136-4504 200-04 7/16 x 20 PART NO. TO SUIT HOSE JIC/UNF THREAD
236-4506 200-06 9/16 x 18 236-18006 200-06 9/16x 18
236-4508 200-08 3/4%16 236-18008 200-08 3/4x 16
236-4510 200-10 7/8x 14 236-18010 200-10 7/8 x 14
236-4512 200-12 1116 x 12 ‘ 236-18012 | 200-12 11/16x 12
236-4516 200-16 15/16 % 12 236-18016 200-16 15/16x12
336 Forged Fittings for 200, 210 Hose
Fitting Type: Forged fittings (lJff.er extra strength and 336-45 45° FEMALE FORGED ELBOW
Cut[e.r»st.yle Re-Usable low groﬂle for difficult and restricted PART NO. 0 SUT HOSE T JIG/UNF THREAD
Application: . locations. 336-4506 | 200-06 91618
iuesl", (_)|I,HCooIants, Methanol, Water 336-4508 200-08 3/4x16
2%0 "2“1 Oose' 336-4510 | 20010 814
Mat;erial' 0 336-4512 200-12 11/16 %12
D = Red and Blue
336-90 90° FEMALE FORGED ELBOW
PART NO. TO SUIT HOSE | JIC/UNF THREAD
336-9006 200-06 9/16x 18
336-9008 200-08 3/4%16
336-9010 200-10 7/8x 14
336-9012 200-12 11/16 %12




236BK JIC Alloy Hose Fittings for: 200, 210 Series Hose

Fitting Type: 236-45 45° FEMALE SWEPT TUBE
Cutter-style Re-usable PART NO. TO SUIT HOSE | JIC/UNF THREAD
Application: 236-4506BK | 20006 | 9/16x18
1F_uesl;, (_)t|IiIICoolants, Methanol, Water 236-4508BK | 200-08 /1% 16
0 Suit Hose:
200, 210 236-4510BK | 200-10 7/8x%14
Material: D 236-4512BK 200-12 11/16x 12
BK = Black
236-01 STRAIGHT FEMALE i 236-90 90° FEMALE SWEPT TUBE
PART NO. TO SUIT HOSE [ JIC/UNF THREAD PART NO. T0 SUIT HOSE | JIC/UNF THREAD
236-0106BK 200-06 9/16 x 18 236-9006BK 200-06 9/16 x 18
236-0108BK 200-08 3/4x 16 236-9008BK 200-08 3/4x 16
236-0110BK 200-10 7/8x14 236-9010BK 200-10 7/8 x 14
236-0112BK | 200-12 11/16x12 236-9012BK | 200-12 11/16x12
Carburettor Hose Fittings for: 200, 210 Series Hose
Fitting Type: 2776-1106 BANJO TO HOSE END
Cutter-style Re-Usable PART NO. MATERIAL
Application: 2776-1106 D
Holley, Dellorto and Weber
carburetor fittings
To Suit Hose: 200, 210
Material: D
D = Red and Blue
2776-06-M12D BANJO BOLT FOR WEBER CARBURETOR  2776-2106 BANJO TO HOSE CONNECTION
PART NO. MATERIAL JIC/UNF THREAD PART NO. MATERIAL
2776-06-M12D D M12 x 1.50 2776-2106 D
Stepped banjo bolt requires CW901-M16 washer
(see Ancillary section)
2776-06-M122D BANJO BOLT FOR DELLORTO CARBURETOR | 2776-3106 BANJO TO HOSE END TO MALE ON RUN
PART NO. MATERIAL JIC/UNF THREAD PART NO. MATERIAL JIC/UNF THREAD
2776-06-M122D |D M12 x 1.25 2776-3106 D 9/16 x 18

Stepped banjo bolt requires CW901-M16 washer

(see Ancillary section)




PERFORMANCE

202 Hose

202 Hose is a single braid hose for
stand pipe applications. Use with 936
hose finishers or hose clips 202 hose
offers quality and appearance at af-
fordable cost.

Application :

Fuel, Qil, Coolants, Methanol, Water
Material / Construction:

Stainless steel braided rubber hose

Please Note:
Not designed to be used with push fit
fittings.
BORE SIZE | BRAID 0D BENDMFIK'XDIUS x{éggm PF?ELJSF;SLJTFzE
PART NO MM MM MM BAR PSI BAR PS|
202-04 | 6.70 13 38 63 913 350 5076
202-05 | 7.90 14.5 45 63 913 350 5076
202-06 9.5 15.5 53 63 913 350 5076
Hose Finisher for No -Thread Applications of 200, 202, 210 & 536/TF-TU25 Hoses
Application: When your hoses are not exposed to 936 RED HOSE FINISHER
Fuel, Oil, Coolants, Water pressures or working environments that PART NO. 2007210 HOSE_|202 HOSE | TF-TU25 HOSE
Material / Construction: : demand our race ready 236Io‘r 336 936-04DR 485 ")
Anotliised Adluminilum with stainless ISGFtleShH;JSG EﬂdeOUTfthSeggéSf;erSI are 936-06DR 687 586 |4
steel gear drive clamp just what you need. These 936-Series
: Hose Finishers hide a 100% stainless 2:2:?::: :?0 g
*Anodised Aluminium Colour: i steel Gear Drive Hose Clamp, giving the
Chrome DCH look of racing fittings at an affordable 936-12DR 12 10
Blue DBU price. They are the perfect finishing 936-160R 1
Red DR :
: touch to a fully dressed engine.
936 BLUE HOSE FINISHER 936 SILVER HOSE FINISHER
PART NO. 200/210 HOSE {202 HOSE | TF-TU25 HOSE PART NO. 200/210 HOSE {202 HOSE | TF-TU25 HOSE
936-04DB -4&-5 -4 936-04DCH -4&-5 -4
936-06DB -68&-7 5&-6 |-4 936-06DCH -6&-7 -5&-6 |-4
936-08DB -8 -6 936-08DCH -8 -6
936-10DB -10 -8 936-10DCH -10 -8
936-12DB -12 -10 936-12DCH -12 -10
936-16DB -16 936-16DCH -16







536 Hose

Application:
*Fuel, Qil, Coolants, Air, Water
Material / Construction:

cover
Temperature Range:
-40°C (-40°F) to 100°C (212°F)

Please Note:
*NOT suitable for all fuel types.

¢ Goodridge Push Fit 536 Series Hose
is an exclusive product manufactured
with a special reinforced internal
Textile reinforced rubber with elastomer  textile braiding and blue and black

: elastomer cover. This high quality hose

is designed for use in lower pressure

applications with our new range of

| 536 Series Push Fit Hose Ends. When
i the superior performance of stainless
braided nitrile hose is not required,
Push Fit is an excellent choice offering
high quality, reliability, durability and
affordability. (not recommended for

* suction systems)

Please contact Goodridge BORESIZE | BRAID O/D WORK PRES BURST PRES WEIGHT | MIN BEND RADIUS
PART NO MM MM PSI BAR PSI BAR KG/M MM
536-04 6.35 12.70 246 17 1000 69 0.10 76.20
536-06 9.52 15.87 246 17 1000 69 0.16 76.20
536-08 12.70 19.05 246 17 1000 69 0.22 127.00
536-10 15.87 23.00 246 17 1000 69 0.30 152.40
536-12 19.05 26.19 246 17 1000 69 0.36 177.80

5368 Hose

Application: Goodridge Push Fit 536 Series Hose  : 536 Series Push Fit Hose Ends. When

*Fuel, Oil, Coolants, Air, Water is an exclusive product manufactured the superior performance of stainless

Material / Construction: with a special reinforced internal ¢ braided nitrile hose is not required,

Textile reinforced rubber with elastomer : textile braiding and blue and black : Push Fitis an excellent choice offering

cover elastomer cover. This high quality hose : high quality, reliability, durability and

Temperature Range: is designed for use in lower pressure  affordability. (not recommended for

-40°C (-40°F) to 100°C (212°F) applications with our new range of * suction systems)

Please Note:

“NOT suitable for all fuel types. BORE SIZE BRAID 0/D WORK PRES BURST PRES WEIGHT | MIN BEND RADIUS

Please contact Goodridge PART NO MM MM PSI l BAR PSI BAR KG/M MM
536-04B 6.35 12.70 246 17 1000 69 010 76.20
536-06B 9.52 15.87 246 17 1000 69 0.16 76.20
536-08B 12.70 19.05 246 17 1000 69 0.22 127.00
536-10B 15.87 23.00 246 17 1000 69 0.30 152.40
536-12B 19.05 26.19 246 17 1000 69 0.36 177.80




PERFORMANCE

TF-TU25 Hose

Application:

Fuel, Qil, Coolants, Air, Water
Material / Construction:

Cotton reinforced rubber compound
inner with synthetic rubber outer
Temperature Range:

-40°C (-40°F) to 80° (176°F) continu-
ously, -40°C (-40°F) to 120° (248°F)
intermittently

Our TF-TU25 Hose can be used for auto-

motive applications where the superior
performance of more sophisticated
hose is not required, but reliability is
just as important. A high quality and

i steel or alloy fittings, TF-TU25 Series TF-TU25 Series Hose is compatible

i Hose is constructed of a synthetic © with fuels, oils, coolants and hydraulic
i rubber outer cover with an oil resisting fluids. Conforms to SAE 100 R6.

i seamless rubber compound inner with

¢ a cotton reinforcement. :

© useful lower pressure hose for use with

BORESIZE | PTFEWALL | HOSEO/D | WORKING PRES BURST PRES WEIGHT “RA/'\“[‘)I?JEND
PART NO MM MM MM BAR PSI BAR PSI KG/M MM
TF-TU25-04 6.00 4.00 14.00 25 362 79 1145 15 40
TF-TU25-06 | 10.00 4.00 18.00 25 362 79 1145 .25 60
TF-TU25-08 | 13.00 4.00 21.00 25 362 79 1145 .30 80
TF-TU25-10 16.00 4.00 25.00 25 362 79 1145 40 100
JIC/UNF Push Fit Hose Fittings for 536 Hose
Fitting Type: A complete range of 536 Series Push - e g 90° SWEPT TUBE FEMALE CONCAVE SEAT
Push Fit Fit Hose Ends have been designed
PART NO. TO SUIT JIC/UNF THREAD
Application: and manufactured to match our 536 536-9004 e =T
Fuel, Oil, Water, Air, Coolants Series Hose. All 536 Series Push Fit 536-0006 T SN
To Suit Hose: Hose Ends are manufactured to the T gy TR
536 same high standards as our Red and : - '1 7 X14
Material: D Blue alloy hose ends. The Goodridge 235a 010 536-10 8x
Colour: BU = Blue developed Sure Lock barbed end I 536:12 1171612
securely IoF ks into the hosg  gving 536-120 120° SWEPT TUBE FEMALE CONCAVE SEAT
cost effective, safe and reliable con-
) ' PART NO. T0 SUIT JIC/UNF THREAD
nection. Once pushed on you will have
: . 536-12004 536-04 7/16 x 20
¢ focutitoff. Great for all low pressure T 536-06 I
i applications and breathers. : X
: 536-12008 536-08 3/4x16
536-12010 536-10 7/8x 14
536-01 STRAIGHT FEMALE CONCAVE SEAT 536-12012 536-12 11/16x12
PART NO. TO SUIT JIC/UNF THREAD
536-0104 536-04 7116 x 20 536-150 150° SWEPT TUBE FEMALE CONCAVE SEAT
536-0106 536-06 9/16x 18 PART NO. TO SUIT JIC/UNF THREAD
536-0108 536-08 3/4x16 536-15004 536-04 7/16 x 20
536-0110 536-10 7/8x14 536-15006 536-06 9/16 x 18
536-0112 536-12 11/16 x 12 536-15008 536-08 3/4x16
536-15010 536-10 7/8 x 14
536-45 45° SWEPT TUBE FEMALE CONCAVE SEAT 536-15012 536-12 11/16x12
PART NO. TO SUIT JIC/UNF THREAD
536-4504 536-04 7/16 x 20 536-180 180° SWEPT TUBE FEMALE CONCAVE SEAT
536-4506 536-06 9/16x 18 PART NO. TO SUIT JIC/UNF THREAD
536-4508 536-08 3/4x16 536-18004 | 536-04 7/16 x 20
536-4510 536-10 7/18x 14 536-18006 536-06 9/16 x 18
536-4512 536-12 11/16x 12 536-18008 | 536-08 3/4x16
536-18010 536-10 7/8x14
536-18012 536-12 11/16x12




JIC/UNF Push Fit Hose Fittings for 536 Hose

Fitting Type:

Push Fit

Application:

Fuel, Qil, Water, Air, Coolants
To Suit Hose:

536

Material: D

Colour: BK = Black

A complete range of 536 Series Push
Fit Hose Ends have been designed
and manufactured to match our 536
Series Hose. All 536 Series Push Fit
Hose Ends are manufactured to the
same high standards as our Red and
Blue alloy hose ends. The Goodridge
developed Sure Lock barbed end
securely locks into the hose, giving a
cost effective, safe and reliable con-
nection. Once pushed on you will have

to cut it off. Great for all low pressure

i applications and breathers.

536-01 STRAIGHT FEMALE CONCAVE SEAT
PART NO. 70 SUIT JIC/UNF THREAD
536-0106BK | 536-06 9/16 x 18
536-0108BK | 536-08 3/4x16
536-0110BK | 536-10 7/8x 14
536-0112BK | 536-12 11146 x 12

536-45 45° SWEPT TUBE FEMALE CONCAVE SEAT
PART NO. 70 SUIT JIC/UNF THREAD
536-4506BK | 536-06 9/16 x 18
536-4508BK | 536-08 3/4x16
536-4510BK | 536-10 7/8x 14
536-4512BK | 536-12 111612

536-90 90° SWEPT TUBE FEMALE CONCAVE SEAT
PART NO. TO SUIT JIC/UNF THREAD
536-9006BK | 536-06 9/16x 18
536-9008BK | 536-08 3/4x16
536-9010BK | 536-10 7/18x14
536-9012BK | 536-12 11/16x 12
536-120 120° SWEPT TUBE FEMALE CONCAVE SEAT
PART NO. TO SUIT JIC/UNF THREAD
536-12006BK | 536-06 9/16 x 18
536-12008BK | 536-08 3/4x16
536-12010BK | 536-10 718 x14
536-12012BK | 536-12 11/16x12
536-150 150° SWEPT TUBE FEMALE CONCAVE SEAT
PART NO. TO SUIT JIC/UNF THREAD
536-15006BK | 536-06 9/16 x 18
536-15008BK | 536-08 3/4x16
536-15010BK | 536-10 7/8x 14
536-15012BK | 536-12 11/16x12
536-180 180° SWEPT TUBE FEMALE CONCAVE SEAT

PART NO. TO SUIT JIC/UNF THREAD
536-18006BK | 536-06 9/16x 18
536-18008BK | 536-08 3/4x16
536-18010BK | 536-10 7/8x14
536-18012BK | 536-12 11/16x12







Hardline Stainless Steel 836 Tube & Fittings

Application:

Perfect for brake and clutch systems,
and other high pressure applications.
Material / Construction: Seamless
stainless steel tube.

Please Note:
Supplied in multiples of 3 metres.
Hardline - Flexible Special Assemblies

i When the strength and rigidity of a
© hardline is required in a high pressure

application, look to our HL836 Series.

i The perfect compliment to our existing
ranges of flexible hose and fittings.

Use with our range of female and male

: pipe nuts. Constructed of cold drawn

seamless stainless steel, our HL836

Series Hardline gives consistent flares
and non-collapsing bends. Aircraft

i spec flaring tool available to allow you

to flare your own tube.

BORE SIZE | WALL THICKNESS | OUTER DIAMETER |  WORKING PRESSURE | BURST PRESSURE | WEIGHT | MIN BEND RADIUS
can be custom made to order.
PART NO MM MM MM BAR PSI BAR | PSI | KeM MM
HL836-03C | 3.36 0.72 48 350 5076 | 1050 15228 | 0.071 15.00
Hardline Fittings
Fitting Type: AN818 FEMALE TUBE NUT (TO BE USED WITH 819)
Hardine Tube Nut PART NO. MATERIAL | THREAD
Application: AN818-03 | C 3/8 % 24
Brake/Clutch 818-31 c 10 1.0mm
To Suit:
Hardline Stainless Steel Tube
Material: C, P AN819 TUBE SLEEVE (TO BE USED WITH 818)
PART NO. MATERIAL
AN819-03 C
N8000 MALETUBENUT © N1400 FEMALE TUBE NUT
PART NO. MATERIAL | THREAD SART O, WATERAL | THREAD
N8401 P M10 x 1.0mm short N1401 b N0 x 1.0mm female
N8402 P M10 x 1.0mm long
N8412 p V12 x 1.0mm N1406 P 3/8 x 24 female
N8426 P 3/8 x 24 N1460 P 7/16 x 20 female
N8462 P 7/16 x 20




PERFORMANCE

Hardline Aluminium HL836 Tube and Re-Usable Aluminium Fittings

Application:
Airjack, Fuel, Oil, Water

Material / Construction:
Aluminium tube with a Polyamide
coating

i Goodridge offer the ultimate
lightweight hardline solution, using

Hycot® Aluminium tube with a range
of compatible Goodridge aluminium
fittings. The Hycot® tube provides the

strength and rigidity of hard tube that

i coating, Hycot® hardline combines
exceptional performance and weight-
saving, with formability, strength and
corrosion-resistance. HL836 series

¢ Hycot® aluminium tube is ideal for

i the transport of fuel, oil, air and water,

i airjacks. Our fitting design does not
require the tube to be flared, and we
offer a range of banjo, tee-piece, male
and female fittings to ease the instal-
i lation of the most complex systems, in

tight environments.
can be bent to suit the installation. :
Constructed of a precision-drawn
aluminium tube with a polyamide

covering a wide range of automotive
Please Note: and racing applications, including

Supplied in multiples of 4 metres.

WAL OUTER MIN BEND
BORESIZE | rcenkss | DAVENR WORKING PRES BURST PRES WEIGHT TS
PART NO MM MM MM BAR psi BAR psi KG/M MM
HL836-04D 6.0 1.00 8.00 95 1878 | 290 4206 | 0059 15.00
HL836-06D 8.0 1.00 10.00 95 1878 | 290 4206 | 0095 15.00
Aluminium Hardline Fittings 04/06D - Continued overleaf
Fitting Type: HL822 45° FEMALE SWIVEL
Re-Usable tube connectors PART NO. TUBE SIZE | JIC/UNF THREAD
To Suit Hose: HL822-06D % 01618
HL836 Aluminium Tube
Material: D
HLSH COUPLER hig23 90° FEMALE SWIVEL
PART NO. TUBE SIZE PART NO. TUBESIZE | JIC/UNF THREAD
Ll G HL823-04D 4 7116 %20
HL823-0406D 4 916 x18
HL823-06D 6 9116 x 18
HL821 STRAIGHT FEMALE SWIVEL
PART NO. TUBESIZE | JIC/UNF THREAD WL 90° VALE BULKHEAD
L “ (A PART NO. TUBESIZE | JIC/UNF THREAD
HL821-0406D 4 916 x 18 HL843-06D r 316278
HL821-06D 6 916 x 18
HL831 STRAIGHT MALE
PART NO. TUBESIZE | JIC/UNF THREAD
HL831-0406D 4 |oexs HL837 45° MALE BULKHEAD
A % 916118 PART NO. TUBESIZE | JIC/UNF THREAD
HL837-06D 5 9/16x 18
HL841 STRAIGHT MALE BULKHEAD
PART NO. TUBESIZE | JIC/UNF THREAD
HL841-06D Ty 916 x 18 HL814 TEE PIECE
PART NO. TUBE SIZE
HL814-06D T




Aluminium Hardline Fittings 04/06D

Fitting Type: HL591 STRAIGHT BANJO
Re-usable tube connectors oD HOLE SIZE BOLT SIZE
To Suit Hose: PART NO. DASH SIZE | MM UNF
HL836 Aluminium Tube HL591-06D B |1420 |9/16x18
Material: D
HL824 TEE PIECE WITH FEMALE SWIVEL ON THERUN 1209 REPLACEMENT OLIVE
PART NO. TUBESIZE | JIC/UNF THREAD PART NO. TOSUT
HL824-06D 5 9/16x 18 1209-04 04
1209-06 06
1210 REPLACEMENT SOCKET
HL854 TEE PIECE WITH FEMALE SWIVEL ON LEG PART NO. 10 SUIT
PART NO TUBESIZE | JIC/UNF THREAD 1210-04 04
i 1210-06 -06
HL854-06D & 9/16x 18







Adaptors

Our international position allows us

to offer the worlds widest and most
diverse range of AN’s and adaptors

at economic prices. Whether it is a true
AN or a metric adaptor, Goodridge pro-
vides the natural link from one thread
to another. All Goodridge adaptors are
manufactured to the highest possible

i specifications, metric adaptors meet
the ISO specification, other adaptors
i are manufactured to the correct AN
specification where such a specifica-
¢ tion exists.

JIC 1o JIC Equal Thread

Fitting Type: Adaptor
Material: C, CH, D, P, Z1

Please Note:
When ordering parts available in steel
or stainless, please remove “AN” prefix.

Example Part No.
AN804-03D = Aluminium
804-03C = Stainless Steel

AN804 BULKHEAD TEE ON RUN
PART NO. MATERIAL JIC/UNF THREAD
AN804-03 C,D 3/8x24
AN804-04 D 7116 x 20
AN804-06 D 9/16x 18
AN804-08 D 3/4x16

AN806 PLUG
PART NO. MATERIAL JIC/UNF THREAD
AN806-02 D 5/16 x 24
AN806-03 D,P 3/8x 24
AN806-04 D 7/16 x 20
AN806-05 D 1/2x20
AN806-06 D 9/16x 18
AN806-08 D 3/4x16
AN806-10 D 7/8x 14
AN806-12 D 1116 x12
AN806-16 D 1 5/16x12

AN814 PORT PLUG
PART NO. MATERIAL JIC/UNF THREAD
AN814-03 D 3/8x24
AN814-04 D 7116 x 20
AN814-06 D 9/16 x 18
AN814-08 D 3/4x16
AN814-10 D 7/8 x 14

AN814SD PORT PLUG WITH SOCKET HEX (0 RING)
PART NO. MATERIAL JIC/UNF THREAD
AN814-03S D 3/8x24
AN814-04S D 7/16 x 20
AN814-06S D 9/16x 18

AN815 EQUAL MALE
PART NO. MATERIAL JIC/UNF THREAD
AN815-02 © 5/16 x 24
AN815-03 C,CH,D, P 3/8 x 24
AN815-03V | C,CH,P 3/8x24
AN815-04 C,D,P 7/16 x 20
AN815-06 D, P 9/16x 18
AN815-08 D,P 3/4x16
AN815-10 D,P 7/8x14
ANg15-12 D,P 1 1/16x12
AN815-16 D, P 1 5/16x12

AN818 TUBE NUT
PART NO. MATERIAL JIC/UNF THREAD
AN818-03 D 3/8x 24
AN818-04 D 7/16 x 20
AN818-06 D 9/16x 18
AN818-08 D 3/4x16
AN818-10 D 7/8 x 14
AN818-12 D 11/16x12
AN818-16 D 1 5/16x 12

AN819 TUBE SLEEVE
PART NO. MATERIAL | APPLICATION
AN819-03 C,D For use with 818
AN819-04 D For use with 818
AN819-06 D For use with 818
AN819-08 D For use with 818
AN819-10 D For use with 818
AN819-12 D For use with 818
AN819-16 D For use with 818

AN821 90° ELBOW MALE
PART NO. MATERIAL JIC/UNF THREAD
AN821-03 C,D 3/8x24
AN821-04 D 7/16 x 20
AN821-06 D 9/16x 18
AN821-08 D 3/4x16
AN821-10 D 7/8 x 14
AN821-12 D 11/16x 12
AN821-16 D 1 5/16x12




PERFORMANCE

JIC to JIC Equal Thread

ANS24 MALETEE = AN924 NUT
PART NO. MATERIAL | JIC/UNF THREAD PART NO. MATERIAL | JIC/UNF THREAD
AN824-03 | C,D,CHP |3/8x24 AN924-02  |D 5/16 x 24
AN824-04  |C,D,P 716 x 20 AN924-03  |D 3/ x 24
AN824-06  |D 9116 x 18 AN924-04  |D 7116 x 20
AN824-08  |D 3/4%16 AN924-06  |D 9/16x 18
AN824-10 D 78 x 14 AN924-08  |D 3/4x16
AN824-12 D 1116 %12 AN924-10 D 7/8x 14
AN824-16 D 15M6x12 AN924-12 D 11/16x12
AN924-16 D 1 5/16%12
ANS27 MALE TEE
PART NO. MATERIAL | JIC/UNF THREAD
AN827-04 D 716 x 20
AN827-06 D 9/16x 18 AN929 cAP
PART NO. MATERIAL | JIC/UNF THREAD
AN929-02  |D 511624
AN929-03  |D 3/8x24
AN832 MALE BULKHEAD aN929-0s  |o 16x20
PART NO. MATERIAL | JIC/UNF THREAD AN929-05  |b 220
AN832-03 C.0,P 3/8%24 ANg29-06 |0 o/16x 18
ANB32-04  |C,D,P 716 %20 ANg2908 |0 Al 16
AN832-06  |D 9/16x 18 ANG29-10 ) -
ANg32-08 1D 3/x16 AN929-12 (D 11/16x 12
ANg32-10 D 18 x4 AN929-16 (D 15/16x12
ANB32-12 D,P 11/16x12 ANS29.20 0 58y 10
AN832-16 D 1 5146%12
- AN938 FEMALE TEE
ANg33 90° MALE BULKHEAD PART NO. MATERIAL | JIC/UNF THREAD
PART NO. MATERIAL | JIC/UNF THREAD neseos 1o 6130
AN833-03  |C,D,P 3/8x 24 AN938.06  |D 0/16 1 18
AN833-04  |C,D,P 716 x 20 ansssos |0 Sl 16
AN833-06  |C,D 9/16x 18 ANS38-10 ) -y
GLREHLE D S/4x16 AN938-12 D 1171612
AN833-10 D 718 x 14
AN833-12 D 1 1/16x12
AN833-16 D 1 5146x12
AN971 MALE WELD FLANGE ADAPTOR
ANg34 MALE BULKHEAD TEE PART NO. MATERIAL | JIC/UNF THREAD
PART NO. MATERIAL | JIC/UNF THREAD AN9T1-03 5 ey
AN834-03 | C,D,P 3/8x 24 ANST1.08 0P 16 1 20
GULEE ) 71620 AN971-06 D,P 916 %18
AN834-06  |D 9/16x 18 ANS71-08 ) 2l 16
AN834-08  |D 3/4%16 ANST110 ) P
AN971-12 D 11/16x12
AN971-16 D 1 516x12
AN971-20 D 1 5/8x12
AN837 45° MALE BULKHEAD — p yg71 FEMALE WELD ADAPTOR
PART NO. MATERIAL | JIC/UNF THREAD ST L T ICUNE THREG
SHERTE C.D.P S/8x24 AN871-04 D 7/16 x 20 UNF
ERt AL alptes ANS71-06 | D 9/16 x 18 UNF
SLLET L D SUCRY AN871-08 D 3/4x 16 UNF
SR i AN871-10 D 7/16 x14 UNF
ANGSTSIO L QL AN871-12 D 11/16 x 12 UNF
AN837-12 D 1 1/16x12
AN837-16 D 151612




JIC to JIC Unequal Thread

Fitting Type: AN824 TEE WITH UNEQUAL LEG
Adaptor JIC/UNF THREAD
Material: C, CH, D, P A @ TN, MATERAL| A | B | ¢
AN824-06-06-08 | D | 9/16 | 9/16 | 3/4
(C
919 MALE TO MALE
PARTNO. | MATERIAL | A-JIC/UNF THREAD | B-JIC/UNF THREAD | |PART NO. MATERIAL  A-JIC/UNF THREAD | B-JIC/UNF THREAD
919-04-03 | P, C 7116 %20 3/8 x 24 919-08-06 |P 3/4x16 9/16x 18
0 0 919-04-44 | P 711620 7116 x 24 919-10-06 [P 7/8x 14 9/16x 18
919-06-03 | D 9/16x 18 3/8 %24 919-10-08 [P 7/8x14 3/4%16
919-06-04 | P 9/16x 18 711620 919-12-10 [P 11/16 12 7/8x 14
AN919 MALE TO MALE
PART NO. NAT | A-JIC/UNF THREAD | B-JIC/UNF THREAD PART NO. MAT | A-JIC/UNF THREAD | B -JIC/UNF THREAD
AN919-0 D |-02 |5/16x24 03 |3/8x24 ANS19-14 |D [-10 [7/8x14 -06 |9/16x18
0 0 AN919-01 |D |-02 [5/16x24 |-04 |7/16x20 AN919-15 |D [-10 [7/8x14 -08 |3/4x16
AN919-02 |D |-03 |3/8x20 04 [7/16%20 AN919-18 |D |12 [11/16x12 |-06 [9/16x18
AN919-03 [D |-04 [7/16x20 |-05 |1/2x20 AN919-19 |[D |12 [11/16x12 |-08 |3/4x16
AN919-06 |D |-06 [9/16x18 |-04 |7/16x20 ANS19-20 [D |12 [11/16x12 |10 |7/8x14
AN919-07 D |-06 [9/16x18 |-05 |1/2x20 AN919-22 (D |[-16 [15/16x12 |-10 |7/8x14
AN919-10 D |-08 [3/4x16 04 | 716x20 AN919-23 D |16 [1516x12 |12 |11/16x12
AN919-12 |D |-06 |9/16x18 |-08 |3/4x16
JIC Male to Female
(A (8]
AN950 MALE TO FEMALE ADAPTOR (JIC SEATS) REDUCER
N I o e A L o - B L = v
AN950-04-03 |D 716x20 | 3/8x24 AN950-08-06 |D 3/4x16 9/16 x 18 AN950-12-10 |D 11/16x12 | 7/8x14
AN950-06-03 | D 9/16x18 | 3/8x24 AN950-10-06 | D 7/8x 14 9/16x 18 AN950-16-12 |D 15/16x12 |11/16x12
AN950-06-04 |D 9/16x18 | 7/16%20 AN950-10-08 | D 7/8x14 3/4%16 AN950-20-16 |D 15/8x12 |15/16x12
AN950-08-04 |D 3/4x16 7116 x 20 AN950-12-08 |D 11/16x12 | 3/4x16
AN951 MALE TO FEMALE ADAPTOR (JIC SEATS) EXPANDER
PART NO. MAT A B
AN951-03-04 C,D 3/8 % 24 7116 %20
AN951-04-06 D 7116 %20 9/16 x 18
[A] (5] AN951-06-08 D 9/16x 18 3/4x16
AN951-08-10 D 3/4x16 7/8x14
AN951-10-12 D 7/8x14 111612
AN951-12-16 D 11/16x 12 15/16x12




PERFORMANCE

Special Adaptors (modified AN parts for motorsport requirements)

Fitting Type:
Adaptor

Material: C, CH, D, P

CPL ADAPTOR SWIVEL FEMALE COUPLING
PART NO. MATERIAL JIC/UNF THREAD
CPL-03 C,D 3/8x 24
CPL-04 C,D 7/16 x 20
CPL-06 D 9/16 x 18
CPL-08 D 3/4x16
CPL-10 D 7/8 x 14
CPL-12 D 1 1/16x12
CPL-16 D 1 5/16x12
CPL-823 ADAPTOR 45° MALE TO SWIVEL FEMALE
PART NO. MATERIAL JIC/UNF THREAD
CPL-823-03 |D 3/8x24
CPL-823-04 |D 7/16 x 20
CPL-823-06 |D 9/16x 18
CPL-823-08 |D 3/4x16
CPL-823-10 |D 718 x14
CPL-823-12 |D 1 1/16x 12
CPL-824 ADAPTOR TEE MALE THREAD ON RUN SWIVEL FEMALE ON LEG
PART NO. MATERIAL JIC/UNF THREAD
CPL-824-03 |D 3/8x 24
CPL-824-04 |D 7116 x 20
CPL-824-06 |D 9/16 x 18
CPL-824-08 |D 3/4x16
CPL-824-10 |D 7/8 x 14
CPL-824-12 |D 1 1/16x12
CPL-826
PART NO. MATERIAL | JIC/UNF THREAD
CPL-826-03 |D 3/8x 24
CPL-826-04 |D 7116 x 20
CPL-826-06 |D 9/16 x 18
CPL-826-08 |D 3/4x16
CPL-826-10 |D 7/8 x 14
CPL-826-12 |D 1 1/16x12
CPL-903 TO 912 ADAPTOR 90° MALE TO FEMALE SWIVEL
PART NO. MATERIAL JIC/UNF THREAD
CPL-903 D 3/8x 24
CPL-904 D 7/16 x 20
CPL-906 D 9/16 x 18
CPL-908 D 3/4x16
CPL-910 D 7/8 x 14
CPL-912 D 11/16x12

CPL-816 ADAPTOR JIC/UNF FEMALE SWIVEL TO MALE NPT
PART NO. MATERIAL | A JIC B NPT
CPL-8164 (D 716x20 |1/8
CPL-81662 |D 9/16x18 |[1/8

a CPL-8166 |D 9/16x18 | 1/4

CPL-81666 |D 9/16x18 |3/8
CPL-81610 |D 7/8x 14 1/2

CPL-910_ ADAPTOR 90° FEMALE TO FEMALE SWIVEL
PART NO. MATERIAL JIC/UNF THREAD
CPL-9104 D 7116 x 20
CPL-9106 D 9/16 x 18
CPL-9108 D 3/4x16
CPL-9110 D 718 x14
CPL-9112 D 1 1/16x12
CPL-9116 D 15/16x12

CPL-900_ ADAPTOR 90° FEMALE TO FEMALE SWIVEL
PART NO. MATERIAL JIC/UNF THREAD
CPL-9004 D 7/16 x 20
CPL-9006 D 9/16x 18
CPL-9008 D 3/4x16
CPL-9010 D 7/8x 14
CPL-9012 D 1116 x12




JIC To NPT Male to Male Adaptors

AN826 JCTEENPTONRUN  ANB25 JIC TEE NPT ON LEG
THREAD THREAD
0 0 PART NO. MATERIAL | A JIC B NPT o o PART NO. MATERIAL | A JIC B NPT
ANB26-03 |D 3/8x24  |1/8x27 AN825-03 |D 3/8x 24 1/8 % 27
ANB26-04 |D 7/16x20 | 1/8x27 AN825-04 |D 7/16x 20 1/8x 27
AN826-06 | D 9/16x18 |1/4x18 AN825-06 |D 9/16x 18 1/4x18
0 AN826-08 |D 3/4x16  |3/8x18 AN825-08 |D 3/4x16 3/8x18
ANB26-10 |D 78x14  [1/2x14 AN825-10 |D 7/8x14 1/2x 14
ANB26-12 |D 1 146x12 | 3/4x 14 AN825-12 |D 1 146x12 |3/4x14
AN816 ADAPTOR STRAIGHT MALE JIC TO STRAIGHT MALE NPT
PART NO. MATERIAL | A JIC B NPT PART NO. MATERIAL | A JIC B NPT
AN816-03 C,CH,D,P |3/8x24 1/8 % 27 AN816-08-08 |D 3/4x16 1/2x14
(A 0 AN816-03-04 |D,P 3/8x 24 1/4x18 AN816-08-12 | D 3/4x16 34x 14
ANB16-04 D,P 7/16 % 20 1/8% 27 ANB16-10-06 | D 7/8%14 3/8x18
AN816-04-04 [D,P 7/16x 20 1/4 %18 AN816-10 D 7/8%14 1/2x14
AN816-06-02 |D,P 9/16 x 18 1/8 % 27 AN816-10-12 D 7/8%14 3/4x14
AN816-06 D,P 9/16x 18 1/4%18 AN816-12-08  |D 111612 1/2x14
AN816-06-06 |D,P 9/16 x 18 3/8x18 AN816-12 D 11/16x 12 3/4x14
AN816-06-08 |D 9/16x 18 1/2x14 AN816-12-16 D 11/16x12 1x111/2
AN816-07 D 3/4x16 1/4%18 AN816-16 D 1 5/16x 12 1x111/2
AN816-08 D 3/4x 16 3/8x18 AN816-16-12 D 1 5/16x 12 3/4x 14
AN822 90° MALE ELBOW JIC TO MALE NPT
PART NO. MATERIAL | A JIC B NPT PART NO. MATERIAL | A JIC B NPT
0 AN822-03 C,CH,D,P [3/8x24 1/8x 27 ANB22-08-08 |D 3/4x16 1/2x14
AN822-04 c,D 7/16x 20 1/8x27 AN822-08-12 |D 3/4x16 3/4x14
AN822-04-04 |D 7/16x 20 1/4x18 AN822-10 D,P 7/8%14 1/2x14
AN822-06-02 |D 9/16 18 1/8x 27 AN822-12 D 1 1/16x12 3/4x 14
AN822-06 D 9/16 18 1/4%18 AN822-12-08 |D 1 1/16x 12 1/2x14
(5] AN822-06-06 |D 9/16 18 3/8x18 AN822-12-16 D 1 1/16x12 111 1/2
AN822-06-08 |D 9/16x 18 1/2 % 14 ANB22-16 D 1 5/16x12 1x11 172
AN822-07 D 3/4x16 1/4x18
AN822-08 D 3/4x16 3/8x18
AN823 45° MALE ELBOW JIC TO NPT MALE
PART NO. MATERIAL | A JIC B NPT PART NO. MATERIAL | A JIC B NPT
[A] AN823-03 CH,D,P |3/8x24 1/8% 27 AN823-08-08 |D 3/4x16 1/2x 14
AN823-04 D 7/16x 20 1/8 % 27 AN823-10 D 7/8%14 1/2x14
AN823-06-02 |D 916 x 18 1/8x 27 AN823-10-06 |D 7/8%14 3/8x18
0 AN823-06 D 9/16x 18 1/4 %18 AN823-16 D 1 5/16x 12 1x111/2
AN823-06-06 |D 9/16 x 18 3/8x18
AN823-08 D 3/4x16 3/8x18
NPT Adaptors
Fitting Type: AN910 FEMALE PIPE COUPLER
Adaptor PART NO. MATERIAL NPT THREAD
Material: D AN910-01 D 118 x 27
AN910-02 D 1/4 %18
AN910-03 D 3/8x18
AN910-04 D 1/2 %14
AN910-06 D 3/4x14
AN910-08 D 1 x111/2




PERFORMANCE

NPT Adaptors - continued

ANO11 MALE TO MALE ADAPTOR | AN915 NPT FEMALE TO MALE 45° EQUAL
PART NO. MATERIAL NPT THREAD PART NO. MATERIAL | NPT THREAD
AN911-01  |D 1/8x27 AN915-01 D 1827
AN911-02  |D 1/4x18
AN911-03  |D 3/8%18
AN911-04  |D 12x14
AN916 NPT FEMALE TO FEMALE 90° EQUAL
PART NO. MATERAL | NPT THREAD
AN912 ADAPTOR MALE - FEMALE AN916-01 D 118x 27
PART NO. MAT | NPTMALE | NPT FEMALE AN916-02 D 1/4x18
AN912-01 |D  |1/4x18 | 1/8x27
AN912-02 [D  [3/8x18 | 1/4x18
AN912-03 |D  |3/8x18  |1/8x27
AN912-06 |D  |1/2x14  |1/8x27
AN912-07 [D  [34x14  |1/2x14 AN917 NPT TEE
AN912-08 |D  |34x14 | 3/8x18 PART NO. VATERIAL | NPT THREAD
AN912412 [D |1 x111/2 |1/2x14 ANG17-01 D 1/8xer
AN917-02 D 1/4%18
AN917-03 D 3/8x18
AN917-04 D 12x14
AN914 NPT FEMALE TO MALE 90° EQUAL
PART NO. MATERAL | NPT THREAD
AN914-01 D 1/8x27
AN914-02 D 1/4x18 AN932 PLUG SOCKET HEAD
AN914-03 D 3/8x18 PART NO. MATERIAL | NPT THREAD
sl 0 129 AN932-01 | D 16x27
AN932-02  |D 1/8x 27
AN932-03  |D 1/4x18
AN932-04  |D 3/8 %18
AN932-05 |D 12x14
AN932-06  |D 3/4x14
AN932-08  |D 1x11172
JIC Male to Metric Male
Fitting Type: Adaptor © 305 ADAPTOR JIC TO METRIC CONVEX
Material: C, CBK, CH, D, P, Z1 ¢ PARTNO. MATERIAL A JC B VETRIC PART NO. MATERIAL | A JIC B METRIC
© '305-0321 |C 3/8x24 | 8x1.00mm 305-04-35 | z1 7/16x 20 10 1.50mm
305-03-31 | C,CBK,CH,D,P.Z1(3/8x24  [10x1.25mm | |305-06-31 |D 9/16 %18 10 1.00mm
305-03-32 C,D, 21 3/8x24 10 x 1.25mm 305-06-M122 | D 9/16 x 18 12 x 1.25mm
305-03-35 | Z1 3/8x24  |10x1.50mm | |305-06-M12 |D,P 9/16 %18 12 1.50mm
305-03-M12 |C 3/8x24 | 12x1.50mm | |305-06-M14 |D 9/16 %18 14 1.50mm
305-03-M121 | C, Z1 3/8x24 | 12x1.00mm | |305-06-M16 |D 9/16 %18 16 1.50mm
305-03-M122 | Z1 3/8x24 |12x1.25mm | |305-08-31 |D 3/4x16 10 1.00mm
305-04-M12 |D 716x20 |12x1.50mm | |305-08-M12 |D 3/4x 16 12 1.50mm
® 0 305-04-M121 | Z1 716x20 |12x1.00mm | |305-08-M14 |D 3/4x16 14 1.50mm
305-04-M122 | Z1 716x20 |12x1.25mm | |305-08-M16 |D 3/4x16 16 1.50mm
305-04-M14 |P 716x20 |14x1.50mm | |305-10-M18 |D 71814 18 1.50mm
305-04-31 |D, Z1 7/16%20 | 10x1.00mm
305-04-32 | C 7/16%20 | 10x1.25mm
. 307 ADAPTOR JIG TO METRIC CONVEX BULKHEAD
® 0 JIC/UNF THREAD
PART NO. MATERIAL A JC B METRIC
307-03-31 | C,P 3/8x24 | 10x1.00mm
307-03-M121 | P 3/8x24 | 12x1.00mm

Use locknut 318 (see Ancillary section)




JIC Male to Metric Male - continued

306 ADAPTOR JIC TO METRIC CONCAVE
PART NO. MAT A JIC B METRIC PART NO. MAT |A JIC B METRIC PART NO. MAT |A JIC B METRIC
306-02-31 © 5/16 x 24 | 10 x 1.00 306-04-31 C,D |7/16x20 |[10x1.00 306-08-M22 | D 3/4x16 22 x1.50
a 306-02-32 C 5/16x24 [ 10x1.25 306-04-32 D 7/16%x20 | 10x1.25 306-10-M14 (D 7/8x14 14 x1.50
306-03-M12 |C,D 3/8x24 |12x1.50 306-06-31 D 9/16x18 | 10x1.00 306-10-M16 | D, Z1 | 7/8x 14 16 x 1.50
306-03-M121 | D 3/8x24 |12x1.00 306-06-32 D 9/16x18 |[10x1.25 306-10-M18 |D 7/8 x 14 18 x1.50
306-03-M16 | D 3/8x24 [ 16x1.50 306-06-M121 | D 9/16x18 |12x1.00 306-10-M20 | D 7/8 x 14 20x1.50
306-03-21 © 3/8x24 |8x1.00 306-06-M12 D,Z1 | 9/16x18 |[12x1.50 306-10-M22 (D 7/8 x 14 22x1.50
306-03-22 © 3/8x24 |8x1.25 306-06-M14 D,Z1 |9/16x18 |14 x1.50 306-10-M24 | D 7/8 x 14 24 x1.50
@ 306-03-31 C,CBK, CH,D, Z1 | 3/8x24 | 10x1.00 306-06-M16 D,Z1 |9/16x18 |16x1.50 306-10-M26 | D 7/8 x 14 26 x1.50
306-03-31S Z1 3/8x24 |10x1.00 306-06-M18 D,Z1 |9/16x18 [ 18x1.50 306-12-M18 | D 1116 x 14 18 x1.50
306-03-32 C,CBK, CH,D, Z1 | 3/8x24 [10x1.25 306-06-M20 D 9/16x18 | 20x1.50 306-12-M20 (D 11/16x14 |20x1.50
306-03-35 P 3/8x24 [ 10x1.50 306-06-M22 D 9/16x18 |22x1.50 306-12-M22 | D 11/16x14 | 22x1.50
306-04-M12 | 21 7/16x20 | 12x1.50 306-08-M12 D 3/4x16 12x1.50 306-12-M24 (D 11/16x14 |24 x1.50
306-04-M121 | D, Z1 7/16x20 | 12x1.00 306-08-M14 D,P |3/4x16 14 x 1.50 306-16-M26 | D 15/16x14 |26x1.50
306-04-M14 |D,P 7/16 x 20 | 14 x 1.50 306-08-M16 D,Z1 | 3/4x 16 16 x 1.50 306-16-M30 (D 15/16x14 |30x1.50
306-04-M16 | Z1 7/16x20 | 16 x 1.50 306-08-M18 D 3/4x16 18 x 1.50
306-04-M18 | D 7/16x20 | 18 x 1.50 306-08-M20 D 3/4x16 20x1.50
BSP to JIC Adaptors
| BSP MALE TO JIC MALE
PART NO. MATERIAL A BSP B UNF PART NO. MATERIAL A BSP B UNF
741-03-03 | CH,D,Z1  [1/8x28 3/8x24 741-06-08 | D, Z1 3/8%19 3/4x16
741-03-04 | D, Z1 1/8x28 7/16x 20 741-06-10  |D 3/8x19 7/8x14
@ 741-03-05 P 1/8 x 28 1/2x20 741-08-06 D, Z1 1/2 x 14 9/16x 18
741-03-06 D 1/8 x 28 9/16 x 18 741-08-08 D, Z1 1/2x14 3/4x16
741-04-03 D, 21 1/4x19 3/8x24 741-08-10 D, 21 1/2x14 7/8x14
741-04-04 D, Z1 1/4 x19 7/16 x 20 741-08-12 D, Z1 1/2 x 14 1 1/16x12
741-04-06 D, Z1 1/4 x19 9/16 x 18 741-10-10 D, P 5/8x14 7/8 x 14
741-04-08 [P 1/4%19 3/4x16 7411012 |[D,P 5/8x14 111612
(A] 741-04-10 [P 1/4%19 7/8x 14 741-12-10 [P 3/4x14 7/8x 14
741-06-04 D, Z1 3/8x19 7/16 x 20 741-12-12 D, Z1 3/4x14 1 1/16x12
741-06-06 | D, Z1 3/8x19 9/16x 18 741-16-12 |P 1x11 1 1/16x12
BSP Female to JIC Male
763 BSP FEMALE TO JIC MALE
PART NO. MATERIAL A BSP B JIC/UNF PART NO. MATERIAL A BSP B JIC/UNF
763-03-03 D 1/8x 28 3/8x 24 763-06-08 D 3/8x19 3/4x16
763-03-04 P 1/8 x 28 7/16 x 20 763-08-06 P 1/2x14 9/16 x 18
3 '3 763-04-04 P 1/4x19 7/16 x 20 763-08-08 P 1/2 x 14 3/4x16
763-04-06 D 1/4 x19 9/16 x 18 763-08-10 P 1/2x14 7/8 x14
763-06-06 P 3/8x19 9/16 x 18 763-10-08 P 5/8x 14 3/4x16
BSP Male to Metric Male
945 METRIC CONVEX SEAT
THREAD
PART NO. MATERIAL A BSP B METRIC
a 0 945-03-31 CH, P 1/8 x 28 M10 x 1.00
945-03-32 P 1/8 x 28 M10x 1.25
945-03-M121 |P 1/8 x 28 M12 x 1.00




PERFORMANCE

BSP Male to Metric Male - continued

742 METRIC CONCAVE SEAT
PART NO. MATERIAL | A BSP B METRIC PART NO. MATERAL | A BSP B METRIC
742-03-31 1 1/8x 28 M10x 1.00 742-04-M12 | P 1/4 x19 M12x 1.50

o o 742-03-M121 | 71 1/8x 28 M12 x 1.00 742-04-M14 | P 1/4 %19 M14x 1.50
742-03-M122 [P 1/8% 28 M12x1.25 742-08-M14 | P 1/2x 14 M14x 1.50
742-03-M14 [P 1/8% 28 M14x1.50 742-08-M16 | P 1/2x 14 M16 x 1.50
742-04-31 P 1/4x19 M10x 1.00 742-08-M18 | Z1 1/2x 14 M18 x 1.50
742-04-M121 | Z1 1/4%19 M12 x1.00 742-08-M20 | P 1/2x 14 M20 x 1.50

BSP Male Equal Thread

Fitting Type: Adaptor

Material: D, P, Z1

313 PLUG
PART NO. MATERIAL BSP THREAD
313-03 P 1/8%28
313-04 P 1/4%19
313-06 D,P 3/8x19
313-08 P 1/2x 14
313-10 P 5/8 X 14

BSP to NPT Male

Fitting Type: 544 STRAIGHT MALE BSP/NPT

Adaptor PART NO. MATERIAL A BSP B NPT PART NO. MATERIAL A BSP B NPT

Material: C, CH, D, P, 71 544-03-03 | CH,P 118 %28 118 %27 544-04-03 |P 1/8%28 17418

544-03-04 |P 1/4 x19 1/8x 27 544-04-04 |P 1/4x19 1/4x18

® (B

Metric Adaptors

314 PLUG 145 METRIC EQUL CONVEX
PART NO. MATERIAL METRIC THREAD PART NO. MATERIAL METRIC THREAD
314-M12 P M12x 1.50 145-31 P M10x 1.00
314-M122 P M12x1.25
314-M14 P M14x 1.50
314-M16 P M16 x 1.50
314-31 P M10x 1.00




Carburettor & Fuel Adaptors

Fitting Type: Adaptor FB FUEL PUMP AND GAUGE FITTINGS
Material: D, P, Z1 0 PARTNO. | DESCRIPTION THREADA | THREAD B
Application: FB206 | FuelPump Fitng | 1/2x 20 BJC
All common carburettor systems FB186  |FuelPumpFitng | 5/8x18 -6JiC
CAB STRAIGHT MALE CONVEX SEAT 0
PARTNO. | DESCRIPTION THREADA | THREAD B
0 CAB206 |DualFeedHolley | 7/8x20 6JIC GA FUEL AND OIL PRESSURE GAUGE FITTINGS
CAB246 | Single Feed Holley | 9/16x 24 -6 JIC PART NO. THREAD A THREAD B
CAB208 | DualFeedHolley | 7/8x 20 -8JIC 0 @ A3 Male-3AN | Female 1/8 NPT
CAB1215 | Weber Mi12x150 |-6IC
@ CAB5820 | Carter 5/8x 20 -6 JIC
Metric & JIC/UNF Banjo Adaptors and Banjo Bolts
Fitting Type: 779 TWIN BANJO ADAPTOR
Banjo Adaptor PART NO. NATERAL | JIC/UNF T0 SUIT BOLT
Material: C, D, F, Z1 779-03 ¢z 3/8x24 | 3/8M10
779-06-04 |D 9/16 x18 7/16
776 SINGLE BANJO ADAPTOR
PART NO. MATERIAL | JIC/UNF T0 SUIT BOLT PART NO. MATERIAL  JIC/UNF 70 SUIT BOLT
776-03 C,CH,D,Z1 |3/8x24 3/8/10mm 776-06-M14 |D 9/16x 18 14mm
776-03-04 | C, CH, Z1 3/8 % 24 7/16 776-06-M16 |D 9/16 x 18 16mm
776-04-03 | Z1 7116 % 20 3/8 776-06 D 9/16x 18 9/16
776-04 C, Z1 7116 % 20 7/16 776-08-M14 |D 3/4x16 14mm
776-04-M12 | D, Z1 7116 % 20 12mm 776-08-M16 |D 3/4x 16 16mm
776-04-M14 |D 7/16x 20 14mm 776-08-M18 |D 3/4x 16 18mm
776-06-04 |D 9/16 x 18 7/16 776-10-M18 |D 7/8x 14 18mm
776-06-M12 |D 9/16x 18 12mm 776-10-M20 |D 7/8x 14 20mm
775 SINGLE BANJO BOLT UNF
PART NO. MATERIAL | UNF THREAD
775-03 71 3/8 % 24
775-04 Z1 7116 % 20
775-44 Z1 7116 x 24
775-06 D 9/16x 18
992 SINGLE BANJO BOLT METRIC
PART NO. NAT UNF THREAD PART NO. NAT JUNF THREAD
992-04-M12 C,CH, D M12 x 1.50 992-06-M14 D M14x 1.50
992-04-M121 | D, Z1 M12 x 1.00 992-06-M142 | D M14x1.25
992-04-M121S | C, Z1 M12 x 1.00 Short 992-06-M16 D M16 x 1.50
992-04-M122 | D, Z1 M12 x 1.25 992-08-M16 D M16 x 1.50
992-04-32 © M10x1.25 992-08-M18 D M18 x 1.50
992-06-M12 D M12 x 1.50
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Npt to Push Fit Hose End
Fitting Type: AN842 90° FORGED ADAPTOR
Adaptor PART NO. MATERIAL | THREAD [ TO SUIT HOSE
Application: AN842-04 |D 118%27 | 200-04
All common carburretor systems AN842-06 D 1/4x18 200-06
AL D AN842-08 |D 3/8x18 | 200-08
AN842-10 D 1/2%14 | 200-10
AN840 STRAIGHT ADAPTOR |  AN844 45° FORGED ADAPTOR
PART NO. MATERIAL | THREAD T0 SUIT HOSE PART NO. MATERIAL | THREAD | TO SUIT HOSE
AN840-04 D 1/8x27 | 200-04 AN844-04 D 1/8%27 | 200-04
AN840-06 D 1/4x18 | 200-06
AN840-08 D 3/8x18 | 200-08
AN840-10 D 1/2x14 | 200-10
AN840-12 D 3/4x14 | 200-12
3 and 4 way Connectors
2203 3 WAY JIC/UNF FEMALE TEE 2205 3 WAY JIG/UNF FEMALE TEE
PART NO. MATERIAL | JIC/UNF THREAD N PART NO. MATERIAL [ JIG/UNF THREAD
2203-03 B 3/8x24 2205-31 D 10 x 1.00mm
319-31 B 10 1.00mm Metric Concave
2204 4 WAY FEMALE TEE 2206 4 WAY FEMALE TEE
PART NO. MATERIAL | THREAD PART NO. MATERIAL | THREAD
2204-03 B 3/8x24 2206-31 D M10 x 1.00mm
2204-31 B M10 x 1.00mm Metric Concave
Metric Concave
Special Adaptors
Fitting Type: FP192/193 JIC FEMALE TO MALE WITH FEMALE NPT IN HEX
Adap_mr ) PART NO. MATERIAL [ JIC THREAD NPT HEX
Lol FP192 D 916x18 | 1/8NPT
Power steering, Gauges, Pressure FP193 D 3/4 %16 1/8 NPT
switches, Special applications FP199 D 716X 20 1/8 NPT
185 POWER STEERING ADAPTOR - FP194 to 197 JIC MALE TO NPT MALE WITH NPT FEMALE IN HEX
THREAD PART NO. | MAT | THREAD
0 PART NO. MATERIAL | A THREAD B JIC/UNF FP194 |D -06 Male TO 1/4 NPT Male to 1/8 NPT Hex
185001 P 1/2%20 9/16x 18 FP195 |D -08 Male TO 1/4 NPT Male to 1/8 NPT Hex
185002 P 5/8x18 9/16x 18 FP196 |D -06 Male TO 3/8 NPT Male to 1/8 NPT Hex
185003 P 11/16x18 | 9/16x 18 FP197 |D -08 Male TO 3/8 NPT Male to 1/8 NPT Hex
185004 p M14x150 |9/16x18
185005 P M16x1.50 |9/16x18
185006 P M18x1.50 |9/16x18
'3 Replacement O-Rings are available.

See OR6290 in Ancillary section




Special Adaptors - continued

AN921 90° 0 RING BOSS TO MALE UNION AN920 STRAIGHT O RING BOSS TO MALE UNION
PART NO. MATERIAL | JIC/UNF THREAD THREAD
AN921-06 D 9/16 x 18 UNF PART NO. MATERIAL | A JIC B UNF
AN921-08 D 3/4 x 16 UNF (A AN920-04 D 7/16 x 20 7/16 x 20
AN921-10 D 7/8 x 14 UNF AN920-06 D 9/16 x 18 9/16 x 18
AN921-12 D 11/16 x 12 UNF AN920-06-10 |D 9/16 x 18 7/8 x 14
Replacement Stat-0-Seals are available. See Ancillary AN920-08 D 3/4 x 16 3/4 x 16
ANg22 45° 0 RING BOSS TO MALE UNION ::zzg:?:'w g j//g : :j Z: i 12
e FR s O o
AN922-08  |D 3/4 %16 UNF AN920-10-12 |D 7/8 x 14 11/16x 12
- - AN920-12 D 1116x12 |[11/16x 12
Replacement Stat-0-Seals are available. See Ancillary AN920-12-10 D 1116 x12 | 7/8x 14
FP190/FP191 JIC MALE TO MALE WITH FEMALE NPT IN HEX Replacement 0-Rings are avallable.
See OR6290 in Ancillary section
PART NO. MATERIAL | JIC THREAD NPT HEX
FP190 D 9/16 x 18 1/8 NPT
FP191 D 3/4x 16 1/8 NPT
Brake Adaptors
Fitting Type: The Goodridge range of brake adaptors = = -5 BRAKE ADAPTOR
Brake Adaptor covers almost every combination of SARTT. SESERFTION
Application: : thread, dimension and application. 10720-03 T ——————
Brake systems ¢ Whether you are working on a race
To Suit Hose: car, passenger vehicle, motorcycle or 10720-04 4 Male fo 7716 x 20 INV
600 series custom project, you are sure to find the
Material: C, CH, P adaptor you need. 10916 BRAKE ADAPTOR
It is important to note that these PART NO. DESCRIPTION
Please Note: adaptors can be utilised with your 10916-03 -3 Male to 9/16 x 18 Convex
INV = Convex pre-made TUV/DOT PTFE Hose
BUB = Concave assemblies and still remain within
i the legal requirements.
FM10100 BRAKE ADAPTOR
10100 BRAKE ADAPTOR PART NO. DESCRIPTION
PART NO. DESCRIPTION FM10100-03 | -3 Male to Female 10 x 1.00mm INV
10100-03 | -3 Male to 10 x 1.00mm FM10100-031 | -3 Male to Female 10 x 1.00 mm BUB Flare
10100-04 gl GNP FM10100-04 | -4 Male to Female 10 x 1.00mm INV
10120 BRAKE ADAPTOR
PART NO. DESCRIPTION FM10125 BRAKE ADAPTOR
10120-03 -3 Male to 1/2 x 20 INV.
PART NO. DESCRIPTION
FM10125-03 | -3 Male to Female 10 x 1.25mm INV
10125 BRAKE ADAPTOR
PART NO. DESCRIPTION
10125-03 -3 Male o 10x 1.25mm FM10324 BRAKE ADAPTOR
10125-04 -4 Male 1010 x 1.25mm PART NO. DESCRIPTION
FM10324-03 -3 Male to Female 3/8 x 24 INV
10716 BRAKE ADAPTOR : FM10716 BRAKE ADAPTOR
PART NO. DESCRIPTION PART NO. DESCRIPTION
10716-03 -3 Male to 7/16 x 24 INV FM10716-03 -3 Male to Female 7/16 x 24 INV
10716-04 -4 Male to 7/16 x 24 INV FM10716-04 -4 Male to Female 7/16 x 24 INV







Ancillary

This section contains all those extras | Goodridge has been asked for over the | sales team and we will do our best
the professional may require to com- | years. If you are unable to find what i to supply.
plete the job together with some extras : you need, please ask our professional

Buna O-Ring

Fitting Type: O-Ring PART NO. SECTION (INCHES) | L.D (INCHES) SECTION (MM) | 1.D (MM)
Application: 0R6290-03 | 0.064+0.003 |0.301 + 0.005 1.6 7.65
Suitable for all petroleum products 0R6290-04 | 0.072+0.003 |[0.351 +0.005 1.8 8.92
Please Note: 0R6290-06 | 0.078+0.003 | 0.468 +0.005 2.0 11.89
These ‘0’ rings conform to O0R6290-08 | 0.087 +0.003 | 0.644 +0.005 2.2 16.36
ANG290 specifications. 0R6290-10 | 0.097 +0.003 | 0.755 + 0.005 25 19.18
To Suit: O0R6290-12 | 0.116£0.004 | 0.924 + 0.006 29 23.47

AN920, AN921, AN922, AN814SD
and swivel G-Line fittings

Lockwire and Lockwire Twist Pliers

Material: Aircraft grade 302 stainless steel lock PARTNO. | WIRE SIZE INCHES | WIRE SIZE MM
Stainless Steel (Lockwire) wire made to military specifications is LWD594 | 0.018 0.45
Package Weight: perfect for positioning hoses or mount- LWD595 | 0.020 0.51
0.45 Kilos ing hardware and combined with our LWD596 | 0.024 0.62
Options Available: Lockwire Twist Pliers allows for quick LWD597 |0.032 0.81
See table opposite and easy safety lockwiring. LWD598 | 0.040 1.01

TP598 Lockwire Twist Pliers

Clamps
Material: D Aircraft quality clamps to support and PART NO. IDlekleTER HOSE TYPE
Please Note : locate hoses. They can be secured
*-04 and -05 available in either by a rivet or a bolt. PLCC-03 3/16 600-02
coloured anodised aluminium. PLCC-04* 1/4 600-03
Anodised Aluminium Colour: PLCC-05* 5/16 600-04
BU = Blue, GD = Gold, RD = Red 600-03 (COVERED)
PLCC-06 3/8 600-05
Example Part No. PLCC-08 1/2 200-06
PLCC-03DGD = PLCC-10 5/8 200-08
Anodised Aluminium Gold PLCC-12 34 200-10
PLCC-16 1 200-12
PLCC-20 11/4 200-16
PLCC-24 11/2 200-20
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Hose Separators

Route your hoses where you want them,

Fitting Type: PART NO. TO SUIT HOSE COLOUR

Hose Separator out of harms way. Hose separators are PHS-03CL 600-03 CLEAR

Application: manufactured from billet aluminium and PHS-03CL-CF | 600-03 COLOURFLEX | CLEAR

Locating and routing hoses anodised to suit your colour scheme. PHS-03DB 600-03 BLUE

To Suit Hose: Great for race vehicles, motorcycles and PHS-03DB-CF 600-03 COLOURFLEX | BLUE

200, 210 and 600 street vehicles. PHS-03DR 600-03 RED

Material: D PHS-03DR-CF | 600-03 COLOURFLEX | RED
PHS-06DB 200-06 BLUE
PHS-06DR 200-06 RED
PHS-08DB 200-08 BLUE
PHS-08DR 200-08 RED

PVC Heatshrink

Application: Self extinguishing PVC protective PART NO. HOSE COLOUR

Protective covering covering, giving protection against HS760-03 | 600-03/04 BK, CL,

To Suit Hose: corrosion and abrasion. This tough, HS760-06 | 200-04/06/08 | BK, CL,

600, 200, 910 hard-wearing material may be fitted to HS760-10 | 200-10 BK

Application: braided hose or any other automotive

Protective covering component and shrunk to size by hot

Material: PVC air, with a maximum reduction of 35%

Colour: of original size.

BK, CL

Black(BK) Clear(CL)

Raychem Heatshrink

Application: Raychem represents the ultimate high perfor- PART NO. T0 SUIT HOSE

Heat, abrasion and chemical mance covering, offering protection from heat, DR-25-1/4 600-02

resistant covering, capable of abrasion and chemical attack. Easily shrink to DR-25-3/8 600-03/04

withstanding temperatures from: size using hot air. DR-25-1/2 200-06

-75°C (-103°F ) to 150°C (302°F ) DR-25-3/4 200-06/08

To Suit Hose: Glue impregnated and thin wall versions DR-25-1 200-10/12

600, 200, 210, 910, 710, 811, 510 available on request.

Material: Raychem

Colour: Black

Polythene Spiral Binding

Application: A flexible spiral binding to provide PART NO. TUBE 0.D SIZE TO SUIT HOSE

Hose protection protection to both hose and paint work. FRP-2BK 1/4 BLACK 600-03/04

To Suit Hose: FRP-3BK 1/2 BLACK 600-06/200-06

200, 210, 600

Material:

Reinforced Polythene




Reinforced Plastic Tube

Application: To suit Motocross and Enduro applica- PART NO TO SUIT HOSE COLOUR
Protective covering tions, this hard plastic tubing can be used HP-03BK 600-03 BLACK
To Suit Hose: over your flexible hose and attached to
600-03 the fork leg or rear swinging arm.
Material: Reinforced plastic
Fireproof Sleeve
Application: A silicone covered sleeve which acts as PART NO. TBUEBE OOVERSE%E 0 | 10 SUIT HOSE
Insulation and fire retardant, a fire retardant, an insulator and a chafe
1090°C (2000°F) protector. Installed by inserting the hose FG900-03S 174 600-02/03/04
short term flame protection. into the sleeve prior to hose fitting as- FG900-06S 3/8 600-06/200-04
Operating temp: sembly. The standard colour is silver, but FG900-08S 2 200-06/08
-54°C (-65°F) to 260°C (500°F) also available in orange on request. FG900-12S 3/4 200-10/12
To Suit Hose: All FGI00-16S 1 200-16
Material: Silicone FG900-20S 11/4 710-16
Alloy Spanners
Hard anodised, these alloy wrenches UK SPANNERS A B
are specifically designed for use PART NO. HEX INCHES | HEX MM | HEX INCHES | HEX MM
with alloy hose ends and adaptors. Aw760-04 9/16 14.28 | 5/8 15.88
Their short handles allow use in tight AW760-06 11/16 1746 | 3/4 19.05
spots and discourage overtightening. AW760-08 3/4 19.05 | 7/8 22.22
Available in both double-ended and AW760-10 1 2540 |11/16 26.99
single-ended designs. AW760-12 13/16 3016 |11/4 31.75
AW760-16 17/16 36.51  |11/2 3810
AW760-SET -410-12 Spanner set
Locknuts
LOCKNUT

PARTNO.  [THREAD T0 SUIT MATERIAL

924-03 3/8x24 443-03 C, 21

924-04 | 7/16x20 443-04 VAl

924-06 | 9/16x18 832-06 Al

318-31 | 10x1.00mm |446-31/444-31 |C,Z1

3g-M121 | 12x1.00mm |50 02|74

748-03/ 749-31/
2K8686 5/8 Whitworth C,Z1

750-31/ 704/ 746
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Copper Crush Washers

Application: Sealing washer for use with chrome PART NO. 1.D. 0.D. THICKNESS

Sealing plated steel, mild steel and stainless 44514 8.00mm 11.00mm | 1.00mm

fittings. 44516 (-03) |3/8, 10mm | 0.590" 0.050"

44517 10.00mm 14.00mm | 2.00mm
44518 (-04) | 0.437" 0.685" 0.050"
44518HD 11.50mm 16.00mm | 1.50mm
44519 12.50mm 15.00mm | 1.30mm
44520 14.50mm 18.00mm | 1.50mm

CUW-M12 12.25mm 16.00mm | 1.50mm
CUW-M14 14.30mm 18.40mm | 1.20mm
CUW-M16 16.00mm 22.50mm | 1.00mm
CUW-M18 18.20mm 24.20mm | 2.00mm

Aluminium Crush Washers

Application: Sealing washer for use with PART NO. 1.D. 0.D. THICKNESS

Sealing aluminium fittings. 44515 (-3) | 0.400" 0.590" 0.050"
CW901-04 | 0.443" 0.683" 0.050”
CW901-06 |0.568" 0.808” 0.050”
CW901-08 |0.755" 0.995" 0.050”
Cw901-10 0.880” 11207 0.050”
CW901-12 1.068” 1.370” 0.050”
CW901-M12 | 12.2mm 17.9mm 1.1mm
CW901-M14 | 14.5mm 19.0 1.4mm
CW901-M16 | 16.3mm 19.8mm 1.4mm
CW901-M18 | 18.5mm 24.0mm 1.5mm

Stat-0-Seals
Application: The stat-0-seal is the best sealing PART NO. 1.D. (INCHES) | 0.D. (MM) | THICKNESS (MM)
Sealing washer available. It consists of a $8902-03 | 3/16 1.4 1.25
synthetic rubber ‘0’ ring mechanically $8902-04 | 1/4 127 1.25
locked to the 1.D. of an aluminium crush $5902-05 | 5/16 15.3 1.25
washer. This provides the advantages $S902-06 | 3/8 16.9 1.95
of an O ring seal, but with ease of $S902-07 | 7/16 19.2 1.25
fitting. Stat-o-seals will tolerate $5902-08 | 1/2 220 1.5
temperatures from: $5902-09 | 9/16 270 |1.25
-30°C (-22°F) to 233°C (450°F) §5902-10 | 5/8 302 1.95
$8902-12 | 3/4 334 15
$8902-14 | 7/8 28.3 1.5
Bonded Seals (Dowty)
Application: High quality bonded Dowty sealing PART NO. 1.D. (INCHES) | 0.D. (INCHES) |SIZE BSP | SIZE JIC | SIZE METRIC
Sealing washers in a range of sizes. DW-20A 0.407 0.625 1/8 3/8 10mm
Material: DW-09 0.460 0.750 7/16 11mm
Mild Steel and Nitrile DW-21B | 0.540 0.810 1/4 112 12mm
DW-10 0.585 0.875 9/16 14mm
DW-11 0.650 1.000 5/8 16mm
DW-23C 0.679 0.940 3/8
DW-24CC | 0.744 1.060 3/4 18mm
DW-25D 0.847 1125 1/2 20mm
DW-26E 0.924 1.250 5/8 7/8 22mm
DW-27F 1.064 1.375 3/4 1 24mm
DW-28FF 1.095 1.520 11/16 26mm
DW-30H 1.333 1.685 1 15/16 33mm







Hand Operated Crimp Machine

Description:

Hand Crimp Machine

To Suit Hose:

-3 and -4 600/700K series hose
(without a die change)

Application: The hand crimp machine
is designed for low volume production
crimping, and is self contained.

PART NO.

SP-823

Crimper

Application:
The GR30 crimper is a self contained

PART NO.

DESCRIPTION

GR30P

Pneumatic crimper with foot pump

hydraulic crimper used to crimp GR30H Hand powered crimper

G-Line XF, 4000 and 711 hose

assemblies. This versatile machine

comes in a fitted steel box with

enough space to store all the tooling

and a full set of dies.

Crimper Dies

Application: PART NUMBER DIE | DESCRIPTION PART NUMBER DIE | DESCRIPTION

Crimper Die 101073-04 -04 | Die set to suit 4000 G-Line series | D100-711-06 | -06 | Die set to suit 711 G-Line series

To Suit: . . : ) ' . : )
101073-06 -06 | Die set to suit 4000 G-Line series D100-711-08 | -08 | Die set to suit 711 G-Line series

Crimper GR30H and GR30P
101073-08 -08 | Die set to suit 4000 G-Line series D100-711-10 | -10 | Die set to suit 711 G-Line series
101073-10 -10 | Die set to suit 4000 G-Line series D100-711-12 | -12 | Die set to suit 711 G-Line series
101073-12 -12 | Die set to suit 4000 G-Line series D100-711-16 | -16 | Die set to suit 711 G-Line series
101073-16 -16 | Die set to suit 4000 G-Line series
101073-20 -20 | Die set to suit 4000 G-Line series

Flaring Mandrel

Application: PART NO. TO SUIT COLOUR

The Mandrel is used to open the wire GM100MTB 600-02 Gold

blralud and bgre of the PTFE ready for GM100MTB GM102 600-02 Blue

fitting the olive. GM100 GM100 600-03 Red

GM104 600-04 Gold

Socket Plate

Application: PART NO. TO SuIT

The socket plate is used to pull the GP101 600-02

socket over the wire braid and olive 600-03

prior to final assembly. The socket 600-04

plate saves time when used with mul-
tiple hose assemblies







Car and Motorcycle Brakeline Kits

Brakelines

Goodridge stainless steel brake or
clutch line kits are available to suit

all models of car and motorcycle,
whatever the make. Kits feature the
finest quality hose, consisting of a
PTFE inner with a stainless steel
outerbraid. This eliminates the spongy
feel under arduous conditions, giving
greater braking efficiency or clutch
operation as well as providing superior
resistance to abrasion and corrosion.
These Kits, therefore, not only provide
the reliability and safety demanded but
offer brilliant good looks that improve
the appearance of any installation.

« Eliminates spongy feel
« Improved braking efficiency
« Abrasion and corrosion resistant

Features and Benefits

At Goodridge we are frequently asked what makes our brakelines
superior to our competitors. Goodridge stainless braided brakelines are
the standard in professional motorsports where the ultimate in braking
is required. With the largest application listing of any company and

an unmatched reputation backed by champions worldwide,

there is no reason to choose anyone else.

o Feature — Every brake line made by Goodridge is 100%
pressure tested.

o Benefit — Guaranteed to be leak free and give an improved
braking performance.

* Feature — Every brake line made by Goodridge UK is 100%
TUV, DOT, ADR and ISO approved. Some can even be
processed as ABE.

e Benefit — All Goodridge brake lines can be used worldwide.

* Feature — In-house design, engineering, manufacturing
and quality departments.

e Benefit — all fittings are designed and manufactured to fit every
application first time, so no bending of banjo’s is required, or
universal fittings that do not fit properly.

* Feature — Goodridge have been in business 45+ years
and supply brake lines to over 25 OEM’s worldwide.

o Benefit — All of our expertise of supplying world leading OEM’s,
motorsport teams and aftermarket distributors over the past 45
years goes in to every brake line we make.

® Feature — Goodridge employ over 300 staff worldwide with nine
Goodridge locations and over 250 handpicked distributors.

o Benefit — Unparalleled customer service and support worldwide.

For a full listing of every make of motorcycle and car available -
Please contact you local Goodridge stockist for a full Application Guide
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Mountain Bike Hydraulic Brake line Kits, Cables and Pads

Hydraulic Brakelines
Goodridge PTFE brakeline hose,
developed from our motor racing
heritage, is extremely flexible and
tough. With zero expansion, even
under heavy braking, 100% of the
pressure at the lever is transformed
into stopping power at the caliper.
Goodridge high performance hoses are
the only upgrade choice for hydraulic
brake systems. Compatible with all
brake systems, our unique patented
design allows you to fit the hoses
simply and quickly to suit your bike.
Increase your performance and con-
trol. The hose is available in a range
of translucent and opaque coloured
coverings, providing protection to your
frame, and fantastic style. Fittings are
available in both downhill spec stain-
less steel, or anodised aluminium.

PTFE Shifter and
Brake Cables

Goodridge have developed an exclusive
range of cables, for shifter and brake
applications, with kits to suit all makes
and models. The revolutionary design
features a braided stainless/PTFE outer
housing with PTFE coated inner cables.
Simple to fit - slick, precise shifting
and braking is just moments away.
Goodridge cables are available in

three colours clear, carbon and white.

Brake Pads

Our range of high performance pads
have been developed from years of
experience in racing disciplines around
the world. The MTB specific com-
pounds offer durability and control, in
any conditions. Pads are available in
two specifications - long life ceramic
or high performance sintered.

For a full listing of every system available -
Please contact you local Goodridge stockist for a full Application Guide




Buildaline

Designed to accommodate any bike in
the market place. Fitted in minutes, this
product can be used in any brake line
or clutch line application. The versatile
kit comes complete with fittings, bolts,
washers and set lengths of pre assem-
bled hose.

For a full listing of available model
details - Please contact you local Goodridge
stockist for a full Application Guide

Instant brakelines
Plumbs virtually any bike
No alignment difficulties
Easy installation

Available upon request
with TUV approval
FMVSS 106for use on
any highway worldwide

build : line







NOTE:

LUBRICATE THREADS WITH DUCK OIL BEFORE ASSEMBLY (OR A SIMILAR COMMERCIAL LUBRICANT MAY BE USED).

GOODRIDGE RECOMMEND THAT THE FINISHED ASSEMBLY IS FULLY PRESSURE TESTED PRIOR TO USE.

Assembly Instructions for 811 Fittings and 910/G-Max 825 Series Hose

STEP 1

STEP 2

STEP 3

Remove socket from fitting and ensure the hose has clean

square cut ends.

Feed the hose into the socket with a turning motion, feeding
the braid in as you turn the hose.

Hold the fitting in a vice with smooth or soft jaws, and
lubricate the threads with a light oil.

STEP 4

STEP 5

STEP 6

Push the hose firmly onto the thread whilst rotating the hose
and socket together. Hand tighten both the hose and socket

until it becomes too tight to move.

thread.

Finish tightening the socket using an aluminium spanner,
continue turning the socket until it reaches the base of the

When the socket reaches the base of the thread keep turning
for an extra 1.5 complete turns.

Assembly Instructions for 236, 336 Series Fittings and 200, 210 Series Hose

STEP 1 STEP 2 STEP 3 STEP 4
Bind masking tape tightly around the hose at | Socket (red) Hold the socket in a smooth jaw vice and Holding the main fitting body in the vice,
the required length and cut through using a Main fitting body (blue) feed one end of the hose into the socket by lubricate the thread and push the hose

fine tooth saw blade or cut off wheel, leaving
tape on both ends so that it retains the braid.
Clean any debris from both the cut ends and
inside the hose.

On a clean flat surface disassemble the
fitting. This consists of two parts.

turning clockwise and pushing until the hose
finishes just behind the socket threads.

and socket over the nipple end and start to
thread the socket onto the fitting by hand.

STEP 5

STEP 6

Finish tightening the socket onto the fitting
using a good quality wrench until the socket
is one full turn from the back of the of the
fitting hex.

Pressure test.




NOTE:
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LUBRICATE THREADS WITH DUCK OIL BEFORE ASSEMBLY (OR A SIMILAR COMMERCIAL LUBRICANT MAY BE USED).

GOODRIDGE RECOMMEND THAT THE FINISHED ASSEMBLY IS FULLY PRESSURE TESTED PRIOR TO USE.

Assembly Instructions for TF-TU25 & 536 Hose & Push Fit Fittings

STEP 1

STEP 2

STEP 3

STEP 4

Cut hose at the required length using a fine
tooth saw blade or cut off wheel. Clean any
loose debris from both the cut ends and
inside the hose.

Hold the fitting in a bench vice, lubricate the
fitting tail and inside the hose.

(to make for easier fitting gently heat the
hose with a hot air gun).

Push the hose over the fitting tail until it is
tight behind the red hose finisher.

Please Note:

Straight female fittings require the use of a
male adaptor during hose assembly to stop
the fitting tail turning.

Assembly Instructions for Re-usable 600 Series (PTFE Smooth Bore) Hose & Fittings

STEP 1

STEP 2

STEP 3

STEP 4

Using a fine tooth saw blade or cut off wheel,
cut hose to the required length.Clean any
loose debris from both the cut ends and
inside the hose

Note:

Lubricate threads with Duck Oil before
assembly.(or a similar commercial lubricant
may be used)

Main fitting body - Olive - Socket

On a clean flat surface disassemble the
fitting, this consists of 3 parts, the Main
fitting body, Olive and Socket.

Push two sockets back to back over the
overbraid working from the non flared end

Using an appropriate sized Goodridge man-
drel, flare out both ends of the stainless steel
overbraid from the PTFE inner tube

STEP 5

STEP 6

STEP 7

Push an olive onto each end of the PTFE in-
ner tube under the stainless steel over braid
by hand and finish off by pushing against a
flat solid surface making sure the PTFE tube
is fully home in the olive.

Holding the main fitting body in a smooth jaw
vice, lubricate the thread and push the hose
over the nipple end and start to thread the
socket onto the fitting by hand.

Finish tightening the socket onto the fitting
with a good quality spanner until the socket
is one full turn from the main fitting hex.

PRESSURE TEST.

UNDER NO CIRCUMSTANCES SHOULD THE
SOCKET BE LOOSENED IN AN ATTEMPT
TO ADJUST THE ALIGNMENT AFTER
ASSEMBLY




NOTE:

LUBRICATE THREADS WITH DUCK OIL BEFORE ASSEMBLY (OR A SIMILAR COMMERCIAL LUBRICANT MAY BE USED).

GOODRIDGE RECOMMEND THAT THE FINISHED ASSEMBLY IS FULLY PRESSURE TESTED PRIOR TO USE.

Assembly Instructions for Hardline and Fittings

2

7
g

Y. 4

STEP 1

STEP 2

STEP 3

STEP 4

Bend tube to suit installation using a hardline
bending tool and observing the minimum
bend radius (15mm for -4 and -6 tube)

Deburr and remove any loose pieces of
Hycot® cover. Measure and mark 21mm
from the end of the hose.

Slide socket and olive onto hose until it
reaches the 21mm mark made in step 2

Using an appropriate spanner, assemble the
socket until the socket completely covers
exposed threads (2mm - 2.5mm between
socket and hex)

STEP 5

NOTES

Assemble other end repeating steps 1-4 and
pressure test assembly.

1. Once assembled, the hardline fitting
should NOT be loosened and re-assem-
bled. The olive is permanently attached
after assembly and cannot be removed.

2. For production, we recommend building
one template and copying all bends and
dimensions from this master sample.

Technical Information

Correct Alignments

Correct Measurements

180° All'hose alignments will be taken A The following instructions are designed
from the diagram (left) unless to eliminate confusion and ensure that
. . otherwise clearly shown on a correct hose lengths are supplied for as-
225 135 drawing. If no alignment is stated sembly. When ordering hose assemblies
the hose will be sent out of the please make sure the following instruc-
factory with an alignment of 0 tions are followed.
degrees. All measurements are taken from the
center of seat A to the center of seatB.
270° 90° - ;
This will apply in all cases unless CLEAR
instructions are given on purchase order
or a drawing supplied.
Fitting furthest from you.
0 o
315 $ Fitting nearest to you.
360°0°
B
Hose Length Tolerances
HOSE LENGTH TOLERANCE
100mmto 200mm +3mm
200mmto 400mm +5mm
400mmto 600mm +6mm
600mm UPWARDS +1%

Standard Goodridge hose tolerances used unless otherwise stated.
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Hose Assembly Instructions

Wherever a hose assembly is used

in either a static or dynamic flexing
application, it is necessary to ensure

that the center line bend radius is not
taken below the minimum bend radius for
the hose. Hose assemblies should not be
installed in such a manner that a torque
loading is imposed, either during installa-
tion, or in subsequent use. Torque loading

the final tightening of the nut does not also
rotate the spigot, thus imposing the torque
to the hose. In the case of re-usable fit-
tings the hex on the body should be

held with a spanner to prevent rotation.
When the hose includes elbow fittings

at both ends, it is important to ensure the
correct alignment of the elbows relative

to each other during hose manufacture.

In applications where the hose undergoes
dynamic flexing, it is necessary to ensure
that all bends in the hose are in one plane.
A hose which is bent in two or more planes
and then flexed is subject to torsional
forces which may damage the hose.

Damage

Any visible evident damage to the hose,
such as broken strands of braid, of severe
distortion of the hose, or damage to the
end fittings is cause for the hose to be
withdrawn from service. The cause of

the damage should then be identified,
and steps taken to ensure that it does not

of the hose creates stresses in the hose, It is important to ensure that the hose reoceut:
which can shorten the hose life, or cause is connected the right way round when
the hose to collapse. installed. When the hose has an elbow TRUE ALIGNMENT AVOID THIS TWIST
Whilst assembling the second end fitting, at one end and a straight fitting the other
especially if it is a female union type or end, always connect the elbow end first,
fitting, it is necessary to ensure that to prevent possible mis-alignment.
BEND T0OO SHARP
Hose Covering Application Guide
HOSE FIRE SLEEVE RAYCHEM HEATSHRINK EﬁEgHgngg(?(fAL HOSE FIRE SLEEVE RAYCHEM HEATSHRINK EﬁBgHoEnggosoEAL
600 710/910
600-02 FG900-03 DR-25-1/4 HS760-02 710/910-04 FG900-04 DR-25-1/2 HS760-06 DR-25-1
600-03 FG900-03 DR-25-3/8 HS760-03 710/910-06 FG900-08 DR-25-3/4 HS760-06 DR-25-1
600-04 FG900-03 DR-25-3/8 HS760-03 710/910-08 FG900-12 DR-25-1 HS760-10 DR-25-1
600-06 FG900-06 DR-25-3/4 HS760-06 710/910-10 FG900-16 DR-25-1 HS760-10
600-08 FG900-08 DR-25-3/4 HS760-06 710/910-12 FG900-16
710/910-16 FG900-20
510/810 200/210
510/810-04 FG900-04 DR-25-1/2 HS760-06 DR-25-1 200/210-04 | FG900-04 DR-25-1/2 HS760-06 DR-25-1
510/810-06 FG900-08 DR-25-3/4 HS760-06 DR-25-1 200/210-06 | FG900-08 DR-25-3/4 HS760-06 DR-25-1
510/810-08 FG900-12 DR-25-1 HS760-10 DR-25-1 200/210-08 | FG900-08 DR-25-3/4 HS760-06 DR-25-1
510/810-10 FG900-16 DR-25-1 HS760-10 200/210-10 FG900-12 DR-25-1 HS760-10 DR-25-1
510/810-12 FG900-16 200/210-12 FG900-12 DR-25-1 DR-25-1
510/810-16 FG900-20 200/210-16 FG900-16
Common Thread Sizes
SIZE JIC/UNF BSP NPT SIZE JIC/UNF BSP NPT SIZE JIC/UNF BSP NPT
-02 5/16" x 24 UNF 1/16" x 27 -06 9/16” x 18 UNF | 3/8" x 19 3/8"x18 -16 15/16”x 12UNF [ 1"x 11 1"x111/2
-03 3/8"x24UNF | 1/8"x28| 1/8"x27 -07 5/8” x 18 UNF -20 1.5/8"x 12UNF | 11/4"x 11 11/4"x111/2
-04 7/16" x 20 UNF| 1/4"x 19 1/4" x18 -08 3/4"x 16 UNF | 1/2"x 14 1/2"x 14 -24 17/8"x12UNF [ 11/2"x 11 11/2"x111/2
-44 7/16" x 24 UNF -10 7/8" x 14 UNF | 5/8" x 14 -28 21/4” x 12 UNF 13/4" x 11
-05 1/2 x 20 UNF -12 11/6” x 12 UNF | 3/4" x 14 3/4" x 14 -32 21/2"x12UNF | 2"x 11 2"x111/2
METRIC THREAD METRIC THREAD METRIC THREAD METRIC THREAD
-21 8x1.00 -M121 12x1.00 -M16 16x 1.50 -M26 26 x1.50
-22 8x1.25 -M122 12x1.25 -M18 18x1.50 -M30 30x1.50
-31 10x1.00 -M12 12x1.50 -M20 20x1.50
-32 10x1.25 -M142 14x1.25 -M22 22x1.50
-35 10x1.50 -M14 14x1.50 -M24 24 x1.50




Parts Index

Part No. ‘ Pg Part No. ‘ Pg Part No. ‘ Pg Part No. ‘ Pg Part No. ‘ Pg Part No. ‘ Pg
185001 65 236-0108 43 305-04-32 61 307-03-M121 61 4091-04 10 4441-10 10
185002 65 236-0108BK 4 305-04-35 61 313-03 63 4091-06 10 4445-04 11
185003 65 236-0110 43 305-04-M12 61 313-04 63 4091-08 10 4445-06 11
185004 65 236-0110BK 44 305-04-M121 61 313-06 63 4091-08-08DFL 12 4445-08 11
185005 65 236-0112 43 305-04-M122 61 313-08 63 4091-10 10 4445-10 11
185006 65 236-0112BK 44 305-04-M14 61 313-10 63 4091-10-10DFL 12 4445-12 11
101073-04 74 236-0116 43 305-06-31 61 314-31 63 4091-12 10 4446-04 11
101073-06 74 236-12006 43 305-06-M12 61 314-M12 63 4091-12-12DFL 12 4446-06 11
101073-08 74 236-12008 43 305-06-M121 61 314-M122 63 4091-16 10 4446-08 11
101073-10 74 236-12010 43 305-06-M122 61 314-M14 63 4091-16-16DFL 12 4446-10 11
101073-12 74 236-12012 43 305-06-M14 61 314-M16 63 4120-04 10 4446-12 11
101073-16 74 236-12016 43 305-06-M16 61 318-31 70 4120-06 10 4446-16 11
101073-20 74 236-15006 43 305-08-31 61 318-M121 70 4120-08 10 445-31 28
10100-03 66 236-15008 43 305-08-M12 61 319-31 65 4120-08-08DFL 12 445-32 28
10100-04 66 236-15010 43 305-08-M14 61 321-03 29 4120-10 10 44514 71
1012-03 36 236-15012 43 305-08-M16 61 321-04 29 4120-10-10DFL 12 44515 71
1012-04 36 236-15016 43 305-10-M18 61 321SM 29 4120-12 10 44516 71
10120-03 66 236-18006 43 306-02-31 62 323-03 29 4120-12-12DFL 12 44517 71
10125-03 66 236-18008 43 306-02-32 62 323-04 29 4120-16 10 44518 71
10125-04 66 236-18010 43 306-03-21 62 331-03 29 4120-16-16DFL 12 44519 71
1013-03 36 236-18012 43 306-03-22 62 332-03 29 4150-04 10 44520 71
10716-03 66 236-18016 43 306-03-31 62 332-04 29 4150-06 10 44518HD 71
10716-04 66 236-3106 43 306-03-31S 62 336-4506 43 4150-08 10 446-03-M121 28
10720-03 66 236-3108 43 306-03-32 62 336-4508 43 4150-08-08DFL 12 446-04-M121 28
10720-04 66 236-3110 43 306-03-35 62 336-4510 43 4150-10 10 446-31 28
10916-03 66 236-3112 43 306-03-M12 62 336-4512 43 4150-10-10DFL 12 446-31EXP 28
1205-02 29 236-3116 43 306-03-M121 62 336-9006 43 4150-12 10 446-32 28
1205-03 29 236-4506 43 306-03-M16 62 336-9008 43 4150-12-12DFL 12 446EXP 28
1205-04 29 236-4506BK 44 306-04-31 62 336-9010 43 4150-16 10 448-31 28
1205-06 39 236-4508 43 306-04-32 62 336-9012 43 4150-16-16DFL 12 4490-04 11
1205-08 39 236-4508BK 44 306-04-M12 62 4001-04 10 4180-04 10 4490-06 11
1206-02 29 236-4510 43 306-04-M121 62 4001-06 10 4180-06 10 4490-08 11
1206-03 29 236-4510BK 44 306-04-M14 62 4001-08 10 4180-08 10 4490-10 11
1206-04 29 236-4512 43 306-04-M16 62 4001-08-08DFL 12 4180-10 10 4490-12 11
1206-06 39 236-4512BK 44 306-04-M18 62 4001-10 10 4180-12 10 4491-04 11
1206-08 39 236-4516 43 306-06-31 62 4001-10-10DFL 12 4180-16 10 4491-06 11
1209-04 54 236-6106 43 306-06-32 62 4001-12 10 440-03 27 4491-08 11
1209-06 54 236-6108 43 306-06-M12 62 4001-12-12DFL 12 441-03 27 4491-10 11
1210-04 54 236-6110 43 306-06-M121 62 4001-16 10 441-04 27 4491-12 11
1210-06 54 236-6112 43 306-06-M14 62 4001-16-16DFL 12 44120-04 11 4491-16 11
145-31 63 236-6116 43 306-06-M16 62 4001-20 10 44120-06 11 451-31 28
200-04 42 236-9006 43 306-06-M18 62 4045-04 10 44120-08 11 451-32 28
200-05 42 236-9006BK 44 306-06-M20 62 4045-06 10 44120-10 11 452-31 28
200-06 42 236-9008 43 306-06-M22 62 4045-08 10 44120-12 11 452-32 28
200-08 42 236-9008BK 44 306-08-M12 62 4045-10 10 44150-04 11 492-31 28
200-10 42 236-9010 43 306-08-M14 62 4045-12 10 44150-06 11 5070-03 30
200-12 42 236-9010BK 44 306-08-M16 62 4046-04 10 44150-08 11 5091-02-03 29
200-16 42 236-9012 43 306-08-M18 62 4046-06 10 44150-10 11 5091-03 29
202-04 45 236-9012BK 44 306-08-M20 62 4046-08 10 44150-12 11 5091-03-04 29
202-05 45 236-9016 43 306-08-M22 62 4046-08-08DFL 12 44180-04 11 5091-04 29
202-06 45 2776-06-M122D 44 306-10-M14 62 4046-10 10 44180-06 11 5091-04-03 29
210-04 42 2776-06-M12D 44 306-10-M16 62 4046-10-10DFL 12 44180-08 11 5091-04-M12 29
210-06 42 2776-1106 44 306-10-M18 62 4046-12 10 44180-10 11 5091-06 39
210-08 42 2776-2106 44 306-10-M20 62 4046-12-12DFL 12 44180-12 11 5091-08 39
210-10 42 2776-3106 44 306-10-M22 62 4046-16 10 442-31 28 5092-02 29
210-12 42 2776-3106 4 306-10-M24 62 4046-16-16DFL 12 442-31L 28 5092-02-03 29
210-16 42 2K8686 70 306-10-M26 62 40776-04-M10 10 442-32 28 5092-03 29
2203-03 65 305-03-21 61 306-12-M18 62 40776-06-M12 10 443-03 27 5092-03-02 29
2204-03 65 305-03-31 61 306-12-M20 62 40776-06-M14 10 443-03BN 27 5092-03-04 29
2204-31 65 305-03-32 61 306-12-M22 62 4090-04 10 443-04 27 5092-03-M12 29
2205-31 65 305-03-M12 61 306-12-M24 62 4090-06 10 444-31 28 5092-04-M12 29
2206-31 65 305-03-M121 61 306-16-M26 62 4090-08 10 4441-04 10 5093-02 29
236-0106 43 305-03-M122 61 306-16-M30 62 4090-10 10 4441-06 10 5093-02-03 29
236-0106BK 44 305-04-31 61 307-03-31 61 4090-12 10 4441-08 10 5093-03 29
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Parts Index
Part No. ‘ Pg Part No. ‘ Pg Part No. ‘ Pg Part No. ‘ Pg Part No. ‘ Pg Part No. ‘ Pg
5093-03-04 29 536-15012 49 6045-02 27 711-18010 13 742-08-M20 63 776-06-M14 64
5093-03-M12 29 536-15012BK 50 6045-02-03 27 711-18012 13 746-03 27 776-06-M16 64
5093-03-M12 34 536-18004 49 6045-03 27 711-18016 13 748-03 27 776-08-M14 64
5093-04-03 29 536-18006 49 6045-04 27 711-3006 13 748-03PDS 27 776-08-M16 64
5094-02-03 30 536-18006BK 50 6045-06 39 711-3008 13 749-03-31 28 776-08-M18 64
5094-03 30 536-18008 49 6045-08 39 711-3010 13 749-03-32 28 776-10-M18 64
5095-03 30 536-18008BK 50 6046-03 27 711-3012 13 750-03-31 28 776-10-M20 64
5095-03-04 30 536-18010 49 6046-04 27 711-3016 13 750-03-32 28 779-03 64
5096-03 30 536-18010BK 50 6046-06 39 711-4506 13 750-03-35 28 779-06-04 64
5097-02 30 536-18012 49 6046-08 39 711-4508 13 754-03-31 28 7791- 14
5097-03 30 536-18012BK 50 6090-02 27 711-4510 13 755-03-31 28 7791-06 14
5098-03 30 536-4504 49 6090-02-03 27 711-4512 13 756-03 27 7791-08 14
5099-03 30 536-4506 49 6090-03 27 711-4606 13 756-03-31 28 7791-10 14
5099-03-04 30 536-4506BK 50 6090-04 27 711-4608 13 757-03-31 28 7791-12 14
5099S-03 30 536-4508 49 6090-06 39 711-4610 13 758-03-03 27 7791-16 14
511-06 7 536-4508BK 50 6090-08 39 711-4612 13 758-03-31 28 804-03C 56
511-08 7 536-4510 49 6091-03 27 711-4616 13 758-03-31F 28 811-0104 15
511-10 7 536-4510BK 50 6091-04 27 711-6006 13 758-03-31S 28 811-0106 15
511-12 7 536-4512 49 6091-06 39 711-6008 13 758-03-32 28 811-0106-08DFL 16
511-16 7 536-4512BK 50 6091-08 39 711-6010 13 759-03-03 27 811-0108 15
5130-03 30 536-9004 49 6120-06 39 711-6012 13 759-03-31 28 811-0108DFL 16
5131-03 30 536-9006 49 6120-08 39 711-6016 13 759-03-31S 28 811-0110 15
5132-03 30 536-9006BK 50 6645-02 27 711-9006 13 759-03-32 28 811-0110DFL 16
5134-03 29 536-9008 49 6645-02-03 27 711-9008 13 763-03-03 62 811-0112 15
5134-03 30 536-9008BK 50 6645-03 27 711-9010 13 763-03-04 62 811-0112DFL 16
5135-02 30 536-9010 49 6645-04 27 711-9012 13 763-04-04 62 811-0116 15
5135-03 30 536-9010BK 50 6690-02 27 711-9106 13 763-04-06 62 811-0116DFL 16
5136-03 30 536-9012 49 6690-02-03 27 711-9108 13 763-06-06 62 811-04 6
5140-03 30 536-9012BK 50 6690-03 27 711-9110 13 763-06-08 62 811-06 6
536-04 48 544-03-03 63 6690-04 27 711-9112 13 763-08-06 62 811-08 6
536-06 48 544-03-04 63 6690-31 27 711-9116 13 763-08-08 62 811-10 6
536-08 48 544-04-03 63 700K-03BK 26 741-03-03 62 763-08-10 62 811-12 6
536-10 48 544-04-04 63 700K-04BK 26 741-03-04 62 763-10-08 62 811-12004 15
536-12 48 600-02 26 704-03 27 741-03-05 62 773-03 36 811-12006 15
536-04B 48 600-03 26 704-04 27 741-03-06 62 773-03BN 37 811-12006-08DFL . 16
536-06B 48 600-03 VB 26 710-04 9 741-04-03 62 773-03L 36 811-12008 15
536-08B 48 600-03BK 26 710-06 9 741-04-04 62 773-44 36 811-12008DFL 16
536-10B 48 600-03CB 26 710-08 9 741-04-06 62 773-44L 36 811-12010 15
536-12B 48 600-03CL 26 710-10 9 741-04-08 62 7746-06 14 811-12010DFL 16
536-0104 49 600-03EB 26 710-12 9 741-04-10 62 7746-08 14 811-12012 15
536-0106 49 600-03GD 26 710-16 9 741-06-04 62 7746-10 14 811-12012DFL 16
536-0106BK 50 600-03GW 26 710-20 9 741-06-06 62 7746-12 14 811-12016 15
536-0108 49 600-03LG 26 711-0106 13 741-06-08 62 7746-16 14 811-12016DFL 16
536-0108BK 50 600-030R 26 711-0108 13 741-06-10 62 775-02 36 811-15004 15
536-0110 49 600-03RD 26 711-0110 13 741-08-06 62 775-03 36 811-15006 15
536-0110BK 50 600-03WT 26 711-0112 13 741-08-08 62 775-03 64 811-15006-08DFL . 16
536-0112 49 600-03YE 26 711-0116 13 741-08-10 62 775-03-02 36 811-15008 15
536-0112BK 50 600-04 26 711-06 7 741-08-12 62 775-03L 36 811-15008DFL 16
536-12004 49 600-04 38 711-08 7 741-10-10 62 775-04 36 811-15010 15
536-12006 49 600-04HP 39 711-10 7 741-10-12 62 775-04 64 811-15010DFL 16
536-12006BK 50 600-05 38 711-12 7 741-12-10 62 775-04L 36 811-15012 15
536-12008 49 600-05CB 38 711-12006 13 741-12-12 62 775-06 64 811-15012DFL 16
536-12008BK 50 600-05CL 38 711-12008 13 741-16-12 62 775-44 36 811-15016 15
536-12010 49 600-06 38 711-12010 13 742-03-31 63 775-44 64 811-15016DFL 16
536-12010BK 50 600-06HP 39 711-12012 13 742-03-M121 63 775BN 37 811-16 6
536-12012 49 600-08 38 711-12016 13 742-03-M122 63 776-03 64 811-18004 15
536-12012BK 50 600-08HP 39 711-15006 13 742-03-M14 63 776-03-04 64 811-18006 15
536-15004 49 6001-02 27 711-15008 13 742-04-31 63 776-04 64 811-18008 15
536-15006 49 6001-03 27 711-15010 13 742-04-M12 63 776-04-03 64 811-18010 15
536-15006BK 50 6001-04 27 711-15012 13 742-04-M121 63 776-04-M12 64 811-18012 15
536-15008 49 6001-06 39 711-15016 13 742-04-M14 63 776-04-M14 64 811-18016 15
536-15008BK 50 6001-08 39 711-16 7 742-08-M14 63 776-06 64 811-4504 15
536-15010 49 6001-31_lw 28 711-18006 13 742-08-M16 63 776-06-04 64 811-4506 15
536-15010BK 50 6001-32_VW 28 711-18008 13 742-08-M18 63 776-06-M12 64 811-4506-08DFL . 16




Parts Index

Part No.
811-4508
811-4508DFL
811-4510
811-4510DFL
811-4512
811-4512DFL
811-4516
811-4516DFL
811-9004
811-9006
811-9006-08DFL
811-9008
811-9008DFL
811-9010
811-9010DFL
811-9012
811-9012DFL
811-9016
811-9016DFL
812-4506
812-4508
812-4510
812-4512
812-9006
812-9008
812-9010
812-9012
818-31
825-06
825-08
825-10
825-12
910-04
910-06
910-06FC
910-06FCCL
910-08
910-10
910-12
910-16
910-20
919-04-03
919-04-44
919-06-03
919-06-04
919-08-06
919-10-06
919-10-08
919-12-10
924-03
924-04
926-06
936-04DB
936-04DCH
936-04DR
936-06DB
936-06DCH
936-06DR
936-08DB
936-08DCH
936-08DR
936-10DB
936-10DCH
936-10DR

OO O OO X

5858885668856 8833388888888

Part No.
936-12DB
936-12DCH
936-12DR
936-16DB
936-16DCH
936-16DR
945-03-31
945-03-32
945-03-M121
992-02-21
992-02-22
992-03-21
992-03-22
992-03-31
992-03-31L
992-03-31S
992-03-32L
992-03-35
992-03-35L
992-04-32
992-04-32
992-04-M12
992-04-M12
992-04-M121
992-04-M121
992-04-M121S
992-04-M121S
992-04-M121SS
992-04-M122
992-04-M122
992-06-M12
992-06-M14
992-06-M142
992-06-M16
992-08-M16
992-08-M18
992-31BN
992-31BNS
992-32BN
993-03-31
993-03-31L
993-03-31S
993-03-32
993-04-32
993-31BN
993-31BNS
993-32BN
AN804-03
AN804-04
AN804-06
AN804-08
AN806-02
AN806-03
AN806-04
AN806-05
AN806-06
AN806-08
AN806-10
AN806-12
AN806-16
AN814-03
AN814-03S
AN814-04
AN814-04S
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8853833883883 883888888

Part No. ‘ Pg
AN814-06 56
AN814-06S 56
AN814-08 56
AN814-10 56
AN815-02 56
AN815-03 56
AN815-03V 56
AN815-04 56
AN815-06 56
AN815-08 56
AN815-10 56
AN815-12 56
AN815-16 56
AN816-03 60
AN816-03-04 60
AN816-04-04 60
AN816-04D 60
AN816-06 60
AN816-06-02 60
AN816-06-06 60
AN816-06-08 60
AN816-07 60
AN816-08 60
AN816-08-08 60
AN816-08-12 60
AN816-10 60
AN816-10-06 60
AN816-10-12 60
AN816-12 60
AN816-12-08 60
AN816-12-16 60
AN816-16 60
AN816-16-12 60
AN818-03 52
AN818-03 56
AN818-04 56
AN818-06 56
AN818-08 56
AN818-10 56
AN818-12 56
AN818-16 56
AN819-03 52
AN819-03 56
AN819-04 56
AN819-06 56
AN819-08 56
AN819-10 56
AN819-12 56
AN819-16 56
AN821-03 56
AN821-04 56
AN821-06 56
AN821-08 56
AN821-10 56
AN821-12 56
AN821-16 56
AN822-03 60
AN822-04 60
AN822-04-04 60
AN822-06 60
AN822-06-02 60
AN822-06-06 60
AN822-06-08 60
AN822-07 60

Part No.
AN822-08
AN822-08-08
AN822-08-12
AN822-10
AN822-12
AN822-12-08
AN822-12-16
AN822-16
AN823-03
AN823-04
AN823-06
AN823-06-02
AN823-06-06
AN823-08-08
AN823-08
AN823-10
AN823-10-06
AN823-16
AN824-03
AN824-04
AN824-06
AN824-06-06-08
AN824-08
AN824-10
AN824-12
AN824-16
AN825-03
AN825-04
AN825-06
AN825-08
AN825-10
AN825-12
AN826-03
AN826-04
AN826-06
AN826-08
AN826-10
AN826-12
AN827-04
AN827-06
AN832-03
AN832-04
AN832-06
AN832-08
AN832-10
AN832-12
AN832-16
AN833-03
AN833-03
AN833-06
AN833-08
AN833-10
AN833-12
AN833-16
AN834-03
AN834-04
AN834-06
AN834-08
AN837-03
AN837-04
AN837-06
AN837-08
AN837-10
AN837-12
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60
60
60
60
60
60
60
60
60
60
60
60
60
60
60
60
60
60
57
57
57
58
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60
60
60
60
60
60
60
60
60
60
60
60
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57
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57
57
57
57
57
57
57
57
57
57
57
57
57
57
57
57
57
57
57
57
57
57

Part No. ‘ Pg
AN837-16 57
AN840-04 65
AN840-06 65
AN840-08 65
AN840-10 65
AN840-12 65
AN842-04 65
AN842-06 65
AN842-08 65
AN842-10 65
AN844-04 65
AN844-06 65
AN844-08 65
AN844-10 65
AN871-04 57
AN871-06 57
AN871-08 57
AN871-10 57
AN871-12 57
AN910-01 60
AN910-02 60
AN910-03 60
AN910-04 60
AN910-06 60
AN910-08 60
AN911-01 61
AN911-02 61
AN911-03 61
ANIT11-04 61
AN912-01 61
AN912-02 61
AN912-03 61
AN912-06 61
AN912-07 61
AN912-08 61
AN912-12 61
AN913-02 61
AN913-03 61
AN914-01 61
AN914-02 61
AN974-03 61
AN914-04 61
AN915-01 61
AN916-01 61
AN916-02 61
AN917-01 61
AN917-02 61
AN917-03 61
AN917-04 61
AN919-0 58
AN919-01 58
AN919-02 58
AN919-03 58
AN919-06 58
AN919-07 58
AN919-10 58
AN919-12 58
AN919-14 58
AN919-15 58
AN919-18 58
AN919-19 58
AN919-20 58
AN919-22 58
AN919-23 58

Part No. ‘ Pg
AN920-04 66
AN920-06 66
AN920-06-10 66
AN920-08 66
AN920-08-10 66
AN920-10 66
AN920-10-08 66
AN920-10-12 66
AN920-12 66
AN920-12-10 66
AN921-06 66
AN921-08 66
AN921-10 66
AN921-12 66
AN922-06 66
AN922-08 66
AN924-02 57
AN924-03 57
AN924-04 57
AN924-06 57
AN924-08 57
AN924-10 57
AN924-12 57
AN924-16 57
AN929-02 57
AN929-03 57
AN929-04 57
AN929-05 57
AN929-06 57
AN929-08 57
AN929-10 57
AN929-12 57
AN929-16 57
AN929-20 57
AN932-01 61
AN932-02 61
AN932-03 61
AN932-04 61
AN932-05 61
AN932-06 61
AN932-08 61
AN938-04 57
AN938-06 57
AN938-08 57
AN938-10 57
AN938-12 57
AN950-04-03 58
AN950-06-03 58
AN950-06-04 58
AN950-08-04 58
AN950-08-06 58
AN950-10-06 58
AN950-10-08 58
AN950-12-08 58
AN950-12-10 58
AN950-16-12 58
AN950-20-16 58
AN951-03-04 58
AN951-04-06 58
AN951-06-08 58
AN951-08-10 58
AN951-10-12 58
AN951-12-16 58
AN971-03 57
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Parts Index

Part No. ‘ Pg Part No. ‘ Pg Part No. Pg Part No. ‘ Pg Part No. ‘ Pg Part No. ‘ Pg
AN971-04 57 CPL-06 59 DR-25-1/2 69 GR30P 74 N8426 52 $441-03 31
AN971-06 57 CPL-08 59 DR-25-1/4 69 GR30H 74 N8462 52 §442-31 32
AN971-08 57 CPL-10 59 DR-25-3/4 69 GQDO3BPO3EA 18 OR-XX 22 §442-31L 32
AN971-10 57 CPL-12 59 DR-25-3/8 69 GQDO3BPO3F 18 0R6290-03 68 5443-03 31
AN971-12 57 CPL-16 59 DW-09 71 GQDO3BPO4EA 18 0R6290-04 68 §445-0131 32
AN971-16 57 CPL-81610 59 DW-10 71 GQDO3BPO4F 18 0R6290-06 68 5445-0132 32
AN971-20 57 CPL-8164 59 DW-11 71 GQDO3BSO3EA 18 0R6290-08 68 5445-2031 32
AW760-04 70 CPL-8166 59 DW-20A 71 GQDO3BS03F 18 0R6290-10 68 5445-31 32
AW760-06 70 CPL-81662 59 DW-21B 71 GQDO3BSO4EA 18 0R6290-12 68 $445-4531 32
AW760-08 70 CPL-81666 59 DW-23C 71 GQDO3BS04F 18 PHS-03CL 69 $445-9031 32
AW760-10 70 CPL-823-03 59 DW-24CC 71 GQDO5BPO4BEA 18 PHS-03CL-CF 69 $445-9032 32
AW760-12 70 CPL-823-04 59 DW-25D 71 GQDO5BPO4F 18 PHS-03DB 69 5446-31 32
AW760-16 70 CPL-823-06 59 DW-26E 71 GQDO5BPO6F 18 PHS-03DB-CF 69 S446EXP 32
AW760-SET 70 CPL-823-08 59 DW-27F 71 GQDO5BSO4EA 18 PHS-03DR 69 5448-31 32
BL775-03 36 CPL-823-10 59 DW-30H 71 GQDO5BS04F 18 PHS-03DR-CF 69 $449-03 31
BL775-03S 36 CPL-823-12 59 FB186 64 GQDO5BS06F 18 PHS-06DB 69 §451-31 32
BL775-44 36 CPL-824-03 59 FB206 64 GQDO8BPO6F 18 PHS-06DR 69 §452-31 32
BL992-31 36 CPL-824-04 59 FCV-04 23 GQDO8BPOSF 18 PHS-08DB 69 5492-31 32
BL992-31S 36 CPL-824-06 59 FCV-06 23 GQDO8BSO6F 18 PHS-08DR 69 §5070-03 34
BL992-32 36 CPL-824-08 59 FCV-08 23 GQDO8BSO8F 18 PLCC-03 68 $5091-02-03 34
BL993-31 36 CPL-824-10 59 FCV-10 23 GQDO8PPO6F 19 PLCC-04 68 $5091-03 34
BL993-31S 36 CPL-824-12 59 FF572-04 23 GQDO8PPOSF 19 PLCC-05 68 $5091-03-04 34
BL993-32 36 CPL-826-03 59 FF572-06 23 GQDO8PSO6F 19 PLCC-06 68 $5091-03S 34
BLT-301NY 35 CPL-826-04 59 FF572-08 23 GQDO8PSO6LF 19 PLCC-08 68 $5091-04 40
BLT-302/312 35 CPL-826-06 59 FF572-10 23 GQDO8PSO8LF 19 PLCC-10 68 $5091-04_MP 34
BLT-302NY 35 CPL-826-08 59 FG900-03S 70 GQD14PP12F 19 PLCC-12 68 $5091-04-03 34
BLT-311NY 35 CPL-826-10 59 FG900-06S 70 GQD14PS12F 19 PLCC-16 68 S5091-04-M12_MP - 34
BLT-312NY 35 CPL-826-12 59 FG900-08S 70 GQDJACO6DF 20 PLCC-20 68 §5091-06-M12 40
BN-CAP 37 CPL-9004 59 FG900-128 70 GQDJACO6DM 20 PLCC-24 68 §5092-03 34
BN506 37 CPL-9006 59 FG900-16S 70 HL591-06D 54 RC110-04 1 §5092-03-02 34
BN506PSB 37 CPL-9008 59 FG900-208 70 HL811-06D 53 RC110-06 11 §5092-03-04 34
BN506PSB-HD 37 CPL-9010 59 FM10100-03 66 HL814-06D 53 RC110-08 11 §5092-03-M12 34
BN507 37 CPL-9012 59 FM10100-031 66 HL821-0406D 53 RC110-10 11 $5092-04-03 34
BN507PSB 37 CPL-903 59 FM10100-04 66 HL821-04D 53 RC110-12 11 $5092-05-M10CSW - 40
BN508 37 CPL-904 59 FM10125-03 66 HL821-06D 53 RC110-16 11 55092-05-M12CSW - 40
BN508PSB 37 CPL-906 59 FM10324-03 66 HL822-06D 53 RC110-20 11 $5093-02-03 34
BN510 37 CPL-908 59 FM10716-03 66 HL823-0406D 53 RC600-03CTUV 31 $5093-03 34
BN510PSB 37 CPL-910 59 FM10716-04 66 HL823-04D 53 RC600-03TUV 3 $5093-03-04 34
BN512PSB 37 CPL-9104 59 FP190 66 HL823-06D 53 RC600-04CHP 40 §5093L-03 34
BN561PSB 37 CPL-9106 59 FP191 66 HL824-06D 54 RC600-04CMP 40 §5093-03-M12 34
BN704 37 CPL-9108 59 FP192 65 HL831-0406D 53 RC600-05CMP 40 S5093R-03 34
BN704PSB 37 CPL-9110 59 FP193 65 HL831-06D 53 RC600-06CHP 40 §5094-03 34
BTL-300 35 CPL-9112 59 FP194 65 HL836-03C 52 RC600-06CMP 40 $5094L-03 34
BTL-303 35 CPL-9116 59 FP195 65 HL836-04D 53 RC600-08CHP 40 S5094R-03 34
BTL-304 35 CPL-9712 59 FP196 65 HL836-06D 53 RC600-08CMP 40 §5095-03 34
BTL-305 35 CUW-M12 71 FP197 65 HL837-06D 53 RCC711-06 14 $5097-03 34
BTL-306 35 CUW-M14 71 FP199 65 HL841-06D 53 RCC711-08 14 $5098-03 34
BTL-307 35 CUW-M16 71 FRP-2BK 69 HL843-06D 53 RCC711-10 14 55099-03 34
BTL-308 35 CUW-M18 71 FRP-3BK 69 HL854-06D 54 RCC711-12 14 $5099-03-04 34
BTL-310 35 CW901-04 71 G105-31A 38 HP-03BK 70 RCC711-16 14 $50995-03 34
BTL-313 35 CW901-06 71 G105-31B 38 HS760-03 69 RCCI10-04 1 §50995-03-M6 34
BTL-314 35 CW901-08 71 G105A 38 HS760-06 69 RCCI10-06 1] §50995SL-03 34
BTL-315 35 cW901-10 71 G105A-44 38 HS760-10 69 RCCI10-08 11 §50995L2-03 34
BTL-316 35 cW901-12 71 G1067A 38 LWD594 68 RCC910-10 11 $5099SR-03 34
BTL-317 35 CW901-M12 71 G106A 38 LWD595 68 RCCI10-12 11 §5132-02-03 34
BTL-318 35 CW901-M14 71 G114 38 LWD596 68 RCC910-16 11 §5132-03-03 34
BTL-322 35 CW901-M16 71 G115 38 LWD597 68 ROV-06-FIA 23 §5135-03 34
CAB1215 64 CcW901-M18 71 G116H 38 LWD598 68 ROV-10-FIA 23 §5135-03S 34
CAB206 64 D100-711-06 74 GA-3 64 N1401 52 $321-03 33 $5136-03 34
CAB208 64 D100-711-08 74 GM100 74 N1406 52 $3215SM 33 §5137-03 34
CAB246 64 D100-711-10 74 GM100MTB 74 N1460 52 $323-03 33 55139-03S 34
CAB5820 64 D100-711-12 74 GM102 74 N8401 52 5332 33 $6001-02 31
CPL-03 59 D100-711-16 74 GM104 74 N8402 52 $332-03 33 $6001-02-03 31
CPL-04 59 DR-25-1 69 GP101 74 N8412 52 5440-03 3 $6001-03 31
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Part No.
$6001-04
S$6001-04-MP
$6001-06
56001-08
56001-31_AU
S$6001-31_LR
S$6001-31_MN
S6001-31_PR
S6001-31_WwW
S$6001-31_VWG5
S$6001-31_VWaG7
$6045-02
$6045-02-03
$6045-03
56045-03-04
56045-04-MP
56046-03
56046-04
S56046-04-MP
S6046-06
S56046-08
$6090-02
$6090-02-03
$6090-03
$6090-03-02
$6090-04-MP
56090-31
S6090M-31
56091-02-03
56091-03
56091-03-04
S56091-04
S$6091-04-MP
S$6091-06
$6091-08
$6120-04
$6150-04
S56180-04
S747-03
S747-44
5748-03
S748-03PDS
5749-03-31
5749-03-32
S750-03-31
S754-03-31
5755-03-31
5756-03
S757-03-31
§757-03-31_DS
S757-03-31_E
5758-03-31
5758-03-31F
5758-03-31S
5759-03-31
5759-03-31_BKT
5759-03-31F
5759-03-31FB
5759-03-31S
5759-03-32
5759-03-M121
5760-03-31
5762-03-31
5762-03-31S
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40
31
40
40
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32
32
32
32
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31
31
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31
40
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40
40
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Part No.
S770-03
S771-03
S772-03
5816-03
5816-03-04
SP-202
SP-203
SP-225
SP823
55902-03
5§5902-04
5$5902-05
5$5902-06
5§5902-07
5§5902-08
5§5902-09
5§5902-10
5§5902-12
55902-14
TF-TU25-04
TF-TU25-06
TF-TU25-08
TF-TU25-10
TP598
W903-08D
W903-10D
W903-12D
W903-16D
W903-20D
W903-24D
W903-28D
W903-32D
W903-40D
W903-48D
W991-08DE
W991-10DE
W991-12DE
W991-16DE
W991-20DE
W991-24DE
W991-28DE
W991-32DE
W991-40DE
W991-48DE
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SECTION: 0
G-Line Hose and Fittings«

GOODRIDGE

FLUID TRANSFER SYSTEMS
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Hose 910 FC (Fuel Cell)

Application :

Fuel cell systems
Temperature range :
-45°C to 50°C

-49°F to 122°F

Material :

PTFE smoothbore tube

2 x Options:
* Clear PTFE
* Black PTFE (Anti-Static)

This product is perfect for the
inside of fuel cells, for lift pump
applications. 910-06FC and
910-08FC uses just the center
PTFE tube of G-Line hose, remov-
ing the outer braid to reduce
weight and ensure cleanliness in
the cell. Compatible with all fuels
including methanol, it can be cut
to specific lengths for use with the
standard G-Line fittings.

BORE SIZE 'WORKING PRES BURST PRES WEIGHT MIN BEND RADIUS
PART NO MM ‘ IN BAR PS BAR PSI KG/M | LB/FT MM IN
910-06FC | 953 375| 5 74 20 295 | 06 .0403| 60.0 2362
910-08FC | 1270 500 5 74 20 295 | 15 1008| 60.0 2.362

G-Line Hose Fully Convoluted

G - I—I ne XF At the cutting edge of motorsport, Advantages
a fraction of a second is the difference G-Line XF has outstanding resistance
between winning and just taking part. to pressure, much higher than that of
You need the best. At Goodridge we conventional convoluted PTFE lined hose.
have combined our 40 years of motorsport ;I addition, G-Line XF hose flow rates are
experience with a continuous research always significantly higher than convoluted
and development program, to bring you PTFE hose and may allow you to reduce the
the ultimate PTFE hose... one product that bore size providing subsequent weight and
incorporates all the advantages of both cost savings. All sizes of G-Line XF are us-
convoluted and smooth bore designs. able at full vacuum up to 130°C. Above this,
the vacuum resistance should be reduced
1% for every degree above 130°C. Stainless
Steel braided hose is used in applications
involving higher temperatures. High tensile
CONVENTIONAL . L
convoluted PTFE liner grade 304 stainless steel wire is used, to
give maximum pressure resistance and
SMOOTH BORE external protection to the hose.
PTFE liner
Hose 910
App"catlon 5 910s the number one chaice BORE SIZE BRAID 0D WORKING PRES MIN BEND RAD

Fuel, 0il, Water, Methanol, Air

of leading motorsport teams,

BURST PRES WEIGHT

The ultimate range of ultra flexible and
light weight hose and fittings. Developed
exclusively by Goodridge -the world's
leading supplier of light weight PTFE
hose. Our G-Line product ranges are the

first choice of leading F1, IRL, NASCAR
teams and of W.R.C. competitors. 710
G-Line combines lightness with superb
strength and flexibility.

The wide fitting range is designed
to meet all possible applications
and requirements.

G-Line Hose Fully Convoluted - Hose 710

d flagship li PART NO MM ‘ IN MM IN BAR PSI BAR PsI Ke/m LB/FT | MM IN
Temperature range : and our flagship
_45°C o + 170°C hose. 910 combines a woven 910-04 |6.85 270 103 406 | 90 1320 | 360 5290 | 0.055 0367 235 .925
-49°F to + 338°F super-light Aramid braid, with 910-06 | 953 375|130 572 | 80 1180 | 320 4700 | 0.088 .0591| 20 787
Material : Anti-Static ?EEFEf'“'Te'DO'e'SFm“d 91008 [1270 500|165 650 | 70 1030 | 280 4120 | 0141 0947 | 38 1426
PTFE smoothbore, Aramid fibre Braid insids for increased flow an "
2 comoluted outside o amazing 91010 |1588 625|208 819 | 65 955 | 260 3820 | 0201 .1851| 45 1772
flexibility. Compatible with 910-12 {1905 750 |24.4 961 | 60 880 | 240 3530 | 0.292 1962 | 50 1.969
fully crimped fittings or the 910-16 [25.40 1.000[323 1272] 50 740 | 200 2940 | 0416 3199| 70 2756
revolutionary 81 seies 910-20 |3200 1.260(38.4 1512 | 45 666 | 180 2645 | 0.850 6536 100 3937
Re-usable fittings.
Hose 811
App‘i(}aﬁ(]ﬂ : 81; fTOSE htas allthe ﬂeX\bﬂfITy BORE SIZE BRAID 0D WORKING PRES | BURST PRES WEIGHT MIN BEND RAD
Fuel, Oil, Water, Methanol, Air and flow ate tages o parTNO | mm [ [ wm [ W [eaR [ psi [ eaR [ psi | Kem [ BT [ WM ] I
Temperature range : 910 hose with a stainless
-70°C to 260°C stes! braid for additional 811-04 | 685 270 | 96 378 | 90 1320 | 360 5290 | 0.09 .0414| 19 750
~94°F to 500°F protection. Compatible with 811-06 | 953 375|130 512 | 80 1180 | 320 4700 | 014 .0941| 20 787
Viterial - Anti-Static fully crimped fittings or the 811-08 | 1270 500(165 650 | 70 1030 | 280 4120 | 0.29 1949 | 33 1496
. i revolutionary 811 series
PTFE smoothbore, Stainless steel Re»usah\e%mgs 811-10 | 15.88 625|208 819 | 65 955 | 260 3820 | 035 .2352| 45 1772
et 811-12 | 19.05 750 | 244 961 | 60 880 | 240 3530 | 0.40 .2688| 50 1.969
811-16 | 2540 1.000|32.3 1272 | 50 740 | 200 2940 | 063 4283 | 70 2756

Application :

Fuel, Oil, Water, Methanol, Air
Temperature range :

-45°C to + 170°C

-49°F to + 338°F

Material : Anti-Static
Convoluted PTFE bore,
Aramid fibre Braid

This exclusive Goodridge development
has changed the perception of tradi-
tional fluid transfer hoses, worldwide.
Constructed of a convoluted PTFE inner
tube with a carbon impregnated static
dissipation liner (impervious to virtually
all chemicals) and covered with the
industry’s only source of black Aramid
Fibre. This combination offers a fluid
transfer hose with strength and pres-

sure ratings superior to most stainless
steel braided hoses. Our exclusive 710
Series Hose is over 60% lighter than
stainless braided Ni hose. Its convoluted
form gives it collapse resistant flexibility
that offers a 70% tighter bend radius
saving time, material and weight. The
Aramid Fibre outer braid is literally a
bullet-proof material, offering superior
strength and fire resistance.

BORE SIZE PTFE WALL THICKNESS | OUTER DIAMETER | WORKING PRES

BURST PRES WEIGHT

MIN BEND RADIUS

PART NO MM IN MM

IN MM IN BAR PSI BAR PsI KG/M | LB/FT [ MM ‘ IN

710-04 71 0280 058

0.023 11.3 0445 | 70 1025 | 330 4850 | 0.0756 005 | 20  0.787

710-06 95 0375 | 068

0.027 144 0567 | 64 940 | 256 3760 | 0.089 0.06| 25 0985

710-08 133 0525 | 0.68

0.027 192 0756 | 58 850 | 235 3450 | 0134 009 | 25 0985

710-10 16.0 0.630 | 0.76

0.030 215 0846 | 50 735 | 200 2930 | 064 011 | 32  1.260

710-12 195 0768 | 0.80

0.031 256 1008 | 35 510 170 2495 | 0193 013 | 40 15675

710-16 254 1.000 | 0.94

0.037 339 1335 | 33 485 133 1950 | 0.237 016 | 50 1.968

710-20 318 1.250 | 0.96

0.038 365 1457 | 25 367 75 1102 | 0461 031 | 70 2756




SECTION: 0
G-Line Hose and Fittings- - /
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Material Key
B: Brass, C: Stainless Steel, CH: Chrome Plated, D: Aluminium,
EN:Electroless Nickel, P:Zinc Plated Carbon Steel, T: Titanium

GOODRIDGE

FLUID TRANSFER SYSTEMS

Fully Machined G-Line Swage/Crimp Fittings
for: G-Line and G-Line XF 910, 710, 811

Fitting Type : The only choice of fitting when the goal is
to achieve the World’s lightest fluid trans-

Swage / Crimp X o
RS fer system offering the utmost in racing
RHIEEDS environment performance, reliabiity and
Fuel, Oi, Water, Methanol, Air yronment p o
) weight saving. These fully machined,
To Suit Hose : one-piece fittings are designed for per-
910,710, 811

manent attachment to all our G-Line hose
Material : D, P ranges. Our qualified Hose Technicians
will individually build your assembly to
your exacting specifications. Additionally,
Goodridge Technical Centers can build
lines to your exact specifications and are
located in several regions for fast service.

Please Note:
Collars need to be ordered separately
for all swage / crimp fittings.

45° FORGED SWEPT FEMALE CONCAVE SEAT

NOTE: P INDICATES ALLOY NUT ON STEEL TAILFORM

90° FORGED FEMALE CONCAVE SEAT

4001 STRAIGHT FEMALE CONCAVE

PART NO. MATERIAL HOSE NuT
4001-04 D,P -4 -4
4001-06-M14 | D 6 M14X 1.50

ol -2 0
4001-08-10 | D -8 10
4001-08 D -8 -8
4001-10-M22 | D -10 M22 X 1.50
4001-10-08 | D -10 8
4001-10-12 | D 10 12
4001-10 D -10 10
4001-1210 | D 12 10
4001-12 D 12 12
4001-16-12 | D 16 12
4001-16 D -16 16
4001-20 D 20 20

4031 30° FORGED SWEPT FEMALE CONCAVE SEAT

PART NO. MATERIAL HOSE NUT
4031-04 P -4 -4
4031-04 LP 4 4

NOTE: P INDICATES ALLOY NUT ON STEEL TAILFORM

4045
PART NO. MATERIAL HOSE NUT
04508 D 2 3
4045-06 D % %
404508 D 8 8
4045-10 D 10 10
404512 D 12 12
4046 45° SWEPT TUBE FEMALE CONCAVE SEAT
PART NO. MATERIAL HOSE NUT
4046-00 0P 2 2
4046-04 3 4 4
4046-06 D % %
4046-08 D 8 8
4046-10 D 10 10
404612 D 12 T2
404616 D 16 16
4061 45° FORGED SWEPT FEMALE CONCAVE SEAT
PART NO. MATERIAL HOSE NUT
406104 P 4 2
ﬁ 4061-04 1P 4 4
4090

NOTE: The latest designs of G-Line fittings in -10 and larger feature a turned-down
hex for the ultimate weight savings. Sizes up to -8 still offer light weight designs while
providing maximum strength.

/ %

4046-08 4046-10

Deeper hex for fittings -08 and below Shallow hex for fttings -10 and above

PART NO. MATERIAL HOSE NuT
4090-04 D -4 4
4090-06 D -6 6
4090-08 D 8 8
4090-10 D 10 -10
4090-12 D 12 12
4091 90° SWEPT TUBE FEMALE CONCAVE SEAT

PART NO. MATERIAL HOSE NUT
4091-04 D,P -4 4
4091-06-M14 D 6 | M14X15
4091-06 D -6 6
4091-08 D -8 -8
4091-10 D 10 -10
4091-12 D 12 12
4091-16 D 16 16

STREFET
PERFORMANCE
&RACING

Fully Machined G-Line Swage/Crimp Fittings
for: G-Line and G-Line XF 910, 710, 811

G-Line Flexible Coupling Fittings for Wiggins
for: G-Line & G-Line XF 910, 710, 811

120° SWEPT TUBE FEMALE CONCAVE SEAT

PART NO. MATERIAL HOSE NUT

4120-04 D, P -4 -4
4120-06 D 6 6
4120-08 D -8 -8
4120-10 D 10 10
4120-12 D 12 12
4120-16 D 16 16

150° SWEPT TUBE FEMALE CONCAVE SEAT

PART NO. MATERIAL | HOSE NUT
4150-04 D,P -4 -4
4150-04 LP -4 -4
4150-06 D -6 -6
4150-08 D -8 8
4150-10 D 10 -10
4150-12 D 12 12
4150-16 D 16 -16

180° SWEPT TUBE FEMALE CONCAVE SEAT

-~ -~ -~ -~
£ = @ =
= 8 8 5

PART NO. MATERIAL HOSE NUT
4180-04 D,P -4 -4
4180-06 D -6 -6
4180-08 D -8 -8
4180-10 D -10 -10
4180-12 D 12 12
4180-16 D -16 -16
STRAIGHT MALE CONVEX SEAT
PART NO. MATERIAL HOSE NUT
4441-04 D -4 4 MALE
4441-06 D -6 6 MALE
4441-08 D -8 8 MALE
4441-12-16 | D 12 16 MALE

NOTE: P INDICATES ALLOY NUT ON STEEL TAILFORM

Fitting Type : For rapid disconnection and where the
need is to connect flexible hose to rigid

Swage / Crimp .
o tube use the Goodridge cup end fittings
AIEN; designed for use with our Wiggins
Fuel, Oil, Water, Methanol, Air 9 ) 09
) flexible couplings.
To Suit Hose : Step sizes available upon request.
910, 710v 811 Please contact our Sales Department
Material : D for pricing and availability.
4001DFL ‘ STRAIGHT 4091DFL

)g

4031DFL ‘ 30° 4120DFL 120°
4046DFL 45° 4150DFL 150°
4061DFL 60° 4180DFL 180°

NOTE: The latest designs of G-Line fittings in -10 and larger feature a turned-down
hex for the ultimate weight savings. Sizes up to -8 still offer light weight designs while

providing maximum strength.

4046-08 4046-10

Deeper hex for fittings -08 and below Shallow hex for fittings -10 and above

NOTE: See page 16 For full details on Wiggins couplings

With Wiggins clamp attached



SECTION: 01
G-Line Hose and Fittings-

GOODRIDGE

FLUID TRANSFER SYSTEMS

Brazed Swage/Crimp Fittings
for: G-Line and G-Line XF, 910, 710, 811

STREFET
PERFORMANCE
&RACING

Brazed Swage/Crimp Fittings

for: G-Line and G-Line XF, 910, 710, 811

Fitting Type : Where the requirement is for a lower

Swage / Crimp cost fitting to a standard bend radius

Applcaton - the G-Line brazed range is the product

Fuel, Oil, Water, Methanol, A of choice. Manufactured and brazed

in house to the highest standards, the

To Sut Hose : Goodridge care and quality requirements

910,710, 811 are evident.

Material : D

Please Note:

Collars need to be ordered separately

for all swage / crimp fittings.

4016DBZ 15° SWEPT TUBE FEMALE CONCAVE SEAT
PART NO. MATERIAL HOSE NUT
4016-120BZ | D 12 12
4016-16DBZ | D -16 -16

4031DBZ 30° SWEPT TUBE FEMALE CONCAVE SEAT
PART NO. MATERIAL HOSE NUT
4031-06DBZ | D 6 -6
4031-08DBZ | D 8 8
4031-100BZ | D 10 10
4031-1208Z | D 12 12
4031-16DBZ | D 16 16
4031-2008Z | D 20 20

4046DBZ 45° SWEPT TUBE FEMALE CONCAVE SEAT
PART NO. MATERIAL | HOSE NUT
4046-06DBZ D 6 6
4046-08DBZ D 8 -8
4046-10-08DBZ | D -10 8
4046-10DBZ D -10 -10
4046-12DBZ D 12 12
4046-16DBZ D 16 16
4046-200BZ D 20 20

NOTE: The latest designs of G-Line fittings in -10 and larger feature a turned-down
hex for the ultimate weight savings. Sizes up to -8 still offer light weight designs while
providing maximum strength.

/ %

4046-08 4046-10

Deeper hex for fittings -08 and below Shallow hex for fttings -10 and above

4061DBZ 60° SWEPT TUBE FEMALE CONCAVE SEAT
PART NO. MATERIAL HOSE NUT
4061-06DBZ | D 6 6
4061-08DBZ | D -8 8
4061-100BZ | D -10 10
4061-120BZ | D 12 12
4061-16DBZ | D -16 16
4061-2008Z | D 20 20
4076DBZ 75° SWEPT TUBE FEMALE CONCAVE SEAT
PART NO. MATERIAL HOSE NUT
4076-100BZ | D -10 10
4076-1208Z | D 12 12
4076-160BZ | D -16 16
4091DBZ 90° SWEPT TUBE FEMALE CONCAVE SEAT
PART NO. MATERIAL | HOSE NUT
4091-06DBZ D -6 -6
4091-08DBZ D -8 8
4091-10-08DBZ | D -10 -8
4091-10DBZ D -10 10
4091-12-10DBZ | D 12 -10
4091-12DBZ D 12 12
4091-16DBZ D -16 16
4091-200BZ D 20 20
4120DBZ 120° SWEPT TUBE FEMALE CONCAVE SEAT
PART NO. MATERIAL | HOSE NUT
4120-060BZ | D 6 6
4120-080BZ | D -8 -8
4120-10082 | D -10 -0
4120-12082 | D 12 12
4120-160BZ | D 16 16
412020082 | D 20 20

4150DBZ 150° SWEPT TUBE FEMALE CONCAVE SEAT 4824 -8 CRIMP WITH TEE
PART NO. MATERIAL HOSE NUT PART NO. MATERIAL HOSE
4150-06DBZ | D 6 -6 4824-08-04-08 | D -8
4150-08DBZ | D -8 -8 4824-08-08-08 | D -8
4150-10DBZ | D 0 0 ALSO AVAILABLE IN BLACK
4150-1208Z | D 12 12
4150-16DBZ | D 16 16
4150-2008Z | D 20 20
4180DBZ 180° SWEPT TUBE FEMALE CONCAVE SEAT
PART NO. MATERIAL | HOSE NUT
4180-060BZ | D -6 -6
4180-080B | D -8 -8
4180-100BZ | D -10 10
4180-12082 | D 12 12
4180-160B2 | D 16 16
40776 NON SWIVEL BANJO
PART NO. MATERIAL | HOSE HOLE SIZE
40776-04-M14 | D 6 M14
w a0776-06-M12 | D -8 M2
4001DFLM
PART NO. [ maTERIAL | HOSE [ wiceINs
* W0-06-080FM [0 |6 | 8Bk
RCC910 CRIMP COLLAR TO SUIT 811 & 910 HOSE FOR CRIMPING
4091DFM PARTNO. | MATERIAL] HOSE
PART NO. [ MATERIAL | HOSE [ WIGGINS RCC910-04 | D )
4091-12-120FM | D G2 | emALE - RCC910-06| D ,5
g RCC910-08 | D -8
RCC910-10 | D 10
RCCO10-12 | D 12
RCC910-16 | D 16

To Suit Hose Type : G-Line XF 910, 811

Please Note : Collars need to be ordered
separately for all swage / crimp fittings
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STREFET
PERFORMANCE
&RACING

GOODRIDGE

FLUID TRANSFER SYSTEMS

Adjustable Swage/Crimp Fittings Adjustable Swage/Crimp Fittings
for: G-Line and G-Line XF, 910, 710, 811 for: G-Line and G-Line XF, 910, 710, 811
Fitting Type : Adjustable Swage G-Line Fittings are 4461 60° SWEPT TUBE FEMALE CONCAVE SEAT
Swage / Crimp essential when last minute hose end PARTNG, VATERIAL | HOSE o 44150 150° SWEPT TUBE FEMALE CONCAVE SEAT 14180 130° SWEPT TUBE FEVALE CONGAVE SEAT
Tt orientation or in-field alignments are
Application : ired. Additonally. they allow for h 4461-08 D -8 -8 PART NO. MATERIAL | HOSE wr PART NO. WATERIAL | HOSE T
Fuel, Oil, Water, Methanol, Air required. Addtionaly, they alow for ose 4461-10 D -10 -10 44150-04 D 4 4 1418004 ) 3 3
assemblies to be used in multiple locations. 441 D
To Suit Hose : ) 4461-12 D 12 12 50-06 6 6 44180-06 D I 6
. Our 360-degree adjustable, 4400 Series MG 5 56 56 44150-08 D 8 8
910,710, 811 G-Line Hose ends offer trouble free instal- (LD D - -
Material: D i ; i CIEDD D L i 4418010 D 10 10
al’: lation of pre-fabricated hose assemblies, a - -
) " ! 44150-12 D 12 12 TR B B B
with the reliability of a swage design. Our b E E
» o - 44150-16 D 16 16 44180-16 D 16 16
Please Note: qualified Hose Technicians will individu-
Collars need to be ordered separately ally build your assembly to your exacting 4476 75° SWEPT TUBE FEMALE CONCAVE SEAT
for all swage / crimp fittings. specifications. Additionally, Goodridge PART NO. MATERIAL | HOSE NUT ) X "
Technical Centers can build lines to your 1476-08 D 8 8 G-Line Male Swivel Flttlngs
exact specifications and are located in 4476-10 D 10 10
several regions for fast service 4476-12 D 12 12 | = o B . - -
447616 D 16 16 Fitting Type : These fittings allow for ‘low profile’ instal- == § E S ju =
5 =
Swage / Crimp lation where space is limited. They feature ja g 2 § f Z %
a
4431 30° SWEPT TUBE FEMALE CONCAVE SEAT Ropliaton: a swivelling male spigot in UNF and metric i % = x ES z g
: = 2| 2
PART NO. MATERIAL | HOSE NuT Fuel. Oil, Water, Methanol, Air sizes, which seals on an integral Buna-N ‘0’ | g E I z =4 E
4431-08 D -8 -8 . S"t H’ ! ! ring and will fit into standard female ports. E =
N =
CHHD D £ £ 4490 90° FORGED FEMALE CONCAVE SEAT 0 Sult Hose - H
4431-12 D -12 =il PARTNO. MATERIAL | HOSE NUT 910, 710v 811 All parts are assembled and quoted =
43116 ) 16 16 149004 B ) ) Weterial : D to order. Please contact our Sales
4490-06 D 6 6 Department for pricing and availability.
4445 45° FORGED FEMALE CONCAVE SEAT 4490-08 D 8 8 Please note: - EmMPLE PARTNO 4 | 00 | 001 | 04 | -04 D
PARTHO. VATERIAL | HosE T 4490-10 D 10 10 To avoid large ‘step-ups’ in size, not all
tail sizes are available with all thread
4445-04 D 4 4 ¢ 400001 -04 -04 D
o 5 5 5 sizes. Collars need to be ordered sepa-
- rately for all swage / crimp fittings. EXAMPLE PART NO.
4445-08 D 8 -8 (See Page 7) VETRIC 4 | 00 | 001 | -04 M2 | D
:ﬁ':: E 12 12 4491 90° SWEPT TUBE FEMALE CONCAVE SEAT
Z 1 PART NO. MATERIAL | HOSE NUT RUCCORCMIZD
4491-04 D -4 4
4446 45° SWEPT TUBE FEMALE CONCAVE SEAT 4491-06 0 6 6 G-LINE PREFIX RANGE NUMBER FITTING ANGLE TAIL SIZE JIC UNF THREAD METRIC THREAD SIZE MATERIAL
PART NO. MATERIAL | HOSE NUT 4491-08 D -8 8
PREFIX PART NO. | PREFIX PART NO. | PREFIX PART NO. | PREFIX PART NO. | PREFIX PART NO.| PREFIX PART NO. | PREFIX PART NO.
4446-04 D 4 4 4491-10 D 10 10 MALE O-RING
4446-06 D 6 6 4491-12 D 12 12 G-LINE PREFIX ¢ | e 00 | STRAIGHTMALE | 001 |-04HOSE | -04 716X20 | -04 | 12X1.5MM | M12 | ALUMINIUM D
4446-08 D 8 8 4491-16 D -16 16
444610 D 10 10 45°BRAZEDTUBE | 046 | —06HOSE | -06 9/16X18 | -06 [14XT5MM | M14 | ALUMINIUM D
4446-12 D 12 12
144616 0 16 16 90°BRAZEDTUBE | 091 | -08HOSE | -08 3/4X16 | -08 |16X15MM | MI16 | ALUMINIUM D
NOTE: The latest designs of G-Line fittings in -10 and larger feature a turned-down 44120 120° SWEPT TUBE FEMALE CONCAVE SEAT
hex for the ultimate weight savings. Sizes up to -8 still offer light weight designs while PART NO. MATERIAL | HOSE NuT
providing maximum strength. 44120-04 D -4 -4
44120-06 D -6 6
/ // 44120-08 D -8 8
/ 44120-10 D 10 10 STRAIGHT 45 90°
44120-12 D -12 12
44120-16 D -16 16
4046-08 4046-10 K 30° AND 60° SWEPT TUBE AVAILABLE IN LARGER SIZES BY REQUEST.
Deeper hex for fittings -08 and below Shallow hex for fittings -10 and above




Section: 01
G-Line Hose and Fittings«

Material Key

B: Brass, C: Stainless Steel, CH: Chrome Plated, D: Aluminium,

EN:Electroless Nickel, P:Zinc Plated Carbon Steel, T: Titanium

GOODRIDGE

FLUID TRANSFER SYSTEMS

811 Hose and Re-usable Fittings
for: 811 and 910 Hose

811-01 STRAIGHT FEMALE 811-90 90° SWEPT FEMALE
PART NO. HOSE NUT PART NO. HOSE NUT
811-0104 -4 -4 811-9004 -4 -4
d 811-0106 6 6 811-9006 6 6
- 811-0108 -8 8 811-9008 -8 -8
811-0110 10 10 811-9010 10 10
811-0112 42 12 811-9012 12 12
811-0116 -16 16 811-9012 16 -16
811-0120 20 20 811-9020 20 20
812-45 45° FORGED FEMALE 811-120 120° SWEPT TUBE FEMALE
PART NO. HOSE NUT PART NO. HOSE NUT
812-4506 6 6 811-12004 -4 -4
812-4508 -8 -8 811-12006 -6 -6
812-4510 -10 -10 811-12008 8 -8
812-4512 -12 12 811-12010 10 -10
811-12012 12 12
811-12016 16 16
811-12020 20 20
811-45 45° SWEPT TUBE FEMALE 811-150 150° SWEPT TUBE FEMALE
PART NO. HOSE NUT PART NO. HOSE NUT
811-4504 -4 -04 811-15004 4 -4
811-4506 -6 -06 811-15006 6 6
811-4508 -8 -08 811-15008 8 -8
811-4510 10 -10 811-15010 10 10
811-4512 12 12 811-15012 12 12
811-4516 16 16 811-15016 16 -16
811-4520 -20 20 81115020 20 20
811-30 30° SWEPT TUBE FEMALE 811-180 180° SWEPT TUBE FEMALE
PART NO. [ Hose [ nr PART NO. HOSE NUT
811-3010 [ 10 [ 10 - 811-18004 -4 -4
811-18006 6 6
811-18008 -8 -8
811-18010 -10 10
811-18012 12 12
811-18016 -16 16
812-90 90° FORGED FEMALE
PART NO. HOSE NUT
812-9006 6 -6
812-9008 -8 -8
812-9010 -10 10
812-9012 12 12

STREET
PERFORMANCE
&RACING

Hose 811

Application : 811 hose has all the flexibility and flow rate
Fuel, Oil, Water, Methanol, Air advantages of 910 hose with a stainless steel
Temperature range : braid for additional protection. Compatible with
-70°C o 260°C fully crimped fittings or the revolutionary 811
-94°F to 500°F series Re-usable fittings

Material : Anti-Static
PTFE smoothbore, Stainless steel
braid

Hose 910

Application :

Fuel, Oil, Water, Methanol, Air
Temperature range :

-45°C to + 170°C

-49°F to + 338°F

Material : Anti-Static
PTFE smoothbore, Aramid fibre Braid

910 is the number one choice of leading motorsport
teams, and our flagship lightweight hose. 910 combines
a woven super-light Aramid braid, with a PTFE inner
bore- smooth inside for increased flow and convoluted
outside for amazing flexibility. Compatible with fully
crimped fittings or the revolutionary 811 series
Re-usable fittings.

NOTE: See page 2 for full hose specification

Assembly Instructions for 811 Fittings & 811/910 Series Hose

T -

STEP 1

STEP 2 STEP 3

STEP 4

Remove socket from fitting.

Feed the hose into the socket with a
turning motion, feeding the braid in as

Hold the fitting in a vice with smooth
or soft jaws, and lubricate the threads
you turn the hose. with a light oil.

Push the hose firmly onto the thread
whilst rotating the hose.

Keep turning the hose until the first three
to four threads have engaged.

STEP 5

STEP 6

Tighten socket using a spanner or
adjustable, continue turning the socket
until it reaches the base of the thread.

When the socket reaches the base of
the thread keep turning for two complete
turns.




Section: 01

G-Line Hose and Fittings
Material Key
S,

C: Stainle eel, CH: Chrome Plated, D: Aluminium,
EN:Electroless Nickel, P:Zinc Plated Carbon Steel, T: Titanium

ODRIDGE

FLUID TRANSFER SYSTEMS

811 Flexible Coupling Fittings for Wiggins
for: G-Line & G-Line XF 910, 710, 811

it - Re-t For rapid disconnection and where the N

'llz'ong?itT})inge ?;1:?’::'(? need is to connect flexible hose to rigid 811-150 15:A;V:§PT TUBE e T Tose Gans
Fitting Material: D tube use the Goodridge cup end fittings 311-150'06-0BDFL 5 e 5
Fitting Colour : Black/Silver designed for use with our Wiggins GIHETL B g 3
811 Hose Appiication - flexible couplings. Listed below is our - G 0 0
Fuel, Oi, Water, Methanol, Air standard range — other sizes can be b 5 '12
Terperturs range made to order. For a complete listing 811-150120FL -
45°%C 1o + 170°C of flexible couplings please contact our URHETETL | i i
_49°F to + 338°F sales department.
w;g'g;:;:;ﬁ'ﬁmmi d fibre Braid NOTE: See page 16 For full details on Wiggins couplings
811-01 STRAIGHT FEMALE

PART NO. MATERIAL | HOSE WIGGINS

811-0106-08DFL | D 6 -6 811120

02

G-link Quick Release Couplings

811-01080FL | D 8 8 With Wiagins clamp attached
811-01100FL | D 10 10
811-01120FL | D 12 12
811-01160FL | D 16 16

g prpp—— Wiggins Flexible Couplings

811-45
PART NO. MATERIAL | HOSE WIGGINS
811-4506-08DFL | D 6 -6
811-4508DFL D -8 -8
811-4510DFL D 10 10
811-4512DFL D 12 12
811-4516DFL D 16 16
811-90 90° SWEPT TUBE
PART NO. MATERIAL | HOSE WIGGINS
811-9006-08DFL | D 6 -6
— 811-9008DFL D 8 8
- 811-9010DFL D -10 -10
811-9012DFL D 12 12
811-9016DFL D 16 16
811-120 120° SWEPT TUBE
PART NO. MATERIAL | HOSE WIGGINS
811-12006-08DFL | D 6 6
811-12008DFL | D -8 -8 STEEET
§11-120100FL | D 0 |0 PFRFORMANCE
811-12012DFL | D 12 12 & RACING
811-12016DFL | D 16 16




Section: 02

G-link Quick Release Couplings, Wigginsﬂexib

Material Key

teel, CH: Chrome Plated, D: Aluminium,
EN:Electroless Nickel, P:Zinc Plated Carbon Steel, T: Titanium

GOODRIDGE

FLUID TRANSFER SYSTEMS

Y
le Coupli

G-LINIK

Quick Disconnect Couplings

G-Link Bayonet-Type

The Quick Disconnect Couplings of the
Advantage series, G-Link Bayonet-Type
are compact and lightweight couplings,
developed for hydraulic and pneumatic

purposes in motorsport with operating
pressure up to 200 bar.

The locking mechanism with bayonet is
designed for one-hand operation,

pushing and twisting the outer sleeve,
with no separate actuation required for
operation. Both halves, coupler and
nipple, are equipped with self-acting

valves to stop fluid loss during
uncoupling, as well as air inclusion
during coupling.

STREFET
PERFORMANCE
&RACING

G-LINIK

Quick Disconnect Couplings

G-Link Pull-Type

The Quick Disconnect Couplings of the
Advantage series, G-Link Pull-Type,
are compact and lightweight couplings,
developed for hydraulic and pneumatic
purposes in motorsport with operating
pressure up to 200 bar. The locking

mechanism is designed for one-hand
operation; no separate actuation of the
retaining sleeve is required for operation.
To verify the correct connection, the
female half is equipped with a green
indicator ring. This indicator ring can,

alternatively, be replaced by a retaining
clamp. This can only be attached when

the halves are coupled and eliminates the

risk of unintentional uncoupling.
Additionally the whole operating
mechanism is 0-ring sealed to achieve

particular suitability for rough conditions
and to reduce environmental effects.
Both halves, coupler and nipple, are
equipped with self-acting valves to stop
fluid loss during uncoupling, as well as
air inclusion, during coupling.

G~—LINI< BAYONET-TYPE DIMENSIONS DETAILS
COUPLED NOMINAL
NOMINAL SIZE 03 HEX AVF /A LENGTH ey i Mwp WEIGHT IN GRAMS G=LINIK PULLTYPE DETAILS
GUDO3BPO3E QD BAYONET-TYPE PLUG -03 JIC EPDM SEAL T3MM 3470 o 350 2008AR 7 NOMINAL SIZE 0 e oo o o o e
GODOIBSO3E DV BAYONET-TYPE SOCKET -03 JIC EPDM SEAL 13MM 425MM 3.5MM 2008AR 10 -
GUDO3BPOSF DV BAYONET-TYPE PLUG -03 JIC FPM SEAL T3MM 347MM 3.5MM 2008AR 7 SQDUCPEOARA 00V PULLTYPEPLUG -04.JIG FPM SEAL 22 38.INM 436N 5N A 20
QDV BAYONET-TYPE SOCKET -03 JIC FPM SEAL 13MM 42.5MM 38MM 35MM 200BAR 10 GQDO5PPO4BF  QDV PULL-TYPE PLUG -04 JIC BULKHEAD FPM SEAL 22MM 46.1MM 4.5MM 200BAR 22
GUDO3BPO4E QD BAYONET-TYPE PLUG -04 JIC EPDM SEAL 13MM 36.2MM s 350MM 2008AR 7 SODUSPSUSARN 0DV PULLTYPE SOCKET -04 JIC FPM SEAL L 455N 43,60 45N L) b
ol 10\ EAYONET-TYPE SOCKET 04 JIG EPDM SEAL P 2081 o 200888 . GODOSPSOMALE  QDV PULL-TYPE SOCKET -04 JICLANYARD FPMSEAL  17MM 45.5MM 45MM 2008AR 36
GUDOSBPOSF QD BAYONET-TYPE PLUG -04 JIC FPM SEAL 13UM 36.2MM 350M 2008AR 7 CUNCTROCR (DY PULLTYPE PLUG -06.JIC FPM SEAL 220 Se.im 43600 5 AU 2
N . O 1 TYPE SOCKET 04 JIC FPHM SEAL e 2051 38MM R, 200BAR . GQDOSPPOGBF  QDV PULLTYPE PLUG -06JIC BULKHEAD FPM SEAL 2MM 49.1MM 45MM 2008AR u
VNS GUDOSPSOBF  QDV PULL-TYPE SOCKET -06 JIC FPM SEAL T7MM 455N 45MM 2008AR 33
5 43.6MM
T T SRTONE TP OE S IC S — o BT o = GODOSPSOBLE OV PULL-TYPE SOCKET -06 JIC LANYARD FPMSEAL  17MM 45.5MM 45MM 2008AR 37
43uM
GUDOSBSO4F QD BAYONET-TYPE SOCKET -04 JIC FPM SEAL 17MM 47.5MM 5.5MM 1508AR 7 NOMINAL SIZE 08
GQDOSBPOE QDY BAYONET-TYPE PLUG -04 JIC EPDM SEAL 17MM 39.6MM 5.5MM 1508AR 13 EULCCHESERN OOV PULL-TYPE PLUG -06 JIG FPM SEAL &) 42,6V 52.6MM 8.0MM TR 36
emisco Bl v GAYONET-TYPE SOCKET .04 G EFOM SEAL i P 43uM s ] p GODOGPPOGBF OV PULLTYPE PLUG -06 JIC BULKHEAD FPM SEAL 27MM 53.6MM 8.0MM 1508AR 39
GUDOSBPOGF  QDV BAYONET-TYPE PLUG -06 JIC FPM SEAL MM 39.6MM 5.5MM 1508AR 1 SUD0SPSUST 0D PULLTYPE SOCKET -06 JIC FPM SEAL &l S2M 52.6MM 80N (G 6
QDV BAYONET-TYPE SOCKET -06 JIC FPM SEAL 17 475MM 43MM 5.50M 150BAR 18 GODOBPSOBLF  QDV PULL-TYPE SOCKET -06 JIC LANYARD FPM SEAL 24MM 52MM 8.0MM 150BAR 60
GUDOGPPOSF GV PULLTYPE PLUG -08 JIC FPM SEAL 27MM 45.1MM 8.0MM 1508AR 38
NOMINAL SIZE 08 52.6MM
AR DY BAYONETYPE PLUG 06 JG FRTGEAL T yEET PR e 5 GODOGPPOBBE  QDV PULLTYPE PLUG -08 JIC BULKHEAD FPM SEAL 27MM 56.6MM 8.0MM 1508AR 146
58MM GODOBPSO8F  QDV PULL-TYPE SOCKET -08 JIC FPM SEAL 24MM 54.5MM 8.0MM 150BAR 59
QDV BAYONET-TYPE SOCKET -06 JIC FPM SEAL 240 58.6MM 8.5MM 100BAR 38 u 52.6MM
0aarGEl ODv BAYONETTYPE PLUG 08 JC FPM SEAL T ey Py O o GUDOGPSUBLE  QDV PULL-TYPE SOCKET -08 JICLANYARD FPMSEAL  24MM 54.5MM 8.0MM 1508AR 64
SEMM -
GQDOBBSOSF QDY BAYONET-TYPE SOCKET -08 JIC FPM SEAL 24MM 61.1MM 8.5MM 100BAR 2 () QDV PULL-TYPE CAP FOR PLUG NOMINAL SIZE 08
NOMINAL SIZE 14
GQDIPPIZF  QDV PULLTYPE PLUG 12 JIC FPM SEAL 36V 56.1MM saonm T4.0MM 100BAR 84
G-Link Bayonet-Type G-Link Pull-Type Optionally the cry break coupling can GUDI4PPIZBF  QDV PULL-TYPE PLUG 12 JIC BULKHEAD FPM SEAL 36MM 72.1MM i 14.0MM 100BAR 106
be used as a security shut-offdevice, GDIPPL  ADAPTOR-PLATE FOR PANEL MOUNTING (OPTIONAL)
F— ¢.g.for uel ines. For ths purpose one GQDI4PSTZF QD PULLTYPE SOCKET -12 JIC FPM SEAL 32MM 71NN 54.6MM 14,00 100BAR 120
‘ Coupled Length half of the coupling is equipped with a : .
_ lanyard to separate the halves in case Information

one P Hex AF Hex AF of an accident. The unique locking FKM (Viton) seals, in use in fuel systems for Additionally this applied compound has at The operating temperatures are the following, dependent upon sealing material:
| | mechanism design allows activation many years, don't have the chemical resistance least the same resistance to Chemical
— of separation by pulling the male half. for usage with current fuel mixtures, where and mechanical stress as the standard FKM Material - Operating temperatures Representative fluids
o X 5 N ethanol or methanol are incorporated. compound and is even better qualified for — =
| /A Length || OAtengm | Soitis possmle. toinstall MU lnv?rsely Goodridge found the perfect solution for this lower temperatures than FFKM compounds LEMEB Fluorcarbon, mod. -20°C1o +200°C Fuel, ethanol, vegetable oil
| OALength || /A Length | ‘ ‘ arranged couplings to avoid the risk challenge: a compound also resistant to all e.g. Kalrez. The consequence for motorsport NBR Nitri-Butadien -25°C 10 +120°C Oils, mineral grea ses
! ! f of mistakes currently used fuel blends, e.g. applications is that the complete range EPDM Ethylen-Propylen-Dien -50°C to +150°C Brake fluids

Hex AF

0

—
T 1-

" Nominal

Hex A/F

All body sizes of the G-Link Pull-Type
series Quick Disconnect Couplings
are also available in a non-locking

refill units.

 Adblue

(additive for scr; selective catalytic reduction)
*B5

(Diesel Blend; Containing 5% Biodiesel)
* B10

* Vegetable Oil
« Ethanol

can be covered with only two different
sealing materials.

Seal materials, choice

The standard sealing material is a modified

vegetable oil. Other materials as nitrile rubber
(NBR), Ethylene-Propylene-Dien-rubber (EPDM)
are available on request.

Each coupling half is laser-etched with Part-Nr. and sealing material (see part number guide).

Hydraulic ports

The hydraulic connection is unioned by a male thread with a conical seal of 37° according to MS
33656 (standard) or MS 33657 (bulkhead version).

- fluorinated rubber compound (FPM, FKM, Size Nominal size Threads
version, designed for the use in * B20 (Biodiesel) N . agn
sion, aesig! n + B100 Bodiese) Viton), which s identified with the suffx ‘B". 0 T 7116-20 UNF or 9/16-18 UNF
refill units. Please ask for additional . B85 This new material is only available in G-Link
information on couplings and line b ining 85% Ethano! Quick Disconnect Couplings and allows the 08 mm 9/16-18 UNF or 3/4 -16 UNF
L {gasaline blend; containing 85% Ethanol) use for fuel-alcohol mixtures, pure ethanol and 14 14mm 7/8-14 UNF or 1-1/16-12 UNF

0Of course any other connector style can be produced upon request.
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Wiggins Flexible Fluid Couplings

Design Features:

One-handed

Installation, Standard

Profile, Medium Pressure, Integral
Electrical Bonding, Available in

Aluminium and Stainless Steel.

W994-XX-DE  Clamp only (no sleeve, no ferrule)

W991-XX-DE  Clamp + sleeve (no ferrule)

W903-XX-D  Weld Ferrule

W908-XX-D  Sleeve

OR-XX Green Viton 0-Ring

-XX- insert your required size
from -08 to -64

Clamps and ferrules also available
in stainless steel

The W00 Series Clamshell Coupling is the result of more than fasteners and jumper wire required by most other connectors.
three decades of experience at Adel Wiggins in the design The elimination of safety wire, grounding clamps and jumpers
and production of reliable flexible tube connectors. provides for a low weight connector. Goodridge offer a complete
The W900 Series Clamshell Connectors utilize a locking range of light weight hose fittings designed to connect directly onto
latch design, eliminating the installation of safety wire Wiggins clamshell couplings, allowing you to connect from hard tube
and offering one-handed installation. Integral electrical to flexible hose quickly and reliably.

bonding eliminates the need for external clamps,

WIGGINS FULL CONNECTORS (W991) (LESS FERRULES)

03

TUBE ALUMINUM SEAL SIZE DIMENSIONS
0.0. PER MS . .
SIZE PART NO. WT. LBS. 33366 A MAX B MAX € MAX 200, 21 O Serles Bralded
172 W991-08DE 034 -015 739 | 851 .90 g
5/8 W991-10DE 038 -017 739 | 976 | 96 Hose and Flttlngs
3/4 W991-12DE 043 17 829 | 1156 | 1.04 =
1 W991-16DE 052 214 923 | 1432 | 116
11/4 W991-20DE 058 218 923 | 1682 | 1.27
1172 W991-24DE .062 222 923 | 1.952 | 140
13/4 W991-28DE 070 -224 923 | 2211 | 152
2 W991-32DE 083 -226 989 | 2505 | 166 !
2112 W991-40DE 097 -230 989 | 2996 | 190 |
3 W991-48DE 144 -234 989 | 3554 | 217

WIGGINS WELD FERRULE (W903)

*Material of ferr

ule must be compatible with material of tube.

TUBE ALUMINUM STAINLESS STEEL SEAL SIZE DIMENSIONS

0D. PER MS

SIZE PART NO. WT.LBS. PART NO. WT.LBS. 33366 A MAX B MAX

1/2 W903-08D 010 -015 749 689

5/8 W903-10D 012 -017 749 814

3/4 W903-12D 016 W903-12C 046 17 783 994

1 W903-16D 022 W903-16C .062 214 838 1.270
11/4 W903-20D 027 W903-20C 076 218 838 1.520
11/2 W903-24D 033 W903-24C | 093 222 838 1.790
13/4 W903-28D 038 W903-28C 107 224 838 2.040 STEEET

2 W903-32D 047 -226 854 2313 PERF ORM AN CE
21/2 W903-40D .056 -230 854 2.813

3 W903-48D 069 234 854 3.313 &_ﬂ‘l‘ "lﬂ
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200, 210 Series Braided Hose and Fi_tEgs//

|, P:Zinc Plated Carbon Steel, T: Titanium

GOODRIDGE

FLUID TRANSFER SYSTEMS

Material Key : ’ : , ST T
B: Brass, C: Stainless Steel, CH: Chrome Plated, D: Aluminium, - 3 ) PERFORMANCE
e ) | & RACING

200 Series Hose 210 Series Hose
Application : Application :
Fuel, Oil, Coolants, Methanol, Water Fuel, Oil, Coolants, Methanol, Water
Material / Construction : Material / Construction :
Integral stainless steel reinforced Integral stainless steel reinforced
synthetic rubber with hi-tensile outer synthetic rubber with lightweight
stainless steel braid outer fibre braid
BORE SIZE BRAID 0D IWORKING PRES| BURST PRES WEIGHT TEMPERATURE RANGE MIN BEND RADIUS
Please Note: Please Note:
NO‘ t0 be llsed 'or fuel use inside BORE SIZE BRAID 0D WORKING PRES| BURST PRES WEIGHT TEMPERATURE RANGE MIN BEND RADIUS NDt !0 be used for fue' use inside PARTNO | MM ‘ INCH MM INCH BAR | PSI BAR PSI KG/M | LB/FT | MIN MAX MM INCH
a cockpit. parTho_[wm_ [wen [ww [wa |oan [est [oan [esi |kom [ierr | w MAX MM | INcH a cockpit. 210-04 | 556 0.219 | 1117 044 | 34 500 | 138 2000 0112 0.075 | -40°C (-40°F) 148.9°C (300°F)| 50.8 ~ 2.00
200-04 | 556 0.219|11.13 0.438| 69 1000 | 414 6000 | 0167 0.12 | -46°C(-51°F) 150°C (302°F) | 50.80 2.00 210-06| 871 0343 | 1422 056 | 34 500 | 138 2000 | 0141 0095 | -40°C (-40°F) 148.9°C (300°F)| 635 2.50
Goodridge 200 Series hose s the premier 5 0.250(12.50 0.500 | 69 1000 | 414 6000 | 0.184 0123 | -46°C(-51°F) 150°C (302°F) | 56.25 2.25 210 series s a new based
stainless steel braided hose. 200-05 |Gl . . ASC 51 (B02°F) |56 . on the conventional 200 series stainless 21008 | 1113 0438 | 1702 067 | 34 5600 | 138 2000|079 0120 | -40°C(-04°F) 1489°C(300°F) 889 350
200 Hose is designed for use with a wide . 200-06 | 873 0.344]13.89 0.547| 69 1000 | 414 6000 | 0.201 0135 | -46°C(51°F) 150°C(302°F) | 6350 2.50 steel braided hose, widely used in all 210-10 | 1429 0562 |2083 082 | 34 500 | 138 2000 |0.231 0185 | -40°C (-40°F) 1489°C (300°F)| 1016  4.00
fa':jge of Le-usable a‘ulmimum hose Zﬂds 200-07 | 9.38 0.380(15.63 0.625| 69 1000 | 345 5000 | 0.236 0158 | -46°C(-51°F) 150°C(302°F) | 76.20 275 Iurhn:s of ;]atcfwtn]g.Lhejm tT'\e’hlesh habsa_ 21012 | 1746 00688 | 2438 0.96 | 24 350 | 97 1400 |0.372 0250 | -40°C (40°F) 148.9° (300°F)| 1143 450
and provides essential protection an 200-08 N . N . lightweight fibre braid, with high abrasion
-08 | 11.12 0.438(16.28 0.641| 69 1000 | 345 5000 | 0.271 0182 | -46°C(-51°F) 150°C (302°F) | 88.90 3.50 ) o - B
to high pressure, resistance, and is ideal for breather 210-16 |22.23  0.875 (2921 115 | 24 350 | 97 1400 [0.476 0.320 | -40°C(40°F) 148.9°C (300°F)| 139.7 5.50
vibration, fire risks and chafing. It is 200-10 |14.27 0.562|20.24 0797 | 69 1000 | 345 5000 | 0.348 0234 | 46°C(151°F) 150°C(302°F) | 10160 4.00 hoses, or oil and water circuits. It is the
constructed of a seamless synthetic CPE 200-12 | 17.47 0.688|23.82 0.928| 69 1000 | 259 3750 | 0421 0.283 | -46°C(-51°F) 150°C (302°F) | 114.30 4.50 perfect solution as a lightweight alterna-
inner with an integral stainless steel braid 200-16 |22.22 0.875(20.36 1156 | 52 750 | 172 2500 | 0552 0.377 | -46°C(-51°F) 150°C (302°F) | 139.70 5.50 tive to 200 series, where the robust PART NO HOSE SERIES LENGTH PART NO HOSE SERIES LENGTH PART NO HOSE SERIES LENGTH
and a high tensile stainless steel outer stainless steel braid is not necessary,
aigh fone ‘ 200-20 |28.70 1.125|36.49 1.437 | 35 500 | 138 2000 | 0.732 0492 | -46°C(-51°F) 150°C (302°F) | 203.20 8.00 , - " 2100 210-04 BULK 2112 210-08 BULK 2124 210-12 BULK
braid. 200 Series hose has the highest and weight saving is paramount. - -
corrosion and fire resistance threshold The 210 series hose is a great option 2101 210-04 3 2113 210-08 3 2125 210-12 ]
of any stainless braided hose available. It for show cars and street performance 2102 210-04 6' 2114 210-08 6' 2126 210-12 6
can be used with all synthetic lubricants, when used with the 1136 black and 2103 210-04 10 2115 210-08 10 2127 210-12 10'
fuels, ol lants and alcohols includin electroplate hose ends.
o8 s, coola s and acofiois lncudng P’ 2104 210-04 15' 2116 210-08 15' 2128 210-12 15
methanol and nitromethane.
This hose is perfectly ed for 2105 210-04 20 2117 210-08 20" 2129 210-12 20
efficient and reliable use with 136, 1136, PART NO HOSE SERIES LENGTH PART NO HOSE SERIES LENGTH PART NO HOSE SERIES LENGTH 2106 210-06 BULK 2118 210-10 BULK 2130 210-16 BULK
236‘ 33.B.and|277.6 Ssnes Hose Ends. 2000 200-04 BULK 2015 200-08 10 2030 200-16 BULK 2107 210-06 3 2119 210-10 3 2131 210-16 3
The traditional racing hose. 2001 200-04 3 2016 200-08 15 2031 200-16 3 2108 210-06 & 2120 21010 & P G 5
2002 200-04 6 2017 200-08 20 2032 200-16 6 2100 210-06 10 2121 21010 0 203 21018 10
2003 200-04 10' 2018 200-10 BULK 2033 200-16 10’ 2110 210-06 15 2122 21010 15 2134 21016 15
2004 200-04 15’ 2019 200-10 3 2034 200-16 15" 211 210-06 20’ 2123 210-10 20' 2135 210-16 20’
2005 200-04 20 2020 200-10 6 2035 200-16 20
2006 200-06 BULK 2021 200-10 10 2036 200-20 BULK
2007 200-06 3 2022 200-10 15 2037 200-20 3
2008 200-06 6 2023 200-10 20 2038 200-20 6
2009 200-06 10 2024 200-12 BULK 2039 200-20 10
2010 200-06 15 2025 200-12 3 2040 200-20 15’
2011 200-06 20 2026 200-12 6' 2041 200-20 20
2012 200-08 BULK 2027 200-12 10 2042 200-24 BULK
2013 200-08 3 2028 200-12 15 2043 200-28 BULK
2014 200-08 6 2029 200-12 20 2044 200-32 BULK
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1136 Swivel Single Nipple Max-flow Alloy Hose
Fittings for: 200, 210 Series Hose (BK)

1136 Swivel Single Nipple Max-flow Alloy Hose
Fittings for: 200, 210 Series Hose (E)

Fiting Tyoe - This series combines the popular single Fiting Tyoe -

Single nipple Re-usable nipple design with a full 360° adjustable Single nipple Re-usable

Applcaton : capability all at an affordable price. iy

Fuel, il Coolants, Methanol,Water | | 1i"0° 21 be produced i black, Fol i Colnts,Methanol, Wter
T ! ! electroplate finish or red and blue. T ! !

To Suit Hose : To Suit Hose :

200,210 200,210

Material : D Material : D

Colour : D = Red and Blue,
BK = Black, E = Electroplate

Colour : D = Red and Blue,
BK = Black, DE = Electroplate

1136BK 1136E
1136-01 STRAIGHT FEMALE 1136-120 120° FEMALE SWEPT TUBE 1136-01 STRAIGHT FEMALE 1136-120 120° FEMALE SWEPT TUBE
PART NO. HOSE NUT PART NO. HOSE NUT PART NO. HOSE NUT PART NO. HOSE NUT
1136-0104BK | 200/210-04 | -4 1136-12004BK | 200/210-04 | -4 1136-0104E 200/210-04 | -4 1136-12004E | 200/210-04 | -4
1136-0106BK | 200/210-06 | -6 1136-120068K | 200/210-06 | -6 m 1136-0106E 200/210-06 | -6 1136-12006E | 200/210-06 | -6
- 1136-0108BK | 200/210-08 | -8 1136-120088K | 200/210-08 | -8 1136-0108E 200/210-08 | -8 1136-12008E | 200/210-08 | -8
1136-0110BK | 200/210-10 10 1136-12010BK | 200/210-10 10 1136-0110E 200/210-10 10 1136-12010E | 200/210-10 10
1136-0112BK | 200/210-12 42 1136-12012BK | 200/210-12 12 1136-0112E 200/210-12 12 i 1136-12012E | 200/210-12 12
1136-0116BK | 200/210-16 16 1136-12016BK | 200/210-16 16 1136-0116E 200/210-16 16 1136-12016E | 200/210-16 16
1136-0120E 20021020 | 20
1136-45 45° FEMALE SWEPT TUBE 1136-150 150° FEMALE SWEPT TUBE SWIVEL
PART NO. HoSE NuT PART HO. Hose HuT 1136-45 45° FEMALE SWEPT TUBE 1136-150 150° FEMALE SWEPT TUBE SWIVEL
1136-4504BK | 200/210-04 | -4 1136-15004BK | 200/210-04 | -4 PART NO. HOSE T PARTNO. HOSE NOT
1136-4506BK | 200/210-06 | -6 1136-150068K | 200/210-06 | -6 1136-4504E 20021004 | 4 13615004 | 20021004 | 4
1136-45088K | 200/210-08 | -8 1136-150088K | 200/210-08 | -8 1136-4506E 200121006 | -6 1136-15006E | 200/210-06 | -6
1136-4510BK | 200/210-10 10 1136-15010BK | 200/210-10 10 1136-4508E 200/210-08 | -8 1136-15008E | 200/210-08 | -8
1136-4512BK | 200/210-12 12 1136-15012BK | 200/210-12 12 1136-4510E 200/210-10 10 1136-15010E | 200/210-10 10
1136-4516BK | 200/210-16 | -16 1136-15016BK | 200/210-16 | 16 1136-4512E 20021012 | 12 1136-15012E | 200/210-12 | -12
1136-4516E 200/210-16 -16 1136-15016E | 200/210-16 16
1136-90 90° FEMALE SWEPT TUBE 1136-180 180° FEMALE SWEPT TUBE SWIVEL 1136-4520E 200/210-20 20
PART NO. HOSE NuT PART NO. HOSE NUT
LG 002R Ry 200/210-04 (G IUISGEIDNER R | 200721004 L 1136-00 90° FEMALE SWEPT TUBE 1136-180 180° FEMALE SWEPT TUBE SWIVEL
1136-9006BK | 200/210-06 | -6 1136-18006BK | 200/210-06 | -6 AT, 05 o AT, o o
1136-9008BK | 200/210-08 | -8 1136-18008BK | 200/210-08 | -8 1136-9004E 200z000 I 13098000E | 20021004 |4
1136-9010BK | 200/210-10 10 1136-18010BK | 200/210-10 10 1136-9006E 200/210:06. | -6 1136-18006E | 200/210-06 | -6
1136-9012BK | 200/210-12 12 1136-18012BK | 200/210-12 12 1136-9008E 200/210-08 | -8 1136-18008E | 20021008 | -8
1136-9016BK | 200/210-16 16 1136-18016BK | 200/210-16 16 1136-9010E 200210510 £ 1136180108 | 200/210-10 o
1136-9012E 200/210-12 12 1136-18012E | 200/210-12 12
1136-9016E 200/210-16 -16 1136-18016E | 200/210-16 16
1136-9020E 20021020 | 20
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1136 Swivel Single Nipple Max-flow Alloy Hose
Fittings for: 200, 210 Series Hose

236 Swivel Cutter Alloy Fittings
for : 200, 210 Series Hose

Fiting Type Fitting Type : The most comprehensive range of 236-60 60° FEMALE SWEPT TUBE
Single nipple Re-usable Cutter-style Re-usable lightweight, re-usable alloy hose ends PARTNO. HOSE o
Application : Applcation: precisely engineered to fit our 200, 210 236-6006 200210-06 | -6
Fuel, Oil, Coolants, Methanol, Water Fuel, 0il, Coolants, Methanol, Water Series Hose. Our Agrospace standard 236-6008 200/210-08 | -8
oSk ToSut s cosr ns s s o ool Bl
200, 210 200,210 connection every time. All 236, 336 :::3:: ;ggg:gﬁ 12
Materal : D Material : D and 1136 Series Hose Ends allow for - -
Colour: D = Red and Blue, Colour : D = Red and Blue, all time alignment with their 360-
BK = Black, E = Electroplate BK = Black, E = Electroplate degree swivel ends, The 336 Series 236-90 90° FEMALE SWEPT TUBE
has forged style bodies, offering that PARTNO. Hose T
added measure of strength. They are 236:000 E00/210500 R0
available in bright anodised red and blue. 236-9008 200/210-08 -8
1136 236-9010 200/2100 | -10
236-9012 200/210-12 12
236-01 STRAIGHT FEMALE 236-9016 200/210-16 -16
PART NO. HOSE NUT
1136-01 STRAIGHT FEMALE SWIVEL 1136-45 45° FEMALE SWEPT TUBE SWIVEL 236-01068K 200/210-06 i 236-120 120° FEMALE SWEPT TUBE
PART NO. HOSE NUT PART NO. HOSE NUT ‘ 236-0108BK 200/210-08 -8 PART NO. HOSE NUT
1136-0104 200/210-04 | -4 1136-4504 200/210-04 | -4 236-0110BK 200/210-10 -10 236-12006 200/210-06 | -6
" 1136-0106 200/210-06 | -6 1136-4506 200/210-06 | -6 236-0112BK 200/210-12 -12 236-12008 200/210-08 | -8
1136-0108 200/210-08 | -8 1136-4508 200/210-08 | -8 236-0116BK 200/210-16 -16 236-12010 200/210-10 -10
11360110 200/210-10 10 1136-4510 200/210-10 10 236-12012 200/210-12 12
11360112 200/210-12 12 1136-4512 200/210-12 12 236-12016 200/210-16 46
11360116 200/210-16 16 1136-4516 200/210-16 16 236-31 30° FEMALE SWEPT TUBE
PART NO. HOSE wr 236-150 150° FEMALE SWEPT TUBE
1136-30 30° FEMALE SWEPT TUBE SWIVEL 1136-60 60° FEMALE SWEPT TUBE SWIVEL 236-3006 200/210-06 -6 PARTIO. ey T
PART NO. HOSE NUT PART NO. HOSE NUT 236-3008 200/210-08 -8 236-15006 200/210-06 5
“ 1136-3006 200/210-06 | -6 “ 1136-6006 200/210-06 | -6 236-3010 200/210-10 | -10 7 236-15008 200210-08 | -8
1136-3008 200/210-08 -8 1136-6008 200/210-08 -8 236-3012 200/210-12 12 236-15010 200/210-10 10
1136-3010 200/210-10 -10 1136-6010 200/210-10 -10 236-3016 200/210-16 16 236-15012 200/210-12 12
1136-3012 200/210-12 12 1136-6012 200/210-12 12 ESRTg T 6
1136-3016 200/21016 16 1136-6016 200/210-16 16
1136-120 120° FEMALE SWEPT TUBE SWIVEL 1136-90 90° FEMALE SWEPT TUBE SWIVEL 286-45 30° FENALE SWEPT TUBE 236-180 150° FEMALE SWEPT TUBE
PART NO. HOSE NUT PART NO. HOSE NUT
PART NO. HOSE NUT PART NO. HOSE NUT
T13%6-12006 | 200221006 | 6 1360008 | 20021004 | 4 261508 200721006 -6 36,1500 o072 020 g JR
1136-12008 200/210-08 | -8 1136-9006 200/210-06 | -6 EHRED 20021008 | -8 ZE15000 200/210:00 0
1312010 | 20021010 | 0 1369008 | 20021008 | 8 26,1510 200/210:10 10 226315010 g 200721010y G0
113612012 200/210-12 12 1136-9010 200/210-10 10 236-4512 200/210-12 12 236-18012 200/210-12 12
1136-12016 200/210-16 -16 1136-9012 200/210-12 12 236-4516 200/210-16 -16 236-18016 200/210-16 16
1136-9016 200/210-16 16
1136-150 150° FEMALE SWEPT TUBE SWIVEL
PART NO. HOSE NuT 1136-180 180° FEMALE SWEPT TUBE SWIVEL
1136-15006 20021006 | 6 PART O, HOSE T
1136-15008 20021008 | -8 1136-18006 20021006 | -6
1136-15010 200/210-10 -10 1136-18008 200/210-08 -8
1136-15012 200/210-12 12 1136-18010 200/210-10 40
1136-15016 200/210-16 16 1136-18012 200/210-12 12
1136-18016 200/210-16 16




Section: 03
200, 210 Series Bra

Material Key
B: Brass, C: Stainless Steel, CH: Chrome Plated, D: Aluminium,
EN: Electroles: |, P:Zinc Plated Carbon Steel, T: Titanium

GOODRIDGE

FLUID TRANSFER SYSTEMS

STREFET
PERFORMANCE
&RACING

236BK Swivel Cutter Alloy Fittings 200 Series and 811 series Fuel Line Kits

for : 200, 210 Series Hose

Goodridge Fuel Line kits series PTFE inner core with stainless steel § oo oo e ot semes sesempTon
. These products are fully assembled outer braid reinforcement. The utilization RED &BLUE | BLACK BLACK & SILVER
Fitting Type : The most comprehensive range of 236-90BK 90° FEMALE SWEPT TUBE and ready for installation. The kits are of PTFE hose does not allow the hose to am || 06 FUEL KIT 9.25" CENTERS 7/8X20 THREAD- SIN-
Cutter-style Re-usable lightweight, re-usable alloy hose ends PARTNO, HOSE T designed for maximum flow and ease of  degrade or allow vapor permeation. This GLE INLET - FOR HOLLEY 800 & 850 CFM
Applcation : precisely engineered to it our 200, 210 236-90068K | 200/210-06 | -6 installation. The 200 series Fuel Ling Kits s especially useful when using alternative oo | aootek 06 FUEL KIT 8.625" CENTERS 7/8X20 THREAD- SIN-
Fuel, Oil, Coolants, Methanol, Water Series Hose. Our Aerospace standard 236-9008BK | 200/210-08 | -8 are available in traditional red & blue and  fuels that tend to permeate though rubber GLE INLET - FOR HOLLEY 600 & 650 CFM
To Suit Hose : Trlp!e Seal/Double O-ring, cutter 236-9010BK 200/210-10 -10 black anodized aluminum fittings with based products. When nothing but the 4002 4002BK -06 FL{EL KIT 9.25" CENTERS 7/8X20 THREAD- DUAL
design ensures a secure, leak free e Nt f i i oht INLET - FOR HOLLEY 800 & 850 CFM
200,210 . 236-9012BK 200/210-12 12 200 series Nitrile rubber inner core and best will do, lightweight, improve flow
bt connection every time. All 236, 336 Stainless Steel integral and outer braid characteristics, and no permeation. 06 FUEL KIT 8.625" CENTERS 7/8X20 THREAD-
Material : D and 1136 Series Hose Ends allow for 236:01 6B K 12002105 O R0 ) g e 4003 | 40038K DUAL INLET - FOR HOLLEY 600 & 650 CFM
N e Py R reinforcement.
Colour : D = Red and Blue, all time alignment with their 360- 236-1208K 120° FEMALE SWEPT TUBE The premium 811 series Fuel Line Kils  For questons and/or ordering information 06 FUEL KIT 9.50"" CENTERS 7/5X20 THREAD-
BK = Black, E = Electroplate degree swivel ends. The 336 Series i " i 4004 | 4004BK 4040 | SINGLEINLET
s forged sy bo&ies ffering hal PART NO. HOSE NUT use the patent pending “ferrule free please contact our Customer Service - FOR HOLLEY 4150/4150HP CARBURETORS”
added measure of strer; th. They are 236-12006BK | 200/210-06 -6 brlght\y‘ anoq\zed alumm.um htt!ngs that Team on 310-533-1924 06 FUEL KIT 12.00" CENTERS 7/8X20 THREAD-
i .g - they 236-12008BK | 200/210-08 -8 are available in black & silver with 811 4005 4005BK 4041 SINGLE INLET - FOR HOLLEY 4500 DOMINATORS®
available in bright anodised red and blue. 236-12010BK | 200/210-10 -10 CARBURETORS
236-12012BK | 20021012 | 12 06 FUEL KIT 9.50° CENTERS 7/8X20 THREAD- DUAL
- RULC G 4092 | IVLET - FOR HOLLEY 4150/4150HP CARBURETORS
236-01BK STRAIGHT FEMALE 236-120168K | 20021016 | 16 910 Series Hose
-06 FUEL KIT 12.00" CENTERS 7/8X20 THREAD-
PART 0. HOSE T 236-1508K 190° FEMALE SWEPT TUBE 4007 | 4007BK 4043 | DUAL INLET - FOR HOLLEY 4500 DOMINATORS®
236-0106BK | 200/210-06 | -6 P o i CARBURETORS
236-01088K | 200/210-08 | -8 - -08 FUEL KIT 9.25" CENTERS 7/8X20 THREAD- SIN-
“ 236-150068K | 200/210-06 | -6 WO || Al GLE INLET - FOR HOLLEY 800 & 850 CFM
236-01108K | 200/210-10 | -10 e |ammns  |©
236-0112BK | 20021012 | -12 -08 FUEL KIT 8.625" CENTERS 7/8X20 THREAD-
236-15010BK | 20021010 | 10 401 | 4011BK SINGLE INLET
EZELL || AWEHE |45 2%6-150128K | 20021042 | 12 - FOR HOLLEY 600 & 650 CF”
236-150168K | 20021016 | -16 me | s -08 FUEL KIT 9.25" CENTERS 7/8X20 THREAD- DUAL
INLET - FOR HOLLEY 800 & 850 CFM
-08 FUEL KIT 8.625" CENTERS 7/8X20 THREAD-
Py T 4013 | 4013BK DUAL INLET - FOR HOLLEY 600 & 650 CFM
- o T - o T )
36-451 30° FEMALE SWEPT TUBE 36-180 150° FEMALE SWEPT TUBE 811 Series Hose -08 FUEL KIT 9.50° CENTERS 7/8X20 THREAD- SIN-
PART HO. HOSE Ll PART HO. HOsE HuT 4014 4014BK 4050 GLE INLET - FOR HOLLEY 4150/4150HP
236-45068K | 200/210-06 | -6 236-18006BK | 200/210-06 | -6 \CARBURETORS
236-4508BK | 200/210-08 | -8 236-18008BK | 200/210-08 | -8 -08 FUEL KIT 12.00” CENTERS 7/8X20 THREAD-
236-4510BK | 200/210-10 | -10 236-18010BK | 200/210-10 | -10 4015 | 4015BK 4051 5%5 ;%57,; -SFUH HOLLEY 4500 DOMINATORS®
236-4512BK | 20021012 | 12 236-18012BK | 20021012 | 12
-08 FUEL KIT 9.50" CENTERS 7/8X20 THREAD- DUAL
236-4516BK | 20021016 | 16 236-18016BK | 20021016 | 16 4016 | 4016BK MR | e e
-08 FUEL KIT 12.00" CENTERS 7/8X20 THREAD-
4017 | 4017BK 4053 | DUALINLET - FOR HOLLEY 4500 DOMINATORS®
CARBURETORS
200 Series Hose




Material Key
B: C:S

nle: eel, CH: Chrome Plated, D: Aluminium,
EN:Electroless Nickel, P:Zinc Plated Carbon Steel, T: Titanium

ODRIDGE

FLUID TRANSFER SYSTEMS

Hose Finisher for No-Thread Applications
of: 200, 202, 210 & 536 Hoses

Application :

When your hoses are not exposed to

936 RED HOSE FINISHER
Fuel, 0il, Coolants, Water pressures or working envi that PART NO. 200/210HOSE | 202 HOSE
Material / Construction : demand our race ready 113§,.236 or 336 936-040R 135 2
Anodised aluminium with stainless Ser\es Hose Ends our hose ﬂnlshersj are 936-060R 687 586
steel gear drive clamp J:S‘ Wp_at_ y'?“ "ief T'ngﬂ;”j's?'ess‘ ‘ 936-080R | 8
ot uniiom G D s Clap, g e okl CoTI D
g([);\:ui:&BU = Blue,_ racing fittings at an affordable price. AL 12
= Chrome, DR = Red 936-16DR -16
936 BLUE HOSE FINISHER 936 SILVER HOSE FINISHER
PART NO. 200/210HOSE_| 202 HOSE PART NO. 200/210HOSE_| 202 HOSE
936-04DBU -4&-5 -4 936-04DCH -48&-5 -4
936-06DBU | -6 &7 58&-6 936-06DCH | -6&-7 5&-6
936-08DBU -8 936-08DCH -8
936-10DBU -10 936-10DCH -10
936-12DBU -12 936-12DCH 12
936-16DBU -16 936-16DCH -16

Assembly Instructions for 1136,236 & 336 Series

Fittings & 200, 210 Series Hose

b
S~

STEP 1

using a fine tooth saw blade or cut off
wheel, leaving tape on both ends so that
it retains the braid. Clean any debris from
both the cut ends and inside the hose.

On a clean flat surface disassemble the
fitting. This consists of two parts.

by turning clockwise and pushing until
the hose finishes just behind the socket
threads.

STEP 2 STEP 3 STEP 4
Bind masking tape tightly around the hose | SOCKET (RED) Hold the socket in a smooth jaw vice and Holding the main fitting body in the vice,
at the required length and cut through MAIN FITTING BODY (BLUE) feed one end of the hose into the socket

lubricate the thread and push the hose
and socket over the nipple end and start
fo thread the socket onto the fitting by
hand.

STEP 5

STEP 6

Finish tightening the socket onto the
fitting using a good quality wrench until
the socket is one full turn from the back
of the of the fitting hex.

PRESSURE TEST.

STREET
PERFORMANCE
&RACING

04

536 Push Fit Hose and Fittings
185 Power Steering Hose and Fittings
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Section: 04
536 Push Fit Hose and-Fittings / 185 Powsieering

— -

el, CH: Chrome Plated, D: Aluminium,
Nickel, P:Zinc Plated Carbon Steel, T: Titanium

GOODRIDGE

FLUID TRANSFER SYSTEMS

STREFET
PERFORMANCE
&RACING

Push Fit Aluminum Hose Fittings

536 Hose
for: 536 Hose
Application : Goodridge Push Fit 536 Series Hose is an Fitting Type : A complete range of 536 Series Push 536-01 STRAIGHT FEMALE CONCAVE SEAT
*Fuel, Oil, Coolants, Air, Water exclusive product manufactured with a Push Fit Fit HUfSG f”dz ’:3\/9 29? dez‘gges and PART O, HOSE T
i il i T manufactured to match our eries
Material/ Construction - special reinforced internal teme. braiding Application i : e R ]
and blue elastomer cover. This high 1 0 Hose. All 536 Series Push Fit Hose Ends
Textile reinforced rubber with Fuel, Oil, Water, Air, Coolants N 536-0106 536-06 -6
¥ quality hose is designed for use in lower To Suit Hose : are manufactured to the same high 536-0108 T r
elastomer cover pressure applications with our new range BORE SIZE BRAIDO/D | WORKPRES [BURSTPRES| ~ WEIGHT  MIN BEND RADIUS 536 : standards as our Red and Blue alloy hose 536-0110 0 @
Temperature Range 0f 536 Sgries Push Fit Hose EnQS When paRTNO| wm | | wm [ w | psi [sar| psi [BaR[kom]erer | wm [ w Materia : D ends. The Goodridge developed .Sure T 3612 1
-40°C (-40°F) to 100°C (212°F) the superior performance of stainless 536-04| 6.35 0250|1270 0.500[246.56 17 [1000 69 |0.10 0.070| 7620 3.00 Colour - BU = Blue, BK = Black Lock barbed end securely locks Info the
braided Ni hose is not required, Push Fit ’ hose, giving a cost effective, safe and
536-06| 952 0.375| 15.87 0.620 (246,56 17 [1000 69 | 0.16 0.107 | 76.20 3.00 . 536-45 45 SWEPT TUBE FEMALE CONGAVE SEAT
*Note: is an excellent choice offering high qual- reliable connection. Once pushed on you
NOT suitable for llfueltypes. iy, relabilty, durabity and 536-08| 1270 0.500( 19.05 0.750 (246,56 17 [1000 69 [0.22 0.148 | 127.00 5.00 will have to cut it off. Great for all low PART NO. HOSE T
Please contact Goodridge (not recommended for suction systems) 536-10|15.87 0.625| 23.00 0.900[246.56 17 {1000 69 [0.30 0.202| 152.40 6.00 pressure applications and breathers. 536-4504 536-04 )
536-4506 536-06 -6
-12|19.05 0.750| 26,19 1.030 [246.56 17 [100! .36 0.242| 177.80 7.
536-12 0 69 |0.36 0.242177.80 7.00 e S "
536-4510 536-10 10
PART NO HOSE SERIES LENGTH PART NO HOSE SERIES LENGTH PART NO HOSE SERIES LENGTH 536-4512 536-12 -12
2050 536-04 (BU) BULK 2062 536-06 (BU) 18’ 2074 536-10 (BU) 6
2051 536-04 (BK) BULK 2063 536-06 (BU) 20 2075 53610 (BU) 0 536-90 90° SWEPT TUBE FEMALE CONCAVE SEAT 536-120 120° SWEPT TUBE FEMALE CONCAVE SEAT
TG " - PART NO. HOSE NUT PART NO. HOSE NUT
2052 536-04 (BU) 3 2064 536-08 (BU) BULK 2076 536-10 (BU) 15 S T w7 ST o 7
2053 536-04 (BU) 6 2065 536-08 (BK) BULK 2077 536-10 (BU) 20' 536-0006 536-06 6 536-12006 536-06 6
2054 536-04 (BU) 10 2066 536-08 (BU) 3 2078 536-12 (BU) BULK 536-9008 536-08 -8 536-12008 536-08 8
2085 536-04 (BU) 15 2067 536-08 (BU) ) 2079 536-12 (BK) BULK 2380010 S Al S3612010 £8tall A
536-9012 536-12 12 536-12012 536-12 12
2056 536-04 (BU) 20' 2068 536-08 (BU) 10 2080 536-12 (BU) 3
251 HHB(EW e 2069 S(EY B 281 R0 £l 536-150 150° SWEPT TUBE FEMALE CONCAVE SEAT 536-180 180° SWEPT TUBE FEMALE CONCAVE SEAT
2058 536-06 (BK) BULK 2070 536-08 (BU) 20' 2082 536-12 (BU) 10 PART NO. HOSE T PART NO. HOSE NUT
2059 536-06 (BU) 3 2071 536-10 (BU) BULK 2083 536-12 (BU) 15 536-15004 536-04 -4 536-18004 536-04 -4
-1 536-06 -6 5 536-06 -6
2060 536-06 (BU) 6 2072 536-10 (BK) BULK 2084 536-12 (BU) 20 536-15006 536-18006
536-15008 536-08 -8 536-18008 536-08 -8
2061 536-06 (BU) 10 2073 536-10 (BU) 3 536-15010 536-10 -10 536-18010 536-10 -10
536-15012 536-12 12 536-18012 536-12 12
536B Hose
536-01E STRAIGHT FEMALE CONCAVE SEAT 536-45E 45° SWEPT TUBE FEMALE CONCAVE SEAT
Application : Goodridge Push Fit 536 Series Hose is an PART NO. [ HosE [ PART NO. [ HosE [
536-0106E | 536-06 |6 536-4506E | 536-06 |6

*Fuel, Oil, Coolants, Air, Water

Material / Construction :
Textile reinforced rubber with

exclusive product manufactured with a
special reinforced internal textile braiding
and black elastomer cover. This high
quality hose is designed for use in lower

==

J

elastomer cover pressure applications with our new range ‘ BORE SIZE BRAIDO/D | WORKPRES [BURSTPRES| ~ WEIGHT  MIN BEND RADIUS
Temperature Range : of 536 Series Push Fit Hose Ends. When PARTMD‘ MM ‘ IN MM IN psi ‘BAR psi ‘EAR KG/M‘LB/FT MM IN
-40°C (-40°F) to 100°C (212°F) the superior performance of stainless 536-048‘ 6.35 0.250| 1270 0.500|246.56 17 [1000 69 | 0.10 0.070| 76.20 3.00 536-90F 90° SWEPT TUBE FEMALE CONCAVE SEAT
. braided Ni hose is notrequired, Push Fit 536068/ 950 0375 15.87 0620 [o46.56 17 |1000 69 [016 0107] 7620 3.0 PART N0, [ vose [
N’:]("I'les:uitable for all ful types. :fya?e:;(ﬁﬁ:sn;ucgﬁ:y(’::dmg high ql.JiI' 536-08B[ 1270 0500] 19.05 075024656 17 [1000 69 [0.22 0148 12700 5.0 sseonoge | 535-06 [s
Please contact Goodridge (not recommended for suction systems) 536-108‘15‘87 0.625| 23.00 0.900(246.56 17 {1000 69 [0.30 0.202 152.40 6.00

536-128[19‘05 0.750( 2619 1.030{246.56 17 |1000 69 |0.36 0.242| 177.80 7.00 .



Section: 04

GOODRIDGE

FLUID TRANSFER SYSTEMS

Push Fit Hose Aluminum Fittings DBK (Black)

for: 536 Hose

STREET
PERFORMANCE
&RACING

185 Power Steering Hose

536-01DBK STRAIGHT FEMALE CONCAVE SEAT 536-45DBK 45° SWEPT TUBE FEMALE CONCAVE SEAT
PART NO. HOSE NUT PART NO. HOSE NUT
536-0104DBK | 536-04 -4 536-4504DBK | 536-04 -4
536-0106DBK | 536-06 -6 536-45060BK | 536-06 6
536-0108DBK | 536-08 -8 536-4508DBK | 536-08 -8
536-0110DBK | 536-10 10 536-45100BK | 536-10 -10
536-0112DBK | 536-12 12 536-45120BK | 536-12 12

536-90DBK 90° SWEPT TUBE FEMALE CONCAVE SEAT 536-120DBK 120° SWEPT TUBE FEMALE CONCAVE SEAT
PART NO. HOSE NUT PART NO. HOSE NuT
536-9004DBK | 536-04 -4 536-12004DBK | 536-04 -4
536-9006DBK | 536-06 6 536-12006DBK | 536-06 -6
536-9008DBK | 536-08 -8 536-12008DBK | 536-08 8
536-90100BK | 536-10 -10 536-120100BK | 536-10 -10
536-90120BK | 536-12 12 536-12012DBK | 536-12 12

536-150DBK 150° SWEPT TUBE FEMALE CONCAVE SEAT 536-180DBK 180° SWEPT TUBE FEMALE CONCAVE SEAT
PART NO. HOSE NUT PART NO. HOSE NUT
536-15004DBK | 536-04 -4 536-18004DBK | 536-04 -4
536-15006DBK | 536-06 6 536-180060BK | 536-06 -6
536-150080BK | 536-08 -8 536-18008DBK | 536-08 -8
536-150100BK | 536-10 -10 536-18010DBK | 536-10 10
536-150120BK | 536-12 12 536-18012DBK | 536-12 12

Assembly Instructions for TF-TU25 & 536 Hose & Push Fit Fittings

STEP 1

STEP 2

STEP 3

STEP 4

Cut hose at the required length using
afine tooth saw blade or cut off wheel.
Clean any loose debris from both the cut
ends and inside the hose.

Hold the fitting in a bench vice, lubri-
cate the fitting tail and inside the hose.
(to make for easier fitting gently heat
the hose with a hot air gun).

Push the hose over the fitting tail until it
is tight behind the red hose finisher.

Please Note:

Straight female fittings require the use
of a male adaptor during hose assem-
bly to stop the fitting tail turning.

Application :

Power Steering

Material / Construction :

Synthetic rubber outer with an oil

resisting seamless rubber compound
inner reinforced with a one wire braid.

Used primarily in racing and marine
power steering applications our 185
Series Hose is an excellent choice for
a cost effective system. Designed to be
used with re-usable steel fittings, this
hose is constructed with a synthetic
rubber outer with an ol resisting seam-

) ) BORESIZE | BRAIDO/D | WORKPRES | BURSTPRES | WEIGHT |MIN BEND RADIUS
less rubber compound inner reinforced
Temperature Range : with a one wire brai. It is compatible PARTNO| MM \ N | MM | N | st [BaR| psi \snn xn/m\ WB/FT| MM | N
-40°C (-40°F) to 93°C (199°F) with oils and hydraulic fluids. 185-06(10.00 3/8 | 19.8 0.78 [ 2610 180| 10440 720/0.342 0.253| 130 5.1
185-10{16.00 5/8 | 262 1.03 | 1885 130| 7540 520(0.580 0.39 | 200  7.87
Hose Fittings for: 185 Power Steering Hose
Fitting Type : These fittings in JIC/UNF Female are 185-01 STRAIGHT FEMALE
Push Fit engineered to operate with our 185 PART NG, oS T
Application Series Hose for power steering 185-0106 18506 5
Power Steering applications. Manufacturedluf carbon m 185-0108 D 3
steel, these re-usable type fittings are
To Suit Hose : ) : 185-0110 185-10 10
the perfect choice for a cost effective
i alterative to our GOOHP Series.
Material : P
185-45 45° TUBE FEMALE 185-90 90° TUBE FEMALE
PART NO. HOSE NUT PART NO. HOSE NUT
185-4506 185-06 -6 185-9006 185-06 -6
185-4508 185-08 -8 185-9008 185-08 -8
185-4510 185-10 10 185-9010 185-10 -10
185 POWER STEERNG ADAPTOR
PART NO. | THREAD A NUTB [ DESCRIPTION
185001 |1/2X20INV | -06 [ PSADAPTER
(7] ‘ 0 185002 | 5/8X 18INV | -0 | GSABPSBOX
185003 | 11/16 X 18 INV | -06 | GM/SAGPSBOX
185004 |M14X150 |-06 | O-ANGSTYLE
() @ ) 185005 |M16X1.50 | -06 | GSAGPSBOX-0-ANG
185006 | M18X1.50 | -06 | GMSAGPSBOX-0-ANG
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600, 700 Series Smoothbore

G-STOP

G STOP kits are Constructed
from the finest quality hose,

consisting of a PTFE inner and %%%%%T =
stainless steel overbraid. g Bl!l-'!!!fmml

o ELIMINATES SPONGINESS UNDER HEAVY BRAKING e INCREASES BRAKING EFFICIENCY e ABRASION AND CORROSION RESISTANT




Section: 05
600, 700 Series Smoothbore

Material Key
C: Stainl

teel, CH: Chrome Plated, D: Aluminium,

roless Nickel, P: Zinc Plated Carbon Steel, T: Titanium

GOODRIDGE

FLUID TRANSFER SYSTEMS

600 Series Hose -02 To -

for: Brake and Clutch

04

STREET
PERFORMANCE
&RACING

High speed, constant rapid gear changes

for all pressure gauge lines and fire

JIC/UNF Re-usable Hose Fittings

for: 600 Hose

cati Fitting Type : il 90° DOUBLE SWIVEL CONCAVE SEAT
Application § and heavy braking put great strains on extinguisher systems. Use dash size 3 for R bl Meterial - P, CH, C,T, D 6690 WLES
Brake, clutch, hydraulics " . ) N e-usable PART NO. MATERIAL HOSE/NUT
4 ’ competition hydraulic systems, where most braking systems and dash size 3 or Application : i 5 o
Material / Construction : failure can be disastrous. 600 series 4 for clutch systems. Dash 2 hose is the Brake / Clutch P =Zinc Plated Carbon Steel - SRS . '2/'3
Outer cover Corrosion and fire hose strongly resists expansion under smallest brake hose available. Its micro- — CH = Chrome Plated e o
resistant Stainless steel braid, PTFE high pressure and temperature, provides | bore construction can give increased line GOOOm 1086 C = Stainless Steel 6690'03* S 23
'““:rlmb?l %0l]1dpatlble with all brake consistent brake and clutch pedal pressure and more responsive and €D B= Tx:g(';,‘r:dm o 6690-04 CD 44
and clutch fluids. pressure giving firmer and more efficient sensitive brake feel. Excellent for all - I3 uminiu 6690-31 c ~03/M10X1.00
630‘0_3 HUSQS'::?“ ava"a_me with ; operation without that spongy feeling. 4 and 2 wheel braking applications
abrasion resistant covers in a range of - oering protection against abrasionand  : whether for the circuit
i identifica- ) 6046 45° SWEPT TUBE FEMALE CONCAVE SEAT
dllfferent colours f‘_)r s |dent|f|qa fire, these hoses are also recommended or road
tion, ease of cleaning and cosmetic PART NO. MATERIAL HOSE/NUT
SR PTFE BRAID COVER COVER | WORKING |  BURST LI C.CH, D,P s
N
partho | PORESZE | oD WAL o PRES PRES WEIGHT TEMPERATURE BEND RAD 6046-04* P.C.D -4-4
600-03 Colours : [k [ m [ inch | wm [ic | [ ok | ] wch [a] psi | Bar | psi |kem [iBer| i MAX | | cH
:g 355 (():g g!B- CL6 6N | gog-02 |20 007910 0.030] 50 0197] - - | - - |40 6526(1350 19580[0.045 0.03 707 (04°F) 260%C (500°F) | 13 0511
Bk 50 Bl 58 aton 6 Cloar )0 600-03 |35 0138[10 0.039(6450.254| - - | - - |290 4206|870 126180.060 0.04 |-70°C (-94°F) 260°C (500°F)| 38 1.496
lacH ue on lear lear
with print (GLG) Green (GN) Red (RD) Yellow (YE) 600-03BK |3.5 0.138 1.0 0.039(6.45 0.254| 0.5 0.019 | 7.5 0.295(290 4206 | 870 12618]0.088 0.06 | -20°C (-4°F) 85°C (185°F) | 38 1.496 6001 STRAIGHT FEMALE CONCAVE SEAT 6091 90° SWEPT TUBE FEMALE CONCAVE SEAT
Orange (OR) Electric Blue (EB) 600-038B |35 0.138[ 10 0.039]6.45 0.254/05 0.019] 75 0.295|290 4206|870 12618[0.088 0.06 | -20°C (4F) 85°C (185°F) | 38 1496 PARTNO. MATERIAL HOSEMUT PART NO. MATERIAL HOSE/UT
- 6001-02 [ 212 T 6091-03* C,CH,D,P 33
600-03CB |35 0.138[ 1.0 0.039]6.45 0.254| 0.5 0.019| 75 0.295|290 4206|870 12618]0.088 0.06 | -20°C (4°F) 85°C (185°F) | 38 1.496 w 6001-02-03 T 23 = 6091-04* C.CH.D,P 4/
600-03CL |35 0.138[ 1.0 0.039645 0.254| 0.5 0.019|75 0.295|290 4206|870 126180.088 0.06 | -20°C (-4°F) 85°C (185°F) | 38 1496 6001-03* C,CH,D,P 33
600-03CLG {35 0.138] 1.0 0.039(6.45 0.254| 05 0.019| 75 0.295290 4206 | 870 12618[0.088 0.06 | -20°C (-4°F) 85°C (185°F) | 38 1.496 6001-03-04 c -3/-4
6001-04* P.C,D -4/-4
600-03EB |35 0.138[ 1.0 0.039]6.45 0.254| 0.5 0.019| 75 0.295|290 4206|870 12618]0.088 0.06 | -20°C (4°F) 85°C (185°F) | 38 1.496
600-03GN |35 0.138[ 1.0 0.039]6.45 0.254| 0.5 0.019| 75 0.295|290 4206|870 12618]0.088 0.06 | -20°C (4°F) 85°C (185°F) | 38 1.496
600-030R |35 0.138[ 1.0 0.039645 0.254| 0.5 0.019|75 0.295|290 4206|870 12618]0.088 0.06 | -20°C (-4°F) 85°C (185°F) | 38 1.496 6045 45° FORGED FEMALE CONCAVE SEAT 6120 120° SWEPT TUBE FEMALE
600-03RD |35 0.138[ 1.0 0.039645 0.254| 0.5 0.019|75 0.295|290 4206|870 12618]0.088 0.06 | -20°C (-4°F) 85°C (185°F) | 38 1.496 PART NO. VATERIAL HOSE/NUT PART NO. MATERIAL HOSE/NUT
600-03YE |35 0138[ 1.0 0.039645 0.254| 0.5 0.019|75 0.295|290 4206|870 12618]0.088 0.06 | -20°C (-4°F) 85°C (185°F) | 38 1.496 6045-02 cr 212 6120-06 D -6/-6
600-04 5.0 0.197(0.76 0.030|7.65 0.301 280 4061 | 840 12183|0.075 0.05 |-70°C (-94°F) 260°C (500°F)| 50 1.968 Sl 020 C 2 912008 B a5
i S s ey i B 6045-03¢ P.CD 33
6045-04 D -4/-4
600 Series Hose -02 To -04
Packaged Parts
6090 90° FORGED FEMALE CONCAVE SEAT 6150 150° SWEPT TUBE FEMALE
PART NO. MATERIAL HOSE/NUT PART NO. MATERIAL HOSE/NUT
PART NO HOSE SERIES LENGTH PART NO HOSE SERIES LENGTH PART NO HOSE SERIES LENGTH 6090-02 CT -2/-2 6150-06 D -6/-6
3000 600-02 BULK 012 600-04 & 3024 600-06 15 SOCIZC I 1 §2.5 6150:08 D RE2H
: 6090-03* PCD, 33
3001 600-03 BULK 3013 600-04 10 3025 600-06 20 | 6090-04 5 44
3002 600-03 3 3014 600-04 15 3030 600-08 BULK
3003 600-03 6 3015 600-04 20 3031 600-08 3
3004 600-03 10 3016 600-05 BULK 3032 600-08 6 6645 45° DOUBLE SWIVEL CONCAVE SEAT 6180 180° SWEPT TUBE FEMALE
3005 600-03 15 3020 600-06 BULK 3033 600-08 10 PART NO. VATERIAL JIC/UNF THREAD PART NO. MATERIAL HOSE/NUT
6645-02 C -2/-2 6180-06 D -6/-6
3006 600-03 20’ 3021 600-06 3 3034 600-08 15 y
’ 6645-02-03 C -2/-3 6180-08 D -8/-8
3010 600-04 BULK 3022 600-06 6 3035 600-08 20 e e e
3011 600-04 3 3023 600-06 10 6645-04 g 414
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Re-usable Banjo Hose Fittings

for: 600 Hose

STREET
PERFORMANCE
&RACING

700 Series Aramid Fibre Hose (crimp only)

Application :
Brake, clutch, hydraulics

Material / Construction :

Light weight, flexible and extremely
strong woven Aramid Fibre outer braid,
PTFE inner tube compatible with all
brake and clutch fluids.

Colour: BK BU RD
BK = Black, BU = Blue, RD = Red

Please Note :
700 series for competition use only

700 Series Hose is used for lightweight
brake and wing line assemblies. This
hose can be used with various ends
ranging from aluminum through stainless,
but these assemblies must be crimped
by Goodridge or an approved Goodridge
Technical Center.

Please contact Goodridge for additional

information of these products. Goodridge

Technical centers can build lines to your
exact specifications and are located in
several regions for fast service.

BORE SIZE | PTFE WALL | BRAID 0/D
PART NO

COVER WALL | COVER 0/D |WORKING PRES| BURST PRES

WEIGHT TEMPERATURE

MM‘ INCH | MM ‘ INCH MM‘ INCH

MM‘INCH MM‘INCN BAR‘ PSI | BAR | PSI

KG/M |LB/FT|  MIN MAX MM | INCH

700K-03

35 0138 1.0 0.039|6.7 0.264] -

200 2900 | 600 8702

0.044 0.03| -45°C (-49°F) 170°C(338°F)| 38 1.496

T00K-03BK | 3.5 0.138| 1.0 0.039| 8.1 0.320

0.5 0.019(7.7 0.303/200 2900 | 600 8702

0.059 0.04 -20°C(-4°F) 85°C(185°F) | 38 1.496

700K-03BU 3.5 0.138| 1.0 0.039| 8.1 0.320]

0.5 0.019(7.7 0303|200 2900 | 600 8702

0.059 0.04 -20°C(-4°F) 85°C(185°F) | 38 1.496

700K-03RD 3.5 0138 1.0 0.039| 81 0.320

0.5 0.019|7.7 0.303/200 2900 |600 8702

0.059 0.04 -20°C(-4°F) 85°C(185°F) | 38 1.496

700K-04BK | 5.0 0.197(0.76 0.030| 9.2 0.363

0.9 0.035(9.6 0378|150 2175 | 450 6526

0.074 0.05| -20°C(-4°F) 85°C(185°F) [ 50 1.968

ep

e = -

£

STEP 1

STEP 2

STEP 3

STEP 4

Using a fine tooth saw blade or cut off
wheel, cut hose to the required length.
Clean any loose debris from both the cut
ends and inside the hose

Main fitting body - Olive - Socket

On a clean flat surface disassemble the
fitting, this consists of 3 parts, the Main
fitting body, Olive and Socket.

Push two sockets back to back over the
overbraid working from the non flared
end

Using an appropriate sized Goodridge
mandrel, flare out both ends of the
stainless steel overbraid from the PTFE
inner tube

”

= =0

STEP 5

STEP 6

STEP 7

Fitting Type : Material : P, CH, C, T, D 5095 STRAIGHT TWIN BANJO
Re-usable PART NO. TOSUITBOLT | MATERIAL HOSE SIZE
Application : EH= Zigﬁ Plalegl(:frgon Steel * 5095-03-04 | 7/16 3 3
= Chrome Plate - 3
Brake / Clutch ¢ = Stanless Stoel -\./ 5005-03 3/8,10MM | C,P 3
To Suit Hose : T = Titanium
600 series D = Anodised Aluminium
5096 BANJO SIDE 20° EXTENDED NECK
PART NO. TO SUIT BOLT MATERIAL HOSE SIZE
5096-02-03 | 3/8, 10MM | C 2
k 5006-03 3/8,10MM | C 3
5001 BANJO ’
PART NO. T0 SUIT BOLT MATERIAL HOSE SIZE
=~ 5091-02-03 | 3/8, 10MM cT 2 5097 BANJO SIDE 20° EXTENDED NECK
5091-03 3/8, 10MM C,CH,P,D 3 PART NO. TO SUIT BOLT MATERIAL HOSE SIZE
A 5091-03-04 | 7/16 P.CH,C -3 5007-02 5/16,8MM | C 2
5091-04-03 | 3/8,10MM | P -4 ( ﬁ ’ *5097-03 3/8,10MM | C,CH,D,P | -3
5091-04 7116 D 4 3
5098 BANJO TWIN EXTENDED NECK
5092 BANJO STRAIGHT EXTENDED NECK
PART NO. [ TOSUTBOLT | MATERIAL [ HOSE SIZE
PART NO. TO SUIT BOLT MATERIAL HOSE SIZE 5098-03 ‘ 3/8, 10MM ‘ C.CH,D,P ‘ 3
5092-02 5/16,8MM | C, T 2
5092-02-03 | 3/8, 10MM | C,T 2 m
m 5092-03-02 5/16, MM C,CHD,P |-3
*5092-03 3/8,10MM | C,CH,D,P | -3
5002-030SW | 3/8, 10MM | D (SWIVEL) | -3
020 OV L0 GG N 5070 BANJO 70° EXTENDED NECK
092,00 NT2 g 2WM] G oH 2 PART NO. [ TOSUTBOLT [ MATERIAL | HOSESIZE
ma 5070-03 | 3/8,10MM_ | C.CHP |3
5093 20° BANJO EXTENDED NECK
PART NO. TO SUIT BOLT MATERIAL HOSE SIZE
5093-02 5/16, 8MM CT =2
W 5033,02;03 3721 OV B C 1 2 5009 BANJO 90° EXTENDED NECK
LB SEXON G @in? £ PART NO. TO SUIT BOLT MATERIAL HOSE SIZE
509303, O LU/l GLEP  ||€ 509903 | 3/8,10MM | C.OR.D,P |3
5003-030SW | 3/8, 10MM | D(SWIVEL) | -3 5090-0304 | 715 cH 3
5093-03-M12 | 12MM C,CH 3
5094 45° BANJO EXTENDED NECK 50995 BANJO SIDE 90° EXTENDED NECK
PART NO. T0 SUIT BOLT MATERIAL HOSE SIZE PART NO. ‘ 0 SUIT BOLT ‘ MATERIAL ‘ HOSE SIZE
M 5094-02-03 | 3/8, 10MM | C 2 5099503 | 3/ oMM | PC | 3
! *5094-03 3/8,10MM | C,CH.D,P | -3

oJ

Push an olive onto each end of the PTFE
inner tube under the stainless steel over
braid by hand and finish off by pushing
against a flat solid surface making sure
the PTFE tube is fully home in the olive.

Holding the main fitting body in a
smooth jaw vice, lubricate the thread
and push the hose over the nipple end
and start to thread the socket onto the
fitting by hand.

Finish tightening the socket onto the
fitting with a good quality spanner until
the socket is one full turn from the main
fitting hex.

PRESSURE TEST.

UNDER NO CIRCUMSTANCES SHOULD
THE SOCKET BE LOOSENED IN AN
ATTEMPT TO ADJUST THE ALIGNMENT
AFTER ASSEMBLY
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el, CH: Chrome Plated, D: Aluminium,
P:Zinc Plated Carbon Steel, T: Titanium

GOODRIDGE

FLUID TRANSFER SYSTEMS

Hose Assemblies -3

-03 AN FEMALE T0 -03 FEMALE TUBE -03 AN FEMALE T0 -03 45° FEMALE TUBE -04 FEMALE T0 -04 FEMALE -04 FEMALE T0 -04 45° TUBE
DOT P/N RACING P/N LENGTH DOTP/N RACING P/N LENGTH RACING P/N LENGTH RACING P/N LENGTH
93110 3110 10" 93410 3410 10" 4110 10" 4410 10"
93112 3112 12" 93412 3412 12" 412 12" 4412 12"
93114 3114 14 93414 3414 14" 4114 14" M4 14"
93115 3115 15" 93415 3415 15" 4115 15" 4415 15"
93116 3116 16" 93416 3416 16" 4116 16" 4416 16"
93117 317 s 93417 3417 17" an7 e an7 s
93118 3118 18" 93418 3418 18" 4118 18" a8 18"
93119 3119 19" 93419 3419 19" 4119 19" 4419 19"
93120 3120 20" 93420 3420 20" 4120 20" 4420 20"
93122 3122 22" 93422 3422 22" 4122 22" 4422 22"
93124 3124 24" 93424 3424 24" 4124 24" 4424 24"
93128 3128 28" 93428 3428 28" 4128 28" 4428 28"
93132 3132 32" 93432 3432 32" 4132 32" 4432 32"
93136 3136 36" 93436 3436 36" 4136 36" 4436 36"
93140 3140 40" 93440 3440 40" 4140 40" 4440 40"
93144 3144 44" 93444 3444 44" 4144 44" 4444 44"
93148 3148 48" 93448 3448 48" 4148 48" 4448 48"

Adaptors

57! I ()|

-03 FEMALE T0 -03 90° FEMALE TUBE -03 AN FEMALE TO 10MM / 3/8 NO NECK BANJO -04 FEMALE T0 -04 90° TUBE 10MM X 1.0 CONCAVE FEMALE TO
DOTP/IN RACING P/N LENGTH DOTP/N RACING P/N LENGTH RACING P/N LENGTH 10MM X 1.0 CONCAVE FEMALE
93910 3910 10" 93212 3212 12" 4910 10" DOTPMN RACING PN LENGTH
93912 3912 12" 93218 3218 18" 4912 12" 93812 3812 12"
93914 3914 14" 93220 3220 20" 4914 14" 93818 3818 18"
93915 3915 15" 93224 3224 24" 4915 15" 93820 3820 20"
93916 3916 16" 93236 3236 36" 4916 16" 93824 3824 24"
93917 3917 17" 4917 17" 93836 3836 36"
93918 3918 18" 4918 18"
93919 3919 19" A\ 4919 19"
93920 3920 200 (Measured seat to seat) 4920 20"
93922 3922 22" -03AN FEMALE TO 10MM / 3/8 EXT. NECK 4922 22"
93924 3924 2" BANJO 4924 24" 10MM X 1.0 CONC FEMALE TO
93928 3928 28" DOTPIN RACING P/N LENGTH 4928 28" 10MM X 1.0 CONC MALE
93932 3932 32" 93312 312 70 4932 32" DOTP/N RACING P/N LENGTH
93936 3936 36" 03318 3318 P 4936 36" 93712 3712 g
93940 3940 40" 93320 3320 20" 4940 40" 93718 3718 18"
93944 3944 44" 93324 3324 24" 4944 44" 93720 3720 20"
93948 3948 48" 03336 3336 o 4948 48" 93724 3724 e
93736 3736 36"

o = —— )

Y
(Measured seat to seat) Note: If you do not find an assembly to

-03 AN FEMALE TO 12MM / 7/16 EXT NECK BANJO -03 AN FEMALE T0 7/16 / 12MM EXT. NECK BANJO meet your needs, we will custom make
DOTP/N RACING P/N LENGTH DOTP/N RACING P/N LENGTH an assembly to any length and with any
93512 3512 12" 93612 3612 12" fitting configuration. Please call your
93518 3518 18" 93618 3618 18" Goodridge Sales Rep for assistance.
93520 3520 20" 93620 3620 20"

93524 3524 24" 93624 3624 24"

93536 3536 36" 93636 3636 36"
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AN’s and Adaptors
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Our international position allows us to

the highest possible specifications, metric

JIC To JIC Equal Thread - continued

hadiadiad ad o o

) f o AN8148 PORT PLUG WITH SOCKET HEX (0 RING)
offer the worlds widest and most diverse adaptors meet the ISO other PARTHO. ATERAL TR
range of AN’s and adaptors at economic adaptors are manufactured to the correct ANG14-035 B 3
prices. Whether it is a true AN or a metric AN specification where such a specifica- AN814-04S D 4
adaptor, Goodridge provides the natural tion exists. No company carries more ANB14-068 D, DBK 6
link from one thread to another. All thread applications. Our international AN814-08S D, DBK 8
Goodridge adaptors are manufactured to customers require it. AN814-108 D 10
ANB14-128 D -12
JIC To JIC Equal Thread ANB14 PORT PLUG
PART NO. MATERIAL THREAD
ANB14-02 ) 2
Fitting Type : ANg14-03 D 3
Adaptor AN814-04 D,DBK -4
bR CHIC D DE ::::::: E,DBK,DE‘C,P :
ANg14-07 D -7
AN814-08 D,DBK,DE -8
AN814-10 D,DBK,P -10
REFERENCE CHART AN14-12 D,DBK P 12
ANB14-16 D -16
-AN SIZE JIC/UNF THREAD -AN SIZE JIC/UNF THREAD AN814-20 D -20
2 5/16 X 24 8 3/4X16 ANB14-24 D 24
3 3/8X24 10 7/8X 14
4 7116 X 20 12 1116X12 AN815 EQUAL MALE
2 L2020 L5 ULSGYZ PART NO. MATERIAL THREAD
6 9/16 X 18 20 15/8X 12 ANG15-02 D.C.PLP 2
7 5/8 X 18 24 17/8X12 AN815-02 P -2 (LONG)
AN815-02 Ve -2 (INV)
AN804 BULKHEAD TEE ON RUN AN815-03 D, DBK, G, CH,P | -3
PART NO. MATERIAL THREAD AN815-03 VC, VCH -3 (INV)
AN804-03 D.CP -3 AN815-04 D, DBK, C, P -4
AN804-04-03-04 D -4 AN815-05 D £
AN804-04 D,CP -4 AN815-06 D, DBK, C, P -6
ANB04-06 D,C.P 6 ANB15-07 D,P 7
ANS04-08 D 8 ANB15-08 D,DBK,C,P | -8
ANB04-10 D 10 ANB15-10 D,DBK,C,P | -10
ANO4-12 o 1 ANg15-12 D,DBK,C,P | 12
AN804-16 D 16 m}:;g g DBK. C.P ‘2‘;
AN815-24 D -24
ANB0B PLUG ANB15-28 D 28
PART NO. MATERIAL THREAD AM815-32 D 3
AN806-02 D 2
ANB806-03 D,DR,C,P 2
ANGO6:-04 D, DBK, DRD, C,P | -4 ANg18 TUBENUT
ANB0G-05 D.P 5 PART NO. MATERIAL THREAD
AN818-03 P, CH, C, D, DBK, DE, DRD | -3
mgzzg g DG DRD.CP 3 ANB18-04 7,C, CH,D, DBK, OF, DRD | -4
ANB0G-08 D, DBK.P 8 AN818-06 P, C, CH, D, DBK, DE -6
- - AN818-08 C, D, DBK, DE, P -8
ANBIG10 D DK 0 ANG18-10 ©, DE,D, PDBK 0
ANS0G |2 LS Gl &l ANB18-12 ¢,D, DBK, DE, P 12
ANB806-16 D, DBK, P -16 ANB18-16 P.C.D 16
ANG06-20 D 20 ANB18-20 0 20

ANB19 TUBE SLEEVE AN832 MALE BULKHEAD
PART NO. MATERIAL THREAD PART NO. MATERIAL JIC/UNF THREAD
AN819-03 | P, CH, C, D, DBK, DE, DRD | -3 ANB32-03 P,C,D,DBK,DE | -3
AN819-04 | P, CH, C, D, DBK, DE, DRD | -4 AN832-04 P,C,D,DBK,DE | -4
AN819-06 | P, CH, C, D, DBK, DE 6 ANB32-06 P.C,D,DBK,DE | -6
AN813-08 P, C, D, DBK, DE -8 AN832-08 P, C, D, DBK, DE -8
AN819-10 | P,C, D, DBK, DE -10 AN832-10 P,C,D, DBK, DE | -10
AN819-12 P,.C D -12 AN832-12 P, C, D, DBK, DE -12
ANg19-16 PCD -16 AN832-16 P.C,D, DE -16
AN819-20 C,D -20 AN832-20 D -20
AN819-24 D -24
AN833 90° MALE BULKHEAD
ANB21 90° ELBOW MALE PART NO. MATERIAL THREAD
PART NO. MATERIAL THREAD AN833-03 P,C,D,DBK,DE | -3
AN821-03 P, C, D, DBK, DE -3 AN833-04 P,C,D,DBK,DE | -4
AN821-04 P, C, D, DBK -4 AN833-06 P,C,D,DBK,DE | -6
AN821-06 P, C, D, DBK, DE -6 AN833-08 P, C, D, DBK, DE -8
AN821-08 P, C, D, DBK, DE -8 AN833-10 P,C,D, DBK, DE | -10
ANg21-10 P, C, D, DBK, DE 10 ANB33-12 P, C, D, DBK, DE 12
ANg21-12 P, C, D, DBK, DE 12 AN833-16 D -16
AN821-16 P.C,D -16 AN833-20 D -20
AN821-20 D -20
ANB34 MALE BULKHEAD TEE
ANB24 MALE TEE PART NO. MATERIAL THREAD
PART NO. MATERIAL JIG/UNF THREAD AN834-03 P, C, D, DBK -3
ANB24-03 P,C,D, DBK, CH,DE | -3 ANB34-04 P.C, D, DBK -4
AN824-04 P, C, D, DBK, DE -4 AN834-06 P,C, D, DBK 6
AN824-06 P, C, D, DBK, DE -6 AN834-08 P, C, D, DBK -8
ANB24-08 P, C, D, DBK, DE -8 AN834-10 PD -10
AN824-10 P, C, D, DBK, DE -10 ANg34-12 PD 12
AN824-12 P, C, D, DBK, DE 12 AN834-16 D -16
AN824-16 P.D -16
AN837 45° MALE BULKHEAD
ANB27 MALE TEE PART NO. MATERIAL THREAD
PART NO. MATERIAL THREAD AN837-03 P.C.D 3
ANB27-04 D -4 ANg37-04 P.D -4
ANB27-06 D -6 AN837-05 D 5
ANB27-08 D -8 ANB37-06 PCD 6
ANB27-10 D -10 AN837-08 P.C,D -8
AN837-10 P.CD 10
AN837-12 P.D 12
AN837-16 D 16
-AN SIZE JIC/UNF THREAD -AN SIZE JIC/UNF THREAD
AN 2 516X 24 8 3/4 X16
REFERENCE CHART 3 3/8X 24 10 78X 14
4 7/16 X 20 12 11/16X 12
5 1/2X 20 16 15/16 X 12
6 916X 18 20 15/8X 12
7 5/8X 18 24 17/8X12
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JIC To JIC Equal Thread - continued &% <5 <S55 % Yo “h JIC To JIC Unequal Thread - continued &% <5 <S55 % Yo “h

ANg38 FEMALE TEE ANO71 MALE WELD FLANGE ADAPTOR 919 MALETO MALE
PART NO. MATERIAL THREAD PART NO. MATERIAL THREAD PART NO. MATERIAL A B PARTNO. MATERIAL A B
AN938-04 D, DBK -4 AN971-04 D -4 919-04-03 P.C -4 -3 919-10-08 P 10 -8
AN938-05 P.D,DBK | -5 AN971-06 D 6 ® e 919-06-03 P 6 -3 919-12-10 P 12 -10
AN938-06 P.D,DBK | -6 ANo71-07 D 7 919-06-04 P 6 -4 919-16-10 P 16 10
AN933-08 PD,DBK | -8 2 AN971-08 D 8 919-08-06 P -8 K 919-16-12 P 16 12
AN938-10 P, D, DBK -10 AN971-10 D -10 919-10-06 P 10 -6
AN933-12 P.D,DBK | -12 ANGT1-12 b} 12
AN933-16 D 16 ANGT1-16 D 16
e = JIC Male To Female
AN924 NUT AN929 CAP
PART NO. MATERIAL THREAD PART NO. MATERIAL THREAD
Agen2 DG - Ll DDA 2 ANB94 MALE REDUCER FEMALE SEALS ON 0-RING
AN924-03 P.C,D, DE 3 AN929-03 P, C, D, DRD 3 PART NO. MATERIAL A B PART NO. MATERIAL A B
AN924-04 P,C,D,DBK,DE | -4 AN929-04 P,C,D,DBK,DRD | -4 D 18 ; 2 TERem 6 0 a3
AN924-05 D, 5 AN929-05 P,C,D,DBK,DRD | -5 AN894-05-04 | D 5 4 AN894-10-08 | D, DBK 10 8
AN924-06 P.C,D,DBK,DE | -6 AN829-06 F.C.D,DBK,DRD | -6 AN894-06-03 | D 6 3 ANB94-12-06 | D 12 6
AN924-08 P,C,D,DBK,DE | -8 AN929-08 P,C,D,DBK,DRD | -8 % ° AN894-06-04 | D -6 -4 ANg94-12-08 | D 12 -8
AN924-10 P,C,D,DBK,DE | -10 AN929-10 P,C,D, DBK 10 WA | )18 " 4 msen o n 0
AN924-12 C, P, D, DBK, DE 12 AN929-12 P, D, DBK 12 ANB94-08-04 | D -8 -4 ANB94-16-08 D 16 -8
AN924-16 C, P, D, DBK 16 AN929-16 P, D, DBK -16 AN§94-08-06 | D -8 -6 AN894-16-10 D -16 -10
AN924-20 D -20 AN929-20 b -20 ANB94-08-06 | D, DBK -8 -6 ANB94-16-12 D 16 12
AN894-10-06 | D 10 6 ANB94-20-16 | D 20 16
AN894-10-06 | D, DBK 10 6
JIC To JIC Unequal Thread
ANG50 MALE TO FEMALE ADAPTOR (JIC SEATS)
PART NO. MAT A B PART NO. MAT A B PART NO. MAT A B
Fifting Type : ANS24 TEE WITH UNEQUAL LEG AN950-04-03 D 4 3 AN950-08-04 D,DBK | -8 4 AN950-12-08 P 2 8
Adaptor JIC/UNF THREAD AN950-04-03 P 4 3 AN950-08-04 P -8 -4 ANg50-12-10 D 12 10
Material : P, C, CH, D PART NO. MATERIAL| A [ B c AN950-06-03 D 6 -3 AN950-08-06 D -8 -6 AN50-12-10 D,DBK | -12 -10
0 © MEe060603 D | 6| 6] 3 AN950-06-04 D 6 -4 AN950-08-06 D,DBK | -8 -6 AN950-16-10 D 16 10
ANB24-06-06-08 D | 6| 6| 8 AN950-06-04 D,DBK | -6 -4 AN950-10-06 D 10 -6 ANg50-16-12 D 16 12
ANB24-08-04-08 D | 8|4 8 AN950-06-04 P 6 4 AN950-10-08 D 10 -8 AN950-16-12 D,0BK | -16 12
ANB24-08-08-04 b} 8 | -8 | -4 AN950-08-04 D -8 4 ANg50-12-08 D 12 -8 AN950-20-16 D -20 16
(C] AN§24-08-08-10 b ||| -0
ANB24-10-10-12 ) 10 | 0 | 2
AN951 MALE TO FEMALE ADAPTOR (JIC SEATS)
AN919 MALE TO MALE Om e PART NO. VAT | A B
PART NO. AT A B PART NO. MAT A B LLESHEAT i < =
AN919-0 b.C 02 03 AN919-14 D 0 06 B LY S o
A ) AN919-01 D 02 -04 AN19-15 D, DBK 10 -08 LLESHEA P = 0
AN91-02 D, DBK -03 -04 AN919-18 b) 2 -06 (EREE DR R <
AN919-03 D 04 05 AN919-19 D 10 08 T -ANSIZE JIG/UNF THREAD ANSIZE | JIC/UNF THREAD AN951-08-10 D 8 -10
2 5/16 X 24 8 3/4 X16 AN951-10-12 D -10 -12
e O b = i P O I I
- K g - - 10
AN919-07 D -06 -05 AN919-23 D, DBK 16 12 4 dlepeg (2 1 ABK P2
AN919-10 D -08 -04 AN919-25 b 20 12 5 12X20 16 151612
AN919-12 D, DBK -06 -08 AN919-26 b) 20 16 8 DK 2 1SR
D . e @ 7 5/8X18 2 178X12
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Jic Unequal Thread Inverted (B Thread) A 2 232 2 2 58 JIC To NPT Male To Male Adaptors RN NR%R

Fitting Type : The Goodridge range of brake adaptors 10716 BRAKE ADAPTOR
Brake Adaptor has evolved over the past 40 years PARTNG. W A 0 AN816 ADAPTOR STRAIGHT MALE JIC TO STRAIGHT MALE NPT
Application : t: fr:) Vel’dal‘;T.IOSi e\{ery szbmﬁno: 10716-03 P -3 7/16 X 24INV PART NO. MATERIAL A JIC B NPT PART NO. MATERIAL | A Jic B NPT
Brake systems et yo:j";er:s\:;’:r;';g @ - O 107604 R 7716 X 24NV ANBT6-02 | C.D Z exar ANg16-08 | D.OBK | -6 38X 18
To St Hose - car, passenger vehice, motorcyce or ° AN816-03-01 | D 3 1116 X27 ANB16-08-08 | D,DBK | -8 112X 14
600 ors custom prjectJou e s o nd e e S L e e
Meterial : P, CH adaptor you need. 10720 BRAKE ADAPTOR AN816-04 | P,C,D, DBK,DRD | -4 18X 27 ANB16-10 D,OBK | -10 12X 14
Please Note : PARTMO. L s ANG16-04-04 | C, P, D, DBK, DRD | -4 14X 18 ANB1G-10-12 | D,DBK | 10 34x14
INV = Convex ® o 10720-03 . 7B X 20N ANB16-05 D 5 14X 18 ANB16-10-16 | D 16 1X111/2
B.F = Concave 10720-04 S 7B X 20NV ANg16-05-02 | D 5 118X 27 AN816-12-08 | D,DBK | -12 112X 14
ANg16-04-06 | P, D, DBK -4 38X 18 AN816-12 D,DBK | -2 3/4X14
AN816-06-02 | P, D, DBK 6 18X 27 ANB16-12-16 | D,DBK | -12 1X11 172
10916 BRAKE ADAPTOR AN816-06 P, D, DBK -6 114X 18 ANB16-16 D,DBK | -16 1X11 172
PART NO. [mar T A [8 AN816-06-06 | P, D, DBK -6 3/8%18 AN816-16-12 | D,DBK | -16 3/4X 14
10916-03 EE [ 916 x 18NV ANB16-06-08 | P.D, DBK -8 112X 14 AN816-20 D -20 1X111/2
10100 BRAKE ADAPTOR 0 L] AN816-07 P,D, DBK 7 1/4X18 AN816-20-16 | D 20 1X111/2
PART NO. MAT | A B
- Po|s
L ﬁ (8] ::m_gi o 13 i :ggm ANg22 90° MALE ELBOW JIC TO MALE NPT
FM10100 BRAKE ADAPTOR PART NO. MATERIAL A JIC B NPT PART NO. MATERIAL | A JIC B NPT
PART NO. VAT A B AN822-02 D 2 18 %27 AN822-08-08 | P,D,DBK | -8 12X 14
020 prap— ° FM10100-03 | P |3 NI10 X 1.0INV ANg22-03 P,C, D, DBK 3 1/8%27 AN822-08-12 | D,DBK | -8 34X 14
e (W D O 010031 P4 NI10 X 1.08.F AN822-03-01 | D 3 116X 27 AN822-10 P,D,DBK | -10 12X 14
T ‘ 5 ‘ 5 ‘ TR FM10100-04 P -3 M10 X 1.0INV AN822-04 P.C, D, DBK, DRD | -4 1/8X27 AN822-10-06 | D, DBK -10 3/8X 18
0 o FM10100-44 P -4 M10X1.08.F AN822-04-04 | P, D, DBK -4 1/4X18 AN822-10-12 | D, DBK -10 3/4X14
ANB22-05 b) -5 1/4X18 ANg22-12 D,OBK |12 114X 14
prre— P ANg22-05-04 | D 5 118X 27 AN822-12-08 | D,DBK | -12 12X 14
s prom— - — - AN822-06-02 | D, DBK 6 118X 27 AN822-12-16 | D,DBK | 12 1X111/2
AN§22-06 P,D,DBK,DRD | -6 114X 18 ANB22-16 D,DBK | -16 1X11 172
PART NO. Mar_| A 8 0o @ Thms P MICAL2SNY ANB22-06-06 | P.D , DBK -6 38X 18 NE2-16-12 | D 16 x4
e 10125-03 P 3 M10 X 1.251NV FMM0125-031 | P |3 M10 X 1.258.F R R e T
% m 6 10250 P_| IO 25 INY ANB2207 | P.D, DBK 7 1418
; ANg22-08 P,D, DBK -8 38X 18
FM10324 BRAKE ADAPTOR
10324 BRAKE ADAPTOR PART NO. MAT_| A L
PARTNO. A 5 FM10324-03 P 3 3/8 X 24INV ANB23 45° MALE ELBOW JIC TO NPT MALE
10324-03 P 3 3/8 X 24NV 0 eg @ FM10324-03IF P -3INV 3/8 X 24INV PART NO. MATERIAL A Jic B NPT PART NO. MATERIAL A Jic B NPT
0 m Q [rw B =0 ORI FM10324-31 P 3 3/8 X 24BF ANg23-02 D 2 118X 27 AN823-08-08 | D,DBK | -8 112X 14
FM10324-03cH | cH | 3 3/8 X 24NV ANB23-03 D, DBK 3 118X 27 AN823-10 D,DBK | -10 112X 14
FM10324-04 P |4 38X 24INV ANB23-04 D,DBK,DRD | -4 118X 27 ANG23-10-06 | D,DBK | -10 3/8X 18
FMto32e-08H | P | 4 3/8X 24INV BH (1] ANB23-04-04 | D -4 114X 18 AN823-10-12 | D,DBK | -10 34X 14
FM10324-41 P |4 3/8X 24B.F AN823-04-06 | D -4 114X18 AN823-12 D,DBK |12 3/4X14
ANG23-05-02 | D 5 1116x27 AN823-12-08 | D,DBK | -12 112X 14
ANB23-05 D 5 114X 18 AN823-12-16 | D 12 X1 172
FM10716 BRAKE ADAPTOR ANB23-06-02 | D -6 1/8%27 AN823-16 D 16 1X111/2
PART NO. war | A B ANB23-06 D, DBK -6 114X 18 ANg23-16-12 | D 16 34X 14
10716-03 P 7116 X 24INV AN823-06-06 | D, DBK -6 38X 18
% == LI P |4 7116 X 24INV ANB23-06-08 | D, DBK -6 112X 14
AN§23-07 D, DBK 7 114X 18
ANB23-08D D, DBK -08 3/8X18
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teel, CH: Chrome Plated, D: Aluminium,
Nickel, P:Zinc Plated Carbon Steel, T: Titanium
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JIC To NPT Male To Male Adaptors - continued &% <5 <S55 % Yo “h NPT Adaptors - continued &% <5 <S55 % Yo “h

AN826 JIC TEE NPT ON RUN AN825 JIC TEE NPT ON LEG ANS11 MALE TO MALE ADAPTOR AN913 PLUG HEX HEAD NPT
THREAD THREAD PART NO. MATERIAL NPT THREAD PART NO. MATERIAL NPT THREAD
PART NO. MAT A JIC | B NPT PART NO. MAT AJIC | B NPT AN911-01 D, DE 1/8 X 27 AN913-01 D 1/16 X 26
0 AN826-03 | C,D,DBK.P [ -3 | 1/8Xe7 [A] O ANes-02 [cD 2 | 1n1exer AN911-02 D, DBK 14X 18 AN913-02 D 118X 27
AN826-03-04 | D 4| 14x18 AN825-03 | C,D,DEP | -3 | 1/8Xe7 AN911-03 D, DE, P 3/8X18 AN913-03 D 1/4X18
AN826-04 | C,D,DBKP | -4 | 1/8Xe7 ANg25-04 | C,D,P -4 | 18Xt AN11-04 D, DE, P 12X 14 AN913-04 D 3/8X 18
ANB26-06 C,D,DBK,P | -6 1/4X18 AN825-06 | CH,D,DE,P | -6 1/4X18 AN911-06 D 3/4X14 AN913-05 D 1/2X14
ANB26-08 | D 8 | 3/8xis 0 AN825-06-06 | D 6 | 3/8x24 AN911-08 0 1X115 ANO13-06 D R
AN826-08-04 | D 4| aexig AN§25-08 | D, P -8 | aexis ANg13-08 D X
AN826-10 | D 40 | 1/2x14 AN825-10 | D 10 | 1/2x14
AN826-12 D A2 | 3/4x14 AN825-12 D 12| 3/4x14 AN912 ADAPTOR MALE - FEMALE AN917 NPT TEE
AN826-16 D 16 1X111/2 AN825-16 D 16 X111/2 PART NO. MAT NPT MALE NPT FEMALE PART NO. MATERIAL NPT THREAD
ANg12-01 D, DBK | 1/4X18 118X 27 ANg17-01 D 1/8X 27
AN912-02 D, DBK | 3/8X 18 1/4X18 AN917-02 D 1/4X18
AN914 NPT FEMALE TO MALE 90° EQUAL AN915 NPT FEMALE TO MALE 45° EQUAL AN912-03 | D, DBK | 3/8X 18 18X 27 AN917-03 D 3/8X 18
PART NO. MAT NPT THREAD PART NO. MATERIAL | NPT THREAD AN912-04 D, DBK | 1/2X 14 3/8X 18 AN917-04 D 1/2X14
AN914-01 | D 118X 27 ANg15-01 | D 118X 27 AN912-05 D 12X 14 1/4X18 AN917-06 D 3/4X 14
AN914-02 | D 1/4X18 AN915-02 | D 1/4X18 AN912-06 | D, DBK | 1/2X 14 118X 27 AN917-08 D 1 X112
AN914-03 | D 3/8X 18 AN915-03 | D 3/8X 18 AN912-07 | D 3/4X14 12X 14
AN914-04 | D 112X 14 ANO15-04 | D 12X 14 AN912-08 | D, DBK | 3/4X 14 3/8X18 AN932 PLUG SOCKET HEAD
ANS12-09 D 3M4x14 114X18 PART NO. MATERIAL NPT THREAD
AN912-10 | D,DBK| 1 X111/2 | 3/4X 14 T 0E VARG
ANG12;1 1 o 2P ANG32-02 D, DBK, DE, P OR | 1/8X27
AN912-12 D 1 X112 | 1/2X14 o R
AN932-04 D, DBK, DE, DR | 3/8X 18
AN916 NPT FEMALE TO FEMALE 90° EQUAL ANO32-05 D,DBK, DE,DR | 1/2X 14
PARTNO. | MAT NPT THREAD AN932-06 D, DBK, DE, DR | 3/4X 14
AN916-01 | D 8 xar AN932-07 D, DBK 1X11/2
AN916-02 | D 114X 18
ANg16-03 | D 3/8X18
NPT Adaptors
Fiting Type : AN910 FEMALE PIPE COUPLER
Adaptor PART NO. MATERIAL NPT THREAD
Material : D AN910-01 D 18X 27
AN910-02 D 114X 18
AN910-03 D 3/8X18
AN910-04 D 112X 14
AN910-06 D 3/4X14
AN910-08 D 1X111/2 -AN SIZE JIC/UNF THREAD -AN SIZE JIC/UNF THREAD
AN 2 5/16X 24 8 3/4X16
EHELEEEY 3 3/8X 24 10 78X 14
4 /16X 20 12 11/16X12
5 1/2X20 16 1516X 12
6 9/16X 18 20 15/8X 12
7 5/8X18 2% 17/8X12
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Carburetor & Fuel Adaptors

hadiadiadt ad o o

Fitting Type : Adaptor 305 ADAPTOR JIC TO METRIC CONVEX
Material : P, C, CH, D PART NO. MATERIAL | A JIC B METRIC PART NO. MATERIAL | A JIC B METRIC
® 305-03-31 C,CH,D,P| -3 10X 1.00MM | |305-06-M121 | D 6 12 X 1.00MM
305-03-32 P,C,D -3 10X 1.25MM | |305-06-M122 | D 6 12X 1.25MM
305-03-21 © 3 8X1.00MM | |305-06-M12 | P.D -6 12 X 1.50MM
o 305-03-M12 | C -3 12X 1.50MM | |305-06-M14 | D 6 14X 1.50MM
305-03-M121 | P.C 3 12X 1.00MM | | 305-06-M16 | D -6 16 X 1.50MM
305-03-M122 | P.C -3 12X 1.25MM | |305-08-31 D -8 10 X 1.00MM
305-04-M12 | D -4 12X 1.50MM | |305-08-35 D -8 10X 1.50MM
e 305-04-M121 | P -4 12X1.00MM | |305-08-M122 | D -8 12 X 1.25MM
305-04-M122 | P -4 12X1.25MM | |305-08-M12 | D -8 12 X 1.50MM
305-04-M14 | P -4 14X 1.50MM | | 305-08-M14 | D -8 14X 1.50MM
305-04-31 P.D -4 10X 1.00MM | |305-08-M16 | D -8 16 X 1.50MM
305-04-32 @ -4 10X 1.25MM | | 305-10-M18 | D -10 18 X 1.50MM
305-04-35 P -4 10X 1.50MM | |305-12-M20 | D 12 20 X 1.50MM
305-06-31 D 6 10X 1.00MM | |305-16-M24 | D -16 24X 1.50MM
306 ADAPTOR JIC TO METRIC CONCAVE
PART NO. MAT AJiC B METRIC PART NO. MAT A Jic B METRIC PART NO. MAT | A JIC B METRIC
) 306-02-31 c 2 10 X 1.00MM 306-04-M20 [ D | -4 20X 150MM | |306-08-M20 [D | -8 20 X 1.50MM
306-02-32 C.T 2 10X 1.25MM 306-04-M22 | D | -4 22X1.50MM | |306-08-M22 (D | -8 22X 1.50MM
306-03-M12 | C,CHD |-3 12 X 1.50MM 306-04-31 D |4 10X1.00MM | |306-10-M14 | D | -10 14X 1.50MM
306-03-M121 | D 3 12 X 1.00MM 306-04-32 D |-4 10X 1.25MM | | 306-10-M16 | P.D | 10 16 X 1.50MM
306-03-M16 | D 3 16 X 1.50MM 306-06-31 D |6 10X 1.00MM | |306-10-M18 | D | -10 18 X 1.50MM
306-03-M18 | P,D 3 18 X 1.50MM 306-06-32 PD | -6 10X 1.25MM | |306-10-M20 | D | -10 20X 1.50MM
306-03-M20 | D 3 20X 1.50MM 306-06-M121 | D | -6 12X1.00MM | |306-10-M22 | D | -10 22X 1.50MM
(6] 306-03-M22 | D 3 22 X 1.50MM 306-06-M12 | P.D | -6 12X1.50MM | |306-10-M24 | D | -10 24X 1.50MM
306-03-31 CCHD,P | -3 10X 1.00MM 306-06-M14 | P.D | -6 14X1.50MM | |306-10-M26 | D | -10 26X 1.50MM
306-03-32 CCHD,P | -3 10X 1.25MM 306-06-M16 | P.D | 6 16X 150MM | [306-12-M18 | D |12 18 X 1.50MM
306-03-35 P 3 10 X 1.50MM 306-06-M18 | P.D | -6 18X 1.50MM | |306-12-M20 | D | -12 20X 1.50MM
306-04-M12 | P -4 12 X 1.50MM 306-06-M20 | D | 6 20X1.50MM | |306-12-M22 | D | -12 22 X1.50MM
306-04-M121 | D -4 12 X 1.00MM 306-08-M12 | PD | -8 12X150MM | |306-12-M24 | D |12 24X 1.50MM
306-04-M14 | D -4 14 X 1.50MM 306-08-M14 | P | -8 14X1.50MM | |306-16-M26 | D | -16 26 X 1.50MM
306-04-M16 | P -4 16 X 1.50MM 306-08-M16 | D | -8 16X 1.50MM | | 306-16-M30 | P,D | -16 30 X 1.50MM
306-04-M18 | D -4 18 X 1.50MM 306-08-M18 | P.D | -8 18 X 1.50MM

Fitting Type : FB FUEL PUMP AND GAUGE FITTINGS
Adaptor PARTNO. | DESCRIPTION THREAD A THREAD B
Material : P, D, CH, FB206 FUEL PUMP FITTING | 1/2X 20 -6JIC
Application : FB206BK | FUEL PUMP FITTING | 1/2X 20 -6JIC
Al common carburretor systems FB206E | FUELPUMPFITTING | 1/2X20 | -6JiC
Standard Color is Blue FB186 | FUELPUMPFITTING | 5/8X18 | -6JC
E = Electroless Nickel BK = Black FBI6BK | FUELPUMPFITTING | 5/8X18 | -6IC
FB186E | FUELPUMPFITTING | 58X 18 | -6JiC
CAB STRAIGHT MALE CONVEX SEAT
PART NO. DESCRIPTION THREAD A THREAD B
0 CAB206 | DUALFEEDHOLLEY | 7/8X20 | -06JIC
CAB206BK | DUAL FEED HOLLEY | 7/8X20 | -06 JIC
CAB206E | DUALFEEDHOLLEY | 7/8X20 | -06JIC GA FUEL AND OIL PRESSURE GAUGE FITTINGS
CAB246 | SINGLE FEED HOLLEY | 9/16X24 | -06 JIC PARTNO. | WATERAL | THREAD A THREADE
CAB246BK | SINGLE FEED HOLLEY | 9/16X24 | -06 JIC GA-03 CH.D,P | MALE-3AN FEMALE 1/8NPT
) CAB24GE | SINGLE FEED HOLLEY | 9/16X24 | -06 JIC 6A-04 P MALE-4AN FEMALE 1/8NPT
CAB20B | DUALFEEDHOLLEY | 78X20 | -08JiC (/] B B RG] FEALE AT
CAB208BK | DUAL FEED HOLLEY | 7/8X20 | -08JIC m GA-903 | CH.D,P | MALE-3AN 90 FEMALE 1/8NPT
CAB208E | DUALFEEDHOLLEY | 7/8X20 | -08JIC 6A-904 | DP MALE-4AN 90 FEMALE 1/8NPT
CAB1215 WEBER M12 X 1.50 -06 JIC
CAB5820 | CARTER 5/8X20 | -06JC
CAB5820E | CARTER 58X20 | -06JIC
CABS5820BK | CARTER 5/8X20 | -06JC
CAB5820E | CARTER 5/8X20 | -06JC
CAB1212 | DELLORTO M12X1.25 | -06JIC
-AN SIZE JIC/UNF THREAD -AN SIZE JIC/UNF THREAD
AN 2 5/16 X 24 8 3/4 X16
EHELEEEY 3 3/8X 24 10 78X 14
4 716X 20 12 11/16X 12
5 1/2X 20 16 15/16 %12
6 916X 18 20 15/8X12
7 5/8X 18 % 17/8X12
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Special Adaptors Special Adaptors
(Modified AN parts for motorsport requirements) ? ;‘ :%'W*;* ?DE* (Modified AN parts for motorsport requirements) - continued ‘ ‘ :%'W*;* ?M*

DRD P
Fiting Type : Colours Available : » CPL-816 ADAPTOR JIC/UNF FEMALE SWIVEL TO MALE NPT CPL-910_ ADAPTOR 90° FEMALE TO FEMALE SWIVEL CPL-460_ ADAPTOR 45° FEMALE TO FEMALE SWIVEL
Adaptor ng%ﬂ;ed anodised aluminium PART NO. MAT A B PART NO. MAT A B
. PART NO. MAT A B
Materil : P, G, D, CH, DE DBK = Black, D = Blue, DCL = Clear oPLBes | D % 7 ° §§t§}$ E Z; 2; o §§tm E Zz 22
DE = Electroless Nickel () O crLsies P 7 8
CPL-9108 D -08 -08 CPL-4608 D -08 -08
CPL-81644 D 4 A CPL-9110 D -10 -10 CPL-4610 D -10 -10
CPL-8166 ¢ -6 174 O oLoamn b) 12 12 © CPLsm D 12 12
CPL-824 ADAPTOR TEE MALE THREAD ON RUN SWIVEL FEMALE ON LEG CPL-8166 D % 1/4 CPLO116 B 6 G CPL 4616 5 6 G
0 PART NO. MAT A 8 ¢ CPL-8166 DBK -6 1/4
CPL-824-03 P.D B33 CPL-81662 D -6 118
CPL-824-04 P.D 4| 4| 4 CPL-81666 % 9 cPL ADAPTOR SWIVEL FEMALE COUPLING CPL-823 ADAPTOR 45° MALE TO SWIVEL FEMALE
CPL-824-06 D, DE 6| 6 | -06 T o 5 0 PART NO. MAT A B PART NO. AT A B
0 R ol ol CPLEIE s '8 v (7] - [c) g:tgi g g CBK, DOL gi gj ° g:tg:::i E D gj gj
CPL-824-10 D 40 | 0 | -0 CPL-81684 B " o . D, CBK, )
CPL-824-12 0 12| a2 | a2 i b . " CPL-06 C,D,DBK,DCL | -06 -06 © CPLEs D -06 -06
CPL-824-16 0 46 | a6 | 16 T b 0 e CPL-08 €, D, DBK, DE -08 -08 CPL-823-08 D -08 -08
om0 | b | e fo 2|2 LTI
CPL-8161012 | D 10 304 L2
CPL-450_ ADAPTOR 45° FEMALE TO FEMALE SWIVEL TGER 5 e T CPL-12 D, DBK, DCL 12 12 CPL-823-16 D 16 16
PART NO. MATERIAL THREAD CPL-16 D -16 -16
CPL-45004 D 4 CPL-20 0 20 20
CPL-45006 D 6
CPL-45008 b -8 CPL-826 ADAPTOR TEE SWIVEL FEMALE ON RUN
CPL-450010 D -10 PART NO. MAT A B [}
CPL-450012 D 12 CPL-826-03 | D,DBK,P | -03 | -03 | -03
CPL-826-04 | C,D,P 04 | 04 | -04
° 6 CPL-826-06 | D,P 06 | -06 | -06
CPL-900_ ADAPTOR 90° FEMALE TO FEMALE SWIVEL CPL62608 ® W || 4B |
PART NO. MATERIAL THREAD WA D mLON 10 IR0
CPL-9003 o 3 0 CPL-826-12 | C,D 42 | 42 | a2
e B 7 CPL-826-16 | D 16 | 16 | 16
CPL-9006 D 6
CPL-9008 D -8
CPL-9010 D 10
CPL-9012 b) 12
CPL-9016 ) 16
-AN SIZE JIC/UNF THREAD -AN SIZE JIC/UNF THREAD
AN 2 5/16 X 24 8 3/4 X16
EHELEEEY 3 3/8X 24 10 78X 14
4 716X 20 12 11/16X 12
5 1/2X 20 16 15/16 %12
6 916X 18 20 15/8X12
7 5/8X 18 % 17/8X12




Section: 06

Adaptors

el, CH: Chrome Plated, D: Aluminium,
P:Zinc Plated Carbon Steel, T: Titanium

GOODRIDGE

FLUID TRANSFER SYSTEMS

Special Adaptors * * * ‘
(Modified AN parts for motorsport requirements) - continued . .CH*D* DER DE‘

DRD 2

Fitting Type : Colours Available : FP192/199 JIC FEMALE TO MALE WITH FEMALE NPT IN HEX
Adaptor %l)%ﬂrﬁd anodised aluminium PARTNO. | MATERIAL | A BNPTHEX | C
ateia: CH,P,C, D DBK = Black, D= Blue ° o EER IR
FP198 | D 12 1BNPT | 12
0 FP199 | D -4 1BNPT | -4
AN921 90° 0 RING BOSS TO MALE UNION
PART NO. MATERIAL A AN 0-RING FP194 to 197 JIC MALE TO NPT MALE WITH NPT FEMALE IN HEX
AN921-04 D -4 -4 PARTNO. | MATERIAL | A BNPTHEX | CNPTHEX
AN921-06 | D, DBK 6 -6 FP194 | D 6 1B NPT | 1/4 NPT
,. ANG21-08 | D -8 -8 0 @ ™% |0 6 18 NPT | 3/8 NPT
ANg21-10 | D 10 10 FP196 | D -8 1/8NPT | 1/4NPT
J ANG21-10-08| D 10 -8 ) FP197 | D -8 1/8NPT | 3/8NPT
AN921-12 D e12 -12
% LLEARPED| B ulJ FP190/FP191 JIC MALE TO MALE WITH FEMALE NPT IN HEX
ANG2tTom I a8 u6 PARTNO. | MATERIAL | A BNPTHEX | C
FP190 D 6 18NPT | -6
AN922 45° 0 RING BOSS TO MALE UNION 0 @ FPE |E O T || <8
PART 0. ATERIAL AN 0-RING FP191 D s BT 4
E -8 18NPT | -8

mezz-04 |0 2] 2] ) Friste Banjo Bolts, Bleed Nipple Banjo
ANG22-06 | D -6 -6 3 F
(4] AN922:08 | D -8 -8 ANg67 FEMALE WELD BUNG (UNANODIZED) Bolts & NIppleS, Bleed NIppleS

AN922-10 D, DBK -10 -10 PART NO. MATERIAL NPT THREAD
AN922-12 | DDBK 12 12 ; ANB67-01 D 1/8X 27 NPT
AN922-16 | D -16 -16 4 ANB67-02 D 174X 18 NPT
AN922-16-12| D -16 12 ANB67-03 D 3/8 X 18 NPT
ANB67-04 D 1/2X 14 NPT
ANB67-06 D 3/4X 14 NPT
AN920 STRAIGHT 0 RING BOSS TO MALE UNION
PARTNO.___ | MATERAL A ANORING ANBT1 FEMALE WELD ADAPTOR
AN020.0 e ut = PART NO. MATERIAL THREAD
9 ANS20-01-06| D 4 © ANG71-04 "D m
AN920-06 | D, DBK 6 6 G b e
AN920-06-08 | DBK -6 8 R o "
AN920-06-10 | DBK -6 10 itio 7 o
AN920-08 | D, DBK -8 -8 R o =
AN920-08-04 | DBK -8 4 T o 5
AN920-08-10 | D, DBK -8 10 T o o
AN920-08-12 | D 8 12
AN920-10 | D, DBK 10 10
ANS20-10-08| D 50 G AN9T71 MALE WELD FLANGE ADAPTOR
AN920-10-08| D 0 8 ::::;;‘“l'n :“:’;‘“ ':m"
AN920-10-12 | D 10 12 P boD M
wen s | on | s
AN920-16 | D 16 -16 ANS1-07 LCh 7’
AN920-16-12| D 16 12 Anor-08 EICD 8
AN971-10 P.C.D 10
AN971-12 P.C.D 12
AN971-16 P.CD 16
AN971-20 P.CD 20
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Banjo Bolts Bleed Nipple Banjo Bolts & Nipples
Fitting Type : 0 exacting 993 DOUBLE BANJO BOLT METRIC Fitting Type : Goodridge developed Bleed Nipple Banjo —~ gqppy SINGLE BANJO BOLT WITH BLEED NIPPLE METRIC
Bolt to ensure an accurate fit to our Banjo PRRTIO. VATERIAL VETHE THRERD Bolt Bolts in response to concerns about the PARTN. VATERIAL VETRIC THREAD
Application Hose Ends every time, the Goodridge *993_03'_31 C.CHD.P 10X 1.00MM Application length of time required to bleed hydraulic 992-31BN P 10X 1.00MM
Brake / Clutch range of. Banjo Bolts cover§ all p.ossmh? 093-03-31L PC 10X 1.00MM Brake / Clutch systems. Our design allows the installer * 992-32BN P 10X 1.25MM
applications. They are available in a wide . to bleed the system at the source of the
To Sut Hose : ; 993-03-315 | PD 10X 1.00MM To Suit Hose : )
A range of materials, colours, lengths and 28MM U/HEX . problem, at the master cylinder where
600 s threads. 003-03-32 BEAE T AT 600 ElED the air is located. Use of our proprietary
Material : P, CH, C, D Long bolts are for use with i) C' o ORI Material : P, CH, C design allows the installer to burp the 73BN SINGLE BANJO BOLT WITH BLEED NIPPLE UNF
5091, 5095, 5096. hydraulic system, ensuring safe and PART HO. [ MATERIAL [ UNF THREAD
Under hex length: efficient bleeding. 773-038N [cp [ sr8x 24
Short: 18mm (8) Single: 20mm
Single Long: 25mm (L) 773 DOUBLE BANJO BOLT UNF
Double: 30mm Double Long: 40mm PART NO. MATERIAL UNF THREAD 758N SINGLE BANJO BOLT WITH BLEED NIPPLE UNF 993BN BLEED NIPPLE DOUBLE BANJO BOLT METRIC
1303 C.CHD.P 3/8Xx24 PART NO. | MATERIAL [ UNF THREAD PART NO. MATERIAL METRIC THREAD
773-03L P, CH 38X 24 wl 75038N | C.P [aimx24 993-31BN 3 10X 1.00MM
773-44 P, CH 716X 24 X
775 SINGLE BANJO BOLT UNF 773-4«. o o oot 993-3260 Ol LYo MM
PART NO. MATERIAL THREAD -
b 77502 (0 -02
775-03-02 P -02 .
. 77503 COnDP |03 Bleed Nipples
775-03L C,CH,P -03 1013 DOUBLE BANJO BOLT BSP
775-04 C.DP -04 PART NO. [ MATERIAL [ BSP THREAD oo X i
775-00L ¢,0,P 04 1013-03 [Po.ch [ s sP Fitting Type : ,00?" g pmv'di é “l’j'de range of bleed  “pygyq BLEED NIPPLE METRIC
775-44 P,C, CH -44 Bleed Nipple nlp‘p os in many threa “" ; 0 PART NO. [ aTERIAL | METRIC THREAD
suit every common application.
Aoplicaton: @ BN510 [P | 10X 1.00Mm
992 SINGLE BANJO BOLT METRIC Brake systems
PART NO. MATERIAL | METRIC THREAD Brake| |g ht Banjo To Suit Hose :
992-02-21 C M8 X 1.0 600 series
992-02-22 cP M8 X 1.25 BL775 SINGLE BRAKELIGHT BANJO BOLT UNF BN704 BLEED NIPPLE METRIC UNF
992-03-21 e M8X1.0 PARTNO. | MATERIAL | THREAD Material : P, C PART NO. | MATERIAL [ UNF THREAD
992-03-22 ¢ M8 X 1.25 BL775-03 | C 3/8 X 24 BN704 I [ 14 x28
*992-03-31 C,CH,P,D | MI0X 1.0 BLITS-44 | C 716X 24
992-03-31L C.P LONG M10X 1.0
992-03-318 c.P SHORT M10X 1.0 BN506 BLEED NIPPLE UNF
* -03-.
9:‘;20(;3;- (C: CPH P.D VC/QEGX’L?;m - BL992 SINGLE BRAKELIGHT BANJO BOLT METRIC PART NO. [ MATERIAL [ UNF THREAD BNSB SPEED BLEEDER
R PY O - PART NO. MATERIAL | THREAD Rl ‘ B ‘ Juz PARTNO. MATERIAL THREAD
ooz | C.HD | w215 ks IO w T : T
-04- , CH, [ ¢ BLog2-32 | C 10X 1.25MM BN507PSB P 7X1.00MM
992-04-M121 D,P M12X1.0 BLO92-31S | C 10X 1.00MM BN508PSB P 8X1.25MM
992-04-M121S | P SHORTM 12X 1.0 (18.5MM UHEX) BN507 BLEED NIPPLE METRIC (@% BN510PSB P 10 X 1.00MM
92-04-M122 | D.P | M12X125 PART NO. [ WATERIAL T WETRIC THREAD BN512PSB P 10X 1.25MM
992-04-32 c M10X 1.25 m L) [pe [ 7x1.00um CROSS SECTION BN561PSB P 6X1,00MM
BL993 DOUBLE BRAKELIGHT BANJO BOLT METRIC BN704PSB P 1/4X28
1012 SINGLE BANJO BOLT BSP PARTAC MATERAL | THAEAD
" PART NO. MATERIAL BSP THREAD :tgz'g g :g i :ggm BN508 BLEED NIPPLE METRIC BN-CAP BLEED NIPPLE CAP
q 1012-03 PC 1/8 BSP BLB%-SIS . Tox 1>00MM PART NO. [ aTERIAL | METRIC THREAD PART NO.
101204 ? 114 BSP (28MM U/HEX) m LLED X [[8x1.25MM ( BN-CAP




Material Key
B: C:Sta el, CH: Chrome Plated, D: Aluminium,
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GOODRIDGE

FLUID TRANSFER SYSTEMS

Metric & JIC/UNF Banjo Adaptors and Banjo Bolts

Fitting Type : Colours Available : 593 30° BANJO ADAPTOR
Re-usable 9&%&'}@ anodised aluminium PART NO. MATERIAL THREAD | TO SUIT BOLT
: 593-03 C, CH, DBK, PE[ -3 3/8, 10MM
Materil : P, D, C, CH Sl D= "-\?‘.,__{)l}"‘ 503-03-04 | C,CH, PE DBK| -3 | 7/16
593-03-M12_| CH 3 12MM
592 STRAIGHT BANJO ADAPTOR 599 90° BANJO ADAPTOR
PART NO. MATERIAL THREAD | TO SUIT BOLT PART NO. MATERIAL THREAD | TO SUIT BOLT
59203 C, CH, DBK, PE | -3 3/8, 10MM 599-03 C, CH, DBK, PE | -3 3/8, 10MM
r
( il 592-03-04 | C, CH, PE -3 7716 g 599-03-04 | BK, CH, DBKPE | -3 7116
592-03-M12 | CH 3 12MM >
776 SINGLE BANJO ADAPTOR
PART NO. MATERIAL THREAD T0 SUIT BOLT PART NO. MATERIAL THREAD T0 SUIT BOLT
7602 B 2 5/16 776-06-M12 | D,DBK,P | 6 12MM
776-02-03 ® -2 3/8, 10MM 776-06-M14 | D, DBK 6 14MM
776-03 C.CHDP | -3 3/8, 10MM 776-06-M16 | C,D 6 16MM
776-03-04 C.CHD,P | -3 716 776-08-M14 | D -8 14MM
77604 c.P 4 76 776-08-M16 | D, DBK 8 16MM An C ill a ry
776-04-03 D.P -4 3/8 776-08-M18 | D -8 18MM
776-04-M12 | D,P -4 12MM 776-10-M18 | D 10 18MM
776-04-M14 | D, DBK -4 14MM 776-10-M20 | D 10 20MM
776-04-06 D.P 4 9/16
776-06 D 6 9/16
776-06-04 D 6 7116
779 TWIN BANJO ADAPTOR
PART NO. MATERIAL THREAD TO SUIT BOLT
779-02 c 2 5/16
77903 C.D,P -3 3/8, 10MM
79-04 D -4 716
4 779-04-06 D -4 9/16
| 779-06 D 6 9/16
779-06-04 bl 6 716
779-08 D -8 3/4
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Washers and Seals
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&RACING

Large Capacity Fuel Filter
Part No: FF572

A 149 micron fuel or oil filter designed to
be placed in line. These filters have a fine
mesh filter which can be removed and
cleaned.

Application :
All Fuel and Oil systems

A high capacity fuel or oil filter designed

LARGE CAPACITY FUEL FILTER
PARTNO. | THREAD TYPE APPLICATIONS
FF572-04 | 7/16X20 | GAUZE | OIL/FUEL

FF572-06 | 9/16 X 18 | GAUZE | OIL/FUEL
FF572-08 | 3/4X16 | GAUZE | OIL/FUEL
FF572-10 | 7/8X14 | GAUZE | OIL/FUEL

FUEL FILTER

- -
-

- a

S

>

Fiting Type : 0-Ring 0R6290 BUNA 0-RING
Applcaion : PART NO. SECTION (INCHES) | 1.D (INCHES) SECTION (MM) 1.D (MM)
Suitable for all petroleum products 0R6200-03 | 0.064 +0.003 | 0.301 +0.005 16 7.65
. O 0R6200-04 | 0.072+0.003 | 0.351 + 0.005 18 8.92
.ﬂ?g:g ‘hg”t?iﬁgs oo 0R6290-06 | 0.078 +0.003 | 0.468 + 0.005 20 11.89
ANG290 specifications. 0R6290-08 | 0.087 +0.003 | 0.644 + 0.005 22 16.36
Tosut: O OR6290-10 | 0.097+0.003 | 0.755+0005 | 25 1918
AN920, AN921, AN922, AN814SD and O0R6290-12 | 0.116+0.004 | 0.924 +0.006 2.9 2347
swivel G-Line fittings OR6290-16 | 0.116+0.004 | 1.171 +0.006 2.9 29.74
NOTE: VITRON O-RINGS ARE AVAILABLE - JUST ADD A 'V’ TO THE PART NO. EXAMPLE: 0R6290-03V
Application : Sealing 445/CuwW COPPER CRUSH WASHERS
Sealing washer for use with chrome :::11:10. ;l:mMM ‘1).1D,l00MM :"(;ZKJ:S
gﬁtﬂe;jeel, mild steel and stainless (H0EE) || @ i || s 0050"
44517 10.00MM | 14.00MM | 2.00MM
44518 (-04) | 0.437" 0.685" 0.050"
44518HD | 11.50MM | 16.00MM | 1.50MM
44519 12.50MM | 15.00MM | 1.30MM
44520 1450MM | 18.00MM | 1.50MM
CUW-M12 | 1225MM | 16.00MM | 1.50MM
CUW-M14 | 14.30MM | 18.40MM | 1.20MM
CUW-M16 | 16.00MM | 22.50MM | 1.00MM
CUW-M18 | 18.20MM | 24.20MM | 2.00MM
Application : Sealing 445/CW901 ALLOY CRUSH WASHERS
Sealing washer for use with e 2 o o2 o TNICKN-E *
AN T 44515 (-3) | 0.400 0.590 0.050
CW901-04 | 0.443" 0.683" 0.050"
CW901-06 | 0.568" 0.808" 0.050"
CW901-08 | 0.755" 0.995" 0.050"
CW901-10 | 0.880" 1.120° 0.050"
y } CW901-12 | 1.068" 1.370" 0.050"
o CW901-M12 | 122MM | 17.9MM 1.1MM
CW901-M14 | 14.5MM | 19.0 1.4MM
CW901-M16 | 16.3MM | 19.8MM | 1.4MM
CUW-M18 | 18.20MM | 24.20MM | 2.00MM
Application : Sealing 55902 STAT-0-SEALS
The stat-o-seal is the best sealing ;;;::)3 ;‘;6 :104 :"';;KNESS
washer available. It consists of a
synthetic rubber ‘0" ring mecharically z::ﬁ ;‘1'6 E; 1;:
locked to the I.D. of an aluminium crush X - -
washer. This provides the advantages of e SS90206 EE 159 2
an 0 ring seal, but with ease of fitting. o ® $5902-07 76 19.2 125
Stat-o0-seals will tolerate temperatures E S 55902-08 112 22:2 173
from: -30°C (-22°F) 1o 233°C (450°F) $5902-09 | 9/16 27.0 1.25
$5902-10 | 5/8 302 1.25
$5902-12 | 3/4 334 15
$8902-14 | 7/8 283 15

Application : e .
q q to be placed in line. These filters have a
ANl itration requirements 0 be placec 4 PARTNO. | MATERIAL | COLOUR | THREAD
fine mesh filter which can be removed
T and cleaned. FF-06 DB BLACK | -06
Red Anodised Aluminium (DR)
Blue Anodised Aluminium (DB) FF-08 DB BLACK | -08
Alloy Check (Flap) Valve
Part No: FCV
Aoplicat Alloy cased flap check valves for low FCV 'ALLOY CHECK VALVE
cation : . .
AIIpFueI and il systems pressure oil and fuel applications. PART NO. THREAD
FCV-04 -04
FCV-06 -06
FCV-08 -08
FCV-10 -10
Fuel Shut off Taps
Part No: PV72
o Lightweight and compact tap, PV72 FUEL SHUT OFF TAPS
RAIEE; allowing full flow or 100% shut-off. PARTNO. | MATERIAL | INLET THREAD | OUTLET THREAD
Fuel systems -
PV72-04 | CH 1/4 NPT 1/4 NPT
PV72-06 | D 3/8 NPT 9/16 X 18 JIC/UNF
PV72-08 | D 3/8 NPT 3/4 X 16 JIC/UNF
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Fireproof Sleeve: Part No: FG900

Universal Test Rig

Aoplication: Asilicone covered Qeeve which acts as FG900 FIREPROOF SLEEVE Part No: SP-825
Insulation and fire retardant, a fire retardant, an ms.ulator‘ and a chafe oo TBEODSZETO |
1090°C (2000°F) short term flame protector. Installed by inserting the hose > g BE COVERED
i i it ication : $P-825 UNIVERSAL TEST RIG
protection. into the sleeve prior to hose fitting FG900-035 /4 600-02/03/04 Application :
Operating temp: assembly. The standard colour is silver, FG900-065 3/8 600-06/200-04 The universal test rig allows hose PART NO.
54 (-65°F) to 260°C (500°F) but also available in orange on request. FG900-085 112 200-06/08 assemblies to be pressure tested at §P-825
ToSuit Hose - Al FG900-128 3/4 200-10/12 up to 10,000 psi. A compressed air
) FG900-168 1 200-16 supply is required.
Material: Silicone & FG900-20S 11/4 710-16 A 7/16”x 20 UNF female port is
provided for connecting assemblies.
Textalu: Part No: TEXTALU
Agpiication An insulative fibreglass sleeving with a TEXTALU TEXTALU
(nsulation ;l nd fire retardent silicone coating designed to protect PARTNO. 70 SUIT HOSE
protection, components in high temperature areas TEXTALU-3/8 600-03/04
i where the heavier fireproof sleeving is TEXTALU-1/2 200-04
To SuitHose : Al not required. It provides suprior insulation TEXTALU-5/8 200-06
Material: Silicone to components that must maintain TEXTALU-3/4 DGR
Temp: stable Iemperan.ir.es o assure. TEXTALU-1 20010712
Under continuous use: performance efficiency. Its braided
Up to 220°C (4268°F) construction allows good flexibility in
temperatures as low as -40°C.
Raychem Heatshrink: Part No: DR-25 Crimper
e e Part No: GR30H
An insulative fibreglass sleeving with a
Application : silicone coating designed to protect DR-25 RAYCHEM HEATSHRINK
Heat, abrasion and chemical components in high temperature areas PARTNO. TOSUITHOSE Application : Please Note: PARTNO. | DESCRIPTION
resistant covering, capable of where the heavier fireproof sleeving is DR-25-1/4 600-02 The GR30H crimper is a self Additional power alternatives are GR30H CRIMPER WITH HAND PUMP
withstanding temperatures from: not required. It provides superior DR:2823/8 BUTUSS contained, hand operated hydraulic available on request - Electric pump GR30P CRIMPER WITH PNEUMATIC PUMP
-75°C (-103°F ) to 150°C (302°F ) insulation to components that must DR-25-1/2 200-06 crimper used to crimp G-Line XF hose or pneumatic foot operated pump.
To Suit Hose : maintain stable temperatures to DR-25-3/4 200-06/08 assemblies.
600, 200, 210, 910, 710, 811, 510 assure performance efficiency. DR-25-1 200-10/12 This versatile machine comes in a
. Its braided construction allows good DR-25-11/2 710-12/200-16 fitted steel box with enough space
Material: Raychem flexibility in temperatures as low DR-25-2 ANY 2 INCH APPLICATION to store all the tooling and a full set
Colour: Black as -40°C. of dies.
Aluminized Fibreglass: Part No: TCD . .
g Crimper Die
Aoplication Aluminized Fiberglass Sleeving, offers TCD ALUMINIZED FIBREGLASS Part No: SP800 series
P . continuous temperature protection to ® PART NO. 70 SUIT HOSE
Aluminized Fiberglass Sleeving, offers o P
continuous temperature protection 650°F and short term thermal exposure o T0D-2066 6 GLASS LINE SLEEVE Application : Please Note: PART NO. DIE T0 SUIT COLLAR
withstanding temperatures to: 101000°F. The sleeve reflects 60% of TCD-2086 -8 GLASS LINE SLEEVE Crimper Die Special dies for other applications 101083-04 | -04 | ROC910-04
343°C (650°F ) and short term radiant heat energy. * TCD-2106 10 GLASS LINE SLEEVE To Suit: are available on request 101073-06 | -06 | RCC910-06
temperatues of 538°C (1000°F ) TCD-2126 -12 GLASS LINE SLEEVE Crimper GR3OH 101073-08 | -08 | RCC910-08
To Suit Hose : All 5 TCD-212K 12 KEVLAR LINE SLEEVE 10107310 | 10 RCC910-10
. A / TCD-2166 -16 GLASS LINE SLEEVE 10107312 12 Rceo10-12
Material: Aluminized Fiberglass 101073-16 -16 RCC910-16
g 10107320 | -20 RCC910-20
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Terms and Conditions of Sale

Correct Alignments Correct Measurements
180°
All'hose alignments will be A The following instructions are
2050 1350 taken from the diagram (left) designed to eliminate confusion and
unless otherwise clearly ensure that correct hose lengths
shown on a drawing. If no are supplied for assembly. When
alignment is stated the hose ordering hose assemblies please
o70° age Willbe sent out of the fac- make sure the following instructions
tory with an alignment of 0 are followed.
degrees.
All measurements are taken from
FITTING FURTHEST FROM YOU. the center of seat A to the center of
3150 450 FITTING NEAREST T0 YOU. seat B. This will apply in all cases
unless CLEAR instructions are given
36070 on purchase order or a drawing
supplied.
B
Hose Assembly Instructions
Wherever a hose assembly is used in When the hose includes elbow fitings~~ Damage il
either a static or dynamic flexing at both ends, it is important to ensure Any visible evident damage to the hose,
application, it is necessary to ensure the correct alignment of the elbows such as broken strands of braid, of
that the center line bend radius is not relative to each other during hose severe distortion of the hose, or damage
taken below the minimum bend radius manufacture. It is important to ensure to the end fittings is cause for the hose
for the hose. that the hose is connected the right to be withdrawn from service. The cause
Hose assemblies should not be installed way round when installed. When of the damage should then be identified,
in such a manner that a torque loading the hose has an elbow at one end and steps taken to ensure that it does
is imposed, either during installation, or and a straight fitting the other end, not re-occur.
in subsequent use. Torque loading of always connect the elbow end first, to
the hose creates stresses in the hose, prevent possible mis-alignment.
which can shorten the hose life, or TRUE ALIGNMENT AVOID THIS TWIST

cause the hose to collapse.

Whilst assembling the second end
fitting, especially if it is a female union
type or fitting, it is necessary to ensure
that the final tightening of the nut does
not also rotate the spigot, thus imposing
the torque to the hose.

In the case of Re-usable fittings the

hex on the body should be held with a
spanner to prevent rotation.

In applications where the hose under-
goes dynamic flexing, it is necessary
to ensure that all bends in the hose
are in one plane.

A hose which is bent in two or more
planes and then flexed is subject to
torsional forces which may damage
the hose.

Uil

Prices

Prices are in US dollars and are subject to change without notice. Quoted prices are
valid for 30 days. Prices are suggested prices and possession of a price list does not
guarantee the purchaser the prices therein. Your resale number must be provided for
an opening order or sales tax may be charged depending on the state parts are
delivered to. Al prices exclude any freight charge or sales tax. Title of product
transfers to buyer when product is paid in full.

Terms

Terms are Net 30 upon approval of credit. Orders can also ship COD or be paid with
a credit card at time of shipment. Account is put on hold at 60 days from invoice
date.

No shipments will be made until account is current. Finance charges of 1 %% per
month will be assessed on any past due amount retroactive to the original invoice
date.

Freight

All orders are F.0.B. Goodridge USA Inc. locations in Torrance, CA, Mooresville, NC
or Tijuana, Mexico. Please inspect all packages immediately. Any damaged goods
or shortages must be reported promptly to the freight carrier and it is the buyer's
responsibility to file a claim with the freight carrier. Non-shipping related damaged
goods or shortages must be reported to the originating Goodridge facility within
seven days of receipt of goods.

Returns

All sales are considered final. Authorization must be obtained before returning any
merchandise and is at the sole discretion of Goodridge USA Inc. Please contact the
originating facility of the goods to obtain the RGA number. All returns are subject

to the inspection of the item by Goodridge. All returned items must be in resalable
condition in their original sealed packaging. All unauthorized returns, those shipped
freight collect or those that do not mark the RGA number on the outside of the carton
will be refused and returned at the buyer’s expense.

Any special orders cannot be returned unless incorrect or defective. An RGA number
must be obtained from the originating Goodridge facility and a 35% handling charge
will be deducted from the credit. Special order goods will not be accepted after 7
days from the delivery date.

Warranty

Goodridge USA Inc. warrants that all Goodridge products will be free from defects

in material and workmanship for 90 days from the date of the original purchase.
Goodridge will not be liable for any defect in the goods based on any drawing, design
or specification provided by the buyer; for any defect based on wear and tear, willful
damage, negligence, misuse, improper installation, alteration or repair; or if the parts
have not been paid in full.

This warranty is limited to the repair or replacement of parts and shall not exceed the
original price of the goods. The buyer must obtain an RGA number from the originat-
ing Goodridge facility and send the parts back at the buyer's expense. If the cause of
failure is determined to be defective material or workmanship and not misuse, abuse,
accident or improper installation, then Goodridge will repair or replace the product
free of charge and return the product to the buyer at Goodridge expense. Goodridge
shall not be liable for any special, incidental, progressive or consequential damages.
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PARTS INDEX

PART NO PG PART NO PG PART NO PG PART NO PG PART NO PG PART NO PG PART NO PG
910-04 2 40776 7 GQDO5PSO06F 15 1136-01 21 185-45 31 AN837 41 993 54
910-06 2 4001DFLM 7 GQDO5PSO6LF : 15 1136-45 21 185 31 AN938 42 73 54
910-08 2 4091DFM 7 GQDO8PPOGF 15 1136-90 21 185-06 31 AN924 42 1013 54
910-10 2 4824 7 GQDO8PPOGBF : 15 1136-120 21 185-10 31 AN919 42 BL775 54
910-12 2 RCC910 7 GQDO8PSO6F 15 1136-150 21 185-01 31 AN971 42 BL992 54
910-16 2 4431 8 GQDO8PSO6LF : 15 1136-180 21 185-90 31 AN824 42 BL993 54
910-20 2 4445 8 GQDO8PPOSF 15 1136-01 22 600-02 34 919 43 BN506 55
811-04 2 4446 8 GQDO8PPOSBF | 15 1136-30 22 600-03 34 AN894 43 BN507 55
811-06 2 4046-08 8 GQDO8PSO8F 15 1136-120 22 600-03BK 34 AN95 43 BN508 55
811-08 2 4046-10 8 GQDOBPSOSLF | 15 1136-150 22 600-03SB 34 10100 44 BN510 55
811-10 2 4461 8 GQDPC08 15 1136-45 22 600-03CB 34 10120 4 BN704 55
811-12 2 4476 8 GQD14PP12F 15 1136-60 22 600-03CL 34 10125 4 BNSB 55
811-16 2 4490 8 GQD14PP12BF : 15 1136-90 22 600-03CLG 34 10324 4 BN-CAP 55
710-04 3 4491 8 GQD14PPL 15 1136-180 22 600-03EB 34 10716 44 592 56
710-06 3 44120 8 GQD14PS12F 15 236-01 23 600-03GN 34 10720 4 776 56
710-08 3 44150 9 W991-08DE 16 236-31 23 600-030R 34 10916 4 593 56
710-10 3 44180 9 W991-10DE 16 236-45 23 600-03RD 34 FM10100 4 599 56
710-12 3 811-01 10 W991-12DE 16 236-60 23 600-03YE 34 FM10125 4 OR6290 58
710-16 3 812-45 10 W991-16DE 16 236-90 23 600-04 34 FM10324 44 445/CUW 58
710-20 3 811-45 10 W991-20DE 16 236-120 23 6001 35 FM10716 4 445/CW90158
910-06FC 3 811-30 10 W991-24DE 16 236-150 23 6045 35 AN816 45 $8902 58
910-08FC 3 812-90 10 W991-28DE 16 236-180 23 6090 35 AN823 45 FF572 59
4001 4 811-90 10 W991-32DE 16 236-01BK 24 6645 35 AN826 46 FF 59
4031 4 811-120 10 W991-40DE 16 236-45BK 24 6690 35 AN914 46 FCV 59
4046-08 4 811-150 10 W991-48DE 16 236-90BK 24 6046 35 AN916 46 PV72 59
4046-10 4 811-180 10 W903-08D 16 236-120BK 24 6091 35 AN825 46 FG900 60
4045 4 811-01 12 W903-10D 16 236-150BK 24 6120 35 AN915 46 TEXTALU 60
4046 4 811-45 12 W903-12D 16 236-180BK 24 6150 35 AN910 DR-25 60
4061 4 811-90 12 W903-16D 16 936 26 6180 35 AN911 47 TCD 60
4090 4 811-120 12 W903-20D 16 936 26 5091 36 AN912 47 SP-825 61
4091 4 811-150 12 W903-24D 16 936 26 5092 36 AN913 47

4120 5 811-120 12 W903-28D 16 536-04 28 5093 36 AN917 47

4150 5 GQDO3BPO3E 14 W903-32D 16 536-06 28 5095 36 AN932 47

4180 5 GQDO3BSO3E 14 W903-40D 16 536-08 28 5096 36 306 48

a4 5 GQDO3BPO3F 14 W903-48D 16 536-10 28 5097 36 305 48

4046-08 5 GQDO3BSO3F 14 200-04 18 536-12 28 5098 36 CAB 49

4046-10 5 GQDO3BPO4E 14 200-05 18 536-04B 28 5070 36 FB 49

4001DFL 5 GQDO3BSO4E 14 200-06 18 536-06B 28 5099 36 GA 49

4031DFL 5 GQDO3BPO4F 14 200-07 18 536-08B 28 50998 36 CPL-824 50

4046DFL 5 GQDO3BS04F 14 200-08 18 536-10B 28 700K-03 37 CPL-450_ 50

4061DFL 5 GQDO5BPO4F 14 200-10 18 536-12B 28 700K-03BK 37 GPL-900_ 50

4091DFL 5 GQDO5BSO04F 14 200-12 18 536-90 29 700K-03BU 37 CPL-816 50

4120DFL 5 GQDO5BPO4E 14 200-16 18 536-150 29 700K-03RD 37 CPL-910_ 51

4150DFL 5 GQDO5BSO4E 14 200-20 18 536-01E 29 700K-04BK 37 CPL 51

4180DFL 5 GQDO5BPOGF 14 210-04 19 536-01 29 AN804 40 CPL-460_ 51

4016DBZ 6 GQDO5BSO06F 14 210-06 19 536-45 29 AN806 40 CPL-823 51

4031DBZ 6 GQDO8BPOGF 14 210-08 19 536-120 29 ANB14S 40 AN921 52

4046DBZ 6 GQD08BS06F 14 210-10 19 536-180 29 AN814 40 AN922 52

4046-08 6 GQDO8BPOSF 14 210-12 19 536-45E 29 AN815 40 FP192/199 52

4046-10 6 GQD08BS08F 14 210-16 19 536-90E 29 ANB18 40 FP190/FP191 52

4061DBZ 6 GQDO5PPO4F 15 1136-01 20 536-01DBK 30 AN819 41 ANg67 52

4076DBZ 6 GQDO5PPO4BF : 15 1136-45 20 536-90DBK 30 ANB21 41 AN8BT71 52

4091DBZ 6 GQDO5PS04F 15 1136-90 20 536-150DBK 30 AN827 41 AN971 52

4120DBZ 6 GQDO5PSOALF | 15 1136-120 20 536-45DBK 30 ANB32 41 775 54

4150DBZ 7 GQDO5PPOGF 15 1136-150 20 536-120DBK 30 AN833 41 992 54

4180DBZ 7 GQDOSPPOGBF : 15 1136-180 20 536-180DBK 30 AN834 41 1012 54
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GOODRIDGE
BRAKE LINE KITS

At Goodridge we are frequently asked

what makes our brake lines superior to our
competitors. Goodridge stainless braided
brake lines are the standard in professional
motorsport where the ultimate in braking
is required. With the largest application
listing of any company and an unmatched
reputation backed by champions worldwide,
there is no reason to choose anyone else.

Every kit is tested to 2000psi
and comes complete with a
Lifetime Guarantee




HOW TO USE THIS APPLICATION GUIDE Y :

1. Select part number required from table listing, i.e. o
Aprilla RS50 EXTREMA front = AP0050-1FC

2. All Motorcycle brakeline kits are supplied with a clear-cover hose /

45
the table below. - ’
AP0050-1FC with black covered hose becomes: AP0050-1FC-BK DRI -

Please note:
Race fronts are a two line kit designed to route direct to

|
i

|

|

|

|

|

|

| as standard. If a different colour hose is required then select from
\

|

|

|

|

| each caliper from the master cylinder.

‘ Aluminium and Aramid kits are available for race use only.
| Please call for further details.
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ABS Motorcycle Braided
Brake Line Kits

Goodridge has introduced a new range of premium
performance braided motorcycle brake line kits, suitable
for Motorcycles with ABS.

ABS motorcycle riders can enjoy the following advantages:

* Greater braking efficiency

* Elimination of sponginess under heavy braking
* Added reliability

* Greater resistance to abrasion and corrosion

* Added aesthetics (Choice of 14 colours)

* Goodridge Life Time Guarantee

Each Goodridge ABS brake line kit is manufactured using
Stainless Steel ABS blocks, Stainless Steel fittings and PTFE
hose wrapped in a Stainless-Steel braid with a PVC outer to
stop dirt ingress. Kits come 100% pressure tested to 2000
PSI, before leaving the factory.

Goodridge have been manufacturing braided hoses for
almost 50 years, trusted by OEM manufacturers and world
championship winning racing teams all over the world.

The latest ABS range has more than two years of research
and development investment to ensure the highest quality
OEM fitting standards, demonstrating Goodridge's
continued commitment to the Motorcycle market.

The new range currently caters for over 60

models and is continuously growing.

Find all the latest ABS kits listed in this
application guide under your specific
make and model.




STREET BIKE BRAKE LINES

APRILIA

ol e ot Racerone L pear

RS50 EXTREMA

RS50

AF125 FUTURA

RED ROSE 125

RS125 EXTREMA

RS125

RX125

RS250

RS250

RS250

PEGASO 650

PEGASO 650

PEGASO STRADE 650
ETV-1000 CAPONARD
RSV1000 MILLE
RSV1000 MILLE
ETV-1000 CAPONARD
RSV1000 MILLE R

RST 1000 FUTURA
RSV1000R FACTORY MY
RSV1000 MILLE TUONO
RSV1000R + RSV4 NON ABS
SL1000 FALCO

TUONO V4R + V4 RAPRC

BMW

Choger e swrmone— Racebront ke

F650

F650GS/DAKAR NON ABS
R45/R65 FLEXIBLE
R45/R65 FULL FRONT
R65 FLEXIBLE FRONT
R65 FLEXIBLE FRONT
R65 FULL FRONT

R65 (M/C-BUNDY)
K75RT

K75S FULL REAR
K75S ABS

K75C FULL FRONT
R75 GEARS

R75/6 LONG FRONT
R75/6 FULL FRONT
R75/6 FRONT ATE CALIPERS
R80/7 FLEXI FRONT
R80/7 FULL FRONT
R8ORT FLEXI FRONT
R8ORT

R80GS FULL FRONT
R80GS FLEXI FRONT
R80ST FLEXI FRONT
R8OR FLEXI FRONT
R850C ABS

R850R**

R850R**

R850R ABS**
R850GS ABS

R90 FLEXIBLE FRONT
R90S PRE BREMBO FULL FRONT

93-98
99-03
88-92
88-94
93-98
99-10
94-95
94-97
98-99
00-02
93-96
97-03
97-09
01-04
98-00
01-03
01-03
03-04
01-04
04-09
03-09
08-14
99-03
11

94-00
00-07
78-80
79-85
81-85
85-88
81-85
85-88
91-96
86-90
90-96
86-88
75
74
75
76
77-80
77-80
82-84
84-90
80-85
86-94
82-85
94
00-01
95-96
97-01
97-01
00-01
76

Premium Performance Brake Line

AP0050-1FC
AP0050-1FC
AP0125-1FC
AP0129-1FC
AP0126-1FC
AP0130-1FC
AP0131-1FC

AP0127-3FC
AP0128-3FC
AP0250-3FC
AP0650-1FC
AP0651-1FC

AP0652-1FC
AP1003-3FC
AP1000-3FC
AP1002-3FC
AP1003-3FC
AP1005-3FC
AP1008-3FC
AP1009-3FC
AP1007-3FC
AP1012-3FC
AP1001-3FC
AP1013-2FC

BWF650-1FC
BWF651-1FC
BW0650-3FC
BW0652-3FC
BWO0651-3FC
BW0655-1FC
BW0653-3FC
BWO0656-1FC
BW0750-3FC
BW0753-3FC
BWO075A-2FC
BW0756-3FC
BW0750-2FC
BWO0770-1FC
BWO0752-1FC
BWO0757-1FC
BW0810-2FC
BW0811-2FC
BW0801-3FC
BW0804-2FC
BWO0803-1FC
BW0806-1FC
BW0807-1FC
BW0809-1FC
BW1201-4FC
BW0850-4FRC
BWO0851-4FRC
BWO0853-5FRC
BW1102-4FC
BW0903-2FC
BW0901-2FC

AP0127-2FC
AP0128-2FC
AP0250-2FC

AP1000-2FC
AP1002-2FC

AP1005-2FC
AP1008-2FC
AP1009-2FC
AP1007-2FC
AP1009-2FC
AP1001-2FC
AP1013A-2FC

AP0050-1RC
APO0051-1RC
AP0125-1RC
AP0129-1RC
AP0126-1RC
AP0126-1RC

AP0127-1RC
AP0128-1RC
AP0250-1RC
AP0650-1RC
AP0650-1RC
AP0652-1RC
AP1003-1RC
AP1000-1RC
AP1000-1RC
AP1003-1RC
AP1005-1RC
AP1008-1RC
AP1009-1RC
AP1007-1RC
AP1012-1RC
AP1001-1RC
AP1013-1RC

BWF650-1RC
BWF651-1RC

BWO0750-1RC
BWO0753-1RC
BWO075A-2RC

BW0804-1RC

BW1201-1RC

BW1102-1RC



STREET BIKE BRAKE LINES
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R90S PRE BREMBO FLEXIBLE FRONT
K100/K100RS/K100RT FRONT
K100RS FLEXIBLE

K100RS FULL FRONT

K100RS ABS

K100RS 16V ABS

K100LT NON ABS

K100LT ABS

R100S FLEXIBLE

R100S ATE FLEXIBLE FRONT

R100RT FLEXIBLE

R100RT FULL

R100RS FULL FRONT

R100RS FLEXIBLE FRONT

R100RS

R100/R100CS FULL FRONT

R100GS FLEXIBLE FRONT

R100GS

R100T FLEXIBLE FRONT

S1000RR NON ABS

K1100LT ABS

K1100RS NON ABS

K1100RS 16V ABS

K1100RS 16V ABS 2

R1100GS ABS

R1100GS NON ABS

R1100RS ABS**

R1100RT ABS**

R1100R**

R1100R**

R1100S BOXER CUP REPLICA**
R1100S NON ABS**

R1100S NON ABS**

R1100S ABS**

R1150GS ABS (Retaining Hardline)**
R1150GS ABS (Retaining Hardline)**
R1150GS NON ABS (Retaining Hardline)
R1150GS NON ABS (Replacing Hardline)
R1150GS NON ABS EVO BRAKES
R1150GS NON ABS EVO BRAKES
R1150R**

R1150RT ABS

K1200RS ABS**

K1200 LT ABS

R1200C ABS

R1200R ABS

** Supplied as front & rear kit complete.

BIMOTA

T T

CAGIVA

el e ot Race ot pear

BLUES 125
MITO 125 EVOLUTION
ALAZZURRA 650

83-88
86-90
86-90
88-90
90-93
87-88
90-91
76-80
77-80
1980
1980
77-80
81-86
87-93
80-84
91-96
91-96
79-80
10-14
89-99
92-93
94-97
94-97
94-00
94-00
93-00
95-00
95-96
97-01
11/03-ON
01/98-01/01
02/01-11/03
98-04
99-11/01
11/01-09/02
11/99-02
11/99-02
11/99-02
03-04
00-02
01-05
97-01
11700 - 08/03
96-05
11-13

91-93
91-07
85-88

BW0902-2FC
BW1005-3FC
BW1006-3FC
BW1015-3FC
BW1001-4FC
BW1029-4FC
BW1007-3FC
BW1012-2FC
BW1004-3FC
BW1008-2FC
BW1010-2FC
BW1011-2FC
BW1016-2FC
BW1003-3FC
BW1023-4FC
BW1017-3FC
BW1018-1FC
BW1018-1FC
BW1019-2FC
BW2001-3FC
BW1106-4FC
BW1105-3FC
BW1029-4FC
BW1031-4FC
BW1102-4FC
BW1112-3FC
BW1100-5FRC
BW1101-5FRC
BW0850-4FRC
BWO0851-4FRC
BW1113-4FC
BW1103-4FC
BW1107-4FC
BW1104-5FC
BW1150-5FC
BW1150A-5FC
BW1151-3FC
BW1151A-3FC
BW1153-4FC
BW1151-4FC
BW1152-5FRC
BW1154-4FC
BW1200-6FC
BW1207-6FRC
BW1201-4FC
BW1202-4FC

BM1000-3FC

CG0126-1FC
CGO0125-1FC
CG0650-3FC

BW2001-2FC

BM1000-2FC

BW1006-1RC
BW1015-1RC
BW1001-2RC
BW1029-2RC
BW1007-1RC
BW1012-2RC
BW1004-1RC
BW1008-1RC

BW1003-1RC

BW2001-1RC
BW1106-1RC

BW1029-2RC
BW1031-1RC
BW1102-1RC

BW1103-1RC

BW1150-1RC
BW1150-1RC
BW1151-1RC
BW1151-1RC
BW1151-1RC
BW1151-1RC

BW1201-1RC
BW1202-1RC

BM1000-1RC

CG0126-1RC
CGO0125-1RC
CG0650-1RC



STREET BIKE BRAKE LINES
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RAPTOR 650 (NAKED)
ELEFANT 750

ELEFANT 900IE
ELEFANT 900
V-RAPTOR 1000 (FAIRED

DUCATI

ol e starrone  Raceromt R

DESMO 250

DESMO 350

400SS

PANTAH 500/600SL
PANTAH 600TL
M400 MONSTER
M600 MONSTER
M620 MONSTER
600SS

M696 MONSTER

748 BIPOSTA/STRADA
748 BIPOSTA/STRADA/SPS
748R

749

749S

750GT

750/906 PASO
750SS

750SS

750SS

M750 MONSTER
848

851STRADA

851 SP3

851 SP/888 STRADA
900SS/SUPERLIGHT
900 SUPERLIGHT
900SS

900SS SUPERSPORT
900SS

M900 MONSTER
S4/S4R MONSTER
907IE

916 BIPOSTA/STRADA
916 BIPOSTA/SP

996

996R

998

999

999R

ST2

ST4

SPORT CLASSIC 2006
1098/1098R/10985/1198/1198S

1099 PANIGALE ABS

03-06
87-88
91-92
93-00

2003-ON

1975
1975
91-93
80-84
84-85
94-02
94-02
02-04
94-98
06-08
95-98
99-03
99-02
03-05
04-05
1974
86-94
91-93
94-97
98-02
96-02
07>
88-92
91
92-93
91-93
94-97
94-97
1977
98-02
93-99
00-08
91-94
94-97
98-01
98-01
00-01
01-03
02-05
03-05
97-03
98-03
2006
07

11-14

CG0652-3FC
CG0900-1FC
CG0900-1FC
CG0901-3FC
CG1004-3FC

DU0250-1FC
DU0350-1FC
DU0400-1FC
DUO0500-3FC
DU0600-3FC
DU0601-1FC
DU0601-1FC
DU0602-3FC
DU0754-1FC
DU0696-2FC
DU0916-3FC
DU0916A-3FC
DU0997-3FC
DU0747-2FC

DU0757-1FC
DU0755-3FC
DU0754-1FC

DU0601-1FC

DU0851-3FC
DU0853-3FC

DU0901-3FC

DU0907-3FC
DU0916-3FC
DU0916A-3FC
DU0916A-3FC
DU0997-3FC
DU0916A-3FC

DU0918-2FC
DU0944-3FC
DU0945-3FC
DU1005-3FC
DU1098-3FC
DU1099-3F

DU0602-2FC

DU0916-2FC
DU0916A-2FC
DU0997-2FC

DU0749A-2FC

DU0751-2FC
DU0912-2FC

DU0848-2FC

DU0852-2FC
DU0908-2FC
DU0908-2FC
DU0908-2FC
DU0911-3FC
DU0912-2FC
DU0901-2FC
DU0910-2FC

DU0916-2FC
DU0916A-2FC
DU0916A-2FC
DU0997-2FC
DU0916A-2FC
DU0919-2FC
DU0918A-2FC

DU1098-2FC

CG0900-1RC
CG0900-1RC
CG0901-1RC
CG1004-1RC

DUO0500-1RC
DU0600-1RC
DU0601-1RC
DU0601-1RC
DU0602-1RC
DU0754-1RC
DU0696-1RC
DU0916-1RC
DU0916A-1RC
DU0997-1RC
DU0747-1RC
DU0749A-1RC

DU0755-1RC
DU0754-1RC
DU0754-1RC
DU0912-1RC
DU0601-1RC

DU0851-1RC
DU0853-1RC
DU0852-1RC
DU0908-1RC
DUO0908A-1RC
DU0908B-1RC
DU0911-1RC
DU0912-1RC
DU0901-1RC
DU0901-1RC
DU0907-1RC
DU0916-1RC
DU0916A-1RC
DU0916A-1RC
DU0997-1RC
DU0916A-1RC
DU0919-1RC
DU0918-1RC
DU0944-1RC
DU0945-1RC
DU1005-1RC

DU1098-1RC



STREET BIKE BRAKE LINES
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GILERA
NORDWEST 600 91-95 GL0600-2FC
SATURNO 90-93 GL0500-1FC

HARLEY DAVIDSON FRONT ABS

FLH / FLT Single Line Upper Front Kits (M/C to ABS box only)

GL0600-2FC GL0600-1RC

GL0500-1RC

FLHR/FLHRC ROAD KING/ROAD KING CLASSIC 08
FLH/FLT ALL MODELS 09-13
FLH/FLT ALL MODELS 14-16
FLTRX/FLTRXS ROAD GLIDE CUSTOM/ROAD GLIDE 15.16
SPECIAL

FLH / FLT ABS Bagger Quad Front Complete Kits

HD0091-1FCH
HD0099-1FCH
HD0127-1FCH

HD0132-1FCH

Part No

FLHR ROAD KING ABS 08
FLHT ELECTRA GLIDE/FLHTC/FLHTCU/FLHX ABS 08
FLHTC ELECTRA GLIDE CLASSIC ABS 08
FLHTCU ULTRA CLASSIC ABS 08
FLH/FLT ALL MODELS (EXCEPT FLTR) ABS 09-13
FLHX STREET GLIDE ABS 08
FLTR ROAD GLIDE ABS 08-13

HD0091-4FCH
HD0099-4FCH
HD0099-4FCH
HD0099-4FCH
HD0102-4FCH
HD0099-4FCH
HDO0100-4FCH

FLS SLIM 12-16
FLSTC HERITAGE CLASSIC 11-16
FLSTF FAT BOY 11

FLSTF FAT BOY 12-16
FLSTFB FAT BOY LO 11

FLTSTB FAT BOY LO 12-16
FLSTN DELUXE 12-16
FXCWC ROCKER 11

FXSB BREAKOUT 14-15
FXST STANDARD 11-16

FLST Softail ABS Dual Front Kits

FLST/FXST Softail ABS Single Line Upper Front Kits (M/C to ABS box only)

HDO0116-1FCH
HDO0118-1FCH
HDO0117-1FCH
HDO0116-1FCH
HDO0113-1FCH
HDO0116-1FCH
HDO0116-1FCH
HDO0115-1FCH
HD0126-1FCH
HDO0114-1FCH

FLS SLIM 12-16
FLS SLIM* 15-17
FLSTF FAT BOY 11

FLSTF FAT BOY 12-16
FLSTF FAT BOY* 15-17
FLSTFB FAT BOY LO 11

FLSTFB FAT BOY LO 12-16
FLSTFB FAT BOY LO* 11-14
FLSTFBS FAT BOY S* 15-16
FLSTN DELUXE 11-16
FLSTN DELUXE* 15-17
FLSTC HERITAGE CLASSIC 11-16
FLSTC HERITAGE CLASSIC* 11-14
FLSTC HERITAGE CLASSIC* 15-17
FLSS SLIM* 15-16

*Premium kit supplied with new HD J style banjo fitting

HDO0116-2FCH
HD0214-3FCH
HDO0117-2FCH
HDO0116-2FCH
HD0216-3FCH
HDO0113-2FCH
HDO0116-2FCH
HD0217-3FCH
HD0219-3FCH
HDO0116-2FCH
HD0214-3FCH
HD0118-2FCH
HD0218-3FCH
HD0214-3FCH
HD0219-3FCH
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HARLEY DAVIDSON FRONT ABS
FXS / FXC Softail ABS Dual Front Kits

Part No
FXCWC ROCKER 11 HDO0115-2FCH
FXSB BREAKOUT* 11-14 HD0226-3FCH
FXSB BREAKOUT* 15-17 HD0216-3FCH

*Premium kit supplied with new HD J style banjo fitting

HARLEY DAVIDSON NON ABS KITS
FLH / FLT Bagger Tri Front Kits

Y (Yo []] Year Part No

FLHR/FLHR-1 ROAD KING 94-07 HD0049-3FCH
FLHRC ROAD KING CLASSIC 99-07 HD0049-3FCH
FLHRS/FLHRSI ROAD KING 04-07 HD0070-3FCH
FLHR ROAD KING* 14-15 HD0128-3FCH
FLHT ELECTRA GLIDE 96-07 HD0033-3FCH
FLHTC ELECTRA GLIDE CLASSIC 96-07 HD0033-3FCH
FLHTCU ULTRA CLASSIC 96-07 HD0033-3FCH
FLHX STREET GLIDE 06-07 HD0033-3FCH
FLHX STREET GLIDE* 14-16 HD0128-3FCH
FLTR/FLTR-1 ROAD GLIDE 98-07 HD0049-3FCH
FLH/FLT ALL MODELS* 08-13 HD0091-3FCH
FLTRX/FLTRXS ROAD GLIDE/ROAD GLIDE SPECIAL* 15 HD0133-3FCH

*Use original HD caliper bolts.
FLH / FLT Bagger Rear Kits

Part No
FLH/FLT ALL MODELS 92-96 HD0032-2RCH
FLH/FLT ALL MODELS 97-07 HD0057-2RCH
FLH/FLT ALL MODELS 08-153 HD0094-1RCH

FLST Softail Single Front Kits

Y [eYe []] Year Part No

FLST HERITAGE 84-90 HD0001-1FCH
FLSTC HERITAGE CLASSIC 87-08 HD0001-1FCH
FLSTC HERITAGE CLASSIC 09-12 HD0101-1FCH
FLSTF FAT BOY 90-11 HD0001-1FCH
FLSTF FAT BOY 1213 HD0072-1FCH
FLSTFB FAT BOY LO 12-13 HD0072-1FCH
FLSTS HERITAGE 97-03 HD0055-1FCH
FLSTSB CROSS BONES 10-11 HD0098-1FCH
FLSTSC HERITAGE CLASSIC 05-07 HD0071-1FCH
FLSTN DELUXE 05-13 HD0072-1FCH
FLS SLIM 13-15 HD0072-1FCH

FLST Softail Dual Rear Kits

Model Year Part No

FLST ALL MODELS 84-99 HD0014-2RCH
FLST ALL MODELS 00-06 HD0063-2RCH
FLST DELUXE/HERITAGE/SPRINGER 07 HD0086-2RCH
FLSTF FAT BOY 07 HD0085-2RCH
FLST ALL MODELS 08-13 HD0096-2RCH

FXST / FXCW Softail Single Front Kits

Y [oYe []] Year Part No

FXS BLACKLINE 11-13 HDO0120-1FCH
FXCW/FXCWC ROCKER 08-11 HD0096-1FCH




STREET BIKE BRAKE LINES

HARLEY DAVIDSON NON ABS KITS
FXST / FXCW Softail Single Front Kits

Year
FXSTC CUSTOM 07-10
FXST STANDARD 84-90
FXST STANDARD 99-12
FXSTC CUSTOM 87-99
FXSTS SPRINGER 87-06
FXSTSB BAD BOY 95-97
FXSTB NIGHT TRAIN 99-09
FXSTD DUECE 00-07

FXST / FXCW Softail Dual rear Kits

HD0082-1FCH
HD0025-1FCH
HD0025-1FCH
HD0025-1FCH
HD0043-1FCH
HD0050-1FCH
HDO0061-1FCH
HD0062-1FCH

FXST ALL MODELS 84-99
FXST/FXSTB/FXSTS STANDARD/NIGHT TRAIN/SPRINGER 00-05
FXST/FXSTB/FXSTS STANDARD/NIGHT TRAIN/SPRINGER 06
FXST/FXSTB/FXSTC STANDARD/NIGHT TRAIN/CUSTOM 07
FXS/FXST/FXCW BLACKLINE/STANDARD/ROCKER 08-13
FXSTD DUECE 00-06
FXSTD DUECE 07

FXD Dyna Dual Disc ABS Tri Front Kits

Year

HD0029-2RCH
HD0063-2RCH
HD0074-2RCH
HD0085-2RCH
HD0096-2RCH
HD0063-2RCH
HD0086-2RCH

FXDF DYNA FAT BOB ABS 14-17
FXDLS DYNA LOW RIDER S 14-17

HD0200-3FCH
HD0200-3FCH

FXD / FXR Dyna Tri Front Kits

FXDF DYNA FLET BOB 08-16
FXDB DYNA DAYTONA 91-92
FXDC DYNA GLIDE CUSTOM (TWIN DISC) 91-92
FXDL DYNA LOW RIDER 93-00
FXDS-CON DYNA LOW RIDER CONVERTIBLE 93-00
FXDX SUPER GLIDE SPORT 99-05
FXDXT DYNA SUPER GLIDE 01-03
FXRS-C LOW RIDER CONVERTIBLE 87-94
FXRS-SP LOW RIDER SPORT 87-94
FXRT SPORT GLIDE TOURER 87-92

HD0097-3FCH
HD0039-3FCH
HD0039-3FCH
HD0039-3FCH
HD0039-3FCH
HD0060-3FCH
HD0061-3FCH
HDO0017-3FCH
HD0002-3FCH
HDO0038-3FCH

FLD / FXD / FXR Dyna Single Front Kits

FLD SWITCHBACK 12-16
FXD SUPLER GLIDE 00-05
FXD35 35th ANNIVERSARY SUPER GLIDE 06-07
FXDB DYNA STURGIS 91-92
FXDB DYNA STREET BOB 06-16
FXDC DYNA SUPER GLIDE CUSTOM 90-92
FXDC DYNA SUPER GLIDE CUSTOM 05

FXDC DYNA SUPER GLIDE CUSTOM 06-14
FXDL DYNA LOW RIDER 01-05
FXDL DYNA LOW RIDER 06-13
FXDWG DYNA WIDE GLIDE 93-05
FXDWG DYNA WIDE GLIDE 06-08
FXDWG DYNA WIDE GLIDE 10-14
FXLR LOW RIDER CUSTOM LOW BARS 87-94
FXR SUPER GLIDE 87-94

FXRS LOW RIDER CUSTOM 87-94

HDO0076-1FCH
HD0042-1FCH
HDO0075-1FCH
HD0054-1FCH
HDO0073-1FCH
HDO0046-1FCH
HDO0042-1FCH
HDO0078-1FCH
HD0064-1FCH
HD0076-1FCH
HDO0010-1FCH
HD0077-1FCH
HDO0105-1FCH
HD0028-1FCH
HD0042-1FCH
HD0027-1FCH



STREET BIKE BRAKE LINES Premium Performance Brake Line§'\:=

HARLEY DAVIDSON NON ABS KITS
FXD / FXR Dyna Single & Dual Rear Kits

Model Year Part No

FXD ALL MODELS 97-99 HD0009-2RCH
FXD ALL MODELS 00-07 HD0065-2RCH
FXD ALL MODELS 08-13 HD0095-1RCH
FXLR / FXR ALL MODELS 87-94 HD0003-2RCH

XL Sportster Tri Front Kits

Part No
XL883R 02-03 HD0063-3FCH
XL883R 04-13 HD0066-3FCH
XL1200 96-03 HD7883-3FCH
XL1200R ROADSTER 04-11 HD0066-3FCH

XL Sportster Single Front Kits

Model Year Part No

XL50 50th ANNIVERSARY 07 HD0067-1FCH
XL883 STANDARD 87-03 HD0883-1FCH
XL883 STANDARD 04-09 HD0069-1FCH
XL883C CUSTOM 96-03 HD0883-1FCH
XL883C CUSTOM 04-10 HD0067-1FCH
XL883DLX DELUXE 87-91 HD0883-1FCH
XL883DLX DELUXE 92-03 HD1883-1FCH
XL883L LOW 05-15 HD0079-1FCH
XL883N IRON 10-13 HD0069-1FCH
XL883N IRON 14-16 HD0129-1FCH
XL1200 SPORTSTER 88-03 HD1883-1FCH
XL1200 CLASSIC 96-03 HD6883-1FCH
XL1200C CUSTOM 96-03 HD0883-1FCH
XL1200C CUSTOM 04-13 HD0067-1FCH
XL1200C/XL1200CP CUSTOM (PULLBACK BAR) 12-13 HD0069-1FCH
XL1200CP (DRAG BAR) 12 HDO0123-1FCH
XL1200L LOW 07-11 HD0079-1FCH
XL1200N NIGHTSTER 08-12 HD0067-1FCH
XL1200V SEVENTY TWO 12-16 HD0121-1FCH
XL1200X FORTY EIGHT 12-13 HD0124-1FCH
XL1200X FORTY EIGHT 14-16 HD0129-1FCH

XL Sportster Rear

Model Year Part No
XL MODELS 87-03 HD0883-2RCH
XL MODELS 04-13 HD0068-2RCH

V-ROD Front V-ROD Front

VRSCA V-ROD 01-05 HD0054-3FCH
VRSCA V-ROD 06-07 HDO0058-3FCH
VRCSAW V-ROD 08-10 HD0058-3FCH
VRCSD/VRSCX V-ROD 04-05 HD0056-3FCH
VRCSD/VRSCX V-ROD 06-08 HD0059-3FCH
VRSCDX NIGHT ROD 08-11 HD0059-3FCH
VRSCDX NIGHT ROD 12 HDO0122-3FCH
VRSCDX NIGHT ROD 10 Year Anniversary 12-13 HDO0059-3FCH
VRSCF V-ROD MUSCLE 09-13 HD0103-3FCH

Harley Davidson kits are supplied with chrome plated fittings as standard.
Stainless steel kits are available on request for certain models. Please contact for details.



STREET BIKE BRAKE LINES

I B Y S

HONDA

CB50 SPORT

MBX80 83-86
CB125RSD 83-86
CB125TDC-TD) SUPER DREAM 82-88
CBF125 08>
CBR125R 05-13
CG125 04-07
MBX125FE 84-85
MSX125 GROM 16-17
MTX125RWF-RWL 85-90
NS125FG-FH 86-90
NS125RK-RL SUPERSPORT 89-93
NSR125RK-R3 90-03
XL125RF-RH 85-87
XLR125 00-03
SHADOW 125 98-08
MTX200RWF 85-86
CB250T 77-78
CB250N-NDC SUPER DREAM 78-82
CB250RSA-RSD 84-86
CB250N-3 96-03
CB250 HORNET IMPORT 1996
CBR250RR]-RRK (MC19) 88-89
CBR250RRM-RRX (MC22) 90-99
CBR250R 11-13
CBR250R ABS (Twin Disc) 11-13
CBX250RSE 84-86
CJ250-) 77-78
CM250TB CUSTOM 82-84
NSR250 PGM4

NSR250 MC18/21 87-93
NSR250 MC28 SMARTCARD 94-99
VT250FD 83-87
CB3505G-S) 86-90
CB400F-F2 75-79
CB400T 77
CB400N-NB SUPER DREAM 78-81
CBR400RR]-RRK (NC23) TRIARM 88-89
CBR400RRK-RRT (NC29) GULLARM 89-96
CB1 (SUPER 400) 92-96
NS400RF-RG 85-87
VF400FD 83
VFR400RRL-RRM (NC30) 90-92
VFR400RF-RH  (NC21) 85-87
VFR400RH-RK  (NC24) 87-89
RVF400RRR-RRT NC35) 94-96
CB450DXK 89-92
CB500T HIGH BARS 76-78
CB500T LOW BARS 76-78
CB500R-T 94-96
CB500V-3 97-03
CB500F ABS 13-15
CB500F ABS 16-17
CB500X ABS 13-15
CB500X ABS 16-17
CBF500 04-08
CBR500R ABS 13-15
CBR500R ABS 16-17

HNO0050-1FC
HNO0127-3FC
HNO0125-1FC
HNO0126-1FC
HNO0136-1FC
HNO0140-1FC
HNO175-1FC
HNO0128-1FC
HNO141-1FC
HNO135-1FC
HNO0132-1FC
HNO137-1FC
HNO0131-1FC
HNO134-1FC
HNO0139-1FC
HNO138-1FC
HNO135-1FC
HN0248-1FC
HNO0250-1FC
HNO0255-1FC
HNO0256-1FC
HNO0246-1FC
HNO0253-1FC

HNO0266-1FC
HNO0267-3FC
HN0247-1FC
HNO0257-2FC
HNO0258-1FC
HNO0261-2FC

HNO0259-1FC
HNO0350-3FC
HNO0351-2FC
HNO0402-1FC
HNO0354-3FC

HNO0400-3FC
HNO0407-2FC
HNO0355-3FC
HNO0356-1FC

HNO0404-3FC

HNO0408-3FC
HNO0450-3FC
HNO0509-2FC
HNO509A-2FC
HNO0510-1FC
HNO0511-1FC
HNO0513-2FC
HNO0516-2FC
HNO0515-2FC
HNO0514-2FC
HNO0512-1FC
HNO0513-2FC
HNO0516-2FC

HNO0254-2FC

HNO0263-2FC
HNO0264-2FC

HN0406-2FC
HN0401-2FC
HN0407-2FC

HNO0357-2FC
HN0404-2FC
HN0405-2FC
HN0408-2FC

HNO0050-1RC

HNO0140-1RC

HNO0141-1RC

HNO0131-1RC

HNO0246-1RC

HNO0254-1RC
HNO0266-1RC
HNO0267-2RC

HNO0261-1RC

HNO0406-1RC
HN0400-1RC
HNO0407-1RC
HNO0355-1RC
HNO0356-1RC
HNO0357-1RC
HN0404-1RC
HNO0405-1RC
HNO0408-1RC
HNO0450-1RC

HNO0511-1RC
HNO0513-2RC
HNO0514-2RC
HNO0513-2RC
HNO0514-2RC
HNO0512-1RC
HNO0513-2RC
HNO0514-2RC



STREET BIKE BRAKE LINES

HONDA

Cocel e o Rocerrone e

CX500Z-B

CX500C CUSTOM
CX500EC EURO SPORT
CX500TC TURBO
FT500C

GL500DC SILVERWING
VF500F2E-F2F
VT500ED-EF
XBR500F-S)

CB550 K3

CB550F1-2

CB550SC NIGHTHAWK
CBX550FC-F2D
CB600FW-F4 HORNET
CB600F5-F8 HORNET
CB60OF HORNET ABS
CBF600

CBF600 ABS
CBR600FH-FL
CBR600FM-FR
CBR600OFS-FW
CBR600FX-F4/SPORT
CBR600F

CBR60OF ABS
CBR600RR3-RR4
CBR600RR5
CBR60ORR6
CBR600RR7
CBRG0ORR NON ABS
CBRG0ORR ABS

NT BROS 400/600/650
NTV600)-M
VT600CN-CW SHADOW
XL600LMF PARIS DAKAR
XL60ORD-RF
XL600VH-VT TRANSALP
XL600VV-VX TRANSALP
XL650Y-3 TRANSALP
CB650F ABS

CB650Z-B

CB650SC NIGHTHAWK
CBR650F ABS
CX650TD TURBO
CX650ED

NT650V DEAUVILLE (Nissin Calipers)

NX650J-T DOMINATOR
NX650V-X DOMINATOR
SLR650V-W

CB750F1 TWIN DISC
CB750F1 HIGH BAR
CB750F1 LOW BAR
CB750F2

CB750FZ-FD
CBX750FE

CB750F SUPERSPORT
CB750K6

CB750K7

CB750KZ

79-81
82
82
82
82
82

84-85

83-85

85-88

77-79

77-79
83

82-84

98-05

05-08

07-13

04-10

08-11

87-90

91-94

95-98

99-07

11-13
11-13

03-04

2005

2006

2007

08-13

09-15

88-95

88-91

92-98
85

84-85

87-96

97-99

00-05

14-17

79-81
82

14-17
83
83

98-03

88-96

97-99

97-98

1976

76-78

77-78

77-79

79-83
84

76-77
78-79
78-80

Premium Performance Brake Line |

HNO0501-3FC
HNO0500-3FC
HNO0502-3FC
HNO0503-3FC
HNO0504-1FC
HNO0505-3FC
HNO0506-3FC
HNO0507-1FC
HNO0508-1FC
HNO0551-2FC
HNO0555-2FC
HNO0556-1FC
HNO0553-3FC
HNO0610-3FC

HN0624-6FC
HNO0616-3FC
HN0625-6FC
HNO0600-3FC
HNO0601-3FC
HNO0608-3FC
HNO608A-3FC

HN0623-6FC
HNO0615-3FC

HN0622-4FC
HN0609-1FC
HN0605-1FC
HNO0613-1FC

HN0606-1FC
HN0607-1FC
HNO0611-1FC

HN0662-4FC
HNO0653-3FC
HNO0651-3FC
HNO0661-4FC
HNO0650-3FC
HNO0652-3FC
HN0656-3FC
HN0654-1FC
HNO654A-1FC
HN0657-1FC
HNO0759-3FC
HNO0750-2FC
HNO0761-2FC
HNO751-3FC
HNO0770-3FC
HNO0753-3FC
HNO0754-3FC
HNO0763-2FC
HNO0758-2FC
HNO0762-3FC

HNO0610-2FC
HNO0614-2FC

HNO0616-2FC

HNO0600-2FC
HN0602-2FC
HNO0608-2FC
HNO608A-2FC
HNO0621-2FC

HNO0615-2FC
HNO0617-2FC
HNO0618-2FC
HNO619A-2FC
HNO0620A-2FC

HNO0612-2FC
HNO0612-2FC

HNO0762-2FC

HNO0502-1RC
HNO0503-1RC
HNO0504-1RC

HNO0506-1RC

HNO0556-1RC
HNO0553-1RC
HNO0610-1RC
HNO0614-1RC
HNO0623-2RC
HNO0616-1RC
HN0625-2RC
HNO0600-1RC
HNO0601-1RC
HNO0608-1RC
HNO608A-1RC
HN0621-1RC
HNO0623-2RC
HNO0615-1RC
HNO0617-1RC
HNO0618-1RC
HNO0619-1RC
HN0620-1RC
HN0622-2RC
HN0609-1RC
HN0605-1RC

HNO0612-1RC
HNO0612-1RC
HNO0612-1RC
HN0662-2RC

HNO0661-2RC

HNO0652-1RC
HN0656-1RC
HN0654-1RC
HN0654-1RC

HNO0759-1RC
HNO0750-1RC

HNO751-1RC
HNO0770-1RC
HNO0753-1RC
HNO0754-1RC

HNO0762-1RC



HONDA

odel e stafront —acorront R

CB750F2N-Y

RVF750RR-RS (RC45)
VF750FD-FE

VFR750FG-FH
VFR750F)-FK

VFR750FL-FP
VFR750FR-FV
VFR750RJ-RL (RC30)
VT750V-W SHADOW
VT750 SHADOW

XLV750

XRV750L-3 AFRICA TWIN
VFR800 FW-FY** NON ABS
VFR800 V-TEC ABS

VFR800 V-TEC NON ABS
PACIFIC COAST PC800

V65 MAGNA

CB900FZ

CB90OFA-FB

CB900FC-FD

CB900F2-F3 HORNET
CBR9I00ORRN-RRS RETAINING BUNDY
CBR9Y0ORRN-S FIREBLADE
CBR9Y0ORRT-RRX RETAINING BUNDY
CBR9Y0ORRT-X FIREBLADE
CBR90ORRY-RR1
CBR900RR2-RR3

CB1000 P-T BIG ONE
CB1000R

CBF1000

CBF1000 ABS
CBR1000FH-FJ
CBR1000FK-FN
CBR1000FP-FR**
CBR1000RR

CBR1000RR

CBR1000RR NON ABS
CBR1000RR ABS
CBR1000RR ABS (INC SP1/SP2)
CBX1000Z

CBX1000A

CBX1000B PRO LINK
GL1000KZ-K1

VF1000FE-FF

VF1000RE-RG
VTR1000FV-F4

VTR1000 SP1-SP2
XL1000VW-V3 VAREDERO**
CB1100RC-RD
CB1100SF-X11**
CBR1100XX BLACKBIRD**
GL1100A-B GOLDWING
GL1100DC DELUXE
GL1100AD ASPENCADE
ST1100L-2 PAN EUROPEAN NON ABS
GL1200AE-AH ASPENCADE
CB1300 (SL38)

CB1300 UK MODEL

92-02
94-95
83-84
86-87
88-89
90-93
94-97
88-90
97-98
04-10
84-87
90-03
98-00
02-10
02-10
89-98

79
80-81
82-83
02-06
92-95
92-95
96-99
96-99
00-071
02-03
93-96
08-14
06-10

11-16
87-88
89-92
93-99
04-05
06-08
09-14
09-16

17

79

80

81
79-80
84-85
84-86
97-05
99-08
98-06
82-83
99-02
96-08
80-81

82

83
90-02
84-87
97-03
02-03

HNO0772-3FC
HNO0740-3FC
HNO0757-3FC
HNO0756-3FC
HNO0752-3FC
HNO0766-3FC
HNO0710-3FC

HNO765-1FC
HNO0773-1FC
HNO0768-1FC
HNO0771-3FC

HNO0800-10FRC

HNO0801-13FRC
HNO0802-10FRC
HNO0805-3FC
HNO0853-3FC
HN0903-3FC
HN0902-3FC
HNO0904-3FC
HNO0918-3FC
HNO0913-3FC
HNO0900-3FC
HNO0915-3FC
HNO900A-3FC

HNO0907-3FC

HN1010-3FC
HN0625-6FC
HN0906-3FC
HNO0917-3FC
HNO0918-10FRC
HN1004-2FC

HN1012-4FC
HN1014-4FC
HN0908-3FC
HN0909-3FC
HNO0910-3FC
HNO0911-3FC
HNO0914-3FC
HNO0916-3FC
HN1000-3FC

HN1003-10FRC
HN1101-3FC
HN1111-10FRC
HN1100-10FRC
HN1104-3FC
HN1106-3FC
HN1103-2FC
HN1110-3FC
HN1202-3FC
HN1300-3FC
HN1303-3FC

STREET BIKE BRAKE LINES

HNO0740-2FC

HNO0756-2FC
HNO0752-2FC
HNO0766-2FC
HNO0710-2FC
HNO0767-2FC

HNO0771-2FC

HNO0918-2FC

HNO0901-2FC
HNO900A-2FC
HNO900A-2FC
HN0912-2FC
HNO0912-2FC
HNO0907-2FC
HN1011-2FC

HN1004A-2FC
HN1005-2FC
HN1009-2FC

HN1000-2FC
HN1001-2FC

HN1303-2FC

HNO0772-1RC
HNO0740-1RC
HNO0757-1RC
HNO0756-1RC
HNO0752-1RC
HNO0766-1RC
HNO0710-1RC
HNO0767-1RC

HNO0771-1RC

HNO0903-1RC
HN0902-1RC
HN0902-1RC
HNO0918-1RC

HN0900-1RC
HNO900A-1RC
HNO0900A-1RC
HNO0912-1RC
HNO0912A-1RC
HNO0907-1RC
HN1011-1RC
HN1010-1RC
HN0625-2RC
HN0906-1RC
HNO0917-1RC

HN1004-1RC
HN1005-1RC
HN1009-1RC
HN1012-2RC
HN1014-2RC
HN0908-1RC
HN0909-1RC
HNO0910-1RC
HNO0911-1RC
HNO0914-1RC
HNO0916-1RC
HN1000-1RC
HN1001-1RC

HN1101A-1RC

HN1104-1RC
HN1106-1RC
HN1103-1RC
HN1110-2RC
HN1202-1RC
HN1300-1RC
HN1303-1RC



STREET BIKE BRAKE LINES

HONDA

Coder e starrone — Racebront R

CB1300SA ABS
GL1500J-SEY GOLDWING**
F6C (GL1500CV-CW) VALKYRIE

** Supplied as front & rear kit complete.

HYOSUNG

Choger e swrmone  Racebront —Rear

GT125R

GT 250 EFI
GV650 AQUILA
GT 650 COMET

KAWASAKI

Cocel e ot hacerrone—Rear

AR50

AR80

KH100EX G1-G4
KH100EX G5-G8
AR125 A1-B8
KDX125 A1-B2
KH125L1 (EX)
KH125

KMX125 A1-A5/B1-B12 / KMX200 A2-A3

KDX200E1
KDX200/220

ER250

ER250 B1-B3 SCORPION
ZXR250 NINJA
GPX250R F2-F9
KH250

KH250

KLR250 D2-D16
KR1-KR1S

7250 A1-A3

ZZR250 H1-H2
ZXR300 Ninja
KLX300R

GPZ305 A1/B2-B10
KH400

ZR400 A1-B1 (Z400F)
7400 )2-J3

Z400D

Z400S3

ZXR400 H Import
ZXR400 L1-L9

Z440 C1-C2

Z440 H1-H2

Z440 D4-D6

Z440A (LTD440) F
EN450 LTD A1-A5
EN500 A1-A3/B1-B2/C1-C2
ER-5 A1-A4/C1-C5P
GPZ500S A1-A6
GPZ500S D1-E8
GPZ5005 E9-E10
KH500

KLE500 A1-A7

06-08
88-00
96-03

08

03-05

81-97
83-93
80-93
84-93
82-94
90-94
83-86
82-99
86-02
90-94
95-99
87
83-90
08-12
88-96
<78
79-82
84-01
89-92
79-82
90-92
13-15
97-99
83-96
77-80
83-85
81-83
75-79
77
89-90
91-03
80-82
82-83
82-85
81-85
85-90
90-99
96-07
87-93
94-01
02-04
76>
91-99

HN1304-4FC
HN1500-4FRC
HN1501-3FC

HY0125-1FC
HY0250-1FC
HY0650-3FC
HY0651-3FC

KWO0050-1FC
KWO0080-1FC
KWO0100-2FC
KWO0101-1FC
KW0126-1FC
KWO0200-1FC
KWO0125-1FC
KWO0128-1FC
KWO0129-1FC
KW0200-1FC
KW0201-1FC
KWO0141-1FC
KW0254-1FC
KW0299-1FC
KW0262-1FC
KW0251-2FC
KW0264-2FC
KWO0140-1FC
KW0252-3FC
KWO0257-1FC
KWO0261-1FC
KWO0301-1FC
KW0300-1FC
KWO0305-3FC
KW0408-2FC
KW0400-3FC
KW0406-3FC
KW0407-2FC
KW0405-1FC
KWO0411-3FC
KW0403-3FC
KWO0441-1FC
KWO0440-1FC
KW0442-1FC
KW0443-2FC
KWO0450-1FC
KWO0512-1FC
KWO0500-1FC
KWO0509-1FC
KWO0510-1FC
KW0513-2FC
KWO0507-2FC
KWO0508-1FC

KW0259-2FC

KW0411-2FC
KW0404-2FC

KWO0513A-2FC

HN1304-3RC

HN1501-1RC

HY0125-1RC
HY0250-1RC
HY0650-2RC

KW0200-1RC

KWO0129-1RC
KW0200-1RC
KW0201-1RC

KW0299-1RC
KW0262-1RC

KW0252-1RC
KW0257-1RC
KWO0261-1RC
KWO0301-1RC
KW0300-1RC

KWO0411-1RC
KWO0403-1RC

KWO0510-1RC
KW0510-1RC

KWO0508-1RC



KAWASAKI

Codel " ear swarrone—acerrone —ewr

KLE500 B

VULCAN 500

Z500

GT550 G1-G9

Z550 A1

Z550 LTD C1-C2

2550 D1 (GPZ)

Z550 H1-H2 (GPZ UNITRAK)
ZR550 A1-A2 (Z550F)
ZR550 B2-B6 ZEPHYR
ZX550 A1-A4 (GPZ550)
GPX600R C1-C7
ERGF/N

ERGF/N

ER6 F/N

ER6F/N ABS

GPZ600R A1-A5
KLR600 A1/B1-B4
ZL600 B1 ELIMINATOR
ZX6R F1-F3

ZX6R G1-G2

ZX6R J1-J2/A1P (636)
ZX6R B1/ZX6RR K1
ZX6RR 04

ZX6RR ZX636

ZX6R

ZX6R

ZX6R NON ABS

ZX6R ABS

ZZR600 D1-D3
ZZR600 D4-E12H
KLX650 C1-C2
KLR650 A1-A3/C1-C8
Z650B1 TWIN DISC FRONT
Z650B1 FULL FRONT
Z2650B2-B3
Z2650C2-C3
Z650D1(SR)
Z650D2-D3 (SR)
Z650F1

Z650F2-F4

W650 - High Bar
VERSYS 650 ABS
VERSYS 650 NON ABS
VERSYS 650 ABS
VERSYS 650 NON ABS
GPZ750 E1-E2 TURBO
GPX750R F1-F3

GPZ750 A1-A5/R1 (ZX750A/ZX750G)

GT750 P1-P9

VN750A FRONT

ZR750 C1-C4/D1 ZEPHYR
Z750B FULL FRONT
Z750LTD H1-H2

Z750R1 (GP)

Z750Y1 TWIN LTD
Z750L2-L4 82-84 FRONT
Z750L4 1984 REAR

05-06
96-97
80-83
83-01
1980
80-83
81
82-83
82-87
91-98
83-91
88-96
06-09
10-12
13-15
12-15
85-90
84-90
95-97
95-97
98-99
00-02
03
04
05-06
07-08
09-12
13-16
13-17
90-93
94-06
93-96
87-02
1978
1977
78-79
78-80
1978
79-80
1980
81-83
03-04
06-10
06-10
11-13
11-13
83-87
87-91
83-89
82-96
86-94
91-99
76-79
80-83
82
1982
82-84
84

KWO0514-1FC

KWO0511-1FC

KWO0557-3FC
KW0556-3FC
KWO0558-3FC
KWO0560-3FC
KW0562-3FC
KWO0554-3FC
KWO0559-3FC
KWO0561-3FC
KWO0555-5FC
KW0600-3FC
KWO0601-2FC
KW0602-2FC
KWO0618-2FC
KW0619-3FC
KWO0603-5FC
KW0604-1FC
KWO0608-1FC
KWO0607-3FC
KW0609-3FC
KWO0610-3FC
KWO0611-2FC

KW0612-2FC

KWO0613-2FC
KWO0614-2FC
KWO0616-3FC
KW0617-2FC

KW0620-3FC
KW0605-3FC
KW0605-3FC
KWO0649-1FC
KWO0650-1FC
KW0652-3FC
KWO0653-2FC
KWO0655-2FC
KW0656-3FC
KW0659-3FC
KW0657-3FC
KWO0658-3FC
KWO0672-3FC
KWO0675-1FC
KWO0661-3FC
KW0662-2FC
KWO0663-5FC
KW0664-2FC
KWO0755-5FC
KWO0751-3FC
KW0749-5FC
KWO0757-3FC
KWO0754-3FC
KWO0750-3FC

KWO0772-3FC
KWO0752-3FC
KWO0761-3FC
KWO0759-3FC

STREET BIKE BRAKE LINES

KW0600-2FC
KWO0601A-2FC
KWO0602A-2FC

KWO0607-2FC
KW0609-2FC
KW0610-2FC
KWO0611A-2FC
KWO0612A-2FC
KWO0613A-2FC
KWO0614A-2FC
KW0616-2FC
KWO0617A-2FC

KW0606-2FC
KW0606-2FC

KWO0751-2FC

KWO0750-2FC
KWO0762-2FC

KWO0514-1RC

KW0562-1RC
KWO0554-1RC

KWO0561-1RC
KWO0555-1RC
KWO0600-1RC
KWO0601-1RC
KWO0602A-1RC
KWO0618-1RC
KW0619-2RC
KW0603-1RC

KWO0607-1RC
KW0609-1RC
KWO0610-1RC
KWO0611-1RC
KW0612-1RC
KWO0613-1RC
KWO0614-1RC
KWO0616-1RC
KWO0617-1RC
KW0620-1RC*
KW0605-1RC
KWO0605A-1RC
KW0649-1RC
KWO0650-1RC

KWO0656-1RC

KW0661-2RC
KW0662-1RC
KW0663-2RC
KW0664-1RC
KWO0755-1RC
KWO0751-1RC
KW0749-1RC
KWO0757-1RC

KWO0750-1RC
KW0762-1RC

KWO0752-1RC

KWO0760-1RC



STREET BIKE BRAKE LINES

KAWASAKI

ool e ot pacerrone—Rear

Z750

Z750

Z750

Z750 ABS

Z750R

ZR-7 F1-F5/ZR-7S H3
ZR-7

ZXR750 H1-H2
ZXR750J1-)2
ZXR750 K1-L1
ZXR750 M1-M2
ZX7R P1-P7/ZX7RR N1
VN800 A1-A3/B2-B8 CLASSIC/E1-E2 DRIFTER
Z800E 2 POT

Z800 NON ABS
Z800 ABS

W800 (INC SPECIAL EDITION)
GPZ900R A1-A6
GPZ900R A7-A8
Z900 SINGLE DISC (Hard line on Caliper
Z900

Z900

Z900 ABS

ZX9R B1-B2

ZX9R B3-B4

ZX9R C1-C2

ZX9R E1-E2

ZX9R F1P-F2P
KAWASAKI VN900 + CUSTOM
GPZ1000RX A1-A3
GTR1000 A1
GTR1000 A2-A4
GTR1000 A5-A14
Z1000 A1

Z1000 A2
Z1000ST(E1T)
Z1000ST(E2)
Z1000H

Z1000 Z1R

Z1000 MK2
Z1000 J1

Z1000 )2

Z1000)3

Z1000 K1 LTD
Z1000R2

ZL1000

Z1/Z1A/Z1B

Z1000

Z1000 NON ABS
Z1000 NON ABS
Z1000 ABS
Z1000SX NON ABS
Z1000SX ABS
ZR1000 A1 - A2
ZX10 B1-B3

ZX10R

ZX10R

ZX10R

03-05
06-07
08-11
07-12
11
99-03
2006
89-90
91-92
91-96
92-94
96-03
95-03
13-15
13-15
13-16
11-15
84-89
90-96
1974
<1977
1978>
17>
94-95
96-97
98-99
00-01
02-04
06-13
85-89
86
87-89
90-99
77
78
79
80
80-81
78-81
78-81
81
82
83
81-83
83
87-90
73-75
07-09
10-13
14-15
15-17
11-15
14-17
03-06
88-91
04-05
06
07

Premium Performance Brake Line |

KWO0774-2FC
KWO0775-2FC
KW1031-2FC
KWO0777-5FC
KWO0776-2FC
KWO0771-3FC
KWO0773-2FC
KWO0765-3FC
KWO0766-3FC
KW0767-3FC
KW0769-3FC
KWO0768-3FC
KWO0770-1FC
KW0802-2FC
KWO0801-2FC
KW0803-3FC
KWO0800-1FC
KW0900-5FC
KW0903-3FC
KW0889-2FC
KW0901-3FC
KW0902-3FC
KWO0911-3FC
KW0906-3FC
KW0907-3FC
KW0905-3FC
KW0908-3FC
KW0909-3FC
KW0910-1FC
KW1015-5FC
KW1012-3FC
KW1021-3FC
KW1020-3FC
KW1022-3FC
KW1002-3FC
KW1008-3FC
KW1009-3FC
KW1017-3FC
KW1000-3FC
KW1018-3FC
KW1013-3FC
KW1005-3FC
KW1016-3FC
KW1007-3FC
KW1014-3FC
KW1011-3FC
KW1019-3FC
KW1031-2FC

KW1035-2FC
KW1038-4FC

KW1037-4FC
KW1026-2FC
KW1010-3FC
KW1027-2FC
KW1028-2FC
KW1029-2FC

KWO0774A-2FC
KWO0775A-2FC
KW1031A-2FC

KWO0771-2FC

KWO0765-2FC
KWO0766-2FC
KW0767-2FC
KW0769-2FC
KWO0768-2FC

KWO0801A-2FC

KW0903-2FC

KW0906-2FC
KW0906-2FC
KW0905-2FC
KW0908-2FC
KW0909-2FC

KW1022-2FC

KW1031A-2FC
KW1032A-2FC

KW1034A-2FC

KW1026A-2FC
KW1010-2FC

KW1027A-2FC
KW1028A-2FC
KW1029A-2FC

KWO0774-1RC
KWO0775-1RC
KW1031-1RC
KW0777-2RC
KWO0776-1RC
KWO0771-1RC
KWO0773-1RC
KWO0765-1RC
KWO0766-1RC
KW0767-1RC
KW0769-1RC
KWO0768-1RC

KW0801-1RC
KW0803-2RC

KW0900-1RC
KW0903-1RC

KW0911-2RC
KW0906-1RC
KW0906-1RC
KW0905-1RC
KWO0908-1RC
KWO0909-1RC
KWO0910-1RC
KW1015-1RC
KW1012-1RC
KW1021-1RC
KW1020-1RC
KW1022-1RC
KW1002-1RC
KW1008-1RC
KW1009-1RC
KW1017-1RC
KW1001-1RC
KW1018-1RC
KW1013-1RC
KW1005-1RC
KW1016-1RC
KW1007-1RC
KW1014-1RC
KW1011-1RC
KW1019-1RC
KW1031-1RC
KW1032-1RC
KW1035-1RC
KW1038-1RC*
KW1034-1RC
KW1037-1RC*
KW1026-1RC
KW1010-1RC
KW1027-1RC
KW1028-1RC
KW1029-1RC



KAWASAKI

Cocel e ot hacerrone—Rear

ZX10R

ZX10R NON ABS

ZX10R ABS

GPZ1100 A1-A3 (ZX1100A)
GPZ1100S E1-E2

ZRX1100 C1-C2
Z1100A1-A3(GPZ)
Z1100B1-B2(GPZ)

Z1100 A1-A3

Z1100R

ZR1100 A1-A4/B1 ZEPHYR
ZZR1100 C1-C3

ZZR1100 D1-D9

ZX12R A1-B2

ZX12R B3-B4

ZX12R B6

ZRX1200 A1-A3P/ZRX1200S B1-B3P
ZRX1200R

ZZR1200

Z1300 A1-A5
ZG1300A1-A3

ZZR1400 NON ABS
ZZR1400 ABS

VN1500 B2-B6 VULCAN/C1-C2 CLASSIC

VN1500 D1-D2/E1 CLASSIC/J1-)2
DRIFTER

VN1500 E2 CLASSIC/G1-G2 NOMAD
VN1500 E2 CLASSIC TOURER / NOMAD
VN1600 A3H CLASSIC

VN1600 B2H MEANSTREAK

VN1700 CLASSIC

VN2000

08-10
11-15
11-15

83-85

95-99

97-01

81-83

81-82

81-84

84-86

92-97

90-92

92-01

99-03

04-05

05-07

01-04

06

02-04

79-84

87-90

06-10
07-17

88-96

96-99

98-99
01-04
03-06
03-06
2009
03-09

*Replaces rear caliper hose only (not ABS unit hoses)

LAVERDA

o e starrone  Racebromt R

RGA/RGS1000
JOTA 120/180
MIRAGE 1200
MONTJUIC 500

750 FORMULA/750SS
750 FORMULA 750

MOTO GUZZI

Choder e starrone — Raceront R

V50 MONZA MK1

V50 MONZA MK2

V50 MONZA MK3
V65/V65SP/V65ST

V65 LARIO

V65TT

750S

750S3

750 TARGA

850 LE MANS MK1

850 LE MANS MK2-MK3
850T3

850 T3 CALIFORNIA (full kit replacing hard lines)

81-86
78-82
78-79
79-83
97-02

80-81
82-83
84-86
84-91
85-88
85-88
75
75
90-94
78-79
79-85
PRE 80
77-82

KW1033-3FC
KW1036-4FC
KW1104-5FC
KW1023-3FC
KW1024-3FC
KW1101-3FC
KW1105-3FC
KW1106-3FC
KW1107-3FC
KW1109-3FC
KW1111-3FC

KW1112-3FC

KW1200-3FC

KW1204-3FC
KW1201-3FC
KW1205-3FC
KW1202-3FC
KW1301-3FC
KW1302-3FC
KW1400-3FC
KW1401-6FC
KW1500-1FC
KW1501-1FC

KW1502-2FC
KW1503-3FC

KW1600-3FC

KW2868-3FC

LV0001-3FC
LV0002-3FC
LV0005-3FC
LV0008-3FC
LV0010-2FC
LV0012-2FC

MGO0501-3FC
MGO0502-3FC
MGO0503-4FC
MG0650-4FC
MGO0651-4FC
MGO0652-3FC
MG0749-3FC
MGO0750-4FC
MGO0751-3FC
MGO0852-4FC
MGO0853-4FC
MGO0854-5FC
MG1003-5FC

STREET BIKE BRAKE LINES

KW1030A-2FC
KW1033A-2FC

KW1024-2FC

KW1109-2FC
KW1111-2FC
KW1112-2FC
KW1200-2FC
KW1203-2FC
KW1204-2FC
KW1201-2FC

KW1400A-2FC

KW2861-2FC

KW1700-2FC
KW2868-2FC

LV0002-2FC

KW1030-1RC
KW1033-1RC
KW1036-2RC
KW1104-1RC
KW1023-1RC
KW1024-1RC
KW1101-1RC

KW1105-1RC
KW1106-1RC
KW1107-1RC

KW1109-1RC
KW1111-1RC

KW1112-1RC

KW1200-1RC
KW1200-1RC
KW1200-1RC
KW1201-1RC
KW1205-1RC
KW1202-1RC
KW1301-1RC
KW1302-1RC
KW1400-1RC
KW1401-3RC
KW1500-1RC
KW1501-1RC

KW1502-1RC
KW1503-1RC
KW2861-1RC
KW1600-1RC

KW2868-1RC

LV0001-1RC
LV0002-1RC
LV0005-1RC

LV0010-1RC
LV0012-1RC



STREET BIKE BRAKE LINES Premium Performance Brake Lines
MOTO GUZZI
odel e sulfrone | Racerron — Rear |
851 T3 CALIFORNIA (replaces rubber lines only) 77-82 MG1004-5FC
850T5 83-88 MGO0855-4FC
1100 CALIFORNIA JACKAL 99-01 MGO0856-3FC
1000 CALIFORNIA MK2 82-87 MGO0851-5FC
1000 LE MANS MK4 85-88 MG1002-4FC
1000 LE MANS MK5 88-94 MG1012-4FC
1000 MILLE GT 88-91 MG1005-4FC
1000 SPADA MK1-MK2 80-88 MG1001-4FC
1100 CALIFORNIA MK3 94-97 MG1006-3FC
1100 CALIFORNIA EV* 97-02 MG1007-2FC*
1000 SPADA MK3 89-95 MG1008-4FC
1100 SPORT CARB 96-99 MG1100-3FC MG1100-1RC

Moto Guzzi kits are supplied as front and rear complete.

*California EV kit supplied as front only.

MV AGUSTA

F3 675 AUGUSTA MV0675-2FC MV0675-1RC
F4 750 00704 MV0750-3FC MV0750-2FC

BRUTALE S 750 04 MV0752-3FC MV0752-1RC
850 MONZA 77 MV0850-3FC MV0850-1RC
F4 1000S 04 MV1000-3FC MV1000-1RC

ROYAL ENFIELD

I T T S Y R

CONTINENTAL GT535 RE0535-1FC RE0535-1RC
SUZUKI
Model | Year  Stfront __ Racefront __Rear

ZR50 SLKX CUSTOM 81-82 SU0050-1FC

ZR50 SLK 83-85 SU0051-1FC

GP100X-ED 81-86 SU0100-1FC

DR125SF-S) 85-94 SU0125-1FC

GN125R-Y 93-01 SU0060-1FC

GP125X-D 82-89 SU0126-1FC

GS125ESZ-ESX 82-00 SU0128-1FC

GT125L-B 74-77 SU0129-1FC

TS125XF-X] 85-89 SU0131-1FC

TS125RK-RR 90-96 SU0134-1FC SU0134-1RC
RG125UG-U) 86-91 SU0132-1FC

RG125FUN-FUR 91-95 SU0133-1FC SU0133-1RC
GT185K-C 73-78 SU0185-1FC

GT200 X5 79-81 SU0200-1FC

GS250TT-TX 80-81 SU0263-1FC

GSX250ET-EX 80-81 SU0250-1FC

GSX250EZ KATANA 82 SU0251-2FC

GT250K /3 SU0264-1FC

GT250L 74 SU0254-1FC

GT250A 76 SU0252-1FC

GT250B 77 SU0253-1FC

GT250C /8 SU0266-1FC

GT250 X7 80-83 SU0256-1FC

GN250F-T 87-97 SU0265-1FC

RG250WD 83 SU0257-3FC SU0257-1RC
RG250WE 84 SU0255-5FC SU0255-1RC

RG250FG-FH 85-89 SU0258-3FC SU0258-1RC



SUZUKI

ol e starrone—acorrone e

RGV250K-L
RGV250M-N

RGV250P-R

TS250XG-X]

DR350SL-SR
DR350SES-SEX

GT380M

GN400T

GS400/425 (SINGLE DISC)
GSF400M-R BANDIT
GSX400EZ

GSX400FX NON ANTI-DIVE
GSX400FZ-FD TWIN ANTI-DIVE
GSX400FZ-FD ANTI-DIVE
GSXR400RRK-RRN
GS450EG-E)

GS500EK-ER

GS500ES-K4

GS500F

GT500A

RG500G-CH

GS550ET-EX

GS550MX KATANA
GS550EN

GS550LT-LX
GSX550ESD/EE/ESE/EFE
GSX550EE/ESF/EFF/EG/ESG
GT550A

DR600SF-RG

GSX600F)-FV
GSX600FW-K3

GSF600S BANDIT
GSF600T-X BANDIT
GSF600Y-K4 BANDIT
RF600RP-RV

GSXR600V-W

GSXR600X-Y
GSXR600K1-K3

GSXR600

GSXR600

GSXR600

GSR600

GSR600 ABS

DL650 V-STROM 650 NON ABS
DL650 / DL650X V-STROM ABS
GSF650 BANDIT NON ABS
GSF650 BANDIT NON ABS
GSF650A BANDIT ABS
GSF650A BANDIT ABS
GSF650S BANDIT K5 - K8 NON ABS
GSX650F NON ABS
VS600GLS-GLT INTRUDER
DR650RSEM-SET
GS650GTX-GTD

GS650GX KATANA
LS650FG/P)-PT SAVAGE
SV650X-K1

SV650SX-SK2

89-90
91-92
93-97
85-89
90-94
95-99
75
80-82
77-80
91-95
82
81
82-86
82-86
89-92
85-89
89-94
95-05
03-09
75
85-89
80-81
81
79
80-82
83-84
85-88
>70
84-87
88-97
98-03
95
96-99
00-05
93-97
97-98
99-00
01-03
04-05
06-10
11-16
06-10
06-11
04-12
12-17
05-07
08
05-06
07-13
05-13
08-16
95-97
91-97
81-85
81
87-98
99-02
99-02

SU0259-3FC
SU0260-3FC
SU0261-3FC
SU0262-1FC
SU0350-1FC
SU0351-1FC
SU0352-1FC
SU0400-1FC
SU0401-2FC
SU0402-2FC
SU0409-2FC
SU0403-3FC
SU0404-5FC
SU0405-4FC
SU0406-3FC
SU0407-2FC
SU0500-1FC
SU0408-1FC
SU0503-1FC
SU0501-1FC
SU0502-3FC
SU0551-3FC
SU0550-3FC
SU0556-3FC
SU0553-3FC
SU0555-5FC
SU0554-3FC
SU0552-1FC
SU0601-1FC
SU0600-3FC
SU0600A-3FC
SU0598-3FC
SU0598A-3FC
SU0597-3FC
SU0602-3FC
SU0770-2FC
SU0773-2FC
SU0603-2FC
SU0604-2FC
SU0607-2FC
SU0608-2FC
SU0606-2FC
SU0607-3FC
SU0658-3FC
SU0613-3FC
SU0650-2FC
SU0651-2FC
SU0660-5FC
SU0663-5FC
SU0657-2FC
SU0661-2FC
SU0768-1FC
SU0654-1FC
SU0652-3FC
SU0651-3FC
SU0653-1FC
SU0655-3FC
SU0655S-3FC

STREET BIKE BRAKE LINES

SU0259-2FC
SU0260-2FC
SU0261-2FC

SU0406-2FC

SU0502-2FC

SU0600-2FC
SU0600A-2FC
SU0598-2FC
SU0598A-2FC
SU0597-2FC
SU0602-2FC
SU0770A-2FC
SU0770A-2FC
SU0603A-2FC
SU0604A-2FC
SU0607A-2FC
SU0608A-2FC
SU0606A-2FC

SU0658-2FC

SU0650A-2FC

SU0657A-2FC
SU0661A-2FC

SU0655-2FC
SU0655S-2FC

SU0259-1RC
SU0260-1RC
SU0261-1RC

SU0350-1RC
SU0351-1RC

SU0402-1RC

SU0403-1RC
SU0403-1RC
SU0403-1RC
SU0406-1RC

SU0500-1RC
SU0408-1RC
SU0503-1RC

SU0502-1RC
SU0551-1RC
SU0550-1RC
SU0556-1RC
SU0553-1RC
SU0555-1RC
SU0554-1RC
SU0552-1RC

SU0600-1RC
SU0600A-1RC
SU0598-1RC
SU0598-1RC
SU0597-1RC
SU0602-1RC
SU0770-1RC
SU0773-1RC
SU0603-1RC
SU0604-1RC
SU0607-1RC
SU0608-1RC
SU0606-1RC
SU0607-2RC
SU0658-1RC
SU0613-2RC
SU0650-1RC

SU0660-2RC
SU0663-2RC
SU0657-1RC
SU0661-1RC

SU0654-1RC
SU0652-1RC
SU0651-1RC

SU0655-1RC
SU0655-1RC



STREET BIKE BRAKE LINES

SUZUKI

I N T S S

SV650 UNFAIRED
SV650S FAIRED

SVF650 GLADIUS NON ABS
DR750SJ-SL

GS750DB

GS750EN

GSR750 NON ABS
GSR750 ABS
GSX750ET-EX
GSX750ESD
GSX750EE/EF/ES
GSX750SE KATANA
GSX750W-K1
GSX750FK-FV
GSX750FW-K3
GSX750R

GSXR750F-H

GSXR750)

GSXR750K

GSXR750L

GSXR750M
GSXR750WN-WP
GSXR750WR-WS
GSXR750T-W
GSXR750X
GSXR750Y-K3
GSXR750K4/K5
GSXR750

GSXR750
GSX-S750/GSX-S750Z ABS
GT750K-B
VS750GLPG-GLPM INTRUDER
DR800SL-SM
VS800GLM-GLV INTRUDER
VX800L-R

VZ800V-W MARAUDER
GS850GN-GT
GS850GX-GG

XN85D TURBO
RF900RR-RW

DL1000 V-STROM
DL1000 V-STROM
DL1000 V-STROM ABS
GS1000ET/GT

GS1000 KATANA ANTI-DIVE
GS1000S
GSX1000SZ-SD KATANA
GSXR1000K1-K2
GSXR1000K3-K4
GSXR1000 K5/K6
GSXR1000 K7 - K8
GSXR1000 K9 - K11
GSXR1000

GSXR1000 ABS
GSXR1000 ABS
GSX-S1000F ABS
SV1000N
SV1000SK3-K7

03-16
03-16
09-13
88-90
77
79
11-16
12-16
80-81
83
84-89
83-86
97-02
89-97
98-03
85
85-87
88
89
90
91
92-93
94-95
96-98
99
00-03
04-05
06-10
11-16
17
73-77
85-91
90-91
91-97
90-95
97-98
79-80
81-88
83
94-98
02-06
07-10
14-16
80-84

79
81-84
01-02
03-04
05-06
07-08
09-11
12-16
15-16
17
15-17
03-06
03-07

Premium Performance Brake Line |

SU0656-3FC
SU0656S-3FC
SU0662-2FC
SU0751-1FC
SU0753-3FC
SU0752-3FC
SU0779-2FC
SU0780-3FC*
SU0750-3FC
SU0754-5FC
SU0755-5FC
SU0759-3FC
SU0772-3FC
SU0757-3FC
SU0757A-3FC
SU0758-3FC
SU0760-3FC
SU0761-3FC
SU1111-3FC
SU0762-3FC
SU0765-3FC
SU0766-3FC
SU0776-2FC
SU0770-2FC
SU0773-2FC
SU0777-2FC
SU0604-2FC
SU0607-2FC
SU0608-2FC
SU0781-3FC
SU0767-3FC
SU0768-1FC
SU0800-1FC
SU0768-1FC
SU0801-1FC
SU0802-1FC
SU0850-3FC
SU0851-3FC
SU0852-5FC
SU0900-3FC
SU1006-3FC
SU1017-3FC
SU1016-3FC
SU0853-3FC
SU0854-5FC
SU0855-3FC
SU1000-5FC
SU1005-2FC
SU1007-2FC
SU1009-2FC
SU1012-2FC
SU1013-2FC
SU1014-2FC
SU1015-3FC
SU1019-3FC
SU1018-3FC*
SU1010-2FC
SU1008-2FC

SU0656-2FC
SU0656S-2FC
SU0662A-2FC

SU0772-2FC
SU0757-2FC
SU0757A-2FC

SU0760-2FC
SU0761-2FC
SU1111-2FC
SU0762-2FC
SU0765-2FC
SU0766-2FC
SU0776A-2FC
SU0770A-2FC
SU0770A-2FC
SU0777A-2FC
SU0604A-2FC
SU0607A-2FC
SU0608A-2FC

SU0900-2FC
SU1006-2FC
SU1017-2FC

SU1005A-2FC
SU1007A-2FC
SU1009A-2FC
SU1012A-2FC
SU1013A-2FC
SU1014A-2FC

SU1010A-2FC
SU1008A-2FC

SU0656-1RC
SU0656-1RC
SU0662-1RC
SU0751-1RC
SU0753-1RC
SU0752-1RC

SU0780-2RC
SU0750-1RC
SU0754-1RC
SU0755-1RC
SU0759-1RC
SU0772-1RC
SU0757-1RC
SU0757A-1RC
SU0758-1RC
SU0760-1RC
SU0761-1RC
SU1111-1RC
SU0762-1RC
SU0765-1RC
SU0766-1RC
SU0776-1RC
SU0770-1RC
SU0773-1RC
SU0777-1RC
SU0604-1RC
SU0607-1RC
SU0608-1RC
SU0781-2RC

SU0800-1RC

SU0801-1RC

SU0850-1RC
SU0851-1RC
SU0852-1RC
SU0900-1RC
SU1006-1RC
SU1006-1RC
SU1016-2RC
SU0853-1RC
SU0854-1RC
SU0855-1RC
SU1000-1RC
SU1005-1RC
SU1007-1RC
SU1009-1RC
SU1012-1RC
SU1013-1RC
SU1014-1RC
SU1015-2RC
SU1019-2RC
SU1018-2RC
SU1010-1RC
SU1008-1RC



STREET BIKE BRAKE LINES

SUZUKI

ocel e ot acerrone R

TL1000SV-SX
TL1000RW-RK1

GS1100G

GSX1100ET-EX
GSX1100EZ/SZ KATANA
GSX1100SD KATANA
GSX1100ESD
GSX1100EE/EF/EG
GSX1100F)-FR
GSX1100GM-GN
GSXR1100G-H

GSXR1100)

GSXR1100K

GSXR1100L

GSXR1100M

GSXR1100N
GSXR1100WP-WT
GSF1200T-Y BANDIT
GSF1200K1-K5 BANDIT
GSF1200A BANDIT ABS
GSF1250 BANDIT
GSF1250A BANDIT ABS
GSX1250FA ABS
GSX1300R HAYABUSA
GSX1300R HAYABUSA NON ABS
GSX1300R HAYABUSA ABS
GSX1300R HAYABUSA ABS
GSX1300R HAYABUSA ABS
B-KING

GSX1400
VS1400GLPH-GLPV INTRUDER
VZR1800

*Premium kit including stainless steel replacement front master cylinder to ABS hardline
**Premium kit including stainless steel replacement rear master cylinder to ABS hardline

97-01
98-02
82-84
80-81
82
83
83
84-88
88-94
91-94
86-87
88
89
90
91
92
93-96
96-00
01-06
06>
06-16
07-16
10-16
99-06
07-14
13-17
13-17
13-17
07-10
071-09
87-99
06-10

SU1001-2FC
SU1001A-2FC
SU1116-3FC
SU1104-3FC
SU1102-5FC
SU1107-5FC
SU1103-5FC
SU1101-3FC
SU1106-3FC
SU1117-3FC
SU1109-3FC
SU1110-3FC
SU1111-3FC
SU1112-3FC
SU1119-3FC
SU1114-3FC
SU1115-2FC
SU1200-3FC
SU1201-3FC
SU1203-5FC
SU1250-2FC
SU1250-5FC
SU1252-5FC*
SU1300-2FC
SU1301-2FC
SU1304-3FC*

SU1304A-3FC***
SU1303-3FC****

SU1305-2FC
SU1401-3FC
SU1400-1FC
SU1800-3FC

***Kit supplied with full length flexible hoses to replace all original hardlines
ALt supplied with full length front master cylinder to ABS and rear master cylinder to ABS hose to replace original hardline

TRIUMPH

SU1002-2FC

SU1002A-2FC

SU1109-2FC
SU1110-2FC
SU1111-2FC
SU1113-2FC
SU1119-2FC
SU1114-2FC
SU1115A-2FC
SU1200-2FC
SU1201-2FC

SU1250A-2FC

SU1300A-2FC

SU1301A-2FC

SU1401-2FC

SU1800A-2FC

SU1001-1RC
SU1001A-1RC
SU1116-1RC
SU1104-1RC
SU1102-1RC
SU1107-1RC
SU1103-1RC
SU1101-1RC
SU1106-1RC
SU1117-1RC
SU1109-1RC
SU1110-1RC
SU1111-1RC
SU1112-1RC
SU1119-1RC
SU1114-1RC
SU1115-1RC
SU1200-1RC
SU1201-1RC
SU1203-2RC
SU1250-1RC
SU1250-2RC
SU1252-2RC
SU1300-1RC
SU1301-1RC
SU1304-2RC**
SU1304A-2RC***
SU1303-2RC****
SU1305-1RC
SU1401-1RC
SU1400-1RC
SU1800-1RC

I R T S T S

BONEVILLE/T100 (<CH 437492)
BONNEVILLE AMERICA
BONNEVILLE THRUXTON 900
BONNEVILLE 865 SE

DAYTONA 600/650

DAYTONA 675

DAYTONA 750/1000

DAYTONA 900/1200

DAYTONA T595

DAYTONA 955i

DAYTONA 955i

LEGEND

ROCKET Ill (STANDARD BARS)
ROCKET 11l CLASSIC (HIGHER BARS)
SCRAMBLER 865

SPEED FOUR
SPEED IlI
SPEED 111 T509

01-12
03-06
03-13
13>
03-05
06-13
91-93
92-97
97-00
99-00
01-03
98-01
04-16
04-16
06-16
03-06
94-96
97-03

TR0O800-1FC
TR0790-1FC
TR0909-1FC
TR0866-1FC
TR0601-2FC
TR0675-2FC
TR1000-3FC
TR0901-3FC
TR0595-2FC
TR0595-2FC
TR0595-2FC
TR0904-1FC
TR2295-3FC
TR2294-3FC
TR0865-1FC
TR0602-2FC
TR0764-3FC
TR0509-2FC

TRO601A-2FC
TRO675A-2FC
TR1000-2FC

TR0901-2FC

TRO595A-2FC
TRO595A-2FC
TRO595A-2FC

TR0764-2FC
TRO509A-2FC

TR0790-1RC
TR0909-1RC
TR0866-1RC
TR0601-1RC
TR0675-1RC
TR1000-1RC
TR0901-1RC
TR0595-1RC
TR0596-1RC
TRO595A-1RC
TR0759-1RC
TR2294-1RC
TR2294-1RC

TR0602-1RC
TR0764-1RC
TR0509-1RC



STREET BIKE BRAKE LINES

TRIUMPH

Model —vear  sufron | Racerrom Rew
SPRINT 93-97 TR0902A-3FC TR0902A-2FC TR0902A-1RC
SPRINT RS 99-05 TR0907-2FC TR0907-1RC
Do N ST1050 (NONABS) TOVIN 05-12 TR1051-2FC TR1051-1RC
SPRINT ST/EXECUTIVE 98-03 TR0903-2FC TRO903A-2FC TR0903-1RC
SPRINT ST/EXECUTIVE LATE 03 ON 03< TR0912-2FC TR0912-1RC
STREET TRIPLE 675 06-15 TR0676-2FC TRO676A-2FC TR0676-1RC
STREET TRIPLE 675R 07-15 TR1052-2FC TR1052A-2FC TR1052-1RC
THUNDERBIRD (LOW BAR) 95-02 TRO758-1FC TR0O759-1RC
THUNDERBIRD 900 SPORT 98-03 TR0908-3FC TR0908-1RC
THUNDERBIRD/ADVENTURER 95-03 TR0O759-1FC TR0759-1RC
TIGER 93-99 TR0900-3FC TR0900-2FC TR0900-1RC
TIGER 800XC 11-14 TR0802-2FC TR0802-1RC
TIGER 955 00-03 TR0905-2FC TR0905-1RC
TIGER 1050 (NON ABS) 13 TR1053-3FC TR1053-1RC
TRIDENT 750/900 >91 TR0761-3FC TR0761-2FC TR0761-1RC
TRIDENT 750/900 91-98 TRO761A-3FC TRO761A-2FC TRO761-1RC
TROPHY 900/1200 (FROM VIN 71699) 03> TR0906-2FC TR0906-1RC
TROPHY 900/1200 (UP TO VIN 71698) <03 TR0902-3FC TR0902-2FC TR0902-1RC
TT600 00-03 TR0600-2FC TRO600A-2FC TR0600-1RC
For early model Triumphs please contact your Goodridge distributor.
YAMAHA

osel | er siamomRacerron R
FS1E DX >83 YA0001-1FC
DT125R 88-03 YA0125-1FC YA0125-1RC
DT125X 06 YA0136-1FC YA0136-1RC
RD125LC 82-89 YA0126-1FC
SR125 92-03 YA0132-1FC
TDR125 93-97 YA0129-1FC YA0129-1RC
TZR125 87-97 YA0127-1FC YA0127-1RC
XT125 82-85 YA0128-1FC
XV125 VIRAGO 97-01 YA0131-1FC
YBR125 05-16 YA0139-1FC
YZFR125 08-13 YA0140-1FC YA0140-1RC
RD200 1979 YA0200-1FC
RD250C 1976 YA0251-1FC
RD250D 1977 YA0252-1FC YA0252-1RC
RD250DX 1977 YA0255-1FC
RD250E 1978 YA0256-1FC YA0256-1RC
RD250F 1979 YA0253-1FC YA0253-1RC
RD250LC 80-85 YA0250-1FC
TDR250 88-92 YA0257-1FC YA0257-1RC
TDM250 88-90 YA0263-1FC
TZ250 1980 YA0258-1FC YA0258-1RC
TZ250 1990 YA0259-2FC
TZ250 91> YA0260-2FC YA0260-1RC
TZR250 87-91 YA0261-1FC YA0261-1RC
XS250SE 80-85 YA0262-1FC
RD350LC 80-83 YA0350-3FC YA0350-2FC
RD350YPVS 83-96 YA0351-3FC YA0351-2FC YA0351-1RC
TX350E 78-79 YA0352-1FC YA0352-1RC
XT350 85-96 YA0353-1FC YA0353-1RC
FZR400 GENESIS IMPORT 85-87 YA0404-3FC YA0404-2FC
FZR400 EXUP IMPORT 85-89 YA0405-3FC YA0405-2FC YA0405-1RC
FZR400RR 92-96 YA0355-3FC YA0355-2FC YA0355-1RC
FZR400RRSP 91-92 YA0354-3FC YA0354-2FC YA0354-1RC

RD400D 1977 YA0399-1FC YA0399-1RC



STREET BIKE BRAKE LINES

YAMAHA

ol ear starront —acorront —ear

RD400E

RD400F

XS400SE SINGLE DISC
XS400SE SINGLE DISC
RD500LC

SR500 SINGLE DISC
XS500C

XT500

XV535 (HIGH BAR)
XV535 (LOW BAR)
X]550

XZ550

FZ600

FZR600

FZR600 GENESIS
FZR600R

FZS600 FAZER

FZ6

FZ6 S2

FZ6 SA-NA (OEM hop over front) ABS
SRX600

X]600

XJ600N

XJ600S DIVERSION
XJ600N/S DIVERSION
XJ6 + XJ6 DIVERSION + XJ6 SP
X]J6S ABS

XT600 TENERE
XT600E

YZF600R THUNDERCAT
R6

R6

R6

R6

R6

X)650

XJ650 TURBO
XS650(2)

XS650 (TWIN DISC)
XS650C

XS650

XS650E

XS650

XVS650 DRAG STAR
XVS650A DRAG STAR CLASSIC
SZR660

XTZ660

XT660R

XT660X

XT660Z

MT-03

FZ750

FZ750

FZR750

FZR750R OWO1
FZX750

MT-07 NON ABS
MT-07 ABS

1978
1979
80-83
1978
84-87
78-83
1976
77-83
88-03
88-02
81-85
82-85
87-88
89-90
91-93
94-96
98-03
04-06
07-08
07-10
86-88
84-92
94-97
92-97
98-03
09-13
11-14
86-90
93-03
96-03
98-02
03-04
2005
06-07
08-16
80-84
82-85
1972
1975
1975
1977
79-80
81-82
97-03
98-03
96-97
91-99
04-13
04-13
09-13
05-16
85-86
87-88
89-92
89-92
87-89
14-17
14-17

YA0400-1FC
YA0401-1FC
YA0402-2FC
YA0403-1FC
YA0500-5FC
YA0501-2FC
YA0502-1FC
YA0504-1FC
YA0505-1FC
YA0503-1FC
YA0550-3FC
YA0551-3FC
YA0600-3FC
YA0601-3FC
YA0602-3FC
YA0603A-2FC
YA0613-3FC
YA0617-3FC
YA0618-2FC
YA0624-5FC
YA0604-3FC
YA0609-3FC
YA0614-1FC
YA0610-1FC
YA0611-2FC
YA0619-2FC
YA0623-5FC
YA0606-1FC
YA0612-1FC
YA0608-2FC
YA0699-2FC
YA0698-2FC
YA0697-3FC

YA0652-3FC
YA0653-3FC
YA0654-1FC
YA0655-3FC
YA0656-3FC
YA0657-2FC
YA0650-3FC
YA0651-3FC
YA0649-1FC
YA0649A-1FC
YA0660-1FC
YA0612-1FC
YA0616-1FC
YA0622-1FC
YA0670-3FC

YA0750-3FC
YA0751-3FC
YA0752-3FC
YA0753-2FC
YA0771-3FC
YA0703-2FC
YA0702-3FC

YA0600-2FC
YA0601-2FC
YA0603-2FC

YA0613-2FC
YA0617-2FC
YA0618A-2FC

YA0619A-2FC

YA0697-2FC
YA0696-2FC
YA0695-2FC

YA0620-2FC
YA0750-2FC
YA0751-2FC
YA0752-2FC

YA0771-2FC

YA0400-1RC
YA0401-1RC

YA0500-1RC

YA0502-1RC

YA0600-1RC
YA0601-1RC
YA0602-1RC
YA0603A-1RC
YA0613-1RC
YA0617-1RC
YA0617-1RC
YA0624-3RC
YA0604-1RC
YA0609-1RC
YA0610-1RC
YA0610-1RC
YA0611-1RC
YA0619-1RC
YA0623-2RC
YA0606-1RC
YA0612-1RC
YA0608-1RC
YA0699-1RC
YA0698-1RC
YA0697-1RC
YA0696-1RC
YA0695-1RC

YA0660-1RC
YA0612-1RC
YA0616-1RC
YA0622-1RC
YA0670-1RC
YA0620-1RC
YA0750-1RC
YA0751-1RC
YA0752-1RC
YA0753-1RC
YA0771-1RC
YA0703-1RC
YA0702-4RC



STREET BIKE BRAKE LINES Premium Performance Brake Line '

YAMAHA

ol ear starrone—acerront L ear
XSR700 ABS 16-17 YA0704-3FC YA0704-4RC
XJ750 ANTIDIVE 82-84 YA0754-5FC
XS750E 77-78 YA0756-3FC YA0756-1RC
XS750 78-79 YA0755-3FC YA0755-1RC
XS750SE 80-82 YA0757-3FC YA0757-1RC
XTZ750 SUPER TENERE 89-96 YA0758-3FC YA0758-2FC YA0758-1RC
XV750SE 81-83 YA0759-1FC
XV750 92-97 YA0749-3FC
YZF750 93-97 YA0770-2FC YA0770-1RC
FZ8 NON ABS 10-13 YA0801A-2FC YA0801-1RC
FZ8 ABS 10-15 YA0802-7FC YA0802-2RC
TDM850 91-96 YA0850-3FC YA0850-2FC YA0850-1RC
TDM850 97-02 YA0852-3FC YA0852-2FC YA0850-1RC
TRX850 96-00 YA0849-2FC YA0849-1RC
XS850 80-85 YA0851-3FC YA0851-1RC
TDM900 NON ABS 02-13 YA0905-3FC YA0905-2FC YA0905-1RC
XJ900 83-85 YA0900-3FC YA0900-1RC
XJ900F 85-94 YA0901-3FC YA0901-1RC
XJ900S DIVERSION 94-96 YA0903-2FC YA0903-1RC
XJ900S DIVERSION 97-03 YA0904-3FC YA0904-2FC YA0904-1RC
MT-09 13-16 YA0906-2FC YA0906-1RC
MT-09 ABS 13-17 YA0907-5FC YA0907-2RC
MT-09 TRACER ABS 15-17 YA0909-5FC YA0907-2RC
XSR900 ABS 16-17 YA0910-5FC YA0910-2RC
FZR1000 GENESIS 87-88 YA1001-3FC YA1001-2FC YA1001-1RC
FZR1000 EX-UP 89-90 YA0998-2FC YA0998-1RC
FZR1000 EX-UP 91 YA1000-3FC YA1000-2FC YA1000-1RC
FZR1000RU 92-94 YA1002-3FC YA1003-2FC YA1002-1RC
FZR1000 EX-UP 95-96 YA0999-2FC YA0999-1RC
FZS1000 FAZER 071-05 YA1009-3FC YA1009-2FC YA1009-1RC
FZ1 FAZER 06-13 YA1014-3FC YA1014-2FC YA1014-1RC
GTS1000A** 93-96 YA1008-7C
MT-10 ABS 16-17 YA1021-5FC YA1021-2RC
R1 98-01 YA1007-2FC YA1007-1RC
R1 02-03 YA1010-2FC YA1010-1RC
R1 04-05 YA1011-2FC YA1011-1RC
R1 2006 YA1011-2FC YA1011A-1RC
R1 07-08 YA1013A-2FC YA1013-1RC
R1 09-16 YA1019-2FC YA1019-1RC
R1/R1M ABS 15-17 YA1020-5FC YA1020-2RC
XV1000 TR1 81-85 YA1005-3FC
XV1000 VIRAGO 86-89 YA1004-3FC
YZF1000R THUNDERACE 96-02 YA1006-2FC YA1006-1RC
BT1100 BULLDOG 07-03 YA1108-3FC YA1108-1RC
FJ1100 85-86 YA1100-5FC YA1100-1RC
XS1100 78-80 YA1101-3FC YA1102-1RC
XS1100S 78-84 YA1102-3FC YA1102-1RC
XV1100 VIRAGO 89-99 YA1103-3FC YA1103-2FC
XVS1100/A DRAGSTAR 98-06 YA1106-3FC YA1106-1RC
XVS1100/A DRAGSTAR CLASSIC 98-06 YA1107-3FC YA1106-1RC
FJ1200 (ANTIDIVE) 86-87 YA1202-5FC YA1202-1RC
FJ1200 (NON ANTIDIVE) 88-96 YA1201-3FC YA1201-2FC YA1201-1RC
FJ1200 ABS 91-96 YA1203-6FC YA1203-2RC
XJR1200 95-98 YA1205-2FC YA1205-1RC
V-MAX 91-04 YA1200-3FC YA1204-2FC YA1200-1RC
FJR1300 00-02 YA1302-3FC YA1302-1RC
FJR1300 03-04 YA1305-3FC YA1302-1RC

FJR1300A ABS 08-16 YA1306-5FC YA1306-2RC



STREET BIKE BRAKE LINES

R T S S

YAMAHA

XJR1300 99-07
XJR1300 02-03
XJR1300 04-16
XVZ1300A/AT ROYAL STAR/TOUR CLAS- 96-99
siC

XVZ1300TF VENTURE STAR 00-02
XV1600 WILD STAR 98-03
MT-01 05-09
V-MAX 1700 09-15
XV1900 MIDNIGHT STAR 05-09

** Supplied as front & rear kit complete.

YA1301-3FC

YA1300-3FC

YA1600-3FC
YA1600-3FC
YA1601-3FC
YA1701-3FC
YA1900-3FC

YA1301-2FC
YA1303-2FC
YA1304-2FC
YA1300-2FC

YA1601-2FC

YA1900-2FC

YA1301-1RC
YA1303-1RC
YA1304-1RC
YA1300-1RC

YA1600-1RC
YA1600-1RC
YA1601-1RC
YA1701-2RC
YA1900-1RC




CLUTCH LINES

APRILIA

| Model | Yer a0
RSV1000 MILLE 98-02 AP1000-1CC
SL1000 FALCO 99-03 AP1001-1CC
TUONO 1000 03-09 AP1007-1CC
RSV1000R 04-14 AP1009-1CC
RST1000 FUTURA 01-04 AP1008-1CC
BMW

Model e _batNo
R850C ABS 00-01 BW1201-1CC
R1200C ABS 96-05 BW1201-1CC
DUCATI

Model | Yer _parNo
PANTAH 600 80-85 DU0600-1CC
M400/600/620/750 MONSTER 94-02 DU0601-1CC
M696 MONSTER 06-08 DU0696-1CC
748 BIP/STRADA/SPS 94-03 DU0916-1CC
748R 99-02 DU0997-1CC
748 BIP/STRADA/SPS 03-05 DU0747-1CC
750/906 PASO 86-94 DU0750-1CC
600/750SS 93-02 DU0751-1CC
750F1 86-88 DUO0751A-1CC
851/888 88-91 DU0851-1CC
888 STRADA 92-94 DU0888-1CC
M900/54/S4R MONSTER 93-08 DU0901-1CC
900SS/SUPERLIGHT 91-03 DU0908-1CC
916 BIP/STRADA/SP 94-02 DU0916-1CC
996 97-02 DU0996-1CC
996R 00-01 DU0997-1CC
998RS 02 DU0998-1CC
998/S 01-03 DU0916-1CC
ST2 97-03 DU0944-1CC
ST4 98-03 DU0945-1CC
MHR1000 MILLE 85-87 DU1000-1CC
1098 07 DU1098-1CC

HARLEY DAVIDSON

| Model | Ve _PartNo

VRSCD/VRSCX 04-05 HDO0056-1CCH
VRSCA 06-07 HDO0058-1CCH
VRSCD/VRSCX 06-07 HDO0059-1CCH
VRSCR STREET ROD 05-07 HDO0071-1CCH
HONDA
Model | Yer JPartNo

VFR400RF-RH (NC21) 85-87 HN0404-1CC
CBX750FE 84 HNO753A-1CC
RVF750RR-RS RC45 94-95 HNO0745-1CC
VF750FD-FE 83-84 HNO0755-1CC
VFR750FG-FH 86-87 HNO0753-1CC
VFR750F)-FK 88-89 HNO0752-1CC
VFR750FL-FP 90-93 HNO0751-1CC
VFR750FR-FV 94-97 HNO0750-1CC
VFR750R]J-RL RC30 88-90 HNO0749-1CC
VFR800 FW-FY NON ABS 98-00 HN0800-1CC
VFR800 V-TECH NON ABS 02-10 HN0802-1CC

CBR1000FH-FN 87-92 HN1001-1CC



CLUTCH LINES

HONDA

Model | Yer _FartNo
CBR1000RR 04-05 HN1004-1CC
VF1000RE-RG 84-88 HN1002-1CC
VTR1000FV-02 97-05 HN1000-1CC
VTR1000 SP1-SP2 99-08 HN1001A-1CC
CBR1100XXV-XX3 BLACKBIRD 96-08 HN1100-1CC
VT1100 SHADOW 87-94 HN1108-1CC
ST1100 ALLINCABS / TCS/ CBS 89-03 HN1110-1CC
VF1100 MAGNA (IMPORT) HN1115-1CC
GL1200AE-AH GOLDWING 84-87 HN1202-1CC
X4 1300 IMPORT HN1301-1CC
CB1300 (SL38) 97-03 HN1300-1CC
GL1500 GOLDWING 88-00 HN1500-1CC
F6C VALKRIE 96-03 HN1501-1CC
KAWASAKI

Model e _PatNo |
GPX750R F1-F3 87-91 KW0755-1CC
ZXR750 H1-H2 89-90 KW0753-1CC
ZXR750)1-)2 91-92 KW0752-1CC
ZXR750 K1-L1 91-96 KWO0751-1CC
ZXR750 M1-M2 92-94 KWO0750-1CC
ZX7R P1-P9/ ZX7RR N1 96-03 KWO0750-1CC
GPZ900R A1-A6 84-89 KWO0901A-1CC
ZX9R B1-B4 94-97 KW0900-1CC
GPZ1000RX A1-A3 85-89 KW1003-1CC
GTR1000 A1-A14 86-99 KW1012-1CC
ZX10 B1-B3 88-91 KW1000-1CC
ZR1100 A1-A4/B1 ZEPHYR 92-97 KW1102-1CC
ZRX1100 C1-C2 97-01 KW1103-1CC
ZZR1100 C1-C3 90-92 KW1100-1CC
VN1500 E2 CLASSIC TOURER / NOMAD 01-04 KW1503-1CC
LAVERDA

Model | Yer PatNo
JOTA 120/180 78-82 LV0002-1CC
MIRAGE 1200 78-79 LV0005-1CC
750 FORMULA/750SS 97-02 LV0010