
INSTALLATION

PARTS INCLUDED  
1 1.5” Extension 
1 2.5” Extension 
1 Installation Instructions

Please read and understand entire instructions before starting installation.

ThANk YOU fOR ChOOSING küRYAkYN!

IN ORDER TO PROTECT YOU AND OThERS fROM POSSIBLE INjURY
AND/OR PROPERTY DAMAGE OR LOSS, PLEASE PAY CLOSE ATTENTION 
TO ALL INSTRUCTIONS, WARNINGS, CAUTIONS AND ATTENTION NOTES 
REGARDING ThE USE AND CARE Of ThIS PRODUCT.

WARNING! THIS INDICATION ALERTS YOU TO THE FACT THAT IGNORING THE 
CONTENTS DESCRIBED HEREIN CAN RESULT IN POTENTIAL DEATH OR 
SERIOUS INJURY.

CAUTION! This indication alerts you to the fact that ignoring the contents described herein 
can result in potential injury or material damage.

ATTENTION! This indication alerts you to the fact that ignoring the contents described herein 
may negatively affect product performance and functionality.

TOOLS SUGGESTED
Set of Combination Wrenches 

STRICTLY OBSERVE ThE fOLLOWING GUIDELINES IN ORDER TO USE ThE 
PRODUCT PROPERLY AND AVOID POTENTIALLY DANGEROUS ACCIDENTS.

PROCEDURE
STEP 1 Read and understand all steps in the instructions before starting the installation. Park 
the motorcycle on a hard, level surface and turn off the ignition.

STEP 2 With your combination wrenches, loosen the jam nut and remove the end ball joint 
from the shift linkage.

STEP 3 Place the desired length extension on the end of the shift linkage; reinstall the end 
ball joint to the end of the new extension. 

fITS:CAN BE USED TO ExTEND ANY ShIfT LINkAGE WITh 5/16-24 RIGhT hAND ThREAD ENDS
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-cont.-

https://www.motorcycleid.com/kuryakyn/


INSTALLATION

STEP 4 Reinstall the shift linkage to the bike and adjust to desired length. Be sure to tighten the jam nut 
to ensure the shift linkage will not vibrate loose.

NOTE! You may also combine the two extensions to gain a total of four inches over the stock length. 

ATTENTION! It is the installer’s responsibility to ensure that all of the fasteners (including pre-assembled) 
are tightened before operation of the motorcycle. Küryakyn will not issue a warranty on components lost 
due to improper installation. Periodic maintenance may be required.
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1.5" ExTENSION

2.5" ExTENSION

Shop for other motorcycle foot controls and pegs on our website.

https://www.motorcycleid.com/foot-controls-pegs.html



