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Victory 
Vegas/Kingpin/High-Ball 

’03-17 - Solo and Passenger Seat 

Hardware:  Solo seat: 
Stock side Allen bolts x 2 

Passenger seat: 
13mm x 8mm hex bolts x 4 

Opt. Luggage Rack Relocation: 
¼”‐28 x 3/8” Allen bolt x 2 
¼”‐28 lock nut x 2 

Tools needed:  6mm Allen wrench 
13mm socket wrench. 

Removal of Stock Seat: 

1. Pull out on side covers to 
remove them from the 
motorcycle. 

2. Remove the two solo 
mounting bolts using a 6mm 
Allen wrench. Lift solo straight 
up off the frame. 

3. Remove the four chrome
fender strut bolts using a 6mm 
Allen wrench. Remove strut from 
fender. 

4. Remove the four seat bracket 
bolts with a 6mm Allen wrench, 
and lift passenger seat up and off 
the fender. 

Note: This seat will not fit with the Tour‐Pak on Kingpin Tour models or the 
luggage rack on 2012 and up Vegas models. The Mustang solo will not fit with 
the stock passenger seat. This seat will not fit Jackpot models.
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Installation of Mustang Seat: 

1. Slide the front of the solo into the “V” of the fuel tank, then lower the seat onto the 
frame. The seat will be snug on the tank as it is being positioned. 

2. Align the solo’s side brackets with the frame mounts and secure with the stock bolts
using a 6mm Allen wrench. 

3. Align the passenger seat’s bracket legs with the four fender mounts and secure with
the supplied 13mm x 8mm bolts using a 13mm socket wrench. 

4. Reinstall the struts with the stock chrome bolts and secure with a 6mm Allen 
wrench. 

Relocation of Kingpin Luggage Rack:  

1. Drill through the two rivets fastening the U‐bracket to the luggage rack with a 3/16”
drill bit. 

2. Using a ¼” bit, drill two new holes through the luggage rack 2 ¼” forward of the old 
holes. 
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 3. Drill U‐bracket legs from 3/16” holes to ¼”. Install supplied ¼”‐28 x 3/8” Allen bolt and 
lock nut through one side of rack and bracket. Bend bracket to reach other side of 
rack, then install second Allen bolt. Install luggage rack to the backrest and U‐bracket 
to the top of the license plate mount. 

Enjoy the comfort and custom look of your new Mustang seat! 

Feel the difference with Mustang. Learn more about motorcycle seats & backrests we have.

https://www.motorcycleid.com/mustang/
https://www.motorcycleid.com/seats-backrests.html



