
30x30x7mm microporous adhesive (**)

15 min
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UN IVERSAL

1 Person

EASY

Nº 13

M O U N T I N G I N S T R U C T I O N S

W I N D S H I E L D  N A K E D  M O D E L REF 0869

       TO INSERT BETWEEN THE SCREEN  AND THE BIKE PANEL, IF IT WAS NECESSARY

Nº 10

ID QTY REFPART DESCRIPTION
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ADHESI-M30DX7--

SOPORT2PIP2-R06

TUERCJ66923-214

10158F/H/N/AM3

TORNIAI7380-300

TORNI-D912--837

M6x20 DIN912 Screw

Inox right support

M8 DIN 934 nut

M6x8 ISO 7380 screw.

M8x35 DIN 912 screw 

4

4

2

TUERCAEM6G-0213

TORNIAD912-0230

M6 DIN 934 Nut

M6x12 DIN912 screw

whenever you maintain the vehicle.
Thanks for your attention.

Ø12 xØ6 x8,5mm Arrowhead  

Screen

TORNI-AD912-489

CASQUI-----0298

CASQUI8159-0266

ARANDPD125A-018

ARANDEPNVCN0246

Ø15 xØ8 x9mm Arrowhead  

Ø18 xØ8 x1,5mm flat washer 

Ø6,1 xØ11 x1mm plastic washer

2 1 SOPORT2PIP2-L06Inox left support 

https://www.motorcycleid.com/puig/


MOUNTING INSTRUCTIONS 
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Attention when removing the headlight!
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 Bolt to lock the inclination of the windscreen
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UNIVERSAL

2 MOUNTING SYSTEMS (according to model ):
OPTION A: ID9+ ID10+ ID11+ID8
OPTION B: ORIGINAL SCREW+ID11 ( IF IT WAS NECESSARY)

ORIGINAL NUT
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ASSEMBLY

2 LOCK INCLINATION SYSTEMS (according to model ):

OPTION A: ID5+ ID6

OPTION B: ID13+ID12+ID6
!

ASSEMBLY

A Original screws

A Original screws

If you’re looking for quality motorcycle windshields & fairings, visit our website.

https://www.motorcycleid.com/windshields-fairings.html

