
Fit Push-Rivets provided and re-fit mudguard to bike 

Use making tape to mark equally 
spaced drilling points.

5

Use making tape t
spaced drilling points.

Drill through the Hugger Extension & mudguard at each 
point.
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Use 4mm drill bit

Fit Hugger Extension to mFit Hugger Extension to mudguard.u 
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Attach a few stick-fit pads to the Hugger Exten-
i hsion in area shown to create a gasket.t t k t
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Remove m dudguardd ffrom b biikke && cllean iinsiidde. 

1

MOUNTING INSTRUCTIONS 
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LOOK BACK

https://www.motorcycleid.com/puig/


STICK FIT EXTENDA FENDA
(For Extenda Fendas Without Mounting Tape)

The product can be fitted with the guard on or off the bike. (We recommend that the guard should be removed from the bike when possible.)   Thoroughly wash and degrease the 
inside of the guard using the alcohol wipe supplied.    Check fit of the Extenda Fenda on the guard and align at your own leisure.   Rough up both touching surfaces with sandpaper. 

Apply high bond adhesive * in concentric circular patterns on the Extenda Fenda mounting face. Offer the Extenda up to the guard and position as correctly as possible.
 When you are happy that the Extenda Fenda is correctly positioned, press all around the joint face with finger pressure. It is advisable to apply spring clamps or similar to the extreme/ 

outer ends to ensure good contact.

 FULL ADHESIVE STRENGTH TAKES SEVERAL HOURS. 
 DO NOT RIDE OFF IMMEDIATELY!!!

 WE RECOMMEND THE BIKE IS LEFT OVERNIGHT 

 BEFORE RIDING. 

*we recommend a silane modi ied silicone adhesive – single pack
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Learn more about motorcycle frames and body we have.

https://www.motorcycleid.com/frame-body.html



